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1.0 INTRODUCTION

This Remedial Investigation/Feasibility Study (RI/FS) Work Plan will be directed by the
Administrative Order on Consent for Remedial Investigation and Feasibility Study, CERCLA
Docket No 06-05-04, (Order) between the United States Environmental Protection Agency
(EPA) and National Oil Recovery Corporation (NORCO).

The objectives of the RI/FS are: (a) to determine the nature and extent of contamination and any
threat to the public health, welfare, or the environment caused by the release or threatened
release of hazardous substances, pollutants, or contaminants at or from the Site, by conducting a
Remedial Investigation; (b) to determine whether Remedial Action is necessary by conducting a
Baseline Risk Assessment; and (c) to evaluate alternatives for Remedial Action, if any, to
prevent, mitigate or otherwise respond to or remedy any releases or threatened release of
hazardous substances, pollutants, or contaminants at or from the Site or facility, by conducting a
Feasibility Study.

The three governing documents provided for this phase of the RI/FS are the:

 RI/FS Work Plan;
 RI/FS Sampling and Analysis Plan; and
 RI/FS Health and Safety Plan.

These documents should be considered “living documents” and if it becomes necessary all three
will be modified to address any change in conditions at the site.

The RI/FS Work Plan (Plan) provides a description of planned field activities that will be
conducted during this initial characterization of the site, in accordance with the Comprehensive
Environmental Response, Compensation and Liability Act (CERCLA) of 1980 (CERCLA, 42
U.S.C. §9601, et seq.) as amended by the Superfund Amendments and Reauthorization Act of
1986 (SARA) and in accordance with the National Oil and Hazardous Substances Pollution
Contingency Plan (NCP).

This Plan has been developed in accordance with the EPA’s “Interim Final Guidance for
Conducting Remedial Investigations and Feasibility Studies under CERCLA” (RI/FS guidance)
and the Order. Specifically, the Plan will present a statement of the problem(s) and potential
problem(s) posed by the Site and the objectives of the RI/FS.

The RI/FS Sampling and Analysis Plan (SAP) consists of the Field Sampling Plan (FSP) and the
Quality Assurance Project Plan (QAPP).

Included in the FSP are detailed sampling and data gathering methods that will be used to define
the nature and extent of contamination and to develop the human and ecological risk
assessments.
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The QAPP describes the project objectives and organization, functional activities, and quality
assurance and quality control (QA/QC) protocols. All sampling and laboratory analytical
methods and procedures to be performed will conform to EPA direction, approval and guidance
regarding sampling, quality assurance/quality control, data validation and chain of custody
procedures. Analytical laboratories used for this project will be accredited under the National
Environmental Laboratory Accreditation Program (NELAP) and will comply with appropriate
EPA guidance.

The RI/FS Health and Safety Plan (HSP) has been prepared in accordance with Occupational
Safety and Health Administration (OSHA) regulations and protocols. The HSP is designed to be
used during this and future phases of work at the site as a guide to the safe handling of
chemicals, selection of sampling equipment, selection of proper personal protection equipment,
and emergency response procedures. The HSP is intended to provide guidance to both site
workers and any potential visitors.

References in this report are either cited fully herein or were taken from the Hazard Ranking
System Documentation Record, Falcon Refinery, which was prepared by the Texas Natural
Resource Conservation Commission (TNRCC) for the EPA.

NORCO acknowledges that the EPA uses the term “Site”, which is not defined in CERCLA, in
referring to a “release” or “facility” on the National Priorities List (NPL). However, for this Plan
the term Site (uppercase “S”) or on-site will be used to describe property owned by NORCO
including the North Site, South Site and the Barge Dock Facility. When referring to the overall
area the term site (lowercase “s”) or off-site will be used. Also, “facility” will be used to describe
property and equipment owned by NORCO or some other specified adjacent entity. NORCO
recognizes that under CERCLA the terms facility and release are interchangeable.

2.0 2.0 SITE BACKGROUND AND SETTING

The Falcon Refinery (a.k.a. NORCO) Site consists of a refinery that operated intermittently and
is currently inactive. When in operation the refinery had a capacity of 40,000 barrels (bbl) per
day and the primary products consisted of naphtha, jet fuel, kerosene, diesel, and fuel oil.

The Site occupies approximately 104 acres in San Patricio County, Texas, and is located 1.7
miles southeast of State Highway 361 on FM 2725 at the north and south corners of FM 2725
and Bishop Road (Figure 1, Area Map). Other portions of the site include piping leading from
the Site (North and South) to dock facilities at Redfish Bay, where crude oil and hydrocarbons
were historically and are currently transferred between barges and storage tanks, where vinyl
acetate was historically transferred and may be stored, and any other area where contamination
attributed to the Site is now located.
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2.1 Site History

The Site (Figure 2, Site Map and Figure 2a Pipeline Map) has been owned, leased and/or
operated under several different companies. The Oil and Gas Company of Texas, Inc. originally
owned the Site. A deed search revealed that the facility was leased to UNI Refining, Inc. from
the UNI International Corporation and the UNI Pipeline, Inc. for seven years, 1979-1986. UNI
Refining Co. obtained an air permit in 1979 and commenced construction of the facility in April
1980. In March 1981, UNI Oil, Inc., the parent corporation of UNI Refining Company and UNI
Pipeline Company, was sold to new owners operating under the name of Texas Independent Oil
Corporation. In late 1983 to early 1984, the refinery was sold and began to be operated under the
name Mid Gulf Energy, Inc.

The Falcon Refining Company (FRC) purchased the Site from Texas Independent Refining
facility in November 1985. In 1986, production at the refinery once again ceased, FRC declared
bankruptcy and the facility came under the ownership of American Energy Leasing, Inc. In May
1990, Impexco of Texas, Inc. acquired the Site from American Energy Leasing, Inc.

NORCO gained title to the refinery in December 1990 from Impexco of Texas, Inc. In June
1991, NORCO acquired the dock facility from the Sun Operating Limited Partnership. In the
mid-1990s, MJP Resources, Inc. began leasing/operating the tanks on the northwest corner of the
FM 2725 and Bishop Road and at the dock facility. In 1998, Pi Energy Corporation acquired 2.5
acres of the dock facility from NORCO.

Currently, Superior Crude Gathering Inc. (Superior) is leasing several above-ground storage
tanks (ASTs) at the refinery portion of the Site and the barge docking facility, for crude oil
storage and transportation.

2.2 Site Characterization

The site is located near the city of Ingleside, in the San Antonio-Nueces Coastal Basin adjacent
to Redfish Bay, which connects Corpus Christi Bay to the Gulf of Mexico. Surface water
drainage from the Site enters the wetlands along the southeastern section of the abandoned
refinery. The wetlands then connect to the Intracoastal Waterway and Redfish Bay. The Site is
bordered by wetlands to the northeast and southeast, residential areas to the north and northwest,
Plains Marketing (crude oil storage) to the north, and several construction companies and a waste
oil recycler to the west.

2.2.1 Site Physical Characteristics

The Falcon Refinery occupied two separate parcels of land that were connected by pipelines. The
refinery property is located south of the intersection of FM 2725 and Bishop Road and the
storage and former truck racks are located north of the same intersection.
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When operational the storage and truck rack property (North Site) had nine ASTs that ranged in
size from 1,000 bbls (Tank 3) to 20,000 bbls (Tanks 8 and 9), three truck loading racks,
associated piping and a transfer pump (Figure 3). At the time of the submission of this work
plan, only Tank 2 and Tank 7 from the operational facility are still present on-site. Three small
tanks have been placed at the North Site near the former truck racks since the facility was
operational. The owner and contents of the nearly empty tanks are unknown.

There is also a half buried concrete tank on the North Site that does not appear on the Site plans.
It appears that used motor oil was poured around this tank.

The main portion of the refinery (South Site) was located south of the intersection of FM 2725
and Bishop Road (Figure 4).

When operational the crude oil topping plant produced light naphtha, heavy naphtha, kerosene
and diesel. Operational equipment at the Site includes a cooling tower, crude exchanger, steam
generator, vacuum cooler, blending equipment, heat exchangers, charge pumps, residue pumps,
slop pumps, condensate pumps, water circulating pumps, sulfuric acid injection pumps, cooling
water pumps, a vacuum column, condensate separator, flame arrestor, chlorinator, steam exhaust,
chemical feed system and an HVAC pressurizing system. Storage consisted predominantly of
Tanks 10 through 31, which ranged in size from 5,000 bbls (Tanks 17-24) to 200,000 bbls (Tank
30). Two additional tanks N1 and N2 (Tanks 32 and 33 respectively, of the main processing area
of the refinery [Figure 4]), were also used to store product, including CERCLA hazardous
substances. In addition there is a large fire water tank near the main entrance to the facility.

Storm water and process water were sent to storage tanks that had American Petroleum Institute
(API) separators that removed any residual oil and sent the oil to a slop tank. The water was
treated by a dissolved air flotation chamber and then flowed into the aeration pond. Historically,
sludge was then removed in the clarifier and it is believed that any effluent from the refinery’s
wastewater treatment system may have been discharged directly into the unpermitted wetland
area immediately adjacent to the Site because the discharge pipeline may have never been
constructed to the outfall discharge point.

2.2.1.1 Surface Features

The Site elevation is near sea level with a maximum of ten feet above sea level. The adjacent
wetlands, geology, soil, groundwater, meteorology and human population are described in the
following sections.

2.2.1.2 Geology

Surface deposits consist of Quaternary Alluvium, which is comprised of clay, silt and sand of
varying grain size. Beneath the alluvium is the Pleistocene Aged Beaumont Clay, which is
comprised of clay that is interbedded with medium to fine sand. Both formations typically yield
small to moderate quantities of fresh to moderately saline water.
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Texas Water Development Board (TWDB) Report 73, Groundwater Resources of Nueces and
San Patricio Counties and Bureau of Economic Geology Maps were reviewed for descriptions of
the shallow geology. Results of the reviews indicated that the character of the stratigraphy is
heterogeneous and the correlation of individual beds is difficult even over short distances.

Boring logs from the adjacent Plains facility (Appendix A) indicate that the shallow geology at
the site is predominantly sand to a depth of 12 feet below ground surface (bgs). Information on
water well completion logs (Appendix B) in the area was too general to use in the interpretation
of the geology.

Detailed cross-sections will be constructed of the shallow geology of the site after the drilling
program of the RI.

2.2.1.3 Soil and the Vadose Zone

Fourteen monitor well borings (Appendix A) were reviewed from the Plains Marketing facility
that adjoins the North Site to the northeast, north and northwest. The descriptions indicate that
the shallow stratigraphy is predominantly silty sand with color variations including shades of
gray and brown and zones of black organic material. Some of the borings encountered basal clay
at depths ranging from 10 to 12 feet bgs.

During drilling for the borings groundwater was encountered at depths ranging from three to
eight feet bgs.

2.2.1.4 Surface Water Hydrology

The Site is bordered by wetlands that are described as palustrine emergent areas and estuarine
intertidal emergent areas that are regularly flooded (Ref.53, p.1) to the south, east and northeast.
The wetlands, which drain from the Site to the northeast, eventually connect to Redfish Bay,
Corpus Christi Bay, Aransas Bay and the Gulf of Mexico.

Located in the San Antonio-Nueces Coastal Basin, the Site lies approximately 5 feet above sea
level and drains into the adjacent wetlands. The topography of the Site is gently sloping to the
southeast as revealed by the Port Ingleside, Tex., United States Geological Survey (USGS)
topographic map. Surface water drainage from the Site enters the wetlands along the
southeastern section of the refinery.

A culvert connects the palustrine/estuarine wetlands to estuarine wetlands. An aerial photograph
(Figure 5) shows the connection between the wetlands to the Intracoastal Waterway and Redfish
Bay.

Hazardous substances from the Site possibly entered surface water by overland flow from the
Site through sandy berms and the cracked foundation of the lined surface impoundment and by
surface water runoff during rain events. Hazardous substances also possibly entered the
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Intracoastal Waterway from the current and historical docking facility by overland flow and
surface water runoff during rain events and through the culvert located north of the historical
barge dock facility.

There are several reports that the Falcon Refinery had a permitted National Pollutant Discharge
Elimination System (NPDES) discharge point at the southern end of Hwy 2725. An application for
Permit number 02142 was last submitted to the EPA on March 10, 1993 by Monitor Environmental
on behalf of NORCO. The permitted discharge point was in Corpus Christi Bay approximately four
miles from the refinery.

Mr. Doug Standifer, a former consultant for the Falcon Refinery, indicated that he had authorized
the submittal of a permit for an NPDES discharge permit. However, there are no records to indicate
that wastewater effluent discharges occurred under the permit and that the permit was ever used.
Additionally, there are no records to indicate that the discharge pipeline was ever connected to the
outfall point at Corpus Christi Bay. It is believed that the wastewater treatment effluent may have
been directly discharged into the unpermitted wetland area immediately adjacent to the Site.

2.2.1.5 Meteorology

Average annual rainfall at the site approximately is 35.0 inches per year and the 2-year
maximum 24-hour rainfall is 4.5 inches. Based on the Federal Emergency Management Agency
Flood Insurance Rate Map for San Patricio County, Texas, Panel 531 of 533, Map Revised:
March 18, 1985, the Site is within a 100-year floodplain.

2.2.1.6 Human Population and Land Use

The Site is located approximately 2.5 miles from the city of Ingleside, which has a population of
approximately 9,400 people. Land use adjacent to the Site is comprised of predominantly
industrial facilities (Figure 6). However, there are residences immediately west (at the
intersection of FM 2725 and Bishop Road) and north of the refinery Site along Thayer Road.
Additional information associated with land use is provided in Sections 5.4 and 5.5.8.

A one-mile radius water well search was performed and the report is provided in Appendix B.
Information obtained in the water well search, which included all wells registered with the Texas
Department of Water Resources, indicated that there are two registered water wells on Thayer
Road, which is adjacent to the refinery. In addition to the search for registered wells a door-to-
door search (Figure 7) was conducted and two water wells were found on Bishop Road. State of
Texas Water Well Reports indicate that the two registered water wells on Thayer Road are
screened in sand at a depth of 40 to 45 feet below land surface.

The depth to groundwater beneath the Site has been estimated at 3 to 8 feet bgs. No permanent
groundwater monitor wells have been installed at the Site. However, monitor wells at the
adjacent Plains site encountered groundwater in that range. Provided in Appendix A are boring
logs from Plains, which indicated that the shallow geology is predominantly sand.
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In addition to the presence of hydrocarbons noted near the above-ground tanks at the Site, other
potential sources of groundwater contamination include on-site and off-site pipelines, above-
ground storage tanks, former drum storage areas, oil pits, and metal refuse areas.
The RI will reveal if the basal clay is consistent across the Site.

Adjacent businesses include (Figure 6):

 Oceaneering Solus Schall

 Southern Steel & Supply

 MMR Constructors Inc.

 Backwood's Grill

 State Service Co. Inc. (SSCI)

 Raymond Dugat Co., L.C. (Ingleside Properties aka Dugat Docks)

 Offshore Specialty Fabricators, Inc. (Gulf Conservation Corporation (GCC))

 TJs Machine Shop

 Gulf Marine Fabricators (Aker Gulf Marine – Aransas Pass Yard)

 Fincantieri Marine Systems

 Moose Lodge 2063

 Coastal Tech Fiberglass

 Playtime Amusements

 AG Produce

 Southland Fab & Offshore Inc.

 Surface Technologies Corporation

 Boss Exploration & Prod.

 New Park Environmental Services

 Live Oak Materials Inc.

 Garrett Construction Co.

 Lawn & Garden Shop

 Dynamic Industries, Inc.

 Plains Marketing LP

 Alamo Concrete Products LTD

 Perry Construction Co. Inc.

 ACI Concrete Construction

 ACI Mini Storage

 Baker Manufacturing Corporation

 Backwoods

 IBC Petroleum/ Pi Energy
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Provided in Appendix C are Annual Waste Summary forms for a few of the adjacent facilities.
The comprehensive file that contains the waste summaries and regulatory inspections is
comprised of thousands of pages. When the RI data are obtained the COPC will be evaluated and
compared to the listed facilities.

2.2.1.7 Endangered and Threatened Species

The area in and around the refinery and the adjacent wetlands is a known habitat for Federal and
Stated designated endangered or threatened species (Ref. 78, p. 1). An inquiry through the Texas
Parks and Wildlife Department (TPWD) Biological and Conservation Data System and a site
visit from Mr. Beau Hardegree of the TPWD Lower Coast Conservation Assessment Program
indicated the following endangered and threatened species in the vicinity of the wetland areas
adjacent to the site. Federal Listed Endangered and State Listed Endangered Species, Brown
Pelican (Pelecanus Occidentalis); State Listed Threatened Species, Reddish Egret (Egretta
Rufescens). In the Redfish Bay environment: Federal Listed Endangered Species, Brown Pelican
(Pelecanus Occidentalis) and Kemp’s Ridley sea turtle (Lepidochelys Kempii); Federal Listed
Threatened Species, Green Sea Turtle (Chelonia mydas); State Listed Endangered Species,
Brown Pelican (Pelecanus Occidentalis); State Listed Threatened Species, Reddish Egret
(Egretta Rufescens) (Ref.78, p.1,2,4,7,8).

A Kleinfelder biologist conducted a preliminary two-day project site survey on May 31 and June
1 of 2006 to determine the presence of special-status plants and animals and their associated
habitats. Based upon this two-day survey we identified potentially suitable habitat for three
special-status species within the Redfish Bay system: White-faced Ibis (Plegadis chihi),
Opossum Pipefish (Microphis brachyurus), and the West Indian Manatee (Trichechus manatus).

Although potentially suitable habitat for these special-status species occurs on and adjacent to
the project site, this habitat does not guarantee the presence of or optimum use by special-status
species. Additional species-specific focused surveys will be needed to ascertain these data.

Both federally listed and state listed species shall be addressed in the ecological risk assessment
(ERA). In order to eliminate a threatened/endangered species as being potentially present, an
ERA will provide supporting documentation from a wildlife management agency to confirm the
absence of the protected species on the affected property. If this is not possible due to the time
constraints associated with the project, a discussion will be provided on the lack of suitable
habitat by comparing the available habitat with the habitat needs of threatened/endangered
species that could possibly occur in the county. It will not be enough to simply assume that no
protected species are known to occur at the Site.

If the presence or absence of a protected species cannot be determined, then the species will be
considered as being present and potentially impacted. For species known to use the area or
suspected to use the area due to habitat suitability, the ERA must then demonstrate through
exposure or action level determination that the species will either not be impacted, or that
protective cleanup levels will be developed. These demonstrations are usually accomplished by
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calculating the exposure and evaluating the risk to a receptor that is a surrogate (a receptor from
the same feeding guild) for the protected species. In this case, the ERA should also explain why
the particular receptor chosen is a suitable surrogate for the sensitive species. Finally, where a
protected species is known to occur or could possibly occur at the Site based on habitat
suitability, any cleanup levels should be based on the NOAEL toxicity reference value (TRV).

The dominant plant species and ecological communities were observed on and adjacent to the
project site and all observed fauna was recorded and listed in the following. Although plant
species composition, density and percent cover vary throughout the project area, the on-site
wetlands exist within areas that would commonly be referred to as coastal salt marshes or
mudflats with moderate to low salinity levels. These plants do not fall into a precise plant
community taxonomic structure but they can be closely associated with the Saltgrass-Cordgrass,
Coastal Live Oak-Redbay, and Little Bluestem-Brownseed Paspalum plant community series, as
described by Diamond (1993).

Once the Phase I data are evaluated, a site-specific habitat food web appropriate for the site will
be finalized and presented in the ERA. Phases I and II of the RI/FS are discussed in more detail
in this Work Plan and in the Field Sampling Plan and Quality Assurance Plan. As the media
investigation progresses and RI/FS field activities occur, more information may become
available regarding additional wildlife present at the site.

2.2.2 Definition of Sources of Contamination

The following section describes releases based on the medium of impact. The extent of any of
the following releases has not been determined.

Detailed documentation of site-related hazardous substance contaminant releases to the
environment is publicly available at the local repository:

Ingleside Public Library
2775 Waco Street
PO Drawer 400
Ingleside, Texas 78361

The following references from the HRS contain documentation related to this topic:

 Reference 9 (Texas Water Commission Solid Waste Compliance Monitoring Inspection
Report, 6/05/86);

 Reference 10 (EPA Potential Hazardous Waste Site, Site Inspection Report, 12/14/87)
proposes a sampling location in a nearby residential area located immediately northeast
of the refinery;

 Reference 25 (Letter from TNRCC to NORCO; 2/23/96);
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 Reference 30 (Memorandum from EPA’s Region 6 Lab to the Office of Criminal
Investigation, 3/27/96) provides the analytical results of the samples taken from Tanks
N1 and N2 on February 15, 1996;

 Reference 33 (TNRCC, Oil or Hazardous Substances Discharge or Spill or Air Release
Report; 11/15/95 [reported], 11/16/95 [date of report]) is a report documenting a 11/15/95
spill from a pipeline, operated by MJP Resources Inc., approximately one mile south
southeast of FM 2725 on Bishop Road and adjacent to the Brown and Root Facility in a
wetland area;

 Reference 34 (Telephone Memo to the File, From TNRCC to the Texas Railroad
Commission [RRC]; 2/23/96) provides notification to the RRC that the spill that occurred
from the MJP Resources pipeline (Reference 33) is under the jurisdiction of the TNRCC,
based on analyses of the samples collected at the spill site;

 Reference 35 (Letter from TNRCC to MJP Resources Inc., 3/01/96);

 Reference 45 (Interoffice Memorandum, Texas Department of Water Resources,
Reference a Temporary Pond to Store Treated Effluent [Permit 02142], 7/02/79);

 Reference 46 (Investigation Form, Texas Air Control Board, 4/23/87); and

 Reference 58 (Interoffice Memorandum, Texas Water Commission, 1/14/86).

The following alphabetical references are not from the HRS, they were provided by the EPA and
are located in the repository:

 Reference A (Texas Parks and Wildlife Department; Fish Kill/Pollution Complaint
Detailed Report; Start Date, 11/14/95) describes a pipeline spill by MJP Resources;

 Reference B (Texas Parks and Wildlife Department; Fish Kill/Pollution Complaint
Detailed Report; Start Date, 04/16/02) describes a pipeline spill on land adjacent to a
wetland;

 Reference C (Railroad Commission of Texas, Inspection Report, Initial Report dated
4/05/02) consists of several reports concerning the spill described in References B, D
(TCEQ; Notice of Referral for the Hydrocarbon Release at Offshore Specialty
Fabricators; 802 Sunray Road, Ingleside [San Patricio County], Texas; 9/09/02), and E
(Photos Taken by the U.S. Fish and Wildlife Service on 9/18/02);

 Reference D (TCEQ; Notice of Referral for the Hydrocarbon Release at Offshore
Specialty Fabricators; 802 Sunray Road, Ingleside [San Patricio County], Texas;
9/09/02);

 Reference E (Photograph Taken by the U.S. Fish and Wildlife Service on 9/18/02)
provides a photograph of the spill area discussed in References B, C, and D;

 Reference F (Texas Parks and Wildlife Department; Fish Kill/Pollution Complaint
Detailed Report; Start Date, 09/20/02) describes an oil spill from a storage tank (Tank #7,
North Site);
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 Reference G (TNRCC, Oil and Hazardous Substances Spill or Discharge Report,
9/20/02) consists of various reports and photographs of the tank leak described in
Reference F;

 Reference H (Photograph Taken by TCEQ on 7/07/04) provides a photograph of Tank
#27; and

 Reference I (Monthly Report of the EPA’s Activities Concerning the CIP [Community
involvement Plan], 10/19/04) provides the EPA’s monthly report of CIP-related
activities.

2.2.3 Nature and Extent of Contamination

Spills and releases at the site are discussed based on the medium of impact however in this
section releases are described that impacted multiple mediums or involved hazardous substance
sampling from tanks and Site investigations.

On January 13, 1987, the Texas Air Control Board (TACB) took a sample from a wastewater
storage tank at Falcon Refining. Records indicate that the refinery received 104,000 bbls of
material from Tenneco in January 1986. A substantial amount of this waste remained in the
pipelines and tanks. TACB officials noted that noxious odor complaints from surrounding
residents began when the refinery started processing this material. TACB concluded that the
Tenneco material was not virgin petroleum, but a mixture of organic solvents and, probably,
waste. TACB analytical results from a sample of material taken from a tank on January 13, 1987,
support the conclusion that this material contained constituents not normally occurring in crude
oil. Butanol, cyclohexanediol, 1 phenylethanol, N,N-diphenylamine, and xylene were detected in
the sample of wastewater from the refinery.

The EPA Criminal Investigation Division (CID) of the Houston Area Office conducted a
criminal investigation from January 1996, until August 2000, on the activities at GCC, a facility
located north of the NORCO dock facility, which was being operated by MJP Resources, Inc.
Specifically the investigation concerned a vinyl acetate slop stream delivered to GCC. According
to Mr. Ronald Cady, Louisiana Department of Environmental Quality Regional Hazardous
Waste Coordinator, and Mr. Brian Lynch, CID, this stream consisted of odorless mineral spirits
(OMS) that were used as a carrier for the reactant in the production of polyethylene at Westlake
Polymers in Sulphur, Louisiana. In this process, the mineral spirits are recycled until they
become too contaminated to use and would be classed as a spent solvent. Westlake Polymers
segregates the two streams and labels them V-240 (OMS) and V-242 (OMS with VA). In the
past, they had been classifying the mineral spirits as a co-product. The vinyl acetate is not an
excluded substance under the petroleum exclusion.

Samples were collected by the CID in February 1996 at the Site from two tanks (N1 and N2),
also referred to as Tanks 32 and 33 in the main processing area of the NORCO facility. The
liquid samples collected revealed high concentrations of vinyl acetate in these two tanks;
1,360,000 micrograms per liter (ug/L) and 36,600,000 ug/L.
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Trucks delivered the liquid described in the previous paragraph from GCC to the Falcon
Refinery pursuant to permission given by the MJP Resources, Inc. President, a previous lessee of
the Falcon Refinery.

The hazardous substances identified on-site included such chemicals as nitric acid, acetic acid,
cupric chloride, potassium chromate, silver nitrate and potassium hydroxide. Additionally, the
EPA believes that hazardous wastes and residues identified by the RCRA waste numbers D002,
K049 and K051 are also present. All of the hazardous wastes and substances are “hazardous
substances” as defined by Section 101(14) of CERCLA, 42 U.S.C. § 9601(14), and CFR § 302.4.

2.2.3.1 Groundwater

Review of the project files indicates that only one groundwater sample has been obtained at the
Site and that sample was taken immediately below the area of a spill from an above-ground
storage tank (Reference 38).

Laboratory analyses received by the TNRCC Region 14 Office on February 25, 2000 revealed
the following constituents; 1,2 dichloroethane, 4-methyl-2-pentanone (Ref. 38, p. 180), benzene,
ethyl benzene, m,p,o-xylenes, styrene, and toluene (Ref. 38, pp. 44-50). The analyses also
revealed that the fluid sample exceeded the maximum concentration of benzene for toxicity
characteristic using the Toxicity Characteristic Leaching Procedure (TCLP).

The lone sample was obtained from a temporary monitor well and there are no boring logs or
completion logs are available.

The existence of water wells adjacent to the Site is discussed in Sections 2.2.1.6 and 5.5.9.2 of
this report.

The condition of the groundwater at the site will be determined during the RI/FS.

Adjacent to the northern property boundary of the storage and truck loading property, the Plains
Marketing (Plains) site is in the Texas Commission on Environmental Quality (TCEQ)
Voluntary Cleanup Program (VCP).

Three monitor wells (MW-1, MW-2 and MW-3) are installed immediately adjacent to North Site
property fence (Appendix D). Review of the project file indicates the all three of these wells
were impacted with hydrocarbons in 1995. However, this portion of the site has been excluded
from the VCP program and these wells have not been sampled since they initially reported
concentrations that indicated impacts.

Conversations with the TCEQ during June 2006 indicate that portions of the Plains site have
should have been in corrective action and that additional sampling will be required of Plains. The
data when available will be used in the RI.
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A copy of the “Third Quarter 2005 Groundwater Monitoring Report, Plains Marketing Terminal,
Ingleside, Texas, VCP No. 449”, which was submitted to the TCEQ is included in Appendix E.
The report includes analytical data summaries for the 19 monitor wells that are in the VCP
program. Missing from the analytical summaries are data for monitor wells MW-1, MW-2 and
MW-3, the monitor wells that were installed immediately adjacent to the North Site and had
documented contamination in 1995.

2.2.3.2 Soil

This section includes in chronological order a description of the documented spills, discharges or
the disposal of product or waste to the soil at the site.

On February 14, 1979, the TACB performed an inspection of the UNI Refinery in response to
complaints of odors that were emanating from the facility. During the inspection two separate
spills were noted and are depicted in Figure 8. The significant source of the odors was an
accidental spill, which emanated from Tank 17, which stored slop oil. The spilled slop oil
migrated to the east and entered the areas around Tanks 14, 13 and 12.

The second odor source from the 1979, TACB inspection was associated with open pit bottom
sediments from Tank 15. Mr. Hodge, the Plant Manager, indicated that a shipment of crude oil
from Nigeria was found to have an unexpected amount of bottom sediments and with no place to
store the material the sediments were pumped into the diked area around Tank 15.

On June 17, 1979, Gene Hodge called the called the Texas Department of Water Resources
(TDWR) to inform them that during the construction of a permitted temporary pond (Permit
02142), which was to be used to store treated effluent, oily ground was uncovered. The Site
(Figure 9) and oily ground was inspected and photographed by the TDWR. Based on the record,
the source of the oil was from a previous owner of the property that had probably disposed of
basic sediment and waste (BS&W) and oily waste.

The refinery, when active processed material that consisted of not only crude oil but also
contained hazardous substances, as defined by 40 CFR Part 261.32. In a Notification of
Hazardous Waste Activity, signed on October 20, 1980 by Mr. Eugene W. Hodge (Vice
President of UNI Refining, Inc.), four hazardous wastes from specific sources were listed: K048
(dissolved air flotation float), K049 (slop oil emulsion solids), K050 (heat exchanger bundle
cleaning sludge), and K051 (API separator sludge). Of these sources, the listed hazardous waste
K051, API separator sludge from the petroleum refining industry based on the toxicity of the
sludge, was documented in an inspection report to have been deposited inside the walls of a tank
berm. Other hazardous substances at the site included: vinyl acetate detected inside tanks during
an EPA CID criminal investigation and a TNRCC Region 14 sampling event, chromium detected
in deposited cooling tower sludges and untreated wastewater releases inside tank berms.
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On January 9, 1982, during an annual solid waste compliance inspection by the TDWR, under
Solid Waste Registration 31288, small quantities of separator sludge had been put in a “waste
pile” on the northwest side of the berm for Tank 30 (Figure 10). After being informed of the
violation, the record indicates that UNI would remove the small amount deposited and ship all
API sludges off-site in the future. There is a letter from the TDWR indicating that in fact the
sludge had been shipped off-site to Chemical Waste Management in Port Arthur, Texas.

During December 1985 a 100,000-bbl run of slop oil was received at the refinery. At the time the
refinery’s wastewater treatment system was inoperable and the untreated wastewater was stored
in tanks and ultimately discharged into sandy unlined containment structures (firewalls). The
location of the released wastewater was noticed during a solid waste compliance inspection by
the Texas Water Commission (TWC) on March 12, 1986 (Figure 11).

On January 13, 1986, TACB took a sample from a wastewater storage tank at the Site. Records
indicate that the refinery received 104,000 bbls of material from Tenneco in January 1986. A
substantial amount of this waste remained in the pipelines and tanks. TACB officials noted that
noxious odor complaints from surrounding residents began when the refinery started processing
this material. TACB concluded that the Tenneco material was not virgin petroleum, but a
mixture of organic solvents and, probably, waste. TACB analytical results from a sample of
material taken from a tank on January 13, 1987, support the conclusion that this material
contained constituents not normally occurring in crude oil. Butanol, cyclohexanediol, 1
phenylethanol, N,N-diphenylamine, and xylene were detected in the sample of wastewater from
the refinery.

During the annual solid waste inspection, which was performed on March 12, 1986, the
inspectors noted that there were approximately 30 drums located in various locations of the
refinery. West of Tank 31 there was 21 drums with bullet holes and spilled material. However,
only four appeared to contain material.

The March 12, 1986, inspection also revealed that the Falcon Refinery had disposed of cooling
tower sludges on-site. These sludges were sampled and the laboratory reported Total Chromium
of 8020 milligram per kilogram (mg/kg) and an EP Tox Chromium of 46 micrograms per
kilogram (ug/kg). The inspector noted that, during December 1985, the Falcon Refinery made a
100,000 bbl run of slop oil, which generated a substantial amount of very odorous wastewater.
The refinery’s wastewater treatment system was inoperable during this run. The refinery placed
untreated wastewater in tankage and then, ultimately, discharged the untreated wastewater into
sandy, unlined containment structures (firewalls). According to a 1986 inspection report, the
untreated wastewater was discharged into the bermed areas around tanks 10, 11, 26, and 27. A
sludge, which had been dumped inside the firewalls of tank 13, was observed and sampled
during the inspection of July 1986, by TNRCC Region 14 staff. Constituents found in the sample
included naphthalene, 2,4-dimethylphenol, acenaphthene, fluorene, phenanthrene, fluoranthene,
pyrene, and chrysene.
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During the same inspection a sample of the cooling tower sludge was obtained by the TWC and
analyzed. The results indicated that the total chromium concentration was 8020 parts per million
(ppm), which indicated that the sludge was non-hazardous. Oily sludge was also noted around
Tank 13.

On April 9 and 10, 1987 the TACB investigated three odor complaints that were received
concerning the Falcon Refinery. An on-site inspection revealed a black liquid substance beneath
a pipe rack within the refinery. The liquid, which appeared to be a solvent with
hydrocarbon/carbon or a crude oil with solvent intermixed, was leaking from the third pipeline
from Bishop Road, which was a 10-inch pipeline that connects the tank farm in the refinery to a
run-of-pipe from the docks. The final spill covered an area approximately 30 feet by 60 feet.

On April 17, 1987, the repair was made to the pipeline and on April 21, Bernie Duncan of ARM
Refining indicated that they used a bulldozer to cover the area and eliminate odors. He indicated
that he would watch the area to see if the product seeped to the surface.

On January 4, 2000, TNRCC Region 14 inspectors completed a compliance inspection pertaining
to the air quality requirements for permitted tanks. These tanks are located on the northwest
quadrant of the FM 2725 and Bishop Road and are authorized in three active TNRCC air
permits. The naphtha stabilizer unit, located in the main processing area in the southeast quadrant
of FM 2725 and Bishop Road, was observed to be leaking from a valve between the sight glass
and the tank. This valve was approximately 20 feet high and the wind was blowing a shower of
leaking fluid on to an area of soil and vegetation surrounding the tank. Two 8-ounce jars of
sample were collected of the liquid as it leaked from the valve. Based upon the flow rate of the
leak observed on January 7, 2000, and the site inspections conducted on January 4, 6, 7, 10, and
11, 2000, it was determined by the TNRCC Region Office that a total volume of at least 220
gallons of material had leaked from the tank.

On September 20, 2002, after a heavy rain, Tank 7 from the North Site overflowed and
somewhere between 500 gallons and 500 bbls of crude oil (the document record includes both
amounts) was estimated to have been spilled. The crude oil filled the bermed area around the
tank and spread to the east toward Hwy 2725. The spilled material got to the east side of Hwy
2725 and eventually flowed in the drainage ditch toward Bishop Road and then followed the
drain ditch east along Bishop Road.

NORCO hired Miller Environmental (Miller) to respond to the release and Miller used vacuum
trucks and absorbent pads to remove as much of the spilled material as possible. After the free
liquid was removed, Miller excavated the impacted soil, sampled the area and replaced the soil.
Sampling of the soil met TCEQ closure requirements. Reports describing the release are included
in Appendix F.
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Some of the crude oil that traveled along the drainage ditch on Bishop Road was deposited on
Brenda Shedd’s driveway on Thayer Road. Much of the impacted area has since been paved.
During 2004, after heavy rain, Mr. Salinas on Bishop Road noted a sheen in the drainage ditch
near their home.

Heavy rain also caused Tanks 26 and 27 at the refinery to overflow, spilling oily waste onto the
ground. Since that time NORCO has been removing the contents of the tanks and they are both
80% empty at the time of the submission of this work plan and there is no chance that the tanks
will overflow.

Results of the on-site sampling, which are reported in the HRS, revealed that the Site had five
source areas and each will be discussed in the following paragraphs. The five source areas are
considered part of the Operating Units (OU) of the refinery and are all within Area of Concern
(AOC) 1.

Source Area 1 was sampled to evaluate the discharge of refinery process wastewater plus other
refinery effluent streams and runoff to an outlet located in Corpus Christi Bay. Samples SO-18,
SO-22 and SO-23, collected from Source Area 1, were analyzed for Volatile Organics, Semi-
Volatile Organics, Metals/Cyanide and Pesticides/Polychlorinated biphenyls (PCBs).

Source Area 2 was sampled based on a note from the 1996, inspection that noted that there was
an area designated in 1981, as “dumped benzene.” No visual evidence of such an activity exists.

Source Area 3 was sampled to evaluate the main process area of the refinery and several known
releases.

Source Area 4 was sampled to evaluate API separator sludge that was deposited inside the walls
of a tank berm.

Source Area 5 was sampled to evaluate the dumping of cooling tower sludge on the ground.

Information on the soil samples, collected for purposes of the HRS, can be found in the HRS
Documentation Record for the Site.

2.2.3.3 Surface Water

During an EPA inspection of the refinery on December 14, 1987, there is a note in the record that
surface water samples were obtained from the lined lagoon, effluent from the process area drain
system, water from southeast of the Site, background from Redfish Bay, and at a duplicate-
appropriate location. There is a column for concentration and the result for all of the samples
says “low”. Actual laboratory analyses are not part of the record.

Surface water in the wetlands was impacted by a spill from an ARM Refining spill in 1985. The
spill is discussed in the section 2.2.3.4.
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2.2.3.4 Sediment

This section includes in chronological order a description of the documented spills that impacted
the wetlands and sediment at the site.

During the inspection at the Plains Marketing (formerly ARM Refining) facility in December
1985, the TWC documented an oil spill from an ARM pipeline, which caused pollution to the
surface waters of the State (Ref.58, pp. 2-3) (Figure 12). During this time, ARM’s operations
consisted of reclaiming waste oil from drilling site pond skim and used lubrication oil from
various sources. The possible location of the spill was provided based on eye witness accounts
and the current location of the Plains Marketing’s pipeline which leads to their current docking
facility.

Review of TCEQ files at the District Office in Corpus Christi and at central records in Austin did
not reveal any information about cleanup activities associated with ARM spill in the wetlands.

On November 15, 1995, a spill was reported south-southeast of FM 2725 on Bishop Road, in the
wetlands adjacent to the Brown & Root Facility (Figure 13). The spill occurred during a
hydrostatic test of a pipeline prior to bringing the line back into service. The underground
pipeline runs from the dock facility to the main facility. Approximately less than eight barrels of
“crude oil” were spilled. According to Mr. Bernie Eickel of the Railroad Commission of Texas
(RRC), the sample analyses on February 7, 1996, indicated the presence of substances other than
crude oil. Two contaminated soil piles and two roll-off containers containing regulated waste
associated with the spill resulted from the waste removal activity. Analyses of the February 7,
1996, samples (collected from one roll-off and liquid material leaking from the roll-off) indicated
constituents not normally found in crude oil and elevated levels of the following constituents:
tetrachloroethene, 2-methylnapthalene, phenanthrene, toluene, and total xylenes.

On February 16 and 19, 1996, an inspection was conducted by the TNRCC Region 14 staff at the
NORCO facility in response to an alleged crude oil pipeline spill from the facility on November
15, 1995. Analysis of the spilled residuals revealed constituents not naturally occurring in crude
oil. Mercury, lead, 1,2, dichloroethane, benzene, ethyl benzene, styrene, toluene, total xylenes,
chrysene, m-creosol, o-creosol, p-creosol, fluorene, methyl isobutyl ketone, 2-
methylnaphthalene, naphthalene, phenanthrene, pyrene, methyl tert-butyl ether, total organic
halogens, and vinyl acetate were detected in the samples collected. Vinyl acetate was detected in
tanks N1 and N2. Vinyl acetate is not an ingredient in crude oil nor does it substitute for other
products, as it has no solvent properties, thus exempting the chemical from the petroleum
exclusion.

On April 4, 1996, Jones & Neuse conducted grid sampling at the spill site (Figure 13 –MJP
Pipeline Spill). The samples were analyzed for benzene, toluene, ethyl benzene, and xylene
(BTEX) and total petroleum hydrocarbons (TPH). No BTEX content was detected in the soil
samples taken, but TPH levels were detected ranging from 67 to 1930 mg/kg. The TNRCC
limited sampling parameters to BTEX and TPH to obtain closure for the site. Closure was
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ultimately granted based on no visible evidence of spilled material. Analyses for other hazardous
substances, pollutants or contaminants were not performed even though other chemicals, not
naturally occurring in crude oil, were spilled in the event.

On April 4, 2002, there was a spill of approximately 20 gallons of crude oil on property owned
by Offshore Specialty Fabricators (Reference C on the CD provided by the EPA describing
spills). The spill was in the wetlands north of Sunray Road (Figure 14). On July 29, 2002, the
Texas Natural Resources Conservation Commission (TNRCC) issued a letter to Mr. Dickey
Henderson (Offshore Specialty Fabricators, Inc.), which indicated that the apparent cause of the
release is a series of abandoned pipelines on Offshore Specialty’s property. A RRC report dated
April 4, 2002, states that employees dug a hole approximately twelve (12) feet deep and found
no clean sand. Samples of the liquids present at the spill, taken by the RRC on April 15, 2002,
were analyzed and revealed the presence of vinyl acetate. A RRC report dated April 16, 2002,
states that additional seepage was found from suspected unknown pipelines approximately 10
feet from the water of the salt marsh on the north end of Sunray Road. According to the RRC
report, the lines were suspected to be UNI (a previous owner of the Falcon Refinery) lines.

Information on the sediment samples, collected for purposes of the HRS, can be found in the
HRS Documentation Record for the Site.

2.2.3.5 Air

This section will describe air permitting, complaints dealing with the air, and inspections relative
to emissions.

Review of project files provides the following information dealing with air, the TACB and
TNRCC Office of Air Quality. The facility was constructed initially under TACB permit C-
5243, which was assigned to the Oil and Gas Company of Texas, Inc. as a petroleum product
storage facility. The facility was then sold to UNI Oil, Inc. and permit C-6879 was added for
additional storage.

In 1977, UNI Oil, Inc then applied for a permit (C-6027) to construct a 10,000 bbl per day crude
topping plant with associated tankage, truck loading and barge dock. Additional storage was then
added under permit numbers C-6607 and C-6027. The TACB issued a letter dated June 13, 1978,
that indicated that the construction that was being performed at the Site was a violation. On June
14, 1978, UNI Oil, Inc applied for the construction of an additional 30,000 bbl per day crude
distillation unit.

While reviewing the application for the new unit, the TACB held a public meeting with area
residents. During the meeting there were several complaints concerning UNI Oil, Inc’s
operations, however, the complaints, which dealt with the dust and speeding trucks, were out of
the jurisdiction of the TACB.
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A complaint was called in to the TACB on August 22, 1978, about odors at the Site. When the
investigator arrived at the Site, the odors were no longer present and no contact was made with
UNI Oil, Inc.

On February 14, 1979, a nearby resident complained about odors emanating from the UNI Oil
facility. The odors were verified by a TACB inspector and Gene Hodge, the plant manager,
indicated that the source of the odor was an accidental spill from slop tank No. 17. An additional
odor was also detected during a follow up Site investigation and the source of that odor was an
open pit of bottom sediments around tank No. 15. According to Mr. Hodge, a crude oil shipment
from Nigeria was found to have an unexpected amount of bottom sediments. With no place to
store the unusable material the bottom sediment was pumped into the diked reservoir.

On December 30, 1985, a resident complained that they had experienced odor problems off and
on for the last week. An investigation was conducted the following day and a strong
caustic/mercaptan odor was noted. The facility was now known as Falcon Refining. A Site
inspection revealed that only one person, a consultant, was at the facility and he indicated that
Falcon had refined some 7,000 bbls in check-out runs. The consultant was notified that the odors
were a violation and that a notice would be issued.

On January 10, 1986, another complaint was received and investigated by the TACB. During the
inspection a sweet, “varnish-type” odor was detected from several cone-roofed storage tanks
located behind the office. Mr. Richey, the Plant Manager, indicated that the refinery had not run
since the night/morning of January 7/8 and would not run until the issue of change in ownership
was resolved. He also noted that the odor was from the storage of water that was produced
during the refining run of the Tenneco feedstock. On the 13th a sample of the material was
obtained and hand-carried to Austin on the 14th. During the sample collection, the odor was again
noted.

Results of the sample indicated that presence of xylene, butanol, cyclohexanediol and 1
phenylethanol.

On April 9 and 10, 1987, the TACB investigated three odor complaints that were received
concerning the Falcon Refinery. The investigators reported that a strong odor of phenol and/or
oxygenated alcohol hydrocarbon or solvent were evident and that the vapors caused irritation of
the nasal passages and mucous membranes. On-site inspection revealed a black liquid substance
beneath a pipe rack within the refinery. The liquid, which appeared to be a hydrocarbon solvent
or a crude oil with solvent intermixed, was leaking from a 10-inch pipeline that connects the tank
farm in the refinery to a run-of-pipe from the docks.

On December 28.1995, MJP Resources Inc. sent a letter to the TNRCC Office of Air Quality to
modify the existing air permits. The plan called for the use of two existing 55,000 bbl internal
floating roof tanks and two 20,000 bbl tanks to be used to store crude oil from barges.
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2.2.4 Additional Site Characterization

The most significant immediate threat to the environment from the Site is the waste that is stored
in the above-ground storage tanks, which will be a central focus of the Removal Action.

2.2.4.1 Potential Off-Site Sources

Plains Marketing lies adjacent to the northern section of the Falcon Refinery (Ref. 57, p. 3). This
facility was a crude oil topping facility with a production capacity of 10,000 bbls per day and
now operates as a petroleum storage and transfer terminal (Ref. 57, p. 6). During the inspection
at the Plains Marketing (formerly ARM Refining) facility in December 1985, the TWC
documented an oil spill from an ARM pipeline that caused pollution to the surface waters of the
State (Ref. 58, pp.2-3). During this time, ARM’s operations consisted of reclaiming waste oil
from drilling site pond skim and used lubrication oil from various sources.

Much of the facility has been assessed and evaluated through the VCP under the TCEQ. The
Plains site has 19 monitor wells, which have quarterly gauging and sampling data dating back to
1996 (Appendix E). September 2005 analytical data indicate that samples from monitor wells
(MW-17) which formerly exceeded the drinking water standard for benzene, is located across
FM 2725 from where the release occurred.

Monitor wells MW-1, MW-2, MW-3 and MW-4 (Appendix D), which are not included in the
area that is defined by the VCP, are located immediately adjacent to the North Site. Review of
the project file at the TCEQ indicates that these monitor wells were only sampled once in
November, 1995 and that the analytical results for MW-1, MW-2 and MW-3 indicated that the
groundwater was contaminated.

These monitor wells are immediately upgradient of the North Site and the possibility exists that
the groundwater underlying the NORCO facility may have been impacted. This possibility will
be investigated during the RI/FS planned for the site.

To the south of the Falcon Refinery, the Garrett Construction Company is located at Garrett
Road and FM 2725 in Ingleside. A TNRCC file review revealed air permit exemptions regarding
a sand and gravel screening plant, an outdoor dry abrasive blast facility, and a rock crusher unit it
for this construction company (Ref. 60, p. 1-5).

Aker Gulf Marine - Aransas Pass Yard is located northeast of the Falcon Refinery (Figure 6).
Aker Gulf Marine is a fabricator of offshore structures and other petroleum related structures for
the oil and gas industry (Ref.61, p.5). The Aransas Pass Yard is the site where structural
components are fabricated (Ref. 61, p. 6). This facility has a permitted discharge point into the
Intracoastal Water/Redfish Bay under Texas Pollutant Discharge Elimination System (TPDES)
permit (Ref. 62, p. 1).
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IBC Petroleum and Pi Energy were located immediately northwest of the Dock Facility (PPE-2).
Sample SO-05 (F02JJ/MF00P3) (Ref.42, pp.67-69; Ref.43, p.20) was taken northwest of the
NORCO dock facility. The soil sample location was collected at the location of leaking
equipment on the IBC Petroleum property. The constituents detected in that sample were not
detected in the samples collected adjacent to the dock facility, SE-30 (F02JA/MF00NT) (Ref.21,
pp. 9, 11, 12, 21; Ref. 16,pp. 9, 15, 25) and SE-31 (F02JB/MF00NW) (Ref. 21, pp. 9, 11, 12,40-
42, 73-78; Ref. 16, p. 9, 16, 26).

Alamo Concrete Products, LTD., (formerly Coast Materials, Inc.) is an inactive concrete batch
plant located northeast of the NORCO dock facility and north of Sunray Road (Ref. 63, pp. 1-2;
Ref. 64, p. 1). The type of air contaminants associated with Coast Materials, Inc. included fly
ash, cement, cement and aggregate, and dust (Ref. 65, p. 1).

Brown & Root, Inc. was located off of Bay Avenue and Bishop Road (Figure 6) (Ref. 66, p. 1).
There has been minor soil contamination resulting from a Leaking Petroleum Storage Tank
(LPST). However, the case was closed by TNRCC (Ref. 67, p. 1). Brown & Root applied for an
air permit relating to abrasive blast cleaning in May 14, 1985 (Ref. 68, p.1). No wastewater
discharge permit was located for this facility.

Ingleside Properties, Inc. a.k.a. Dugat Docks is a facility located at the end of Bishop Road and
the North Bank Terminal on the Intracoastal Waterway / Redfish Bay. The operation described
in the permit application is as a drilling fluids chemicals terminal and oil field waste treatment
plant (Ref. 69, p. 1).

GCC was located on the Intracoastal Waterway / Redfish Bay north of the NORCO/MJP
Resources, Inc., dock facility and south of Aker Gulf Marine (Figure 6). The site is now owned
by Offshore Specialty Fabricators. On December 2, 1995, a spill occurred of approximately 170
gallons of unknown petroleum hydrocarbon at the GCC (Ref. 72, p. 1). The report states that
there was not any receiving water for the spill. Acetone, chloromethane, and methyl ethyl ketone
(2-butanone) were detected in a soil sample collected on September 18, 1996 (Ref. 71, pp 3-6).
The contaminated soil was removed from the site (Ref. 70, pp. 1-2).

On January 4, 1996 TNRCC staff went to the GCC site and sampled the ASTs. Results of the
analyses indicated that vinyl acetate was detected in the storage tanks.

3.0 INITIAL EVALUATION

Conceptual Site Models (CSMs) for human and ecological receptors have been developed; these are
based on the results of preliminary site investigations and other data. Both are summarized in the
CSM Flowchart for Human & Ecological Receptors (Figure 15), which shows potential exposure
and migration pathways and receptor scenarios to be considered in developing human health and
ecological risk evaluations for site contaminants under existing and future conditions. The CSM
Schematic for Human Receptors (Figure 16a) and the CSM Schematic for Ecological Receptors
(Figure 16b) depict the general features of these exposure scenarios in a non-technical manner
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designed to be readily comprehended by any viewer. The CSMs, the CSM Flowchart, and the CSM
Schematics will be refined as necessary during implementation of the Data Quality Objectives
(DQO) Process.

3.1 Types and Volumes of Waste

Waste at the Site consists of liquid and sludge in the above-ground storage tanks, piping and
abandoned sumps, material left in drums that were abandoned at several locations at the site and
impacted soil.

During September 2004 there were approximately 50 abandoned drums at the site. Since that
time all drums were properly sampled, characterized and disposed.

3.1.1 Type of Waste

Previous analytical sampling of the above-ground storage tanks (at NORCO and adjacent
facilities), soil sampling, sediment sampling, surface water sampling and groundwater sampling
have identified the constituents listed in Section 3.3.

3.1.2 Volume of Waste

All of the above-ground storage tanks were examined and the contents of the tanks sampled
during August and September 2004. The results indicated that approximately 6.9 million gallons
of hazardous waste was in the tanks. As of April 2007 NORCO had disposed of approximately
6.05 million gallons of the waste leaving approximately 850,000 gallons in the above-ground
storage tanks.

NORCO continues to remove and dispose of this hazardous waste and plans to dispose of all
hazardous waste in these tanks by December 2007.

3.1.3 Pipeline Abandonment

Residual liquids in on-site above-ground piping have been removed as well as a portion of the
liquids in the abandoned underground pipelines that connect the refinery to the former and
current barge dock facilities. Disposal activities associated with the RA are described on a
monthly basis in the Monthly Progress Reports.

On August 6, 2007, Addendum No. 2 of the Removal Action Work Plan (Appendix G) was
prepared and submitted into the document record. The report, which describes the abandonment
of ten pipelines associated with the refinery, is summarized in the following paragraphs.

Ten of the service pipelines were cut and capped at the point where they travel underground,
close to the intersection of Bishop Road and Bay Avenue. Near the intersection of Sunray Road
and Bay Avenue the ten pipelines were twice cut again and a section was removed from each.
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After the pipelines were either pigged clean or vacuumed to remove all contents, they were
capped with welded-on steel plates or by some other means. In total approximately 8,400 gallons
of hydrocarbons and water were removed from the pipelines and placed in Tank 26 on the
refinery property.

During May 2007 a second assessment will be performed to ensure that all liquids are removed
from the pipeline segment that runs from Sunray Road to the former barge dock facility.

The area of the abandoned pipelines will be further evaluated during the RI/FS.

3.2 Potential Pathways of Contaminant Migration

As shown in the CSM Flowchart (Figure 15), the potential migration pathways for site
contaminants include volatilization to outdoor air, leaching from soils to groundwater, generation
of fugitive dusts in outdoor air, and storm-water runoff. The (BHHRA) Baseline Human Health
Risk Assessment and the Ecological Risk Assessment will address the migration pathways
described in the CSM Flowchart.

3.3 Potential Applicable or Relevant and Appropriate Requirements (ARARs)

CERCLA §121(d) specifies that on-site Superfund remedial actions must attain federal
standards, requirements, criteria, limitations, or more stringent state standards determined to be
legally applicable or relevant and appropriate to the circumstances at a given site. Such ARARs
are identified during the remedial investigation/feasibility study (RI/FS) and at later stages
during the remedy-selection process. For removal actions, ARARs are identified whenever
practicable depending upon site circumstances. To be applicable, a state or federal requirement
must directly and fully address the hazardous substance, the action being taken, and other
circumstances pertinent to the site. A requirement which is not applicable may be relevant and
appropriate if it addresses problems or pertains to circumstances similar to those encountered at a
Superfund site.

Both chemical-specific and location-specific ARARs will be identified during the RI process and
will be discussed with the project team during the Phase I scoping meeting after the Phase I data
are gathered and the screening-level analysis is complete. Potential sources of chemical-specific
ARARs include:

 Safe Drinking Water Act (42 U.S.C. 300(f)):
 Maximum Contaminant Levels (MCLs) for chemicals, turbidity, and microbiological

contamination; applicable to drinking water for human consumption (40 CFR 141.11-
141.16).

 Maximum Contaminant Level Goals (MCLGs) (40 CFR 141.50-141.51, 50 FR
46936).

 Clean Water Act (33 U.S.C. 1251) requirements established pursuant to sections 301
(effluent limitations), 302 (effluent limitations), 303 (water quality standards, including
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State water quality standards), 304 (Federal water quality criteria), 306 (national
performance standards), 307 (toxic and pretreatment standards, including federal
pretreatment standards for discharge into publicly owned treatment works, and numeric
standards for toxics), 402 (national pollutant discharge elimination system), 403 (ocean
discharge criteria), and 404 (dredged or fill material) of the Clean Water Act, (33 CFR
Parts 320-330, 40 CFR Parts 122, 123, 125, 131, 230, 231, 233, 400-469).

 Marine Protection, Research, and Sanctuaries Act (33 U.S.C. 1401).
 Toxic Substances Control Act (15 U.S.C. 2601).
 Resource Conservation and Recovery Act (40 CFR Parts 260-279).
 Applicable TCEQ guidelines, TRRP rules and any other standards specific to the state of

Texas.

A preliminary list of potential location-specific ARARs is presented below in Table 3.3A.

Table 3.3A Potential Location-Specific ARARs

Location Citation
Within 100-year floodplain 40 CFR 264.18(a)
Critical habitat upon which endangered
species or threatened species depend

Endangered Species Act of 1973 (16 USC
1531 et seq.) 50 CFR Part 200, 50 CFR
part 402 Fish and Wildlife Coordination
Act (16 USC 661 et seq.)

Wetlands Clean Water Act section 404; 40 CFR Parts
230, 33 CFR Parts 320-330.

Within coastal zone Coastal Zone Management Act (16 USC
3501 et seq.)

Following is a preliminary list of the chemicals of potential concern (COPCs) that have been
identified on or near the site and for which we expect to develop chemical-specific and location-
specific ARARs. The chemicals are organized by chemical class into three categories: volatile
organic compounds (VOCs), semi-volatile organic compounds (SVOCs), and metals. Maximum
contaminant levels (MCLs) have been identified for the chemicals that are underlined and these
values are provided in Appendix I.

 VOCs:
Benzene, Butanol, Cyclohexane, Cyclohexanediol, 1,2-Dichloroethane,
Ethylbenzene, Ethyl ether, Hexane, Isopropylbenzene, Methyl ethyl ketone, Methyl
isobutyl ketone, 4-methyl-2-pentanone, Methyl tert-butylether, N-diphenylamine, N-
propylbenzene, 1-phenylethanol, Styrene, Tetrachloroethylene, Toluene, 1,2,4-
trimethylbenzene, 1,3,5-trimethylbenzene, Vinyl acetate, and Xylenes.
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 SVOCs:
Acenaphthene, Benzo(a)anthracene, Benzo(b)fluoranthene, Benzo(k)fluoranthene,
Benzo(g,h,i)perylene, Benzo(a)pyrene, Chrysene, 2,4-Dimethylphenol, Fluoranthene,
Fluorene, Indeno(1,2,3-cd)-pyrene, 2-Methylnaphthalene, 2-Methylphenol, 3-
Methylphenol, 4-Methylphenol, Naphthalene, Phenanthrene, and Pyrene.

 Metals:
Aluminum, Arsenic, Chromium, Copper, Lead, Manganese, Mercury, Nickel,
Thallium, Vanadium, and Zinc.

4.0 WORK PLAN RATIONALE

Data collection, which is described in detail in the FSP, is designed to meet the objective of
obtaining the required data to evaluate the human health and ecological risks associated with the
site.

Due to the lack of 1) data concerning the current contents of the ASTs, 2) delineation of any of
the spills or releases, 3) information concerning groundwater at the site and 4) information as to
the variety of spilled compounds, the RI involves uniform analytical testing that is designed to
identify any areas of specific concern.

5.0 RI/FS TASKS

5.1 Field Investigation

This is addressed in the RI/FS Sampling and Analysis Plan.

5.2 Sample Analysis/Validation

This is addressed in the RI/FS Sampling and Analysis Plan.

5.3 Data Evaluation

This is addressed in the RI/FS Sampling and Analysis Plan.

5.4 Community Relations

The EPA conducted door-to-door interviews with local residents living within one mile of the
Site in October 2002 to gather information about the site. The EPA also met with the City
Manager of Ingleside to discuss the status of the Site. On October 12, 2004 the EPA met with
San Patricio County Commissioners and local residents living immediately adjacent to the Site to
provide an update of site activities and to discuss concerns that were voiced during the
community meeting held on September 16, 2004 at the Ingleside City Hall. Community
involvement activities are described in the Community Involvement Plan (CIP), prepared by the
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EPA for the site, which is updated on a regular basis. The CIP is located at the Ingleside Public
Library.

To keep the public informed, NORCO and the EPA held a community meeting on September 16,
2004 to discuss current and planned activities for the site. A fact sheet announcing the meeting
was mailed to over 250 individuals and entities. Newspaper announcements were “public
noticed” in the Corpus Christi, Ingleside and Port Aransas newspapers, prior to the community
meeting, which encouraged the public’s participation.

The following are notes from EPA interviews of residents on Thayer Road and Bishop Road.

On 10/12/04 at 3 pm the EPA met with Debbie Belt (113 Thayer Circle, Rt. 1 Box 481-I,
Ingleside TX) to discuss her water well located immediately south of FM 2725. The EPA
had interviewed her in late 2002. She informed them that she has not noticed any
odor/contamination problems with the water from her well and stated that the water tastes
good to her.

On 10/12/04 at 3:20 pm the EPA met with Brenda Shedd (Thayer Road). Her property is
located immediately northeast adjacent to the refinery. She had previously filed several
complaints with the State about the refinery activities. She stated that on one occasion an
oily substance spilled onto her backyard from a leak at the refinery. On another occasion
she stated that she observed refinery workers pumping liquids that had spilled onto the
ground at the refinery into the wetland area to the northeast of the Site and behind her
property. She stated that she had reported both incidents to the TNRCC and investigators
had come to the site.

On 10/12/04 at 5 pm the EPA met with Brenda Carroll (1322 Sunray Road), upon her
request by telephone to the EPA Community Involvement Coordinator, to discuss her
water well. She stated that she no longer uses the well (they are on city water now)
because of hydrocarbon odors. Her husband stated that they had it tested and the well
water showed elevated levels of barium. This water well is located across Sunray Road
from Plains oil storage facility, most probably upgradient of the Falcon Site. They were
referred to the TCEQ.

The EPA awarded a Technical Assistance Grant (TAG) to the Coastal Bend Bays Foundation
(CBBF) on December 14, 2004. Mrs. Lois C. Huff, the Executive Director for the CBBF, can be
reached at (361) 882-3439 or at the internet address www.baysfoundation.org. The purpose of a
TAG is for a local citizen’s group to secure the services of a technical advisor (TA) to increase
citizen understanding of information that will be developed about the site during the Superfund
process. The EPA and NORCO will work closely with the TA and will provide the necessary
documentation for his/her review.

All project documents are publicly available at the local repository:

Ingleside Public Library
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2775 Waco Street
PO Drawer 400
Ingleside, Texas 78361

5.5 Baseline Human Health Risk Assessment Work Plan

The BHHRA Plan provides an overview of the methods to be used in conducting the BHHRA
for the Site located in Ingleside, San Patricio County, Texas. Further information on the site
location and history is presented in Section 3.

5.5.1 General Site Description

The Site consists of an approximately 104-acre refinery that operated intermittently and is
currently inactive. It is located near Ingleside, Texas in San Patricio County, Texas at the north
and south corners of the intersection of FM 2725 and Bishop Road. When in operation, the
refinery had a capacity of 40,000 bbls per day and the primary products consisted of naphtha, jet
fuel, kerosene, diesel and fuel oil. Another portion of the site includes a dock facility on Redfish
Bay, where materials were transferred between barges and storage tanks. The Site is bordered by
wetlands to the east, northeast and southeast, residential areas to the north and southwest, and
construction companies to the south and north.

5.5.2 BHHRA Objectives

The primary objective of the BHHRA is to evaluate and assess potential risks to human health
posed by chemicals present on or originating from the Site, in the absence of any remedial
action. The principal guidance documents that have been used to prepare the BHHRA plan are:

Risk Assessment Guidance for Superfund (RAGS) (Parts A, B, C, D, and E) (EPA 1989,
1991a, 1991b, 1998, and 2004).

Supplemental Guidance to RAGS: Standard Default Exposure Factors (EPA 1991c).

Exposure Factors Handbook (EPA 1997a).

Guidance for Data Usability in Risk Assessment, Office of Emergency and Remedial
Response. OSWER Directive No. 9285.7-09A. April 1992 (and Memorandum from
Henry L. Longest dated June 2, 1992) (EPA 1992).

EPA Region 6 Risk Assessment Guidance (EPA 1995).

EPA Region 6 Media Specific Screening Levels (EPA 2007).

TCEQ Regulatory Guidance: Determining PCLs for Surface Water and Sediment. RG-
366/TRRP-24 (Revised) December 2002 (TCEQ 2002)

TCEQ Protective Concentration Levels (TCEQ 2007).
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Additional EPA guidance documents will be used as necessary to supplement the principal
guidance documents.

In accordance with EPA guidance, the four steps of a baseline risk assessment are:
 Data Collection and Evaluation – This step of the process involves gathering and

analyzing the site data relevant to the human health evaluation and identifying the
substances present at the site that are the focus of the risk assessment process.

 Exposure Assessment – An exposure assessment is conducted to estimate the magnitude
of actual and/or potential human exposures, the frequency and duration of these
exposures, and the pathways by which humans are potentially exposed.

 Toxicity Assessment – The toxicity assessment component of the baseline risk
assessment considers: 1) the types of adverse health effects associated with exposures to
the chemicals of potential concern; 2) the relationship between magnitude of exposure
and adverse effects; and 3) related uncertainties such as the weight of evidence of a
particular chemical’s carcinogenicity in humans.

 Risk Characterization – The risk characterization summarizes and combines outputs of
the exposure and toxicity assessments to characterize baseline risk, both in quantitative
expressions and qualitative statements. During risk characterization, chemical-specific
toxicity information is compared against both measured contaminant exposure levels and
levels predicted through fate and transport modeling to determine whether current or
future levels at or near the site are of potential concern.

Final Risk Assessment Reports will follow the approach described in the EPA’s guidance
document entitled “Risk Assessment Guidance for Superfund: Volume I, Human Health
Evaluation Manual [Part D, Standardized Planning, Reporting, and Review of Superfund Risk
Assessments], Interim, Publication 9285.7-01D, January 1998”.

In accordance with the Order for the Site, a Draft BHHRA will be prepared and submitted to
EPA for review and approval according to the schedule specified in the Final RI/FS Work Plan.
An Amended Draft BHHRA Report will be submitted 45 calendar days after the receipt of the
EPA’s comments on the Draft BHHRA Report. A final BHHRA will be submitted within 30
calendar days after the receipt of EPA’s approval of the Amended Draft BHHRA.

5.5.3 Data Evaluation

The BHHRA will be based on all available site data. All historical information on the hazardous
substances present in and around the site as provided in the documents referenced in Section 2 of
this RI/FS Work Plan will be reviewed. In addition, results of sampling that will be conducted as
part of the additional site activities proposed in this RI/FS Work Plan will be included in the data
evaluation.

All sampling locations and associated data that will be used for the exposure scenarios to be
evaluated in the risk assessment will be identified. The data will be managed in a database
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system to facilitate data reduction and development of summary statistics. Information pertaining
to data reduction and the selection of chemicals of potential concern (COPCs) is presented in the
subsections below.

5.5.4 Guidelines for Data Reduction

The following guidelines for data reduction will be used to produce data summaries for each
medium of concern and each potential exposure pathway, for use in developing the BHHRA.
These approaches are consistent with RAGS, Volume 1, Human Health Evaluation Manual (Part
A) (EPA, 1989) and EPA Region 6 Risk Assessment Guidance (EPA, 1995).

 If a chemical is not positively identified in any sample from a given medium, because it
is reported as a nondetect and/or because of blank contamination (as explained below), it
will not be addressed for that medium. A chemical will be carried forward into the risk
assessment at one-half of the detection limit if a chemical’s detection limit is higher than
the respective screening value.

 The EPA’s exposure point concentration guidance document entitled, “Calculating Upper
Confidence Limits for Exposure Point Concentrations at Hazardous Waste Sites”
(OSWER 9285.6-10, December 2002) will be used to determine the appropriate means
for deriving confidence limits on the concentrations of chemicals that are below detection
in one or more samples from a given medium and sampling location.

 If a chemical is reported in a field sample and in a method blank or field blank, it will be
considered as a positive identification if the chemical is present in the field sample at a
concentration greater than 10 times (for common laboratory contaminants) or 5 times (for
all other substances) the maximum concentration reported in any blank. Common
laboratory contaminants include acetone, methylene chloride, methyl ethyl ketone (2-
butanone), phthalate esters, and toluene.

 “J” values are estimated concentrations for measurements reported below the minimum
confident quantitation limit in a given medium. All data with “J” qualifiers will be
assumed to be positive identifications for the chemical in that medium and the
corresponding reported concentrations will be used.

 If a chemical is reported as a nondetect in a sample set containing at least one detection, it
will be assumed to be present at one-half of the sample quantitation limit for that sample
in the calculation of the mean concentration and 95% UCL.

 Duplicate samples from the same sampling location will be considered as one data point
in summarizing the frequency of detection and in calculating the 95% UCL. The values
reported for the duplicate samples will be averaged and the average concentration will be
entered as the concentration for that sampling location. However, the analytical results of
all duplicate samples will be used in summarizing the minimum and maximum detected
and nondetected concentrations.
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 For all sample locations where soils were sampled at multiple depths for a single
location, the results from the various depths will be treated as individual data points in
summarizing the data.

 In general for risk assessment purposes, the available groundwater data will be reviewed
with consideration of sampling methodologies that do not meet the following guidelines:

o Sampling methodologies should not artificially increase or decrease naturally
suspended particle concentrations.

o Groundwater samples should be collected using a low flow rate.

o Groundwater samples should generally not be filtered.

5.5.5 Guidelines for Selecting Chemicals of Potential Concern

As part of the selection process for chemicals of potential concern (COPCs), media-specific
detection limits are compared with media-specific regulatory screening levels. The purpose of
this comparison is to determine whether a given COPC’s detection limit is sufficiently low to
ensure that at exposure levels below the detection limit (i.e., nondetects only) there will be no
non-cancer health hazards or elevated cancer risks in any exposed receptor. Contaminants not
excluded by comparison with an appropriate screening level according to the guidelines
described below will be evaluated according to the full BHHRA process.

In Appendix I, media-specific detection limits for the VOCs, SVOCs, metals, polychlorinated
biphenyls (PCBs), pesticides, and herbicides that might reasonably be anticipated to be present at
a site used as an oil refinery or for hazardous waste disposal (both of which apply to the Falcon
Site) are compared to EPA Region 6 Human Health Media-Specific Screening Concentrations
(MSSLs), TCEQ Tier 1 Protective Concentration Levels (PCLs), and EPA Maximum
Contaminant Levels (MCLs) for drinking water.

The following screening criteria will be used to select or eliminate substances as COPCs. These
screening criteria are based on EPA guidance (EPA, 1989) as modified by EPA Region 6 (EPA,
1995).

 A chemical will generally be excluded as a COPC within a given medium if it was not
detected in any samples from that medium, provided all detection limits are lower than
the media-specific screening levels. However, a chemical will be retained for risk
assessment if additional information suggests that the chemical may be present at the site.

 A chemical will be excluded as a COPC if it was detected in less than 5% of the samples
and was not reported at concentrations exceeding EPA Soil Screening Levels (SSLs)
(EPA, 1996a) or federal drinking water maximum contaminant levels (MCLs), provided
all the detection limits are lower than these screening levels. At least 20 samples of a
particular medium are needed before the frequency-of-detection rule can be applied.
Therefore, if less than 20 samples from a given medium are available the chemical will
not be excluded as a COPC based on its frequency of detection.
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 Arithmetic means will be calculated for site-related and background data based on
detected concentrations at each sampling location. Although site-related data for
inorganic compounds will be compared with background data, COPCs will not be
screened out based on a background comparison. Rather, the BHHRA will evaluate risk
based on all COPCs. In addition, the relative contribution of any below-background
inorganic compounds to the total risk will be considered separately and discussed further
in the uncertainty analysis.

 Inorganic chemicals that are essential human nutrients (e.g., calcium, iron, potassium,
magnesium, and sodium) will not be evaluated as COPCs. Those inorganic chemicals that
are both essential human nutrients and toxic at higher concentrations (e.g., zinc and
selenium, among others) will be evaluated as COPCs.

 If analysis results in tentative identification of a chemical such that it can be classified as
a Tentatively Identified Compound (TIC), it will be excluded from the risk assessment if
it is not found to be a transformation product of chemicals present at the site and if there
is no reason to believe that it is associated with current or historical site activities. If a
TIC does not meet these criteria it will be added to the list of chemicals to be evaluated.
Only those TICs that are possible degradation products of chemicals associated with site
activities, or are potentially associated with site activities, will be evaluated.

 Any reported chemical that is a member of a chemical class of which other members are
selected as COPCs will be retained in the risk assessment (e.g., polycyclic aromatic
hydrocarbons [PAHs]).

5.5.6 Conceptual Exposure Pathways Assessment

The objectives of the exposure assessment will be to characterize potentially exposed human
receptors in the area associated with the former Falcon Refinery, to identify potential exposure
pathways, and to establish upper limits on exposure for the most highly exposed receptors. The
exposure assessment will incorporate the following key elements.

 Definition of land use.

 Definition of local water use.

 Identification of potential receptors and exposure scenarios.

 Identification of exposure routes.

 Estimation of exposure point concentrations.

 Estimation of daily doses.

As described in Section 5.5.11, the CSM Flowchart (Figure 15) shows the potential human
exposure pathways arising from the Site. Development of the CSM’s exposure pathways was
based on present and anticipated uses of the Site and the nearby land, wetlands, and
estuarine/marine features, in addition to other criteria discussed below.
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5.5.7 Setting

The Site consists of an approximately 104-acre refinery that operated intermittently and is
currently inactive. It is located near Ingleside, Texas in San Patricio County, Texas, at the north
and south corners of the intersection of FM 2725 and Bishop Road. When in operation, the
refinery had a capacity of 40,000 barrels per day and the primary products consisted of naphtha,
jet fuel, kerosene, diesel and fuel oil. Another portion of the site includes a dock facility on
Redfish Bay, where materials were transferred between barges and storage tanks. The Site is
bordered by wetlands to the east, northeast and southeast, residential areas to the north and
southwest, and construction companies to the south and north.

5.5.8 Current and Future Land Use

Land use adjacent to the Site is comprised of predominantly industrial facilities (Figure 6).
However, there are residences immediately west (at the intersection of FM 2725 and Bishop
Road) and north of the refinery Site along Thayer Road. The Site is bordered by wetlands to the
east, northeast, and southeast, residential areas to the north, west, and southwest, Plains
Marketing (crude oil storage) to the northwest, and Garrett Construction Company to the south
(Figure 6). Since 1986, refinery production activities have not occurred at the Site. Currently,
land use at the site is limited to the several ASTs located on the refinery portion of the Site and
the docking facility, which is used for crude oil storage and transportation.

The Site is located outside the Ingleside city limits and therefore does not occur within specific
zoning areas. San Patricio County does not zone property except as to flood plain status.
According to the San Patricio County Surveyor, the Site is located within an industrial area, but
is not zoned as industrial or commercial. The county surveyor indicated that if the Site were to be
used for residential development in the future, the developer would be required to acquire
permits through the county health department. This is the means by which the county is able to
control how the property could be used in the future. The county surveyor stated that it would be
unlikely that the county would ever allow the Site to be used for anything other than industrial
type activity. As such, it is anticipated that that use of the areas bordering the Site will likely
remain unchanged in the foreseeable future.

The on-site areas of the Site will be evaluated using industrial and trespasser scenarios. All off-
site areas will be evaluated using a residential scenario. Potential recreational uses will be
evaluated in the on- and off-site wetlands and the areas adjacent to the current and historical
docking facilities.

5.5.9 Surface Water and Groundwater Resources and Uses

Discussion of surface water and groundwater resources associated with the site is provided in the
following sections.
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5.5.9.1 Surface Water

The site is located in the San Antonio-Nueces Coastal Basin. The Site lies approximately 5 feet
above sea level and drains into the on-site wetlands. The topography of the Site is gently sloping
to the southeast as revealed by the Port Ingleside, Texas U.S.G.S. topographic map. Surface
water drainage from the Site enters the wetlands along the southeastern section of the abandoned
refinery. A culvert connects the on-site palustrine/estuarine wetlands to the estuarine wetlands.
The wetlands then connect to the Intracoastal Waterway and Redfish Bay. A detailed discussion
of Site topography is presented above in Section 2.2.1.4. A discussion of surface water use
associated with the in-water segments identified in Section 2.2.1.4 is presented below.

5.5.9.2 Groundwater

Shallow groundwater is detected at depths typically less than eight feet at the adjacent Plains
Marketing facility. Additional information indicates that there are two registered shallow
(approximately 40 feet bgs) residential water wells located on property east of the Site (on
Thayer Road). State of Texas Water Well Reports indicated that the wells are screened in a sand
at a depth of 40 to 45 feet below land surface.

During interviews, the EPA and NORCO personnel determined the existence of five domestic water
wells in proximity to the Site, on Thayer Road (Figure 7). According to EPA, at least one resident
living on Thayer Road uses the groundwater for consumption. It is noted that the resident does
not have any information concerning the completion depth of the well or the depth to usable-
quality water. Additional data on site-related groundwater will become available upon
completion of the additional site investigation activities.

5.5.10 Potentially Exposed Populations

Based on EPA’s recommendations and as indicated in Section 5.5.8 above, the on-site areas will
be evaluated using industrial and trespasser scenarios; the off-site residential areas will be
evaluated using a residential scenario; and potential recreational uses will be evaluated in the on-
and off-site wetlands and the areas adjacent to the current and historical docking facilities.
Realistic exposure scenarios will be used to assess the health risks to receptors of substances
originating from the Site. Residential scenarios will consider families’ consumption of produce
grown in their home gardens and children’s exposure to soil while playing in their yards. If new
information suggests other potentially exposed populations, the CSM will be revised
accordingly.

5.5.11 Conceptual Site Model

The CSM Flowchart (Figure 15) and CSM Schematic for Human Receptors (Figure 16a) show
potential exposure sources, affected media, release mechanisms, routes of migration, and human
receptors. The purpose of the CSM is to provide a framework for identifying potential on-site
and off-site exposure pathways and to help identify data gaps in the exposure evaluation.
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5.5.12 Exposure Pathways

An exposure pathway consists of four elements (EPA, 1989) and includes:

 A source and mechanism of chemical release.

 A retention or transport medium.

 A point of potential human contact with the contaminated medium.

 A route of exposure (inhalation, ingestion, or dermal) at the contact point.

When all of these elements are present, the pathway is considered complete. The assessment of
pathways by which human receptors may be exposed to chemicals includes an examination of
existing migration pathways (e.g., water or soil) and exposure routes (e.g., inhalation, ingestion,
or dermal) as well as those that potentially may occur in the future.

In the CSM Flowchart (Figure 15), primary, secondary and tertiary release mechanisms are
identified and potential exposure pathways and exposure routes are delineated for each receptor.

Potential human exposure pathways to be evaluated include but are not limited to: ingestion of
and dermal contact with surface and subsurface soil, groundwater, sediment, and surface water
and ingestion of biota (e.g., fish and shellfish) exposed via surface water and sediment. In
addressing surface water and sediment exposure pathways we will utilize the relevant TCEQ
guidance document (TCEQ 2002).

In addition, inhalation pathways associated with soil and groundwater will be evaluated.

5.5.13 Exposure Point Concentrations

For media other than groundwater, the lower of the 95% UCL of the arithmetic mean and the
maximum detected value for each COPC will be used to calculate the exposure point
concentrations (EPCs) and exposure doses for each medium (e.g., soil and sediment). The 95%
UCL will be calculated according to the procedures discussed in the EPA’s UCL exposure point
concentration guidance document entitled, “Calculating Upper Confidence Limits for Exposure
Point Concentrations at Hazardous Waste Sites” (OSWER 9285.6-10, December 2002).

When determining maximum concentrations and 95% UCLs we will consider the size of the
exposure area in accord with TCEQ guidance (TCEQ 2002). For sampling of surface waters and
sediments we will ensure that depositional areas are targeted and that receptor exposure
pathways are taken into account (TCEQ 2002),

Exposure point concentrations for soil will be developed taking into account potential “hot
spots” of contamination. The term “hot spot” is used to describe a localized area where one or
more chemicals occurs in concentrations substantially greater than those found elsewhere in a
facility zone. The distribution of chemicals on the Site will be reviewed to determine if hot spots
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exist. If a hot spot is identified, the hot spot data will be evaluated independently of the data
representing the remainder of the zone (i.e., separate exposure concentrations will be calculated
for the hot spot and the rest of the zone). This approach will provide prioritization of remedial
actions to specific portions of the Site and help define the extent of any necessary remediation.

When using groundwater data for risk assessment purposes, the estimated COPC concentrations
must reflect the reasonable maximum concentrations in the aquifer of concern. For this reason,
the maximum detected concentration of each COPC in the most recent two years, if such data are
available, will be used as the exposure point concentrations.

5.5.14 Exposure Models and Assumptions

This step of the assessment describes the mathematical models that will be used to calculate the
dose of each COPC within each applicable exposure route. The mathematical models and exposure
parameters that will be used to calculate doses are those recommended by national and regional
EPA guidance (EPA, 1989; 1991c; 1995; 1997a). Where appropriate, estimates of dermal and
incidental ingestion exposures via surface waters and sediments for recreational use scenarios
will rely upon the default values and assumptions described in the relevant TCEQ guidance
document (TCEQ 2002).

When feasible, site-specific exposure assumptions based on professional judgment will be
incorporated into the exposure models. Chemical-specific equations and values used in
estimating doses will be provided in the risk assessment report.

Several types of dose metric will be utilized. The health-effects dose (i.e., the dose metric for
evaluating the potential for non-cancer health effects) will be averaged over the actual exposure
duration. The cancer-risk dose (i.e., the dose metric for evaluating the potential cancer risk) will
be averaged over a 70-year lifetime. The exposure doses will be expressed in units of milligrams
of contaminant per kilogram body weight per day (mg/kg-day). Health-effects doses and cancer-
risk doses will be calculated under the reasonable maximum exposure (RME) scenario for each
potential receptor.

Assumptions concerning the duration and frequency of exposure and the routes of exposure to be
evaluated will be based on site-specific information when available and will be documented. In
the absence of site-specific information or other guidance, EPA default values will be used.

5.5.15 Toxicity Assessment and Documentation

The toxicity assessment will identify appropriate toxicity values for the COPCs at the site. These
toxicity values will be applied to the estimated doses to evaluate cancer risks and potential non-
cancer health effects. A recent EPA directive entitled “Human Health Toxicity Values in
Superfund Risk Assessments” (EPA, 2003) revises the recommended hierarchy of human health
toxicity values originally presented in EPA’s RAGS Part A (EPA, 1989). The Integrated Risk
Information System (IRIS) remains in the first tier (Tier I) of the recommended hierarchy as the
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generally preferred source of human health toxicity values. IRIS generally contains reference
doses (RfDs), reference concentrations (RfCs), cancer slope factors, drinking water unit risk
values, and inhalation unit risk values that have gone through a peer review and EPA’s
consensus review process. IRIS normally represents the official Agency scientific position
regarding the toxicity of the reviewed chemicals based on the data available at the time of the
review.

The second tier (Tier II) is EPA’s Provisional Peer Reviewed Toxicity Values (PPRTVs), which
are available at EPA Region 6. Generally, PPRTVs are derived for one of two reasons. First, the
Superfund Health Risk Technical Support Center (STSC) is conducting a batch-wise review of
the toxicity values in the Health Effects Assessment Summary Tables (HEAST), now a Tier III
source. As such reviews are completed, those toxicity values will be removed from HEAST, and
any new toxicity value developed in such a review will be a PPRTV and placed in the PPRTV
database. Second, Regional Superfund offices may request a PPRTV for contaminants lacking a
relevant IRIS value. The STSC uses the same methodologies to derive PPRTVs for both.

The third tier (Tier III) includes other sources of information. Priority will be given to sources
that provide toxicity information based on similar methods and procedures to those used for Tier
I and Tier II, contain values which are peer reviewed and available to the public, and are
transparent about the methods and processes used to develop the values. Consultation with the
STSC or headquarters’ program office is recommended regarding the use of the Tier III values
for Superfund response decisions when the contaminant appears to be a risk driver for the site. In
general, draft toxicity assessments are not appropriate for use until they have been through peer
review, the peer review comments have been addressed in a revised draft, and the revised draft is
publicly available.

Additional sources may be identified for Tier III. Toxicity values that fall within the third tier in
the hierarchy include, but need not be limited to, the following sources:

 The California Environmental Protection Agency toxicity values are peer reviewed and
address both cancer and non-cancer effects.

 The Agency for Toxic Substances and Disease Registry (ATSDR) Minimal Risk Levels
(MRLs) are estimates of the daily human exposure to a hazardous substance that is likely
to be without appreciable risk of adverse non-cancer health effects over a specified
duration of exposure. The ATSDR MRLs are peer reviewed.

 HEAST toxicity values are Tier III values. As noted above, the STSC is conducting a
batch-wise review of HEAST toxicity values. The toxicity values remaining in HEAST
are considered Tier III values.

If a Tier I or II toxicity value is not available then we will use expert judgement in identifying a
suitable value under the broad guidelines for Tier III sources noted above. In accord with EPA’s
recommendation we will consult with the STSC or headquarters’ program office regarding the
use of a given Tier III source if the contaminant appears to be a risk driver for the site. If we are
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unable to identify an appropriate toxicity value for a given chemical it may not be possible for us
to evaluate the potential for health effects or cancer risk with a reasonable degree of confidence.
In that case what predictions we can make concerning the chemical’s potential health effects or
cancer risk will be addressed in our report and discussed qualitatively in the uncertainty analysis.
Furthermore, it may be appropriate to use a surrogate toxicity value in the absence of a suitable
toxicity value for a given COPC. For example, benzo(a)pyrene is often used as a surrogate for
structurally-related polycyclic aromatic hydrocarbons with limited toxicity data.

Cancer slope factors (CSFs) will be identified for those COPCs classified by EPA as carcinogens
and RfDs or RfCs will be identified if available. To the extent that reliable subchronic non-
cancer toxicity values can be identified they may be used to assess the potential for non-cancer
health effects in future on-site industrial workers, on-site/off-site trespassers, and off-site
recreational users because the exposure durations for these receptors are expected to be less than
1 year. In the absence of suitable subchronic toxicity values, chronic toxicity values will be
employed. Chronic non-cancer toxicity values will be used for the child receptor and other
residential receptors.

RfDs and CSFs will be expressed in the BHHRA in the same units as in IRIS, mg/kg-day and
(mg/kg-day)−1, respectively. Cancer unit risk factors will be converted to CSFs according to EPA
guidance (EPA, 1997b).

In the absence of gastrointestinal absorption adjustment factors for inorganic compounds, a
default value of 1 (i.e., no adjustment) will be used (EPA, 2004). It is noted that EPA does not
recommend the use of g.i. absorption factors for deriving dermal toxicity factors from oral
toxicity factors for organic compounds (EPA, 2004).

5.5.16 Risk Characterization

The objective of the risk characterization is to integrate the information developed in the
exposure assessment and the toxicity assessment into an evaluation of the potential current and
future health risks associated with the COPCs at the site. The potential for non-cancer health
effects will be evaluated for all COPCs. The potential for cancer risk will be evaluated only for
those chemicals categorized by EPA as Group A, B, or C carcinogens and for those chemicals
that are currently not categorized but for which a cancer slope factor is available. The total
potential risks posed by organic and inorganic COPCs will be characterized both with and
without inclusion of inorganic compounds not detected above background.

5.5.17 Cancer Risks

Cancer risks are generally expressed as the incremental probability of an individual developing
cancer over a lifetime as a result of exposure to the carcinogen. Potential excess lifetime cancer risk
(ELCR) will be calculated by multiplying the chronic daily intake averaged over 70 years by the
exposure route-specific (oral, inhalation, or dermal) cancer slope factor (CSF), as follows:

ELCR = CDI * CSF
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Where:

ELCR = A unitless probability (e.g., 2.0  10−5) of an individual developing cancer
CDI = Chronic daily intake (intake averaged over a 70-year lifetime) (mg/kg-day)
CSF = Chemical- and route-specific cancer slope factor (mg/kg-day)−1

For each exposure scenario, cancer risks will be summed separately over each chemical, each
exposure route, and all chemicals and exposure routes.

An ELCR of 1.0  10−6 indicates that an individual experiencing the RME estimate has an
estimated 1 in 1,000,000 chance of developing cancer as a result of site-related exposure. This is
referred to as an ELCR because it would be in addition to the risks of cancer individuals face as a
result of their genetic make-up or from other environmental causes such as smoking, alcohol
consumption, or exposure to ultraviolet radiation from the sun. An excess cancer risk for site-
related exposures from 1.0  10−4 to 1.0  10−6 (equivalent to an extra risk of 1 in 10,000 to 1 in
1,000,000 above the background rate, respectively) is the range that EPA generally considers
acceptable. Site-related cancer risks will be reported for all COPCs that pose a risk of 1.0  10−6

or greater. For COPCs with cancer risks between 1.0  10−4 and 1.0  10−6 we will make
recommendations pertinent to a risk management decision based on our understanding of the
chemical’s toxicology and site-specific exposure pathways.

5.5.18 Non-Cancer Health Effects

EPA derives chemical-specific non-cancer toxicity parameters called reference doses (RfDs) and
publishes these values online in the IRIS (Integrated Risk Information System) database.
According to the online IRIS glossary (accessed 4/29/07), The RfD is “An estimate (with
uncertainty spanning perhaps an order of magnitude) of a daily oral exposure to the human
population (including sensitive subgroups) that is likely to be without an appreciable risk of
deleterious effects during a lifetime.” The ratio of exposure to toxicity is called the Hazard
Quotient (HQ). According to EPA’s online National Air Toxics Assessment glossary (accessed
(5/8/07), The HQ is the “ratio of the potential exposure to the substance and the level at which no
adverse effects are expected. If the Hazard Quotient is calculated to be less than 1, then no
adverse health effects are expected as a result of exposure. If the Hazard Quotient is greater than
1, then adverse health effects are possible. The Hazard Quotient cannot be translated to a
probability that adverse health effects will occur, and is unlikely to be proportional to risk. It is
especially important to note that a Hazard Quotient exceeding 1 does not necessarily mean that
adverse effects will occur.” The Hazard Index (HI) is generated by summing the HQs for all
COPCs that affect the same target organ (e.g., liver) or that act through the same mechanism of
action within a medium or across all media to which a given individual may reasonably be
exposed. An HI of less than 1 indicates that, based on the sum of all HQ’s from different
contaminants and exposure routes, non-cancer health effects from all contaminants are not of
concern. An HI greater than 1 indicates that site-related exposures exceed the level deemed
protective of the most susceptible subpopulations and that a more sophisticated risk evaluation
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(based on toxicologic investigation and site-specific assessment) is warranted unless action is
taken to lower the potential for human exposures. The HQ will be calculated as follows:

Non-cancer HQ = CDI / RfD

Where:

HQ = Hazard quotient (unitless)
CDI = Chronic daily intake (averaged over the exposure period) (mg/kg-day)
RfD = Reference dose (mg/kg-day)

As indicated above, the HI will be generated by summing the HQs for all COPCs that affect the
same target organ or that act through the same mechanism of action. Separate HIs will be
generated for each receptor scenario, exposure route, and chemical, and a total HI will be
calculated for all chemicals and exposure routes.

5.5.19 Identification of Limitations / Uncertainty Analysis

The uncertainty analysis will present the major assumptions and uncertainties associated with the
risk assessment, including general uncertainties associated with the risk assessment process and
site-specific uncertainties associated with the Site. The uncertainty in the evaluation of the
probability of health effects and increased cancer risk will be discussed qualitatively. The focus
will be on those chemicals and exposure pathways that pose a potential cancer risk of greater
than 1 in 1,000,000, or have a total hazard index of greater than one.

5.5.20 Approach for Developing Preliminary Remediation Goals

EPA Region 6 Human Health Medium Specific Screening Levels (MSSLs) or TCEQ Tier 1
Residential PCLs, whichever is more stringent, will be used to define the Preliminary
Remediation Goals (PRGs).

The approach for calculating PRGs is discussed in EPA’s PRGs directive entitled, “Human
Health Evaluation Manual, Part B: Development of Risk-Based Preliminary Remediation Goals”
(OSWER Directive 9285.7-01B, December 13, 1991). Part B provides guidance on using U.S.
Environmental Protection Agency (EPA) toxicity values and exposure information to derive risk-
based PRGs. Initially developed at the scoping phase using readily available information, risk
based PRGs generally are modified based on site-specific data gathered during the remedial
investigation/feasibility study (RI/FS).
Chemical-specific PRGs are concentration goals for individual chemicals for specific medium
and land use combinations at CERCLA sites. There are two general sources of chemical-specific
PRGs: (1) concentrations based on ARARs and (2) concentrations based on risk assessment.

The recommended approach for developing remediation goals is to identify PRGs at scoping,
modify them as needed at the end of the RI or during the FS based on site-specific information
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from the baseline risk assessment, and ultimately select remediation levels in the Record of
Decision (ROD).

In general, the equations described in EPA’s PRG directive are sufficient for calculating the risk-
based PRGs at the scoping stage of the RI/FS. Note, however, that these equations are based on
standard default assumptions that may or may not reflect site-specific conditions.

The establishment of PRGs early in the RI process serves as the basis for the RI/FS FSP and
QAPP. Detection limits of the proposed analytical methods will be reviewed before the FSP and
QAPP are completed to ensure that they are sufficiently low to characterize the Site with respect
to both health and ecological risks. To the extent feasible, analytical methods chosen will have
detection limits less than human health and ecological risk screening levels.

5.6 Baseline Ecological Risk Assessment

This Baseline Ecological Risk Assessment (BERA) Plan provides an overview of the methods to
be used in conducting the ecological risk assessment for the Site. Further information on the Site
location and history is presented in Section 2 of this RI/FS Work Plan.

EPA guidance (EPA, 1997) defines ecological risk assessment for the federal Superfund
Program as a “qualitative and/or quantitative appraisal of the actual or potential impacts of
contaminants from a hazardous waste site on plants and animals other than humans and
domesticated species.”

The methods that will be used to conduct the former Falcon Refinery Superfund BERA will
conform to current EPA guidance including but not limited to EPA 1989b, EPA1992a, EPA
1992b, EPA 1993 and EPA 1997. The BERA process for the site will include the following eight
steps (Figure 17) in accordance with the Order:

Step 1 Screening-Level Problem Formulation and Ecological Effects Evaluation.
Step 2 Screening-Level Exposure Estimate and Risk Calculation.
Step 3 Baseline Risk Assessment Problem Formulation.
Step 4 Study Design and Data Quality Objective Process.
Step 5 Field Verification of Sampling Design.
Step 6 Site Investigation.
Step 7 Risk Characterization.
Step 8 Risk Management.

The methods that will be used to conduct site ecological risk assessment include a conservative
screening of contaminants against ecotoxicity benchmarks (i.e., screening ecological risk
assessment as presented in Steps 1 and 2). The methods also describe site-specific field studies
that could be considered as part of a definitive ecological risk assessment if the results of the
screening assessment indicate that this is necessary (Steps 3 through 8).
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The Screening-Level Ecology Risk Assessment Report will include a discussion of the
topography encountered, during the RI sampling effort within the sediment sampling area to
allow an understanding of the depositional areas sampled.

5.6.1 Screening-Level Problem Formulation and Ecological Effects Evaluation – Step 1

A screening-level problem formulation and ecological effects evaluation (Figure 17) includes
evaluation of site-specific information for determining the nature and extent of contamination
and characterizing ecological receptors at the site under investigation. In addition, the screening-
level problem formulation includes the development of a Conceptual Site Model (CSM) and the
identification of the chemicals of potential ecological concern (COPECs). The CSM developed
for ecological receptors addresses the following five issues:

 Environmental setting and contaminants known or suspected to exist at the site.
 Contaminant fate and transport mechanisms.
 Mechanisms of ecotoxicity associated with contaminants and likely categories of

affected receptors.
 Complete exposure pathways.
 Selection of endpoints to screen for ecological risk.

The CSM Flowchart for Human & Ecological Receptors (Figure 15) shows potential migration
pathways and receptor scenarios to be considered in developing ecological risk evaluations for site
contaminants under existing and future conditions. The CSM Schematic for Ecological Receptors
(Figure 16b) depicts the general features of these exposure scenarios in a non-technical manner.

5.6.1.1 Data Evaluation

The screening-ERA will use all available site data. All historical information on the hazardous
substances present in and around the site as provided in the documents referenced in Section 2 of
this RI/FS Work Plan will be reviewed and used where applicable and appropriate. Additionally,
results of sampling conducted as part of the additional site activities proposed in this RI/FS Work
Plan will be included in the data evaluation.

All sampling locations and the associated data used for the exposure scenario evaluation in the
risk assessment will be identified. The data will be managed in a database system to facilitate
data reduction and development of summary statistics. Information pertaining to data reduction
and the selection of COPECs is presented in the subsections below.

5.6.1.2 Guidelines for Data Reduction

The following guidelines for data reduction will be used to produce the data summaries for each
medium of concern and potential exposure pathway for the screening-ERA. These approaches
are consistent with RAGS, Volume II, Environmental Evaluation Manual (EPA, 1989),
Ecological Risk Assessment Guidance for Superfund (1997), Issuance of Final Guidance:
Ecological Risk Assessment and Risk Management Principles for Superfund Sites (1999) and
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TCEQ (2001 and 2006) Guidance for Conducting Ecological Risk Assessments at Remediation
Sites in Texas (RG-263).

 If a chemical is not positively identified in any sample from a given medium, because it
is reported as a nondetect and/or because of blank contamination (as explained below), it
will not be addressed for that medium. A chemical will be carried forward into the risk
assessment at ½ of the detection limit if the chemical’s detection limit is higher than the
respective screening value.

 The EPA’s Upper Confidence Limits (UCL) exposure point concentration guidance
documents entitled, “Calculating Upper Confidence Limits for Exposure Point
Concentrations at Hazardous Waste Sites” (OSWER 9285.6-10, December 2002) will be
referred to in determining the appropriate use of non-detects values in the risk
assessments.

 If a chemical is reported in a field sample and a method or field blank, it will be
considered a positive identification if the chemical is present in the field sample at a
concentration greater than 10 times (for common laboratory contaminants), or 5 times
(for all other substances) the maximum concentration reported in any blank. Common
laboratory contaminants include acetone, methylene chloride, methyl ethyl ketone (2-
butanone), phthalate esters, and toluene.

 “J” values are estimated concentrations reported below the minimum confident
quantitation limit. All data with “J” qualifiers will be assumed as positive identifications
for that medium and the corresponding reported concentrations used.

 If a chemical is reported as a non-detect in a sample set containing at least one detection,
it will be assumed to be present at one-half of the sample quantitation limit for that
sample in the calculation of the mean concentration and the 95% UCL concentration of
the arithmetic mean.

 Duplicate samples from the same sampling location will be considered as one data point
in summarizing the frequency of detection and in calculating the 95% UCL
concentrations. The values reported for the duplicate samples will be averaged, and the
average concentration will be assumed as the concentration for that sampling location.
However, the analytical results of all duplicate samples will be used in summarizing the
minimum and maximum detected and non-detected concentrations.

 For all sample locations where soils were sampled at multiple depths for a single
location, the results from the various depths will be treated as individual data points in
summarizing the data.

 In general for risk assessment purposes, the available groundwater data will be reviewed
with consideration of sampling methodologies that do not meet the following guidelines:

o Sampling methodologies do not artificially increase or decrease naturally
suspended particle concentrations.

o Groundwater samples should be collected using a low flow rate.
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o Groundwater samples should generally not be filtered.

5.6.1.3 Guidelines for Selecting Chemicals of Potential Ecological Concern

The following screening criteria will be used to select or eliminate chemicals as COPECs based
on EPA guidance (EPA, 1989), as modified by EPA Region 6 (EPA, 1995):

 A chemical will generally be excluded as a COPEC for a medium if it was not detected in
any samples from that medium, provided the detection limits are lower than the media-
specific screening levels. However, a chemical will be retained for the risk assessment if
additional information suggests that the chemical may be present at the site.

 A chemical will be excluded as a COPEC if it was detected in less than 5% of the
samples and was not reported at concentrations exceeding screening levels, or above
federal drinking water maximum contaminant levels (MCLs), provided all the detection
limits are lower than these screening levels. At least 20 samples of a particular medium
are needed before the frequency of detection rule can be applied. As a result, frequency
of detection will not be applied if less than 20 samples of a given medium are available.

 Arithmetic means will be calculated for the site-related and background data, based on
detected concentrations at each sampling location. The data for inorganic compounds will
be compared with background data, but only non-bioaccumulative COPECs will be
screened out based on a background comparison. In addition, the relative contribution of
the inorganic compounds that are not above background to the total risk will be
considered separately and discussed further in the uncertainty analysis.

 If a chemical is identified as a tentatively identified compound (TIC), it will be excluded
from the risk assessment, if it is not found to be a transformation product of chemicals
present at the site, and if there is no reason to believe that it is associated with current or
historical site activities. If a TIC does not meet these criteria, it will be added to the list of
chemicals to be evaluated. Only those TICs that are possible degradation products of
chemicals associated with site activities, or are potentially associated with site activities,
will be evaluated.

 Any member of a chemical class that has other members selected as COPECs will be
retained in the risk assessment (i.e., polycyclic aromatic hydrocarbons [PAHs]).

5.6.2 Screening-Level Exposure Estimate and Risk Calculation – Step 2

In the initial ecological risk screening assessment, the ecological effects will be evaluated on a
preliminary basis and contaminant exposure levels that represent conservative thresholds for
adverse ecological effects will be established. The screening ecotoxicity values will represent a
No-Observed-Adverse Effect (NOAEL) level for chronic exposure to a sensitive receptor
species.
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Maximum reported COPEC concentrations will be compared to ecological benchmarks
associated with surface water, sediment, and also compared to the respective laboratory
quantitation and method detection level. The benchmarks represent conservative ecotoxicity
values for invertebrates and plants exposed to COPECs in sediment (freshwater or marine), soil
and surface water (freshwater or marine). (Note that waters and sediments will be defined on the
amount of total dissolved solids measured (in the over lying water, in the case of sediment) in
parts per thousand [‰]: fresh—0.5‰, brackish—0.5-30‰, salt—30-50‰ and brine50‰.)
Peer reviewed ecotoxicity benchmarks will be selected for the screening-level risk comparisons.
The selected ecological benchmarks for the site are included in Appendix H (Comparison of
Quantitation Limits to Ecological Screening Standards).

COPECs that exceed the selected ecological benchmarks will be retained as COPECs as
described in detail by the data reduction method. Bioaccumulative COPECs, including individual
and total polycyclic aromatic hydrocarbons, will be retained for further evaluation if they are
detected in any site media potentially posing a risk of bioaccumulation to higher trophic levels,
even if they are present at concentrations below the screening-level benchmark. (Determination
of bioaccumulative COPECs will be based in Table 3-1 of TCEQ’s 2001 ERA guidance [as
revised in 2006] and/or the methods described within their guidance. Such chemicals are
identified in Appendix H herein.) Chemicals without screening levels will be carried forward in
the ecological risk assessment, including those chemicals where their quantitation limits exceed
their respective screening levels if there is any data indicating that the chemical could be present
at the Site. This is because COPECs that bioaccumulate may pose a significant risk to higher
trophic level organisms if they biomagnify through the food chain. Selected COPECs will be
retained for further evaluation in the BERA. This step of the ecological risk assessment process
will conclude with a scientific-management decision point (SMDP). If there are no COPECs
retained based on the ecological screening, decision will be made whether the screening-level
ecological risk assessment is adequate to assess the potential for risk to ecological receptors and
whether the potential risk is acceptable. If a decision of inadequacy or that the potential risk is
unacceptable or indeterminable, then the risk assessment process will continue through more
detailed assessment steps (Steps 3 through 7).

5.6.2.1 Approach for Developing Ecological Screening Levels

5.6.2.1.1 Soil

Ecological screening levels for soil in the risk assessment will be based on the soil screening
levels for target receptor plants and invertebrate communities and will be obtained from the
Guidance for Conducting Ecological Risk Assessment at Remediation Sites in Texas [TCEQ] or
other sources [e.g., Oak Ridge National Laboratory (ORNL) Risk Assessment Information
System (RAIS), Center for Disease Control, National Institute of Health, and EPA].

5.6.2.1.2 Groundwater/ Surface Water

Screening levels for groundwater and surface water will be based on Federal ambient water
quality criteria (AWQC) (40 CFR 131.36), or benchmarks that have been developed by TCEQ
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(2006) or ORNL (Suter and Tsao, 1996), whichever value is most conservative/protective. For
any benchmark from ORNL that is applied in this assessment, only original values will be used.
The 20% adjustment factor generally used by ORNL will not be applied. For certain chemicals
where insufficient information was available to calculate criteria, the Federal water quality
guidance lists lowest-observed-adverse-effect-levels (LOAELs). These values will be
extrapolated to no-observable-adverse-effect-levels (NOAELs) by dividing by a factor of 10, and
will also be used for screening purposes in those cases where no other benchmarks are available.

For those contaminants detected in the ground water/surface water at the site that have the
potential to bioaccumulate (e.g., pesticides and polychlorinated biphenyls [PCBs]), and a
pathway is complete, it will be necessary to evaluate the potential for trophic transfer to
terrestrial wildlife in developing screening levels for surface water. The potential for evaluating
this pathway as part of the screening-level risk assessment will be discussed further with EPA
Region 6 and the state and federal trustees.

5.6.2.1.3 Sediments

Screening levels for sediments will be based on the guidelines for freshwater sediments as
proposed in the Guidance for Conducting Ecological Risk Assessment at Remediation Sites in
Texas (TCEQ 2006, updated), MacDonald et al. (2000), Ontario Ministry of Environment
(OMOE) Sediment Guidelines (OMOE, 1993), the Biological Effect Levels developed by the
National Oceanic Atmospheric Administration (NOAA) (Long et al., 1995; Long and Morgan,
1990), and the sediment guidelines developed by the Florida Department of Environmental
Protection (FDEP, 1994). All of the above referenced databases, including other sources, will be
consulted for appropriate values. A hierarchy of values will be established based upon the factors
of conservativeness (protectiveness) and the acceptableness of the method(s) cited for the
derivation of the value. In terms of sourcing, benchmarks from TCEQ will be considered first,
followed by USEPA Region 5 ESL values, MacDonald (2000), etc.

5.6.2.1.4 Screening-Level Ecological Risk Assessment Report

Based on the results of the screening-level exposure estimation and risk calculation, a decision
will be made, with the concurrence from the EPA, that either the screening-level ecological risk
assessment (Steps 1 and 2) is adequate to determine that ecological threats are negligible, or the
process should continue to a more detailed baseline ecological risk assessments (Steps 3 through
8).

Specifically, the three possible conditions with respect to the BERA at this point include:

 There is adequate information to conclude that ecological risks are negligible and
therefore no need for remedial action on the basis of ecological risk.

 The information is not adequate to make a decision at this point, and the ecological risk
assessment process will continue (Steps 3 through 8).
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 The information indicates a potential for adverse ecological effects, and a more through
assessment is warranted.

A Draft Screening-Level Ecological Risk Assessment (SLERA) Report that documents the
decision and its basis will be prepared and submitted to EPA for review and approval according
to the project schedule in the Final RI/FS Work Plan. The Amended Draft SLERA will be
prepared and submitted within 45 calendar days of receipt of the EPA’s comments. A Final
SLERA will be submitted within 30 days of the EPA’s approval of the Amended Draft SLERA.

5.6.3 Baseline Ecological Risk Assessment

If the SLERA Report indicates a need for further ecological risk evaluation, a BERA will be
required.

The basic components of the BERA (Figure 17) include:
 Problem Formulation (Step 3)

 Characterization of Exposure (Step 3)

 Characterization of Ecological Effects (Step 3)

 Risk Characterization (Step 7)

Additional components of the BERA design to completely develop and substantiate the results of
the basic BERA components identified above include:

 Study Design and Data Quality Objective Process (Step 4).

 Field Verification of Sampling Design (Step 5).

 Site Investigation and Analysis Phase (Step 6)

Each of these components is discussed in more detail in the following sections.

The principal guidance documents that will be used in conducting the BERA include, but are not
limited to:

 Ecological Risk Assessment Guidance for Superfund: Process for Designing and
Conducting Ecological Risk Assessments (EPA, 1997)

 Role of Ecological Baseline Risk Assessments (EPA, 1994a)

 Supplemental Region 6 Risk Assessment Guidance (EPA Region 6, 1995)

 Framework for Ecological Risk Assessment (EPA, 1992a)

 Evaluation of Terrestrial Indicators for Use in Ecological Assessments at Hazardous
Waste Sites (EPA, 1992b)
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 Guidance for Data Usability in Risk Assessment (EPA, 1992c, 1992d)

 Risk Assessment Guidance for Superfund, Vol.2 - Environmental Evaluation Manual
(EPA, 1989a)

 Ecological Assessment of Hazardous Waste Sites: A Field and Laboratory Reference
(EPA, 1989b)

5.6.3.1 Baseline Risk Assessment Problem Formulation – Step 3

Problem formulation is the first step of the BERA process and establishes the goals, breadth, and
focus of the assessment (EPA, 1992a). This step will refine the screening–level problem
formulation and expand on the ecological issues that are of concern at the site. It provides an
evaluation of the data (including an assessment of data usability), contaminants of potential
concern, habitats, receptors, exposure pathways, ecotoxicity, and selection of endpoints for
further study (EPA, 1991). For both a screening-level ecological risk assessment and a definitive
ecological risk assessment, the product of the problem formulation is a site conceptual model,
which identifies the potential chemical transport pathways, receptors, and the areas of primary
concern to be addressed in the ecological risk assessment. Following is a description of the
components that will be conducted as part of the problem formulation.

At the conclusion of the BERA problem formulation, a Draft BERA Problem Formulation (PF)
Report will be prepared and submitted to EPA for review and approval according to the schedule
identified in the Final RI/FS Work Plan. An Amended Draft BERA PF Report will be prepared
and submitted to EPA within 30 calendar days of the receipt of their comments related to the
Draft BERA PF Report. A Final BERA PF Report will be prepared and submitted to EPA within
14 calendar days of receipt of their comments related to the Amended Draft BERA PF Report.
The BERA PF Report will discuss the assessment endpoints, exposure pathways, risk questions
and the CSM integrating these components. The information presented in the BERA PF Report
will be used to select measurement endpoints and to develop the BERA Work Plan and SAP for
the site.

5.6.3.1.1 Refinement and Further Characterization of COPECs

As the first task of this step in the BERA problem formulation process, the information used and
developed during the screening-level assessment will be reassessed along with any additional
site- specific information to refine the scope and goals of the BERA. This process will follow
default procedures with the exception that site specific information will be utilized in place of
any conservative assumptions used during the screening-level phase.

5.6.3.1.2. Characterization of Habitats

Characterization of potential habitat at the site is another component of the problem formulation,
and is briefly presented in this plan to provide some ecological background on the site.
Additional information on the ecological setting including terrestrial habitat and vegetation will
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be obtained through a site-specific ecological survey to be conducted prior to completing the
BERA Report.

5.6.3.1.3 Ecological Site Survey

A detailed description of current terrestrial and aquatic habitat including vegetative cover at the
site and surrounding area is not available at this time. A field visit to the site by agency personnel
and a qualified field biologist will be conducted prior to starting the risk assessment report. The
field visit will allow interested parties to gain a consensus on the types of habitat that are
available to ecological receptors at and in the vicinity of the site. Information from this site
ecological survey will be included as the first step of the ecological risk assessment report.

5.6.3.1.4 Identification of Ecological Receptors

Identification of the ecological receptors at or in the general vicinity of the site is another
component of the problem formulation and is presented in this work plan to provide some
ecological background on the site. Selection of potential target receptors that are likely to occur
at or in the general vicinity of the site will be completed as part of the problem formulation after
conducting a site ecological survey. An attempt will be made during the survey to identify the
presence of individual species of mammals, birds, fish, amphibians, and reptiles and their
habitats.

A threatened and endangered (T&E) species search using available literature and local non-profit
research methods will be conducted as part of the ecological risk assessment to identify the
potential for species to occur at or in the vicinity of the site. The site ecological survey will also
be used to identify site-specific habitat and the likelihood of species of special status to nest or
forage in habitat at or in the vicinity of the site. If the potential for a threatened or endangered
species to routinely utilize the site is identified, then the species will be selected as a target
receptor. Potential for risk to that species will be evaluated. However, possible occurrence as a
T&E species does not confirm that a species is present nor does it preclude other T&E species
that are not listed from utilizing habitats within the vicinity of the site.
An endangered species is a native species whose prospect of survival or recruitment within the
state is in imminent jeopardy. This determination is based primarily upon the species status in
Texas. A threatened species is a native species that, although not presently in danger of
extirpation, is likely to become endangered in the foreseeable future in the absence of special
protection and management efforts. A special concern species may be one of the following:

Category I—a native species with a presently stable or increasing population that current
evidence indicates is especially vulnerable to extirpation because of limited range, low
population or other factors.

Category II—a native species identified by technical experts as possibly threatened or vulnerable
to extirpation but for which little, if any, evidence exists to document the population level, range
or other factors pertinent to its status.
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The San Patricio County Texas currently has 29 animal species and no plant species that are
listed as endangered or threatened under either federal or state guidelines (Table 1 – Listed and
Endangered and Threatened Species).

5.6.3.1.5 Identification of Exposure Pathways

An exposure pathway describes the course a chemical takes from its source to an ecological
receptor. An exposure pathway generally consists of 4 elements: 1) a source and mechanism of
chemical release, 2) a retention or transport medium, 3) a point of contact with the receptor, and
4) an exposure route (e.g., ingestion) at the point of contact.
Exposure pathways for specific ecological receptors at the site will be identified by medium (i.e.,
soil, groundwater, surface water, sediment), and discussed in relation to the chemical fate and
transport properties of the COPEC. The general taxonomic groups (i.e, mammals, birds,
vegetation) potentially at risk from exposure to chemical contamination at the site and the
associated exposure pathways have been summarized in a preliminary CSM (Figures 15 and
16b). This preliminary CSM will be refined after data from the site ecological survey has been
compiled and will include species-specific target receptors and identification of significant,
insignificant, and incomplete exposure pathways.

5.6.3.1.6 Ecotoxicity of Contaminants

Toxicity information will be compiled for the COPECs selected, and presented in a tabular form
by receptor group (e.g., birds, mammals, aquatic organisms). For birds and mammals, there will
be a brief description of target organs and any other relevant characteristics of toxicity of each
chemical. This information will be compiled from a number sources including the RAIS,
ATSDR toxicological profiles, the Handbook of Toxic and Hazardous Chemicals and
Carcinogens (Sittig, 1985), and the Hazardous Substances Database (HSBD). The most sensitive
test mammalian and avian receptors will be listed for each of the COPECs based on a review of
the scientific data, and will be represented by those species in which effects were observed at the
lowest levels of exposure. In selecting the most sensitive species, oral studies will be used, and
preference will be given to feeding and drinking water studies.
Federal and State AWQC will be used to evaluate toxic effects of COPECs of fish and other
aquatic species in surface water and the palustrine/estuarine wetlands and Redfish Bay. While
AWQC are assumed to be protective of fish and aquatic invertebrates from a surface water
standpoint, they do not take into account ingestion of contaminated sediments. The “sediment to
invertebrate” and “sediment to fish” pathways will be addressed in the ecological risk
assessment. This evaluation shall also consider population effects as well as possible risks to
vertebrates that consume fish and invertebrates exposed to sediment COPECs. Sediment quality
criteria and benchmarks for the assessment of toxicological effects on sediment-associated biota
will be used to evaluate toxic effects of COPECs on benthic organisms.

Media-specific screening benchmarks for amphibians, reptiles, and plants (receptors to soil)
developed by ORNL (Efroymson et al. 1997a & 1997b, Jones 1997, Sample et al. 1996, 1998,
Suter and Tsao 1996) from the RAIS will be used to assess impacts on these receptor groups. It
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is recognized that media-specific benchmarks are essential for a rigorous assessment. In some
cases, ecotoxicity values may be lacking or may be available for some but not all media and/or
receptors. Such circumstances increase the uncertainty associated with the assessment, which
will be addressed in an appropriate discussion. In some cases, it may be possible to extrapolate
using surrogate chemical data following methods such as those outlined in TCEQ 2001 (§3.5.2).

5.6.3.1.7 Selection of Assessment and Measurement Endpoints, and Testable Hypotheses

Given the potential for ecological impacts to occur at the site, a set of assessment endpoints will
be proposed for the purposes of achieving the goals of the environmental assessment. The
assessment endpoints represent potentially significant ecological impacts. For each of the
designated assessment endpoints, one or more measurement endpoints will be selected based on
their ability to integrate modeled, field, or laboratory data with the individual assessment
endpoint. For each of the assessment endpoints, testable hypotheses will be identified. The
hypotheses provide the structure for evaluation of the results in the analysis phase of the
assessment (EPA, 1992a).

Assessment endpoints are explicit expressions of the environmental value that is to be protected
(EPA, 1992a). Several criteria that will be considered in selecting assessment endpoints are
(Suter, 1989; 1990; 1993):

 Biological relevance.

 Susceptibility to exposure and sensitivity to toxicity.

 Societal relevance.

 Unambiguous operational definition (without this criteria, endpoints provide no direction
for testing and modeling, and the results of an assessment tend to be ambiguous)

 Capability of measurement.

Available toxicological information will also be considered in the selection of assessment
endpoints. Because the habitats and receptors at a site are unique, there is no standard list of
assessment endpoints. Population abundance, community structure, or ecosystem productivity
are typically evaluated. Knowing what the valuable ecological receptors are in the vicinity of the
site provides a basis for selecting both the assessment and measurement endpoints.

Measurement endpoints are the measurable environmental characteristics that are predictive of
the selected assessment endpoint. Measurement endpoints approximate or predict conditions at a
site (Maughan, 1993) and link the conditions to the assessment endpoint. The criteria that will be
considered in the selection of measurement endpoints include:

 Readily measured or evaluated.

 Corresponds to or is predictive of an assessment endpoint.

 Appropriate to the scale of the site, exposure pathways, and temporal dynamics.
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 Low natural variability.

 Rapidly responding and sensitive to receptors.

For the evaluation proposed at the site, evaluation of appropriate measurement endpoints will
involve the use of benchmark and literature toxicity values that satisfy many of the listed criteria.
Several scenarios will be used to evaluate each impacted media at the site to ensure that potential
impacts of contaminants from each media are thoroughly evaluated for each possible receptor
group.

5.6.3.1.8 Conceptual Site Model

The primary objective of the problem formulation is the development of a working CSM, which
serves to define how contamination might affect ecosystems at the site (Norton et al., 1992).
Information provided by the ecological setting characterization, selection of preliminary
COPECs, target receptors, exposure pathways, ecotoxicity, and endpoints can be integrated into
a model that describes how individual components of the ecosystem may interact with each other
and with site-related contamination. The preliminary CSM completed as part of the screening-
level problem formation will be refined to include species-specific target receptors and
identification of significant, insignificant, and incomplete pathways of exposure. Working
hypotheses as well as questions for the additional site investigation to address will be identified
in conjunction with refinement of the CSM.

5.6.3.2 Characterization of Exposure

The exposure characterization will identify the potential magnitude and frequency by, which
target receptors are exposed to COPECs that have migrated through various pathways to
terrestrial and aquatic habitats. In addition, the exposure characterization will identify all routes
of exposure by which species inhabiting those areas may be exposed, and serves as input to the
characterization of risk. The specific objectives of the characterization of exposure will be to:

 Select target receptors or communities that directly relate to assessment endpoints.

 Identify significant pathways/routes by which target receptors are potentially exposed.

 Predict exposure doses for selected target receptors.

5.6.3.2.1 Selection of Target Receptors and Communities and Routes of Exposure

Target receptors and communities will first be selected for evaluation in the screening ecological
risk assessment. The selection of target receptors and communities will be based on the concept
that it is neither feasible nor cost effective to measure contaminant effects on all species
inhabiting terrestrial and aquatic systems. In addition, these systems are complex and ecological
theory has not identified “aggregate” or “holistic” measures of system “health” or defined
generic properties that are indicative of overall system status or integrity. Exposure pathways
will be selected for each of the target receptors based on the assessment of the habitat types and
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the patterns of chemical contamination and sensitivity. Emphasis will be given to those receptors
or communities that have the greatest potential for exposure. Individual target receptors will only
be selected for birds and mammals. Fish, benthic organisms, amphibians, reptiles, and plants will
be evaluated as communities. When selecting communities for evaluation, receptor communities
that are present in freshwater and marine systems will be evaluated separately.

All incomplete exposure pathways will be eliminated from consideration. For an exposure
pathway to be complete, a contaminant must be able to travel from the source to the ecological
receptor and to be taken up by the receptors via one or more exposure routes (TCEQ, 2001 and
2006). For terrestrial animals, there are three basic exposure routes: ingestion, inhalation, and
dermal contact or absorption. Little information is available for quantifying the inhalation or
dermal absorption exposure pathways for most wildlife. Although these exposure pathways may
be complete, their risk is considered minimal when compared to dietary and incidental ingestion
(TCEQ 2001 and 2006).

A list of species inhabiting or potentially inhabiting the site and areas adjacent to the site will be
summarized in the risk assessment report. From this list of potential ecological receptors, habitat-
specific target receptors will be chosen based on consideration of the following species-specific
criteria:

 Species that potentially occur within the habitat to be evaluated.

 Species that represent a range of feeding relationships within each habitat.

 Species that are likely to be maximally exposed.

 Species that are critical to the structure and function of the particular ecosystem they
inhabit.

 Species that are sensitive to the COPECs.

 Species that have a realistic and significant potential for exposure.

 Species for which sufficient exposure and toxicity data are available for evaluation.

 Species that are not threatened but similar to threatened or endangered species, and are of
local concern.

o Species will be phylogenetically related as closely as possible,
o Species will be similar in habitat and diet as threatened or endangered species,

and
o Species will be as or more sensitive than threatened or endangered species, if

at all possible

In addressing the sensitivity of species to the COPECs, it is important to note that for the
screening-level risk assessment the toxicity data that will be used will be based on the most
conservative values in the literature for the category of species (e.g., birds, small mammals)
being evaluated. It is expected that the most sensitive species in the literature will typically be a
function of the most frequently used experimental or test species. Thus, due to the limitations of
the toxicity literature, the most conservative toxicity values for each chemical will be compared
to the exposures for those species within the same phylogenetic class whose exposure is expected
to be greatest at the site.
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It is also important to note that even though target receptors will be selected for evaluation in the
screening-level risk assessment, these species also represent the exposure that other similar
species with comparable feeding habits may be receiving, and thus, serve as surrogate receptors.

Factors that will be considered in the exposure pathway selection include:

 Local topography.

 Local land use.

 Surrounding terrestrial habitat.

 Surrounding aquatic/wetland habitat.

 Availability of media-specific and location-specific data.

 Prediction of contaminant migration.

 Chemical characteristics of COPECs, including persistence and mobility.

These factors affect the selection of exposure pathways, since they determine the types and
locations of ecological receptors and COPECs in the environment. The topography, land use,
terrestrial habitat, and aquatic/wetland habitat in the site affect the type and locations of
ecological receptors there. In addition, the characteristics of the COPECs and their potential for
migration and uptake affect which media or tissues COPECs might be expected in, and thus
would also affect exposure pathway selection.

5.6.3.2.2 Exposure Point Concentrations

Once the potential exposure pathways and affected habitats have been defined and the potential
target receptors identified, points of likely exposure will be described. The chemical
concentrations at these contact points (i.e., exposure point concentrations) are critical in
determining exposure intake and subsequent risk to receptors. Exposure point concentrations
may be developed for specific areas within the site or on a site-wide basis depending on the
different terrestrial habitat available. This approach should facilitate prioritization of risk
management decisions to specific portions of the site where ecological receptors may be more
likely to occur. This would also help define the extent of any necessary ecological risk-based
remediation.

Exposure point concentrations will be developed for the soil, taking into account potential ‘hot
spots’ of contamination as well as availability of appropriate habitat. The hot spot evaluation
shall also consider the magnitude of the chemical concentration as well as the habitat needs and
home range of the receptor in question. In addition, area-specific or site-wide exposure point
concentrations may be calculated based on the availability of terrestrial receptor habitat. The
term “hot spot” describes a localized area where one or more chemicals occur in concentrations
substantially (e.g., 2 or more orders of magnitude) greater than those found elsewhere at the site.
The identification of hot spots will be determined on a case-by-case basis after thorough
evaluation of both current and historical sampling data.
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Potential impacts to ecological receptors will be assessed in the screening-level ecological risk
assessment by first determining the availability of appropriate terrestrial habitat. Depending on
the breakdown of appropriate habitat, two exposure point concentrations will be calculated; the
maximum detected concentration and the 95% UCL concentration of the mean. If the 95% UCL
concentration exceeds the maximum detected concentration for a chemical for a particular
habitat area, the maximum detected concentration will be used as the exposure point
concentration for that area. For those organisms that are stationary or are not very mobile (e.g.,
plants, soil invertebrates), the maximum detected concentration is generally applicable as the
exposure point concentration. The 95% UCL concentration is most applicable to those organisms
that are mobile and may be exposed to a larger portion of the site.

For those species with home ranges in excess of the site area, it would be plausible to evaluate
aggregate risk of exposure based on a ratio of useable habitat area in their home range to useable
habitat area within the site. An aggregate exposure point concentration would be calculated (i.e.,
95% UCL) for species with extensive home ranges provided that COPEC distributions are fairly
uniform within each of the site habitat areas, and that contamination, or lack of contamination,
within the remainder of the species’ home range is identified (i.e., ambient levels).
Exposure point concentrations will be developed for surface water and sediment in the site
palustrine/estuarine wetlands and Redfish Bay.

Potential impacts to ecological receptors in the wetlands and bay will be evaluated in the
ecological risk assessment using two exposure point concentrations for each wetland habitat
type; the maximum detected and the 95% UCL concentrations. The maximum concentration is
most applicable to those aquatic organisms that are not mobile (e.g., benthic macroinvertebrates)
and may be exposed to a localized area. The 95% UCL is most applicable to those organisms that
are mobile (e.g., fish, amphibians) and may be exposed to a larger portion of the wetlands and
bay areas. If the 95% UCL concentration exceeds the maximum detected concentration for any
chemical, only the maximum detected concentration will be used as the exposure point
concentration.

Exposure point concentrations will be developed for on-site groundwater directly beneath the
Site and for off-site groundwater down gradient of the Site.

If groundwater occurs at depths of less than 2 to 10 feet, potential impacts to plant target
receptors from exposure to on-site groundwater will be evaluated using two exposure point
concentrations; the maximum detected and the 95% UCL concentrations. If the 95% UCL
concentration exceeds the maximum detected concentration for any chemical, only the maximum
detected concentration will be used as the exposure point concentration.

With the exception of shallow groundwater that may provide a source to terrestrial vegetation,
the groundwater is an incomplete ecological pathway unless there is a groundwater discharge to
sediment and/or surface water. Potential impacts to aquatic receptors from off-site groundwater
downgradient of the Site discharging to surface water will be also be conservatively evaluated
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based on a completed groundwater to surface water pathway. It is assumed that aquatic receptors
in Redfish bay may potentially be impacted by impacted groundwater, if the contaminant plume
emanates into the bay. It is assumed that direction of groundwater flow is to the northeast from
the Site towards and into the wetland areas and Redfish Bay. If the groundwater to surface water
pathway is complete, two exposure point concentrations will be used to assess groundwater; the
maximum detected and the 95% UCL. Again, if the 95% UCL concentration exceeds the
maximum detected concentration for any chemical, only the maximum detected concentration
will be used as the exposure point concentration. This exposure point concentration will be used
to evaluate the total contribution of groundwater COPECs to the surface water taking into
account the dilution of groundwater when it discharges to surface water.

In the case of groundwater contributing contaminants to sediment, this depends upon the
existence of a plume and the COPECs involved and their chemistry and the media’s chemistry
(organic carbon, etc.) at the interface. In the screening assessment, groundwater concentrations
will be evaluated as discussed previously, as will sediment concentrations. Should additional
pore water data be required, then an additional sampling effort will be required to provide such
data to evaluate the potential loading in the area of the release.

It is anticipated that many of the selected target receptors will be exposed through dietary intake
(e.g., seeds, earthworms, fish, mammals). Since measured exposure point concentration data will
not be available for dietary items, they will be predicted using uptake models. For example, an
important exposure pathway for herbivorous terrestrial animals is the consumption of forage.
The chemical concentrations in plants will be estimated by multiplying soil concentrations with
chemical-specific plant uptake factors as available in the literature. Similar uptake models can be
used to estimate chemical concentrations in other tissue types (e.g., earthworms, fish, mammals),
and will be dependent on the target receptors selected for evaluation in the risk assessment.

5.6.3.2.3 Estimation of Exposure Doses

Once exposure point concentrations have been determined, daily exposure for target receptors
will be estimated using conservative exposure parameters for each receptor. For target receptors
or communities that are exposed directly to the media in which they live (e.g., aquatic organisms,
plants), exposure will be expressed in terms of measured concentrations of contaminants in the
media (e.g., water). For organisms exposed via the ingestion pathway, exposure dose models will
be developed which express exposure in terms of contaminant intake per kilogram of body
weight per day (mg/kg-day). These models will incorporate information on exposure frequency,
exposure point concentrations, body weights, and ingestion rates.

To predict exposure to a chemical by a target receptor, exposure needs to be evaluated through
each complete exposure pathway. The exposure algorithm for estimating daily intake through the
ingestion exposure route can be generically described as:

FIIRCEDI medium 
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Where:

EDI = Estimated daily intake to a chemical through an exposure route (mg/kg-day).
Cmedium = Concentration of contaminant in a particular medium (mg/kg or mg/L).
IR = Ingestion rate of medium by receptor, normalized for body weight (mg/kg

BW-day or L/kg BW-day).
FI = Fraction ingested from contaminated source (unitless).

Total exposure of a target receptor from ingesting contaminated food, soil, sediment, and water
can be generically described as:

EDItotal = EDIsoil + EDIsediment + EDIwater + EDIfood

Where:

EDItotal = Total exposure dose (mg/kg-day).
EDIsoil = Estimated daily intake of contaminant via soil (mg/kg-day).
EDIsediment = Estimated daily intake of contaminant via sediment (mg/kg-day).
EDIwater = Estimated daily intake of contaminant via water (mg/kg-day).
EDIfood = Estimated daily intake of contaminant via food, either forage or prey

(mg/kg-day).

While dermal contact and inhalation are possible contaminant uptake routes, little information is
available for quantifying these exposure pathways for wildlife when compared to the availability
of information for quantifying ingestion (TNRCC, 1996). Assumptions for each of the required
exposure parameters will be based on literature as well as site-specific information. Exposure
parameters that will be needed as part of the quantification of ingestion are as follows:

 Area use factor (unitless percent)

 Migration factor (unitless percent)

 Bioavailability (unitless percent)

 Most sensitive life stage

 Body weight and ingestion rates

 Fraction of contaminated dietary component (unitless percent)

5.6.3.3 Characterization of Ecological Effects

In the ecological effects characterization, information on the toxicity of the COPECs to
ecological species will be presented. Toxicity information will be used to develop toxicity
reference values (TRVs) for selected target receptors or communities. TRVs represent NOAELs
as doses or media concentrations. For some chemicals, the TRVs are true NOAELs and for other
chemicals, TRVs are developed as NOAELs using available toxicity information and
extrapolation factors.
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5.6.3.3.1 Literature Review of Toxicity Data

The toxicity of each COPEC will be assessed for aquatic life, terrestrial wildlife, amphibian and
reptilian wildlife, and vegetation, where relevant. Scientific literature and regulatory guidelines
will be reviewed for media-specific and species-specific toxicity data. Sources of criteria and
toxicity data for the ecological assessment include the following:

 Federal/State Regulations and Guidance

 AWQC

 AQUIRE database

 SETAC Database for Aquatic Organisms: Tissue Residues

 PHYTOTOX database

 TERRETOX database

 ENVIROFATE database

 HSDB

 ORNL RAIS

 Registry of Toxic Effects of Chemical Substances (RTECs)

 IRIS - (non gavage studies)

 U.S. Fish and Wildlife Service Technical Reports (Eisler)

If necessary, toxicity information will also be obtained from a variety of peer-reviewed primary
literature sources.

5.6.3.3.2 Derivation of Reference Toxicity Values

For most constituents, several sources will be reviewed to derive TRVs. Studies obtained from
these sources provide exposure data associated with a variety of toxicity endpoints (i.e, LOAEL,
NOAEL, median lethal dose (LD50)) and effects (i.e., neurotoxicity, developmental toxicity,
death). The toxicity values used in the assessment will be those that exhibit the lowest exposure
doses reported to be toxic or the highest doses associated with no adverse effects. The process of
selecting an appropriate toxicity endpoint for use in the TRV derivation requires guidelines for
determining the appropriateness of specific endpoints. In general, effects that have apparent
ecological implications will be preferentially used. Thus, preference will be given to endpoints
such as reproductive effects (e.g., decreased fertility, teratogenicity, developmental effects and
fetal re-absorption) and mortality of adults or offspring, both of which would impact the species
population. Preference will also be given to serious histopathological effects (necrosis or other
damage to target organs tissues: liver, kidney, brain/central nervous system, lungs, stomach,
pancreas, etc.) that would impact primary body functions. In the absence of these preferred data,
consideration will also be given to effects such as alteration in biochemical functions of organs
that could be correlated with decreased survivability (e.g., acetylcholinesterase function), as well
as alteration in normal behavior that may result in decreased survivability of a receptor (e.g.,
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impaired motor skills, increased reaction time, altered feeding habits). Other types of effects data
such as increased body weight, decreased liver size, increased blood lead, which are not readily
associated with decreased survivability or longevity, will only be used in the absence of
preferred toxicity data.

In addition, care will be taken in those cases involving threatened and endangered species to find
NOAEL’s that afford additional protection, and if possible documented protection, otherwise
appropriate safety factors will be applied to achieve said protection (see below).

Carcinogenicity endpoints are not considered appropriate for derivation of TRVs, since a number
of factors confound the extrapolation of carcinogenicity data between species of the same
phylogenetic class. These factors include:

 The no-threshold assumption for carcinogens precludes the extrapolation of a TRV to a
chronic no-observable effect level.

 Carcinogenic studies with laboratory animals often require high doses to generate tumors
within the lifetime of the study and/or test species. The latency period for tumor
induction is potentially greater than the lifetime of the ecological receptor of concern due
to lower levels of exposure an organism would receive in the field.

 The inbred origins of many laboratory animals do not necessarily reflect the outbred
species that would be expected to occupy the site. Within a given species there are also
significant differences between individuals in their abilities to bioactivate and deactivate
carcinogenic molecules. Factors such as age, sex, genetic makeup, and nutritional
disposition contribute to uncertainty (Travis, 1988).

In deriving TRVs, data for chronic toxicity will be preferentially used, when available. The
resulting TRV will thus protect for chronic effects. Chronic exposure has been defined by Suter
et al. (1983) as an extended exposure of an organism to a chemical, which is conventionally
taken to include at least a tenth of the life span of the species. Although chronic studies, as
defined here, will be preferentially used in the assessment, some studies may fall into a
subchronic category, in which the length of the study extends less than a tenth of the lifespan, but
longer than what would be considered an acute exposure. Acute exposure is defined in this
assessment as a brief exposure to a chemical, which refers to an instantaneous exposure (e.g.,
oral gavage) or continuous exposures of minutes to a few days (Suter, 1993). In the absence of
chronic and subchronic data, TRVs will be derived based on available acute or sub-chronic data
(as available), and extrapolated to a chronic no effect level.

A number of extrapolation factors will be used to develop TRVs for test species that are
protective of target receptors at the site. Where only acute lethal toxicity values are available,
TRVs will be derived by dividing acute toxicity values by an appropriate extrapolation factor. As
recommended by EPA Region 6, a median lethal dose (LD50) will be extrapolated to a chronic
LOAEL by dividing the LD50 by a factor of 10. Lewis et al. (1990) determined chemical-specific
ratios between LD50 values and NOAELs for the same species in a total of 490 studies. The
results of the evaluation by Lewis et al. indicated that a factor of 6 was adequate to protect 99.9
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percent of the populations for 85 percent of all evaluated chemicals. Thus, dividing an LD50 by a
factor of ten to extrapolate to a chronic LOAEL should be adequately protective.

EPA recommends a factor of 10 when extrapolating from a chronic LOAEL to a chronic
NOAEL (EPA, 1997). Weil and McCollister (1963) evaluated ratios of LOAELs to NOAELs
from both subchronic and chronic studies for laboratory animals (Lewis et al. 1990).
Approximately 96% of the studies (50 of 52) resulted in ratios of less than or equal to 5. Thus, a
factor of 10 is adequately protective in extrapolating from a chronic or sub-chronic LOAEL to a
chronic NOAEL.

Toxicity data for aquatic organisms, amphibians and reptiles, and plants are typically expressed
in terms of media concentrations (e.g., AWQC, sediment and soil concentrations) rather than as a
dose. These values will be directly compared to site-specific media concentrations, with no
application of extrapolation factors, except if species-specific aquatic TRVs need to be derived.
In this specific case, extrapolation factors have been proposed by Suter et al. (1983) and Mayer
et al. (1986), and will be used in this assessment. LOAELs will be extrapolated to NOAELs by
dividing by 10, as indicated below. For ecotoxicity values used in this assessment that were
obtained from ORNL databases, only original values will be used. The 20% adjustment factor
typically used by ORNL will not be applied.

Therefore, the safety factors include:
 Acute to Chronic LOAEL: divide by 10.
 Sub-chronic LOAEL to Chronic NOAEL: divide by 10.
 Chronic LOAEL to Chronic NOAEL: divide by 10.
 If the test organism is within the same class and order the factor of 10 will be decreased

to a factor of 5.
 If a chain of safety factors are used, they will be multiplied together first, and then the

starting end point divided by the resultant to achieve the necessary TRV.

5.6.4 Study Design and Data Quality Objective Process – Step 4

The study design and DQO process step of the BERA will establish the measurement endpoints,
which complete refinement of the CSM in Step 3. The CSM will then be used to develop the
study design and DQOs. The BERA Work Plan and the SAP, which will describe the details of
the site investigation as well as the data analysis methods and the DQOs. The BERA Work Plan
will describe the assessment endpoints, exposure pathways, questions and testable hypotheses,
measurement endpoints and their relation to assessment endpoints, and uncertainties and
assumptions. The SAP will describe data needs; scientifically valid and sufficient study design
and data analysis procedures; study methodology and protocols, including sampling techniques’
data reduction and interpretation techniques, including statistical analyses’ and quality assurance
procedures and quality control techniques.

A Draft BERA Work Plan and a Draft SAP will be developed and submitted to EPA for review
and approval according to the schedule specified in the Final RI/FS Work Plan. An Amended
Draft BERA Work Plan and an Amended Draft SAP will be submitted to EPA within 30
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calendar days of the receipt of their comments related to the associated draft documents. The
Final BERA Work Plan and the Final SAP will be submitted to EPA within 14 calendar days of
the receipt of their comments related to the associated amended draft documents.

5.6.5 Field Verification of Sampling Design – Step 5

The field verification of sampling design step of the BERA process will ensure that the DQOs
for the site can be met. During this step, the site appropriateness and implementability of the
selected assessment endpoints, testable hypotheses, exposure pathway model, measurement
endpoints, and study design from Steps 3 and 4 will be verified. This step will be completed as
part of finalizing the BERA Work Plan and SAP. The Final BERA Work Plan and Final SAP
must be approved by EPA prior to implementation the site investigation and analysis phase (Step
6).

5.6.6 Site Investigation – Step 6

During this step, site investigation and analysis activities will be implemented as detailed in and
in accordance with the BERA Work Plan and the SAP. The results of the site investigation and
analysis will be utilized to characterize the ecological risks (Step 7).

The Final BERA Work Plan for the site investigation activities will be based on the CSM and
will specify the assessment endpoints, risk questions, and testable hypotheses. All DQOs and
requirements for co-located samples will be adhered to in accordance with the BERA Work Plan
during the site investigation.

During the analysis phase of the BERA process, all data will be technically evaluated on the
existing and potential exposures and ecological effects at the site. The analysis will be based on
the information collected during Steps 1 through 5 and will include additional assumptions or
model to interpret the data in the context of the CSM. The SAP will be revised as required by
changes in field conditions and/or new information on the nature and extent of contamination at
the site.

5.6.7 Risk Characterization – Step 7

The risk characterization will be the final phase of the BERA process and will include risk
estimation and description. The risk characterization will integrate information from the problem
formulation and the exposure and ecological effects characterizations to estimate the nature and
extent of ecological risk or threat, and the environmental impact from site activities. The
ecological risk characterization will be based on a weight-of-evidence approach, where multiple
lines of evidence will be presented and evaluated.

At the completion of risk characterization, a Draft BERA Report will be prepared and submitted
to EPA for review and approval in accordance with the schedule identified in the Final RI/FS
Work Plan. An Amended Draft BERA Report will be submitted to EPA within 45 calendar days
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of receipt of their comments related to the Draft BERA Report. The Final BERA will be
submitted to EPA within 30 calendar days of receipt of their comments related to the Amended
Draft BERA Report.

The following tasks will be completed as part of the risk characterization step.

5.6.7.1 Hazard Quotient Method

The potential risk posed to ecological receptors will be assessed by comparing estimated daily
doses or media-specific concentrations with TRVs. This comparison, described as a HQ, will be
made for each chemical and is expressed as shown below. Exposures to the same chemical
through multiple exposure routes (e.g., ingestion of water, ingestion of prey) are assumed to be
cumulative within the calculation of the HQ.

HQ = Cmed/TRVmed

Where:
Cmed = Concentration of a chemical in a medium (mg/kg or mg/L).
TRVmed = Toxicity reference value for the same chemical in the same medium

(mg/kg or mg/L).
or:

HQ = Dosetotal / TRVing

Where:

Dosetotal = Estimated daily dose of a chemical through all exposure routes and/or
sources (i.e., soil, water, or food ingestion) (mg/kg-day).

TRVing = Toxicity reference value for the same chemical through the ingestion route
(mg/kg-day).

If the calculated screening HQ exceeds unity (i.e., >1), then it simply indicates that the species of
concern may be at risk to an adverse effect from that chemical through that exposure route.
Because TRVs incorporate a number of extrapolation factors, if TRV is exceeded (i.e., the HQ
exceeds unity), it does not necessarily indicate that an adverse effect will occur. Further
evaluation (e.g., empirical field studies) may be needed for those chemicals with a screening HQ
that exceeds one.

For chemicals acting via similar mechanisms, a Hazard Index (HI) will be determined to evaluate
the potential accumulative risk posed by a set of chemicals with similar toxicological properties
for that organism as follows:

HIreceptor = HQCOPEC 1 + HQCOPEC 2

Where:
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HIreceptor = Hazard index for a measurement receptor.
HQCOPEC 1 = Hazard quotient for that measurement receptor due to COPEC 1.
HQroute 2 = Hazard quotient for that measurement receptor due to COPEC 2.

Because different chemicals affect different target organs through various mechanisms, HQs for
different chemicals may not always be additive. Therefore, the risk characterization will consider
summing multiple HI values (for different toxic mechanisms) in those case where the values are
all less than but approach unity, and may exceed it if added. This provides the risk analysis with
the ability of evaluating all chemicals across all sources/exposures and across different toxic
mechanisms in order to fully consider the cumulative hazard to a particular receptor.

5.6.7.2 Site Investigation and Analysis of Exposure and Effects

The necessity for site-specific field studies will be evaluated by medium. There are a limited
number of approaches currently available for conducting site-specific field investigations. These
are: (1) bioaccumulation and field tissue residue studies; (2) population/community evaluations;
and (3) toxicity testing (EPA, 1997). In determining the need and scope of field studies, the goals
and impacts of testing will first be identified. The primary goal of field studies will be to reduce
uncertainty in the ecological risk assessment modeling and to provide supporting information for
any remedial measures, should they be required. Site-specific field studies may be necessary as
part of a definitive ecological risk assessment (Steps 3 through 8 in Figure 16) if any one of the
following criteria are met:

 A total HI exceeds one for any assessment endpoint.

 Exceedance of guidance values or criteria for media-based contamination (e.g.,
sediments).

 Identified receptor of concern (i.e., assessment endpoint) for which the lack of
appropriate uptake algorithms precludes a complete exposure assessment.

 Insufficient toxicity data are available for assessment of potential impact.

 Associated uncertainty with modeling assumptions limits the effectiveness of the Hazard
Quotient approach.

The need for site-specific field studies will be determined after review of the hazard quotient
method results presented in the screening ecological risk assessment, and in consultation with the
EPA. Any field studies, which may be selected should be relevant to the assessment endpoints
that have been identified. Following is a brief discussion of the types of field studies that may be
considered for the site.
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5.6.7.2.1 Bioaccumulation and Field Tissue Residue Studies

Tissue residue studies can be performed to measure contaminant concentration in foods
consumed by the target receptors associated with the selected assessment endpoints for the
ecological risk assessment. This reduces the uncertainties associated with modeling potential
exposures to selected target receptors. Types of residue studies that may be considered for future
ecological risk assessment work at the Site include earthworm and fish tissue residue studies
(EPA, 1997), including sediment invertebrate residue studies for invertebrates in the wetlands or
Intracoastal Waterway/Redfish Bay.

5.6.7.2.2 Population/Community Evaluations

Population and community surveys evaluate the current status of an ecosystem, and can
incorporate several measures of population or community structure or function. The most
commonly used measures include number of species and abundance of organisms in an
ecosystem. Some types of population/community evaluations that are performed at ecological
sites include benthic macroinvertebrate surveys, fish community evaluations, and terrestrial plant
community evaluations. Benthic macroinvertebrate surveys are the most common
population/community evaluations conducted. Such studies are useful for evaluating the impacts
of a contaminant already released into the environment. Although population/community studies
can provide valuable information, there are often many confounding factors (e.g., natural
population fluctuations in relation to population density and food availability) that need to be
considered in interpreting results (EPA, 1997).

5.6.7.2.3 Toxicity Tests

Toxicity tests are used to directly evaluate the bioavailability and toxicity of site contaminants to
selected test organisms (EPA, 1997). In toxicity tests, test organisms are exposed to a medium
from site-specific groundwater, surface water, sediment, or soil in order to evaluate the effects of
contamination on the survival, growth, reproduction, behavior, and/or other attributes of these
organisms. Usually the studies are performed in a laboratory, but they may also be conducted on-
site (i.e., in situ tests). These tests help to determine whether contaminant concentrations in
media at the site are high enough to cause adverse effects in organisms. Tests can either be acute
or chronic. Acute tests last a short time, generally 4 days or less and mortality is the response
measured. Chronic tests are used to study the effect of continuous, long-term exposure (about
1/10th of an organisms lifespan or more), which generally evaluates sublethal effects (EPA,
1994b). Types of toxicity tests that may be considered for the site include soil toxicity to
earthworms (e.g., survival, growth, reproduction), soil toxicity to plants (e.g., germination, root
elongation, biomass), sediment toxicity to invertebrates (e.g., survival, growth), surface water
toxicity to daphnia or fish (e.g., survival, growth, reproduction), and sediment or surface water
toxicity to amphibians (e.g. frog embryo teratogenesis assay (FETAX)).



Final RI/FS Work Plan
Region 6
Revision: 04
Date: August 24, 2007
Page: 64 of 87

59752/AUS7R051 Kleinfelder
Copyright 2007 Kleinfelder
All Rights Reserved

5.6.7.3 Uncertainty Analysis

As with the human health risk assessment, there are many uncertainties associated with
estimating exposure and risks to ecological organisms. The uncertainty analysis will address the
major assumptions that affect the degree of confidence in the estimate of risk. Variables such as
exposure locations, strength of the exposure assumptions used in calculating doses, and the
strength of the toxicological evidence supporting the toxicity values, will be evaluated in the
uncertainty analysis. Quantitative measures of uncertainty will be conducted for potential
cumulative risk to those inorganic chemicals that were screened out of the risk assessment using
background comparisons.

5.6.8 Risk Management – Step 8

The responsibilities for the risk management at the site include the balancing of risk reductions
associated with cleanup of contaminants with potential impacts of the remedial action
themselves. The threshold for effects on the assessment endpoint as a range between
contamination levels identified as posing no ecological risk and the lowest contamination levels
identified as likely to produce adverse ecological effects will be identified in Step 7. The
Remedial Project Manger will evaluate several factors in deciding whether or not to clean up to
that range during Step 8. This risk management decision will be finalized by the EPA in the
Record of Decision for the site.

5.7 Treatability Study

This Treatability Study (TS) Work Plan provides an overview of the methods to be used if a TS
is conducted. As site information and remedial alternatives are developed for the site, the need
for additional data to evaluate technology performance may be identified. This data need will
determine whether or not a TS will be required for the site.

5.7.1 Objectives of the Treatability Study

The primary objectives of a TS include:

 Provide sufficient data to allow treatment alternatives to be fully developed and evaluated
during the detailed analysis, and to support the remedial design of a selected alternative.

 Reduce cost and performance uncertainties for treatment alternatives to acceptable levels
so that a remedy can be selected

5.7.2 Determination of Candidate Technologies and Need for Testing

During the site characterization and remedial alternative development phases of the RI/FS,
potential candidate technologies for a TS program will be identified. These potential candidate
technologies for TS will cover the range of technologies required for alternatives analysis.
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Determination of the candidate technologies for TS will be begin with a literature survey that
will be preformed to gather information for the following reasons:

 To determine whether the performance of the technologies under consideration have been
sufficiently documented on similar wastes consider the scale and the number of times the
technologies have been used.

 To gather information on relative costs, applicability, removal efficiencies, operation and
maintenance requirements, and implementability on the candidate technologies.

 To determine testing requirements for bench or pilot studies, if required.

If the results of the literature survey indicate that the candidate technologies that address the site
conditions have not been sufficiently demonstrated or cannot be adequately evaluated for the site
on the basis of available information, treatability testing may be required.

In general, treatability testing is not necessary when:

 The data indicate that the technologies have been demonstrated sufficiently so the site-
specific information collected during the site characterization is adequate to evaluate and
cost those technologies.

 The technology is well developed and proven on similar applications.

 Substantial experience exists with a technology employing treatment of well-documented
waste materials.

 Relatively low removal efficiencies are required.

A Draft Candidate Technologies Technical Memorandum (CTTM) will be prepared that includes
a listing and justification of the candidate technologies for TS. The Draft CTTM will be
submitted to EPA for review and approval according to the project schedule specified in the
Final RI/FS Work Plan. An amended Draft CTTM will be prepared and submitted within 30
calendar days of receipt of the EPA’s comments related to the Draft CTTM. A Final CTTM will
be prepared and submitted within 14 calendar days of receipt of the EPA’s comments related to
the Amended Draft CTTM. The CTTM will include not only a listing of the candidate
technologies for TS, but also the specific data requirements for the testing program that have
been determined and refined during the characterization of the site and the development and
screening of remedial alternatives.

Where it is determined by EPA that treatability testing is required, and unless it cannot be
demonstrated to EPA’s satisfaction that treatability testing is not needed, TSs will be performed,
as outlined in the following section, including the preparation of a TS Work Plan.
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5.7.3 Treatability Studies

If necessary, the treatability studies performed during the RI/FS is used to adequately evaluate a
specific technology, to determine the suitability of the remedial technologies to site conditions
and problems, and to adequately estimate cost and performance capabilities of a technology.

If the need for a treatability study is determined, additional literature review with supporting
documents supporting the treatability study will be submitted as an attachment to the Alternative
Development and Screening Technical Memorandum. The literature review should cover the
performance, relative costs, applicability, removal efficiencies, operation and maintenance
(O&M) requirements, and implementability of the remedial technologies. Additional review
should be conducted to research parameters that impact treatability and compare these
parameters to site characteristics. A TS may be needed for a remedial technology that has not
been sufficiently demonstrated, or cannot be adequately evaluated, on the basis of available
information.
If a treatability study is determined necessary, it will include the following steps:

 Preparation of a TS Work Plan for the bench or pilot studies.

 Performance of the field sampling, and/or bench testing, and/or pilot testing.

 Evaluation of data from the field studies, and/or bench testing and/or pilot testing.

 Preparation of a report documenting the results of the testing.

5.7.3.1 Bench Scale and Pilot Scale Studies

Once a decision has been made to perform TSs, the scale of treatability investigations of study
(technology-specific bench scale studies and pilot scale studies) will be determined with
concurrence from EPA. The decision to perform pilot testing will be made as early in the RI/FS
process as possible to minimize potential delays of the FS because of the time required to design,
fabricate, and install the required equipment. Whether bench scale or pilot scale testing will be
performed will be determined with concurrence from EPA based upon:

 The level of development of the technology (bench scale testing is often appropriate for
fully development technologies).

 The scale of the technology (bench scale testing may not be appropriate because of the
physical size of the technology equipment).

 Schedule requirements.

 Cost versus benefit of type of generated data.
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5.7.3.1.1 Bench Scale Testing

If a bench scale TS is conducted, it will most likely be conducted with small volumes of site
waste being tested for the individual parameters of a treatment technology. The generated data
will then be extrapolated to a full scale system appropriate for the site. If a bench scale study is
performed, care will be taken in attempting to predict the performance of full-scale processes on
the basis of the small scale tests.

Potential objectives of bench scale testing include:

 Effectiveness of the treatment alternative on the waste.

 Differences in performance between competing manufacturers.

 Differences in performance between alternative chemicals.

 Sizing requirements for pilot-scale studies.

 Screening of technologies to be pilot tested.

 Sizing of those treatment units that would sufficiently affect the cost of implementing the
technology.

 Compatibility of materials with the waste.

Preplanning information that will be gathered prior to initiating bench scale studies includes:

 A waste sampling plan.

 Waste characterization.

 Treatment goals.

 Data requirement for estimating the cost of the technology being evaluated.

 Information related to the necessary equipment and services for the study.

5.7.3.1.2 Pilot Scale Testing

If pilot scale studies are performed, the pilot unit will be designed as small as possible to
minimize cost, but large enough to generate the data required for scaling to full size unit. A
larger volume of site waste will be required than for a bench scale study. The objective of a pilot
scale test is to simulate the physical as well as chemical parameters of the full-scale process.

In addition to the preplanning information gathered for bench scale studies, the following will
also be determined:

 Site information that would affect pilot-test requirements.

 Waste requirements for testing.
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 Data requirement for technologies to be tested.

If the TS includes pilot scale testing, these activities will be initiated as early as possible to
minimize potential delays in the FS.

5.7.3.2 Treatability Study Work Plan

A TS Work Plan will be prepared to delineate the objectives and scope of the TS. In general, the
TS Work Plan will include the following:

 An explanation of the reasons for conducting the study and the objectives of the study,
being attentive to consider chemical decontamination, materials handling, physical
properties, and incidental waste stream issues which may be pertinent to the full scale
implementation of the technology.

 An explanation of why the proposed scale of the study (bench or pilot) is appropriate to
meet the objectives of the study.

 A detailed description of how the study will be conducted including a detailed description
of each step of the study, equipment to be used, instrumentation and laboratory analysis
methods, adjustments anticipated to be made during the study and all other information
necessary to describe how the study will meet the study objectives. The study description
will be made in the context of consideration of eventual full scale implementation and
will address how scale differences between the study and full scale implementation will
be considered and addressed in making recommendations about full scale
implementability of the technology.

 A discussion of the material from the site to be subjected to the study, including how the
selection of material is to address issues of site variability, how the technology being
studied may be sensitive to site variances, how field sample selection is to be made to
address variability and representativeness concerns, how samples are to be prepared (both
during collection and as a part of the pretest sample handling), how sample preparation
for the study may vary from material preparation during full scale implementation, and
how differences between sample preparation for the study and material handling during
full scale implementation may affect the validity of conclusions drawn as a result of the
study.

 A discussion of the level of QA and QC that is appropriate in regard to data generated as
a part of the study will be implemented.

 A discussion about how data from the study will be evaluated and presented to achieve
the objectives of the study.

 An outline of the TS Report, which will be prepared to present the findings of the study.

 A schedule and cost estimate to conduct the study, including field sample collection and
preparation of other appropriate required supporting plans such as FSP, HSP, and QAPP.
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Because of the variations in bench scale and pilot scale testing programs, the format of the plans
for each type of study that fulfills the requirements of the TS Work Plan listed above will vary.

5.7.3.2.1 Bench Scale Treatability Study Work Plan Outline

If the TS includes bench scale studies, the TS Work Plan will be prepared in the format of the
following outline:

 Project Description and Site Background.

 Remediation Technology Description.

 Test Objectives.

 Specialized Equipment and Materials.

 Laboratory Test Procedures.

 Treatability Test Plan Matrix and Parameters to Measure.

 Analytical Methods.

 Data Management.

 Data Analysis and Interpretation.

 Health and Safety.

 Residuals Management.

5.7.3.2.2 Pilot Scale Treatability Study Work Plan Outline

If the TS includes pilot scale studies, the TS Work Plan will be prepared in the format of the
following outline:

 Project Description and Site Background.

 Remediation Technology Description.

 Test Objectives.

 Pilot Plant Installation and Startup.

 Pilot Plant O&M Procedures.

 Parameters to be Tested.

 Sampling Plan.

 Analytical Methods.

 Data Management.

 Data Analysis and Interpretation.
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 Health and Safety.

 Residuals Management.

5.7.4 TS Work Plan Deliverables

A Draft TS Work Plan will be prepared and submitted to EPA for review 60 days after the
receipt of the EPA’s notice that TS are required. In addition, a Draft SAP and a Draft HSP for
the TS will also be prepared and submitted to EPA at the same time. An Amended Draft TS
Work Plan, Amended Draft SAP and Amended Draft HSP will be submitted to EPA within 30
days of receipt of the EPA’s comments on the draft documents. A Final TS Work Plan, SAP and
HSP will be submitted to EPA within 14 days of receipt of the EPA’s comments on the amended
draft documents.

5.7.5 Treatability Study Report

Upon completion of the TS, a TS Report shall be submitted to EPA. This report will evaluate the
technology’s effectiveness and implementability in relation to the remedial goals established for
the site. In addition, actual results will be compared with predicted results to justify the
effectiveness and implementability discussions detailing the results. The TS Report will include
(as applicable):

 A description of the remedial technology being studied;

 A description of the test objectives;

 A detailed description of each step of the study from sample collection through data
evaluation, highlighting any deviations from the TS Plan and discussing how those
deviations may have affected meeting the test objectives or making valid conclusions
about the suitability or implementability of the technology for the project;

 Data management and analysis;

 Health and safety.

 Residual waste management

 A detailed presentation of conclusions (including how each test objective was or was not
achieved) and recommendations relating to the suitability of the technology to meet the
full-scale objectives of the project. The discussion will address factors, which may affect
the successful full-scale implementation of the technology, and how those factors can be
mitigated during full-scale implementation. The report will include recommendations
about how to procure, specify, and compensate the future contractor for implementation
of the full-scale technology to maximize the opportunity for successful completion of the
project, and

 An executive summary describing the objectives and major conclusions and
recommendations of the study.
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The Draft TS Report will be prepared and submitted according to the schedule identified in the
Final TS Work Plan. An Amended Draft TS Report will be submitted within 45 calendar days of
receipt of the EPA’s comments related to the Draft TS Report. A Final TS Report will be
submitted within 30 calendar days of receipt of the EPA’s comments on the Amended Draft TS
Report.

5.8 Feasibility Workplan

This FS Work Plan (Plan) provides an overview of the methods that will be used in conducting
the FS for the site. The Plan will present the objectives and methodology of the FS and a
schedule for completion of the FS.

5.8.1 Feasibility Study Objectives

The objectives of the FS are to develop and evaluate remedial alternatives in order to allow
selection of appropriate remedial actions for the site. The FS will be conducted to meet the
objectives set forth in the NCP [NCP 40 CFR 300.430 30 (e)] and in accordance with the EPA
guidance document, Guidance for Conducting Remedial Investigations and Feasibility Studies
under CERCLA, Interim Final, October 1988 (RI/FS Guidance Document), and/or other
applicable guidance documents.

5.8.1.1 Phases of the Feasibility Study

In accordance with guidance, the FS process occurs in three phases: the development of
alternatives, the screening of alternatives, and the detailed analysis of alternatives. In practice,
the point at which the development phase ends and the screening phase begins is generally not
distinct. Therefore, this Plan will combine the first two phases (development and screening of
alternatives) to reflect the interrelatedness of these efforts.

In the alternative development and screening phase, an appropriate range of remedial options
will be developed. These alternatives will be developed concurrently with the RI site
characterization in an iterative manner. The tasks that will be completed during the alternative
development and screening phase for the site are identified in Section 5.8.2.

The detailed analysis of alternatives will consist of analysis and presentation of the relevant
information that will be used to select the remedy(s) for the site. The results of the analysis will
be prepared so that an objective comparison can be made between alternatives, and the key
advantages and disadvantages of the alternatives are identified. The tasks that will be completed
during the detailed analysis of alternatives for the site are provided in Section 5.8.3.

At the conclusion of the FS process, sufficient information will be available to adequately
compare the alternatives so that the appropriate remedy for the site can be selected.
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5.8.2 Development and Screening of Alternatives

Alternatives for remediation will be developed by assembling appropriate combinations of
technologies, and the media to which they will be applied, into alternatives that address the site
contamination. Appropriate remedial options will include those that ensure the protection of
human health and the environment. This alternative development consists of seven general steps:

 Develop remedial action objectives that specify contaminants and media of interest,
exposure pathways, and remediation goals.

 Develop general response actions for each medium of interest that define the activity that
may be taken to achieve the remedial action objectives.

 Identify the volumes or areas of media that will be treated by the general response
actions, based on the remedial action objectives and the chemical and physical site
characterization.

 Identify and screen the technologies applicable to each general response action to identify
those that can and cannot be implemented technically at the site.

 Identify, evaluate, and select a representative process for each technology type that has
been retained for consideration during the previous step.

 Assemble the selected representative technologies into alternatives representing a range
of remedial actions.

 Screen the representative alternatives.

An Alternative Development and Screening Technical Memorandum (ADSM) will be prepared
that will summarize the results of these tasks. This memorandum will be submitted for approval
in accordance with the schedule. The tasks that will be implemented for each of these steps are
detailed in the following sections.

5.8.2.1 Task 1 – Develop Remedial Action Objectives

Remedial action objectives that consist of medium-specific or operable unit-specific goals for
protecting human health and the environment will be developed. The site-specific remedial
action objectives will identify:

 Contaminants of concern for each affected medium (or unit).

 Potential exposure pathways and receptors.

 Preliminary remediation goals for the site that establish acceptable contaminant levels, or
range of levels, for each exposure route and that are protective of public health and the
environment.
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The remedial action objectives will define both a contaminant level and an exposure route
because protectiveness may be achieved by reducing exposure alone, or in combination with
reducing contaminant levels.

Preliminary development of the remediation goals will be based on frequently used medium-
specific exposure standards, including Applicable or Relevant and Appropriate Requirements
(ARARs). However, the final remediation goals, specifically the acceptable exposure levels, will
be determined based upon the results of the human health and ecological baseline risk
assessments for the site and on the evaluation of the expected exposure and associated risks for
each remedial alternative. Contaminant levels in each medium will be compared with these
acceptable levels to ensure the following:

 The remediation goals for all carcinogens of concern will be within the acceptable risk
range of 1.0 x 10-4 to 1.0 x 10-6, or the probability of one in 10,000 to one in 1,000,000
individuals developing cancer as a result of site-related contaminants, respectively.

 The remediation goals for all non-carcinogens of concern are sufficiently protective.

 The human health and environmental effects are adequately addressed.

 The exposure analysis conducted as part of the risk assessments adequately address each
significant pathway of exposure identified in the baseline risk assessments.

5.8.2.2 Task 2 – Develop General Response Actions

Medium specific, general response actions will be developed that describe actions that will
satisfy the remedial action objectives. Potential media to be addressed include surface and
subsurface soils, sediment, surface water, and groundwater. The contents of the tanks and piping
leading from the North Site to the historical and current docking areas will be addressed by the
ongoing Removal action and the planned Remedial Action.

Potential general response actions for the site may include treatment, containment, excavation,
extraction, disposal, institutional controls, or a combination of these options. Combinations of
general response actions may be defined to address the various media, in particular when actions
are interdependent (i.e., when disposal methods primarily depend on whether the medium has
been previously treated).

The general response actions will be initially defined during the initial RI phase and will be
refined throughout the remainder of the RI/FS process as understanding of site conditions and
action-specific remedial objectives are refined.

5.8.2.3 Task 3 – Identify Volumes or Areas of Media

During the development of alternatives, initial estimates will be made of areas or volumes of
each media of interest at the site to which the general response actions could apply. These
estimates will be refined to take into account potential interactions of various media indicated by
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the nature of the general response actions. Careful judgment will be utilized when defining the
areas or volumes of media and acceptable exposure levels and potential exposure routes, site
conditions, and the nature and extent of contamination.

5.8.2.4 Task 4 – Identify and Screen Remedial Technologies and Process Options

During this task, potentially applicable technology types and process options will be identified
for each general response action. Only remediation technologies that are applicable to the
contaminants present, their physical matrix, and other site characteristics will be evaluated.
Technology types refer to general categories of technologies, such as chemical treatment,
immobilization, capping, or extraction. Technology processes refer to specific processes within
each technology type, such as chemical treatment process technologies could include
precipitation, ion exchange and oxidation/reduction. The number of technology types and
process options will then be reduced by evaluating the options, with respect to technical
implementability. Technology types and process options will be identified based on experience,
literature sources, and standard engineering practices as applicable to site conditions.

During screening, process options and entire technology types will be retained, or eliminated
from further consideration, on the basis of technical implementability. This screening will use
readily available information from the RI site characterization. Specifically, information on
contaminant types, concentrations, and on-site characteristics will be utilized to screen out
technologies and process options that cannot be effectively implemented.

The remedial technologies and process options screening process will be documented, and this
documentation will be provided in the RI/FS report.

5.8.2.5 Task 5 – Evaluate Process Options

Representative processes for each technology type will be selected to simplify the subsequent
development and evaluation of alternatives, without limiting the flexibility during remedial
design. During this process evaluation step, technology processes still under consideration will
be evaluated in greater detail, so that the most appropriate process for each technology type can
be selected. The selected processes will provide a basis for developing performance
specifications during the preliminary design even though the specific processes actually
implemented during the remedial actions at the site may not be selected until the remedial design
phase. An attempt will be made to select one representative process for each technology type.
However, more than one process may be selected if they all are sufficiently different in their
performance that one would not adequately represent the other.

Process options will be evaluated using the following criteria:

 Effectiveness.
 Implementability.
 Cost.
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In addition, the process evaluation will generally apply these criteria only to the technologies and
the general response actions they are intended to satisfy and not to the site as a whole.

Application of these criteria is detailed in the following sections.

5.8.2.5.1 Effectiveness Evaluation

The process evaluation will generally emphasize the effectiveness criteria over implementability
and cost. The identified technology processes will be evaluated on their effectiveness related to
other processes within the same technology type. The effectiveness evaluation will focus on:

 The potential effectiveness of process options in handling the estimated areas or volumes
of media and in meeting the remediation goals identified in the remedial action
objectives.

 The potential impacts to human health and the environment during the construction and
implementation phase.

 How proven and reliable the process is with respect to the contaminants and site
conditions.

Site information, such as the contaminant type and concentration, the area or volume of
contaminated media, and, when appropriate, rates of media removal, collection, or treatment will
be reviewed as part of the process effectiveness evaluation. If necessary to evaluate the process
effectiveness for specific media, preliminary analyses will be conducted and/or additional site
data will be collected. A limited conceptual design of the process may be developed, and/or the
potential environmental transport mechanisms associated with the process may be modeled.
However, these activities are typically completed during later phases of the FS, when alternatives
are evaluated on a site-wide basis.

5.8.2.5.2 Implementability Evaluation

The technical and administrative feasibility of implementing each technical process will be
evaluated. Those options that are clearly ineffective, or unworkable at the site, will be eliminated
during the technology process screening.

5.8.2.5.3 Cost Evaluation

Relative capital and O&M costs will be developed to screen the process options. This costs
analysis will be made on the basis of engineering judgment, and each process will be evaluated
as to whether costs are high, medium, or low, relative to the process options in the technology
type.
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5.8.2.6 Task 6 – Assemble Potential Remedial Alternatives

The general response actions and the process options chosen to represent the various technology
types for each medium or unit will be combined to form alternatives for the site as a whole.
Together, the alternatives will represent a range of treatment and containment combinations that
will address the contamination at the site. In addition, the no-action alternative will be considered
for each medium and/or unit.

5.8.2.7 Task 7 – Alternatives Screening Process

The screening process of all assembled potential remedial alternatives will be completed in three
steps:

 Alternatives definition.

 Screening evaluation.

 Alternative screening.

The following sections provide details for each of these three alternative screening steps.

5.8.2.7.1 Alternatives Definition

Each alternative will be more completely defined so that the alternatives can be evaluated and
compared before their screening. First, each alternative will be evaluated with regards to the
specific remedial objectives to ensure that they are protective of human health and the
environment for each potential pathway of concern at the site, or for those areas of the site being
addressed as part of an operable unit. If more than one pathway is present, the overall risk level
to receptors will be evaluated. If an alternative is found to be not fully protective, a reduction in
exposure levels for one or more media will be made to attain an acceptable risk level by refining
the remedial alternative. In refining alternatives, it will be noted that protectiveness will be
achieved by reducing exposures to acceptable levels, but achieving these reductions in exposure
may not always be possible by actually cleaning up a specific medium to these same levels.
Potential actions in this situation may include refinement of the technological process specified
by the remedial alternative or elimination of the alternative from consideration.

Secondly, alternatives will be more completely defined to provide sufficient quantitative
information to allow differentiation among alternatives with respect to effectiveness,
implementability and cost. This will include such aspects of the alternatives as the extent and
volume of contaminated material and the size of the major technology and process options.
Refinement of volumes or areas of contaminated media will be reviewed to ensure that an
ongoing release from the site has not significantly affected contaminant levels in other media
since the point in time when the alternatives were initially developed.
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In addition, the following information will be developed for the various technology processes
used in each alternative:

 Size and configuration of on-site treatment systems or containment structures.

 Time frame in which treatment, containment, or removal goals can be achieved.

 Rates or flow of treatment.

 Spatial requirements for constructing treatment or containment technologies, or for
staging construction materials or excavated soil or waste.

 Distances for disposal technologies.

 Required permits for off-site actions and imposed limitations.

5.8.2.7.2 Screening Evaluation

Once the alternatives are completely defined, they will be evaluated against the short and long
term aspects of the effectiveness, implementability and cost. The goal of this step is to reduce the
number of alternatives that will undergo the more thorough and extensive analysis. In addition,
while the evaluation at this time will be sufficiently detailed to distinguish among alternatives, it
will be more general than the final evaluation of the detailed alternatives.
If innovative technologies are included in the remedial alternatives, the evaluation will be based
on “reasonable belief” from data from full-scale applications under similar circumstances, and/or
from bench-scale or pilot-scale treatability testing that supports expectations that the new
technology will offer significant advantages. If TS are implemented for the site, these activities
will be performed in accordance with the TS Work Plan.

The short- and long-term aspects of the following criteria will be used to develop and screen
remedial alternatives:

 Effectiveness. Alternatives that do not effectively provide adequate protection of human
health and the environment will be eliminated from further consideration. Each
alternative will be evaluated as to its effectiveness in providing protection and the
reductions in toxicity, mobility, or volume that it will achieve. Short-term effectiveness
refers to the construction and implementation period. Long-term effectiveness refers to
the period after the remedial action is complete.

 Implementability. Alternatives that are technically or administratively infeasible or that
would require equipment, specialists, or facilities that are not available within a
reasonable period of time, will be eliminated from further consideration. Technical
feasibility includes the ability to construct, reliable operate and meet technology-specific
regulation for process options until a remedial option is complete. Technical feasibility
also includes O&M, replacement and monitoring of technical components of an
alternative into the future after the remedial action is complete. Administrative feasibility
refers to the ability to obtain approvals from other offices and agencies, the availability of
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treatment, storage, and disposal services and capacity, and the requirements for, and
availability of, specific equipment and technical specialists.

 Cost. Alternatives providing effectiveness and implementability similar to that of another
alternative by employing a similar method of treatment or engineering control, but at
greater cost, will be eliminated. Comparative estimates of the costs for all alternatives
will be made with relative accuracy so that costs decision among alternatives will be
sustained as the accuracy of cost estimates improves beyond the screening process. Cost
estimates for screening alternatives will be based on cost curves, generic unit costs,
vendor information, conventional cost-estimating guides, and prior similar estimates as
modified by site-specific information. Prior estimates, site-cost experience, and good
engineering judgments will be utilized to identify those unique items in each alternative
that will control the comparative estimates. Both capital and O&M costs will be
considered and present worth analysis of these costs will be applied.

Alternatives with the most favorable composite evaluation of all factors will be retained for
further consideration during the detailed analysis. The selected alternatives will preserve the
range of treatment and containment technologies initially developed.

After the evaluation has been completed, a Draft ADSM will be submitted to the EPA for review
as specified in the Final RI/FS WP. An Amended Draft ADSM will be submitted to the EPA
within 30 calendar days of the receipt of comments on the Draft ADSM. A Final ADSM will be
submitted to the EPA within 14 calendar days of the receipt of comments on the Amended Draft
ADSM.

5.8.2.8 Post Screening Activities

The results of the screening process may identify additional investigations needed to adequately
evaluate the alternatives in the detailed analysis. Therefore, to ensure a smooth transition from
the screening of alternatives to the detailed analysis, the action-specific ARARs will be identified
and verified. In addition, treatability testing (if not done previously) and additional site
characterization may be initiated.

5.8.3 Detailed Analysis of Remedial Alternatives

The detailed analysis of alternatives will consist of the analysis and presentation of the relevant
information so that the site remedy can be selected. During this analysis, each alternative will be
assessed against the nine evaluation criteria, and the results of this assessment will be arrayed to
compare the relative performance of each alternative against those criteria. This step will identify
the advantages or disadvantages among them. As a result of this analysis, sufficient information
will be presented to adequately compare the alternatives, to identify and select an appropriate
remedial action(s), and to demonstrate satisfaction that the remedy selection process meets the
regulatory requirements.

The detailed analysis will consist of the following components:
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 Further definition of each alternative, if necessary, with respect to the volumes or areas of
contaminated media to be addressed, the technologies to be used, and any performance
requirements associated with those technologies.

 An assessment and a summary profile of each alternative against the evaluation criteria.

 A comparative analysis among the alternatives to assess the relative performance of each
alternative with respect to each evaluation criterion.

 Alternatives Definition

Each alternative will be reviewed to determine if an additional definition is required to apply the
evaluation criteria consistently and to develop order-of magnitude cost estimates. Information
developed to define alternatives at this stage in the FS process will consist of preliminary design
calculations, process flow diagrams, sizing of key process components, preliminary site layouts,
and a discussion of limitations, assumptions, and uncertainties concerning each alternative.

5.8.3.1 Evaluation Criteria

Each of the alternatives will be evaluated relative to nine criteria to develop the rationale for a
remedy selection. The nine evaluation criteria include:

 Overall protection of human health and the environment.

 Compliance with ARARs.

 Long-term effectiveness and permanence.

 Reduction of toxicity, mobility, or volume.

 Short-term effectiveness.

 Implementability.

 Cost.

 State acceptance.

 Community acceptance.

The first two criteria (overall protection of human health and the environment and compliance
with ARARs) will be considered threshold criteria that must be met by any selected alternative.
The next five criteria (long-term effectiveness and permanence; reduction of toxicity, mobility,
or volume; short-term effectiveness; implementability; cost) represent the primary criteria upon
which the analysis will be based. The final two criteria (state and community acceptance) will be
evaluated following comment on the RI/FS report and proposed plan and will be addressed by
EPA when a final decision is being made.
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A Nine Criteria Analysis Memorandum (NCAM) will be prepared that will summarize the
results of this evaluation. This memorandum will be submitted for approval in accordance with
the schedule identified in the Order.

5.8.3.1.1 Overall Protection of Human Health and the Environment

A final check will be made to ensure that each alternative provides adequate protection of human
health and the environment. The assessment against this criterion will include a description of
how the alternative, as a whole, achieves and maintains protection, and how the site risks posed
through each pathway will be eliminated, reduced, or controlled through treatment, engineering
or institutional controls.

5.8.3.1.2 Compliance with ARARs

This evaluation criterion will be used to determine whether each alternative will meet all of the
ARARs that will be identified in previous stages of the RI/FS process. The detailed analysis
relative to this criterion will summarize the requirements applicable or relevant and appropriate
to an alternative, and describe how the alternative meets these requirements.

Compliance with chemical-specific, location-specific, and action-specific ARARs will be
determined for each alternative. A summary of these ARARs and whether they will be attained
by a specific alternative will be presented.

5.8.3.1.3 Long-term Effectiveness and Permanence

The assessment of alternatives against this criterion will address long-term effectiveness and
permanence in maintaining protection of human health and the environment after remedial
alternatives have been completed and response objectives have been met, as well as the degree of
certainty that each alternative will prove successful. Specifically, the following components of
this criterion will be addressed for each alternative:

 Magnitude of residual risk remaining from untreated waste or treatment residuals
at the conclusion of remedial activities. The characteristics of the residual risk will be
considered given the residual volume of contaminated media and the toxicity, mobility,
and propensity to bioaccumulate of each residual contaminant. The magnitude of residual
risk will be assessed by numerical standards such as cancer risk levels or noncancer
hazard indices.

 Adequacy and reliability of controls that will be used to manage treatment
residuals, or untreated wastes, remaining at the Site. This factor addresses:

 The uncertainties associated with the remedial alternatives for providing long-term
protection from residuals;

 The assessment of the potential need to replace technical components of each remedial
alternative (e.g., surface caps, slurry walls, or treatment systems); and



Final RI/FS Work Plan
Region 6
Revision: 04
Date: August 24, 2007
Page: 81 of 87

59752/AUS7R051 Kleinfelder
Copyright 2007 Kleinfelder
All Rights Reserved

 The potential exposure pathways and risks posed should the remedial alternative need
replacement.

5.8.3.1.4 Reduction of Toxicity, Mobility or Volume

The assessment of alternatives against this criterion will evaluate the anticipated performance of
the specific treatment technologies for each alternative with respect to reduction of toxicity,
mobility or volume of the hazardous substances. This evaluation will focus on the following
specific factors for each alternative:

 The treatment process that will be used and the materials they will treat.

 The amount of hazardous materials that will be destroyed or treated.

 The percentage measure of expected reduction in toxicity, mobility or volume.

 The degree to which the treatment will be irreversible.

 The type and quantity of treatment residual that will remain following treatment.

 Whether the alternative would satisfy the statutory preference for treatment as a principal
element.

When evaluating against this criterion, an assessment will be made as to whether treatment is
used to reduce principal threats, including the extent to which toxicity, mobility or volume are
reduced either alone or in combination.

5.8.3.1.5 Short-Term Effectiveness

The assessment of alternatives against this criterion will include evaluation of the effects of each
alternative during the construction and implementation phase until remedial response objectives
are met. The following factors will be evaluated:

 Protection of the community during remedial actions, including any risk that may result
from implementation of the proposed remedial action.

 Protection of workers during remedial actions, including threats than may be posed to
workers and the effectiveness and reliability of protective measures that would be taken.

 Environmental impacts that may result from the construction and implementation of an
alternative, including the reliability of the available mitigation measures in preventing or
reducing the potential impacts.

 Time until remedial response objectives are achieved.

 Implementability
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Evaluation with respect to this criterion will address the technical and administrative feasibility
of implementing an alternative and the availability of various services and material required
during its implementation. The following factors will be evaluated:

 Technical feasibility, including construction and operation, reliability of technology, ease
of undertaking additional remedial action (i.e., in a situation where an interim action is or
will be implemented), and effectiveness monitoring considerations.

 Administrative feasibility including the activities needed to coordinate with all offices
and agencies.

 Availability of services and materials including off-site treatment, storage and disposal
services; necessary equipment, specialist, and provisions; competitive services and
materials; and prospective technologies.

5.8.3.1.6 Cost

This criterion will be used to evaluate the capital and O&M costs of each alternative. All indirect
and direct capital costs and O&M costs associated with each alternative will be developed,
including a schedule defining when they will be incurred. The level of accuracy of all costs will
be estimated, and a present worth analysis will be used to evaluate expenditures that may occur
over different time periods. Additional costs may be evaluated through a sensitivity analysis if
there is sufficient uncertainty concerning specific assumptions. The results of the sensitivity
analysis will be utilized to identify worst-case scenarios and to revise estimates of contingency or
reserve funds.

5.8.3.1.7 State Acceptance

The assessment of alternatives with respect to this criterion evaluates the technical and
administrative issues and concerns the state or other support agency may have regarding each of
the alternatives. This evaluation will be provided by the EPA.

5.8.3.1.8 Community Acceptance

The assessment of alternatives with respect to this criterion evaluates the issues and concerns the
public may have regarding each of the alternatives. This evaluation will be provided by the EPA.

5.8.4 Presentation of Individual and Comparative Analysis

A Remedial Alternatives Comparative Analysis (RACA) Report summarizing the results of the
analysis of each remedial alternative will be prepared. The analysis of alternatives with respect to
the specified criteria will be presented as a narrative discussion accompanied by a summary
table. This information will be provided for use in the comparison of alternatives and in support
of a subsequent analysis of the alternatives during the remedy selection process. The narrative
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for each alternative will provide a technical description of each alternative and a discussion of
the individual criteria assessment.

This memorandum will also include the comparative analysis of all options. The comparative
analysis will include the evaluation of the relative performance of each alternative in relation to
each specific evaluation criterion. This evaluation will identify the advantages and disadvantages
of each alternative relative to one another. The comparative analysis will include a narrative
discussion describing the strengths and weaknesses of each alternative relative to one another
with respect to each criterion. The comparison of the differences will be measured either
qualitatively or quantitatively, and will identify the substantive differences.

5.8.5 Schedule

As specified in the Order for the Site, the following memoranda and reports will be submitted in
accordance with the indicated schedule.

5.8.5.1 Detailed Analysis of Alternatives for Remedial Action Reporting

The Order for the Site specifies reporting requirements describing the detailed analyses of
alternatives including the NCAM, the RACA Report, and the Presentation to EPA. In addition,
the results of the detailed analyses of alternatives will be detailed in a Draft FS Report that will
be submitted in accordance with the schedule identified in the Final RI/FS Work Plan.

The Draft NCAM will be submitted to EPA for review and approval according to the project
schedule specified in the Final RI/FS Work Plan. The Amended Draft NACM will be prepared
and submitted within 30 calendar days of receipt of EPA’s comments to the Draft NCAM. The
Final NCAM will be then be prepared and submitted within 14 days of receipt of EPA’s
comment to the Amended Draft NCAM.

The initial RACA Report will be submitted to EPA for review and approval according to the
project schedule specified in the Final RI/FS Work Plan. The Amended Draft RACA Report will
be prepared and submitted within 30 calendar days of receipt of EPA’s comments to the initial
RACA Report. The Final RACA Report will be then be prepared and submitted within 14 days
of receipt of EPA’s comment to the Amended Draft RACA Report.

A presentation will be prepared for EPA which details and discusses the findings of the RI, the
remedial action objectives, the alternatives evaluated in the FS, and the results of the
comparative analysis. This presentation will be made in accordance with the schedule identified
in the Final RI/FS Work Plan.

The Draft FS Report will be prepared and submitted to EPA for review and comments in
accordance with the schedule identified in the Final RI/FS Work Plan. The Amended Draft FS
Report will be prepared and submitted within 30 calendar days of receipt of the EPA’s comments
to the Draft FS Report.
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5.8.5.2 Final Feasibility Study Report

The Final FS Report will provide the basis for the Proposed Plan developed by the EPA and shall
document the development and analysis of remedial alternatives. The Final FS Report will be
prepared and submitted to EPA within 14 calendar days of receipt EPA’s comments on the
Amended Draft FS Report.

6.0 SCHEDULE

The project schedule will be amended on a monthly basis and changes to the schedule will be
addressed in the Monthly Progress Report. Changes to the due dates for the RI/FS deliverables
(specified in the RI/FS SOW) will be approved by the EPA.

A copy of the anticipated schedule is included in Appendix J.

7.0 PROJECT MANAGEMENT

The Project Team, which is depicted in Figure 18, includes Rafael Casanova of the EPA as the
Remedial Project Manager (RPM) and Stephen Halasz as the Project Coordinator (PC). Richard
Bergner is the NORCO representative and the PC will be responsible for receiving NORCO
concurrence on all actions.

The RPM has the authority to halt, conduct or direct Work required by the Agreed Order and to
take necessary response actions. Absence of the RPM will not be a cause for work stoppage or
delay.

Communication between NORCO and the EPA will predominantly be in writing and directed to
the PC on behalf of NORCO and the RPM on behalf of the EPA. Communications include but
are not limited to all documents, notices, reports, approvals, disapprovals and other
correspondence addressed in the Agreed Order.

In matter dealing with dispute resolution the RPM and the PC will make all attempts to resolve
the issue informally. If a resolution cannot be reached the procedures described in the Agreed
Order will be implemented.

The NORCO Project Team, which is headed by the PC, consists of staff members from
Kleinfelder, Severn Trent Laboratories and additional subcontractors. All activities will be
performed in compliance with the HSP and the approved RI/FS Work Plan. Prior to the
submission of this work plan the qualifications of the project team were furnished to the RPM.

Specific responsibilities concerning sampling, sample shipment and laboratory analysis are
addressed in the QAPP.
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Any changes to the Project Team will be reported to the RPM at least seven days before the
change.

8.0 REPORTING

On a monthly basis, by the 10th of each month a Monthly Progress Report will be submitted to
the EPA. The format for the report has been approved by the EPA and each report will be posted
to the document repository.

8.1 RI Report

The RI Report will be prepared to document the results of the RI at the site, to provide the
necessary data for use in preparing the site BHHRA, the BERA and as documentation of the data
collection and analysis in support of the FS.

The RI Report includes the following information:

 Summaries of the implemented field investigation activities;

 Characterization of site conditions based on the results of the field investigations;

 Groundwater classification;

 Appropriate site-specific discussions related to the fate and transport of the site
constituents; and

 Results of both the BHHRA and the BERA.

The RI Report will be prepared following EPA’s guidance “Interim Guidance for Conducting
Remedial Investigations and Feasibility Studies Under CERCLA”. The report will focus on the
site constituents and media of concern as well as other site-specific conditions. Those subjects
identified in EPA’s suggested report format and others as appropriate that pertain to the site and
the results of the RI will be included in the report.

A Draft RI Report will be prepared and submitted to the EPA for review and approval according
to the schedule specified in the Final RI/FS WP. The amended Draft RI Report will be submitted
to the EPA within 45 calendar days of receipt of the EPA’s comments related to the Draft RI
Report. The Final RI Report will be submitted within 30 days of receipt of the EPA’s comments
related to the Amended draft RI Report.

The following report format will be used:

Executive Summary

1. Introduction
1.1 Purpose of Report
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1.2 Site Background
1.2.1 Site Description
1.2.2 Site History
1.2.3 Previous Investigations

1.3 Report Organization

2. Study Area Investigation
2.1 Description of Remedial Investigation Field Activities

2.1.1 Surface Features
2.1.2 Contaminant Source Investigations
2.1.3 Meteorological Investigations
2.1.4 Surface Water and Sediment Investigations
2.1.5 Geological Investigations
2.1.6 Soil and Vadose Zone Investigations
2.1.7 Groundwater Investigations
2.1.8 Human Population Surveys
2.1.9 Ecological Investigations

2.2 If technical memoranda documenting field activities were prepared, they may be
included in an appendix and summarized in this report chapter.

3. Physical Characteristics of the Study Area
3.1 Includes results of field activities to determine physical characteristics. These may

include some, but not necessarily all, of the following:
3.1.1 Surface Features
3.1.2 Meteorology
3.1.3 Surface-Water Hydrology
3.1.4 Geology
3.1.5 Soils
3.1.6 Hydrogeology
3.1.7 Demography and Land Use
3.1.8 Ecology

4. Nature and Extent of Contamination
4.1 Presents the results of site characterization, both natural chemical components and

contaminants in some, but not necessarily all, of the following media:
4.1.1 Sources (soils, AST contents, surface water, sediments etc.)
4.1.2 Soils and Vadose Zone
4.1.3 Groundwater
4.1.4 Surface Water and Sediments
4.1.5 Air

5. Contaminant Fate and Transport
5.1 Potential Routes of Migration (i.e., air, surface water, ground water, etc.)
5.2 Contaminant Persistence
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5.2.1 If they are applicable (i.e., for organic contaminants), describe estimated
persistence in the study area environment and physical, chemical, and/or
biological factors of importance for the media of interest

5.3 Contaminant Migration
5.3.1 Discuss factors affecting contaminant migration for the media of importance

(e.g., sorption onto soils, solubility in water, movement of ground water,
etc.)

5.3.2 Discuss modeling methods and results, if applicable.

6. Baseline Risk Assessment
6.1 Human Health Evaluation

6.1.1 Exposure Assessment
6.1.2 Toxicity Assessment
6.1.3 Risk Characterization

6.2 Environmental Evaluation
7. Summary and Conclusions

7.1 Summary
7.1.1 Nature and Extent of Contamination
7.1.2 Fate and Transport
7.1.3 Risk Assessment

7.2 Conclusions
7.2.1 Data Limitations and Recommendations for Future Work
7.2.2 Recommended Remedial Action Objectives
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House Notes
1 1269 Bishop Rd.
2 1233 Bishop Rd.
3 Lisa May Kinikin, 1650 Thayer Rd., No Well.
4 David Cosper, 1650 Thayer Rd., Has a Well but does not use it. Has City Water, 361-776-3427.
5 Martha Cosper, No one lives at the house, Has a Well, 361-758-1160.
6 Brick House, No one home.
7 Debbie Belt, 113 Thayer Rd., Has a water Well, used for drinking water.
8 Peggy Morris, 112 Thayer Rd., Has a Well, not used at all.
9 Brenda Sheadd, 1620 Thayer Rd., Has a Well, Used for irrigation.
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Tank# Size CAPACITYNotes
1 1000 HAS BEEN REMOVED
2 1000 PH> 12.5 LIGHT OIL, 5% FULL
3 HAS BEEN REMOVED
4 HAS BEEN REMOVED
5 HAS BEEN REMOVED
6 HAS BEEN REMOVED
7 10000 10000HAZ. LEAD, 10% FULL
8 20000 HAS BEEN REMOVED
9 20000 HAS BEEN REMOVED
10 50000 50000NO ANALYSES
11 50000 50000HAS BEEN REMOVED
12 100000 LEASED FOR CRUDE STORAGE
13 100000 LEASED FOR CRUDE STORAGE
14 100000 LEASED FOR CRUDE STORAGE
15 55000 EMPTY
16 55000 LEASED FOR CRUDE STORAGE
17 5000 5000HAZ. BENZENE
18 5000 5000MOSTLY WATER/MAY NOT BE
19 5000 5000NOT ANALYZED
20 5000 5000PH>12.5 CAUSTIC AND GASOLINE
21 5000 500087% WATER
22 5000 5000MAY NOT BE
23 5000 500097% WATER AND GASOLINE
24 5000 5000MOSTLY WATER
25 UNKNOWN
26 65000 6500075%-GAS, DIESEL, LEAD AND ZINC, 20% FULL
27 65000 6500020% FULL
28 67000 HAS BEEN REMOVED
29 67000 HAS BEEN REMOVED
30 200000 EMPTY
31 67000 HAS BEEN REMOVED
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Tank# Size CAPACITYNotes
1 1000 HAS BEEN REMOVED
2 1000 PH> 12.5 LIGHT OIL, 5% FULL
3 HAS BEEN REMOVED
4 HAS BEEN REMOVED
5 HAS BEEN REMOVED
6 HAS BEEN REMOVED
7 10000 10000HAZ. LEAD, 10% FULL
8 20000 HAS BEEN REMOVED
9 20000 HAS BEEN REMOVED
10 50000 50000NO ANALYSES
11 50000 50000HAS BEEN REMOVED
12 100000 LEASED FOR CRUDE STORAGE
13 100000 LEASED FOR CRUDE STORAGE
14 100000 LEASED FOR CRUDE STORAGE
15 55000 EMPTY
16 55000 LEASED FOR CRUDE STORAGE
17 5000 5000HAZ. BENZENE
18 5000 5000MOSTLY WATER/MAY NOT BE
19 5000 5000NOT ANALYZED
20 5000 5000PH>12.5 CAUSTIC AND GASOLINE
21 5000 500087% WATER
22 5000 5000MAY NOT BE
23 5000 500097% WATER AND GASOLINE
24 5000 5000MOSTLY WATER
25 UNKNOWN
26 65000 6500075%-GAS, DIESEL, LEAD AND ZINC, 20% FULL
27 65000 6500020% FULL
28 67000 HAS BEEN REMOVED
29 67000 HAS BEEN REMOVED
30 200000 EMPTY
31 67000 HAS BEEN REMOVED
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NOTES

(1) Waste piles associated with cooling tower and/or API separator sludges may exist on-site.

(2) An historic waste pond was identified in a 1979 aerial photograph. The pond is located in the northwestern quadrant of FM 2725 and Bishop Road. Originally constructed to hold treated effluent, recent aerial photographs show that the pond has been filled. As a result,
     this pond is considered to be a buried/backfilled surface impoundment. Available information indicates that another pond is located southeast of the last tank line and northwest of the wetlands. This is an aeration pond that was constructed as part of a wastewater system.
     The existence of this aeration pond will be verified as part of the RI/FS.

(3) A residential area borders the north and southwest sides of the Site. The health risks to the residents in this area will be evaluated under current conditions. Among the scenarios to be considered are families' consumption of produce grown in their home gardens and
     children's exposure to soil while playing in their yards.

(4) Potentially impacted marine coastal waters include Redfish Bay, Corpus Christi Bay, Aransas Bay, and the Gulf of Mexico. The aquatic life in these segments is classified exceptional as per 30 TAC Chapter 307.

(5) “Inhalation of Volatiles” includes indoor exposures to chemicals that migrate from soils.

(6) “Contact” includes dermal exposures in humans, mammals, birds, reptiles and fish and also the transfer of contaminants
     from or to terrestrial invertebrates and terrestrial/aquatic plants to or from a given medium.

(7) The “Showering/Bathing” scenario includes dermal exposures to non-polar contaminants and inhalation of contaminants
     that are volatile or become aerosolized.

(8) The human and ecological exposure routes and scenarios represented in this flowchart will be updated as necessary to
     reflect new findings gathered during the RI/FS process.
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FIGURE 17
FORMER FALCON REFINERY SITE
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Table 1 – Listed and Endangered and Threatened Species
AMPHIBIANS Federal Texas
Black Spotted Newt (Notophthalmus meridionalis) - can be found in wet or sometimes wet

areas, such as arroyos, canals, ditches, or even shallow depressions; aestivates in the
ground during dry periods; Gulf Coastal Plain south of the San Antonio River

T

Sheep Frog (Hypopachus variolosus) - predominantly grassland and savanna; moist sites in
arid areas

T

South Texas Siren - large form (Siren sp. 1) - wet or sometimes wet areas, such as arroyos,
canals, ditches, or even shallow depressions; aestivates in the ground during dry
periods, but does require some moisture to remain; southern Texas south of Balcones
Escarpment; breeds February-June

T

BIRDS Federal Texas
American Peregrine Falcon (Falco peregrinus anatum) - potential migrant; nests in west

Texas
DL E

Arctic Peregrine Falcon (Falco peregrinus tundrius) - potential migrant DL T
Brown Pelican (Pelecanus occidentalis) - largely coastal and near shore areas, where it

roosts on islands and spoil banks
LE E

Eskimo Curlew (Numenius borealis) – nonbreeding: grasslands, pastures, plowed fields,
and less frequently, marshes and mudflats

LE E

Interior Least Tern (Sterna antillarum athalassos) – this subspecies is listed only when
inland (more than 50 miles from a coastline); nests along sand and gravel bars within
braided streams, rivers; also know to nest on man-made structures (inland beaches,
wastewater treatment plants, gravel mines, etc); eats small fish & crustaceans, when
breeding forages within a few hundred feet of colony

LE E

Piping Plover (Charadrius melodus) – wintering migrant along the Texas Gulf Coast;
beaches and bayside mud or salt flats

LT T

Reddish Egret (Egretta rufescens) – resident of the Texas Gulf Coast; brackish marshes and
shallow salt ponds and tidal flats; nests on ground or in trees or bushes, on dry
coastal islands in brushy thickets of yucca and prickly pear

T

Sooty Tern (Sterna fuscata) – predominately “on the wing”; does not dive, but snatches
small fish and squid with bill as it flies or hovers over water; breeding April-July

T

White-faced Ibis (Plegadis chihi) – prefers freshwater marshes, sloughs, and irrigated rice
fields, but will attend brackish and saltwater habitats; nests in marshes, in low trees,
on the ground in bulrushes or reeds, or on floating mats

T

White-tailed Hawk (Buteo albicaudatus) - near coast it is found on prairies, cordgrass flats,
and scrub-live oak; further inland on prairies, mesquite and oak savannas, and mixed
savanna-chaparral; breeding March to May

T

Whooping Crane (Grus americana) - potential migrant; winters in and around Aransas
National Wildlife Refuge and migrates to Canada for breeding; only remaining natural
breeding population of this species

LE E

Wood Stork (Mycteria americana) - forages in prairie ponds, flooded pastures or fields,
ditches, and other shallow standing water, including salt-water; usually roosts
communally in tall snags, sometimes in association with other wading birds (i.e.
active heronries); breeds in Mexico and birds move into Gulf States in search of mud
flats and other wetlands, even those associated with forested areas; formerly nested
in Texas, but no breeding records since 1960

T



FISHES Federal Texas
Opossum Pipefish (Microphis brachyurus) – brooding adults found in fresh or low salinity

waters and young move or are carried into more saline waters after birth
T

MAMMALS Federal Texas
Jaguarundi (Herpailurus yaguarondi) – thick brushlands, near water favored; six month

gestation, young born twice per year in March and August
LE E

Ocelot (Leopardus pardalis) - dense chaparral thickets; mesquite-thorn scrub and live oak
mottes; avoids open areas; breeds and raises young June-November

LE E

Red Wolf (Canis rufus) (extirpated) – formerly known throughout eastern half of Texas in
brushy and forested areas, as well as coastal prairies

LE E

Southern Yellow Bat (Lasiurus ega) - associated with trees, such as palm trees (Sabal
mexicana) in Brownsville, which provide them with daytime roosts; insectivorous;
breeding in late winter

T

West Indian Manatee (Trichechus manatus) – summer irregular transient from Mexican or
Florida populations; shallow coastal waters, estuaries, bays, rivers, and lakes; prefers
rivers and estuaries to marine habitats; not averse to dredged canals or using quiet
marinas; usually avoids areas with strong current.

LE E

REPTILES Federal Texas
Indigo Snake (Drymarchon corais) - thornbrush-chaparral woodlands of south Texas, in

particular dense riparian corridors; can do well in suburban and irrigated croplands if
not molested or indirectly poisoned; requires moist microhabitats, such as rodent
burrows, for shelter

T

Texas Horned Lizard (Phrynosoma cornutum) - open, arid and semi-arid regions with sparse
vegetation, which could include grass, cactus, scattered brush or scrubby trees; soil may
vary in texture from sandy to rocky; burrows into soil, enters rodent burrows, or hides
under rock when inactive; breeds March-September

T

Texas Scarlet Snake (Cemophora coccinea lineri) - mixed hardwood scrub on sandy soils;
feeds on reptile eggs; semi-fossorial; active April-September

T

Texas Tortoise (Gopherus berlandieri) - open scrub woods, arid brush, lomas, grass-cactus
association; open brush with grass understory preferred; uses shallow depressions at
base of bush or cactus or underground burrow or hides under surface cover

T

Green Sea Turtle (Chelonia mydas)* T T
Hawksbill Sea Turtle (Eretmochelys imbricata)* E E
Kemp’s Ridley Sea Turtle (Lepidochelys kempii)* E E
Leatherback Sea Turtle (Dermochelys coriacea)* E E

Loggerhead Sea Turtle (Caretta caretta)* T T



Status Key:
LE, LT - Federally Listed Endangered/Threatened
PE, PT - Federally Proposed Endangered/Threatened
E/SA, T/SA - Federally Listed Endangered/Threatened by Similarity of Appearance
C1 - Federal Candidate for Listing, Category 1; information supports proposing to list as

endangered/threatened
DL, PDL - Federally Delisted/Proposed for Delisting
NL - Not Federally Listed
E, T - State Listed Endangered/Threatened
“blank” - Rare, but with no regulatory listing status

•Reference: Texas Parks and Wildlife Department except where noted with * (U.S. Fish & Wildlife
Service).
•Species appearing on these lists do not all share the same probability of occurence. Some species are
migrants or wintering residents only, or may be historic or considered extirpated.
•This list is under construction. Species might be added/deleted during quality control.



TABLE 2

SAMPLING DESIGN
FALCON REFINERY SUPERFUND SITE

INGLESIDE, TEXAS

TCL VOC TCL SVOC TAL METALS PCBs

Herbicides

and

Pesticides

0 to 0.5 12 12 12 2 2
0.5 to 5.0 12 12 12 2 2

0 to 0.5 31 31 31 4 4
0.5 to 5.0 31 31 31 4 4

86 86 86 12 12

Various 5 5 N/A 1 1

Various N/A N/A 5 N/A N/A

N/A 8 N/A N/A N/A N/A

Various 9 9 9 1 1

N/A 5 5 5 0 0
27 19 19 2 2

0 to 0.5 4 4 4 0 0
0.5 to 5.0 4 4 4 0 0

0 to 0.5 1 1 1 1 1
0.5 to 5.0 1 1 1 1 1

10 10 10 2 2
QC FOR GRID SOIL SAMPLES

Various 1 1 N/A 1 1

Various N/A N/A 1 N/A N/A
N/A 2 N/A N/A N/A N/A

Various 1 1 1 1 1
N/A 1 1 1 1 1

5 3 3 3 3

QC field duplicate {1/10}

TOTAL GRID QC SAMPLES

QC trip blank (1/cooler for VOCs)

QC equipment rinsate

TOTAL QC SAMPLES
QC EQUIPMENT RINSATE

QC MS/MSD* {1/20 organics}

QC MS/MD* {1/20 inorganics}

QC field duplicate {1/10}

ON-SITE RANDOM GRID COMPOSITE SURFACE AND SUBSURFACE SOIL SAMPLES AT 25 GRID LOCATIONS

TOTAL FOR GRID SAMPLES

2

4

Geoprobe

1N

1S

ANALYSES

SAMPLING

TYPE AREA OF CONCERN NUMBER

INTERVAL

(feet bgs)
ON-SITE JUDGMENTAL SURFACE AND SUBSURFACE SOIL SAMPLES AT UP TO 43 LOCATIONS

Geoprobe

QC trip blank (1/cooler for VOCs)
QC MS/MD* {1/20 inorganics}

QC MS/MSD* {1/20 organics}

TOTAL FOR ON-SITE JUDGMENTAL SAMPLES
QC FOR JUDGMENTAL SAMPLES



TABLE 2

SAMPLING DESIGN
FALCON REFINERY SUPERFUND SITE

INGLESIDE, TEXAS

TCL VOC TCL SVOC TAL METALS PCBs

Herbicides

and

Pesticides

ANALYSES

SAMPLING

TYPE AREA OF CONCERN NUMBER

INTERVAL

(feet bgs)
OFF-SITE JUDGMENTAL SURFACE AND SUBSURFACE SAMPLES AT 23 LOCATIONS

0 to 0.5 15 15 15 1 1
0.5 to 5.0 10 10 10 1 1

0 to 0.5 3 3 3 0 0

0 to 0.5 3 3 3 1 1
0.5 to 5.0 3 3 3 1 1

0 to 0.5 2 2 2 1 1
0.5 to 5.0 2 2 2 1 1

38 38 38 6 6
QC FOR OFF-SITE JUDGMENTAL SAMPLES AT 13 LOCATIONS

Various 2 2 N/A 1 1

Various N/A N/A 2 N/A N/A

N/A 5 N/A N/A N/A N/A

Various 4 4 4 1 1

N/A 2 2 2 1 1
13 8 8 3 3

OFF-SITE RANDOM GRID SURFACE AND SUBSURFACE SOIL SAMPLES AT 36 GRID LOCATIONS

Geoprobe 3 0 to 0.5 36 36 36 4 4

36 36 36 4 4

QC FOR GRID SOIL SAMPLES

Various 2 2 N/A 1 1

Various N/A N/A 2 N/A N/A

N/A 5 N/A N/A N/A N/A

Various 4 4 4 1 1

N/A 2 2 2 0 0

13 8 8 2 2

3

5

7

TOTAL FOR ON-SITE JUDGMENTAL SAMPLES

6
Geoprobe

QC EQUIPMENT RINSATE
TOTAL QC SAMPLES

QC MS/MSD* {1/20 organics}

QC MS/MD* {1/20 inorganics}
QC trip blank {1/cooler for VOCs}
QC field duplicate {1/10}

TOTAL FOR GRID SAMPLES

QC MS/MSD* {1/20 organics}

QC MS/MD* {1/20 inorganics}

QC trip blank {1/cooler for VOCs}

QC field duplicate {1/10}

QC equipment rinsate

TOTAL GRID QC SAMPLES



TABLE 2

SAMPLING DESIGN
FALCON REFINERY SUPERFUND SITE

INGLESIDE, TEXAS

TCL VOC TCL SVOC TAL METALS PCBs

Herbicides

and

Pesticides

ANALYSES

SAMPLING

TYPE AREA OF CONCERN NUMBER

INTERVAL

(feet bgs)

20 20 20 3 3
QC FOR AQUEOUS SAMPLES (TEMPORARY WELLS)

Various 1 1 N/A 1 1
Various N/A N/A 1 N/A N/A

N/A 2 N/A N/A N/A N/A
Various 2 2 2 1 1
Various 1 1 1 1 1

6 4 4 3 3

54 54 54 9 9

QC FOR AQUEOUS SAMPLES (SURFACE WATER)

Various 3 3 N/A 1 1

Various N/A N/A 3 N/A N/A

N/A 8 N/A N/A N/A N/A

Various 6 6 6 1 1
Various 3 3 3 1 1

20 12 12 3 3

8

5 Surface 3 3 3 1

QC field duplicate {1/10}
QC Equipment Rinsate
TOTAL QC SAMPLES

SURFACE WATER SAMPLING

QC MS/MSD* {1/20 organics}
QC MS/MD* {1/20 inorganics}
QC trip blank {1/cooler for VOCs}

1

TOTAL FOR GRID SAMPLES

Shallow
aquifer
Shallow
aquifer

2

6 1

GROUNDWATER SAMPLING (20 TEMPORARY WELLS)

Bailer
1N

1S

QC trip blank {1/cooler for VOCs}

2

6 6

851 51

14 14 14

1

TOTAL FOR GRID SAMPLES

QC MS/MSD* {1/20 organics}

QC MS/MD* {1/20 inorganics}

Grab

513 Surface

QC field duplicate {1/10}
QC Equipment Rinsate

TOTAL QC SAMPLES



TABLE 2

SAMPLING DESIGN
FALCON REFINERY SUPERFUND SITE

INGLESIDE, TEXAS

TCL VOC TCL SVOC TAL METALS PCBs

Herbicides

and

Pesticides

ANALYSES

SAMPLING

TYPE AREA OF CONCERN NUMBER

INTERVAL

(feet bgs)

0-0.5 4 4 4 4 4
0.5-5.0 4 4 4 4 4

16 16 16 16 16
QC FOR BACKGROUND SAMPLES

Various 1 1 N/A 1 1

Various N/A N/A 1 N/A N/A
N/A 1 N/A N/A N/A N/A

Various 2 2 2 2 2
Various 1 1 1 1 1

5 4 4 4 4

QC FOR INVESTIGATION-DERIVED WASTE
Various 0 0 N/A 0 0
Various N/A N/A N/A N/A N/A

N/A 0 N/A N/A N/A N/A
Various 0 0 0 0 0
Various 0 0 0 0 0

0 0 0 0 0
NOTES:

AOC Area of Concern MSD Matrix Spike SVOC Semivolatile Organic Compound

bgs Below Ground Surface N/A Not Applicable VOC Volatile Organic Compound

MD Matrix Duplicate PCB Polychlorinated Byphenyls

MS Matrix Spike QC Quality Control

Grab

4Grab 4 4 4 4

4 44

QC field duplicate {1/10}
QC Equipment Rinsate
TOTAL QC SAMPLES

Sediment 0-0.5

TOTAL FOR BACKGROUND SAMPLES

QC MS/MSD* {1/20 organics}

QC MS/MD* {1/20 inorganics}
QC trip blank {1/cooler for VOCs}

N/A

* MS/MSD and MS/MDs: These samples do not increase the number of samples, but represent additional volume of sample for laboratory QA/QC.

TOTAL QC SAMPLES

TO BE DETERMINED

QC MS/MD* {1/20 inorganics}
QC trip blank {1/cooler for VOCs}
QC field duplicate {1/10}
QC Equipment Rinsate

QC MS/MSD* {1/20 organics}

Drummed
Waste

4Surface Water

INVESTIGATION-DERIVED WASTE
Hand sampling

device
Site-wide

BACKGROUND SAMPLES (JUDGMENTAL)

Surface SoilGeoprobe

4
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E N T R I X HOUSTON, TEXAS Sh. 1 of 1 

PROJECT Enjet Refining Facility 

LOCATION Ingleside, Texas 

TOTAL DEPTH 12 ft. SURFACE ELEV. 

WATER FIRST ENCOUNTERED 3.5 feet 

WELL NUMBER MW1 ----------------------
OWNER Enjet, Inc. 

PROJECT NO. 130418 -----------------------
N/A BOREHOLE D!A. 3 inches 

24-HRS. N/A ----------------- -'--------
SCREEN DIA. 4 inches LENGTH 10 feet SLOT SIZE 0.010 inches ------------
CASING DIA. 4 inches LENGTH 5 feet TYPE Sch. 40 PVC ----------------
SCREENED INTERVAL 2 - 12 feet OTHER -·---------------------
DRILLING COMPANY JED! DRILLING METHOD Hollow Stem ---------------
DRILLER Donny GEOLOGIST C. White DATE DRILLED 1/8/96 

Q; C) z 
0 0 

2 _j i= C) 

'-"' _j u 2'; 

) 

) 
0 

) 

I 5:2 _j ::> z DESCRIPTION /SOIL CLASSJFJCA T!ON I ~ a: 
f-- f-- <1:: a_ a_ 

U1 f--
w <1:: z (f) 
0 a: 0 C) u 

0 
0-0.75 feet SILTY SAND with gravel from rood fill 

0.75-3.5 feet SILTY SAND, light grey, dry 

2 

4 SILTY SAND, light grey, very wet 

SKETCH MAP 

u 
® 

W2 

MWO 
® 
W3 

() 

SILTY SAND, dark grey to black stained, wet 

6 

8 

12 

14 

16 

18 

7.25-12 feet 

TOTAL DEPTH 

SILTY SAND, light grey, with dark block 
stringers of organic material, wet 

12 FEET. 

{ 
N 
I 

• MW2 

0~--~--~----~--~--~~~----~--------------------------------------------------------------------
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£ N T R I X HOUSTON, TEXAS Sh. 1 of 1 

WELL NUMBER MW2 --------------------
PROJECT Enjet Refining Facility OWNER Enjet, Inc. 

--~----------------------
LOCATION Ingleside, Texos PROJECT NO. 130418 ---------------------
TOTAL DEPTH 13 fl. SURFACE ELEV. N/A BOREHOLE DIA. 3 inches 

WATER FIRST ENCOUNTERED 4.5 feet 24-HRS. N/A 
-'---------

SCREEN DIA. 4 inches LENGTH 10 feet SLOT SIZE 0.010 inches 

CASING DIA. 4 inches LENGTH 5 feet TYPE Sch. 40 PVC 

SCREENED INTERVAL 3 - 13 feet OTHER . ------------------
DRILLING COMPANY JED! DRILLING METHOD Hollow Stem -----------------
DRILLER Danny GEOLOGIST C. White 

----~----- ----------------

c.:> z 
"' 0 0 
.!'! ;:: Cl __J U1 3S ~ --' u w 

() 

~ --' ::J z z 
I "" ;::: :r: ~ 0::: 0 f-- f-- u 1- <{ 
(1_ 0... (/) :::> f--
w <t: z u UJ 
0 n:: 0 c.:> u 

0 
0-4.5 feet 

2 

4 

-4.5-12 feet 

6 

8 

10 

12 
12 13 feet 

TOTAL DEPTH 

14 

16 

18 

DATE DRILLED 1/8/96 

DESCRIPTION/SOIL CLASSIFICATION 

SILTY SAND, light grey to medium light grey, with 
medium brown mottled zones and argonic materials, dry 

SILTY SAND, light grey, with medium brawn 
silty send layers. Orgonic material in isoloted 
areas throughout, wet 

CLAY, light greenish grey 

13 FEET. 

--------
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E N 'I" R I X HOUSTON, TEXAS Sh. 1 of 1 
SKETCH MAP 

WELL NUMBER MW3 
u 

-------------------
PROJECT Enjet Refining Facility OWNER Enjet, Inc. 

--~--------------------
LOCATION Ingleside, Texas PROJECT NO. 130418 --------------------
TOTAL DEPTH 12 ft. SURFACE ELEV. N/A BOREHOLE DIA. 3 inches 

WATER FIRST ENCOUNTERED 4.5 feet 24-HRS. N/A 
~--------------

SCREEN DIA. 4 inches LENGTH 10 feet SLOT SIZE 0.010 inches 

CASING DlA. 4 inches LENGTH 5 feet TYPE Sch. 40 PVC 

rnr SCREENED INTERVAL 2 - 12 feet OTHER · ----------------------------
DRILLING COMPANY JED! DRILLING METHOD Hollow Stem Auger ----------------

White DATE DRILLED 1/8/96 DRILLER Donny GEOLOGIST C. 

~ 

0 z 
Q) 0 0 
~ _J i= l/1 

0 
~ _J u w D ~ 

~ _J ::J z 
~ I 0:: >= I ~ a: 0 f- f- u f- <{ 

D.. D.. (/) ::> f-
w <{ z u (/) 
0 a: 0 0 u 

DESCRIPTION/SOIL CLASSIFICATION 

0 
0-4.5 feet SILTY SAND, light grey, with block organic 

stringers and nodules, dry 

2 

4 

MW3 

4.5 12 feet SILTY SAND, dark brown, organic rich, grading to 
light grey silty sand and medium brown grey 

:>::sM::::-- silty sand with organic material, wet 

5 ............ . 

8 

10 

12 
TOTAL DEPTH 12 FEET. 

14 

16 

18. 

i 
N 

0W8 I 

FIRE WATER 
POND 
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E I i B II- HOUSTON, TEXAS Sh. 1 of 1 

WELL NUMBER _M_W_4 ________________ __ 

PROJECT Enjet Refining Facility OWNER Enjet, Inc. 
--~~-------------------

LOCA TlON Ingleside, Texas PROJECT NO. 130418 ----------------
TOTAL DEPTH 13 ft. SURFACE ELEV. N/A BOREHOLE DIA. 3 inches 

WATER FIRST ENCOUNTERED 4 feet 24-HRS. N/A _;_ _________ _ 
SCREEN D IA. 4 inches 

CASING DlA. 4 inches 

LENGTH 10 feet ---------------
LENGTH 5 feet ---------------

SLOT SIZE 0.010 inches 

TYPE Sch. 40 PVC 

SCREENED INTERVAL 3 - 13 ~et OTHER · -----------------------
DRILLING COMPANY JED! DRILLING METHOD Hollow Stem Auger --------------------
DRILLER Danny GEOLOGIST C. White DATE DR ILL ED 1/8/96 

C> z 

"' 0 0 
.2! -' 1- Ul 

CJ 
~ -' u 0 3:; 

SKETCH MAP 

MW5@D 
MW4 

0 
W6 

FORMER 
REFINERY 

AREA 

W5 
BOILER 00 

w ::2 -' :J z z 
I "' i= I ~ 0:: 0 <( 

DESCRIPTION/SOIL CLASSIF!CA T!ON 
1- 1- u 
0.. 0.. tf1 w <( z 
0 cr: 0 C> u 

0 

2 

4 

6 

8 

10 

12 

14 

16 

18 

>-
:::J 1-
u tf1 

0-4 feet 

4-12 feet 

12-13 feet 

TOTAL DEPTH 

SILTY SAND, medium brown, with organic material in 
isolated areas, grading to medium grey silty sand, dry. 
Slight staining at 2 ft. depth 

SILTY SAND, light brown grey, wet, with some organic 
materials and rusty blebs isolated throughout 

CLAY, light green 

1.3 FEET. 

~ 
N 
I 

MWE • 



0:: 

HOUSTON, TEXAS Sh. 1 of 1 

WELL NUMBER MWS ----------------
PROJECT En jet Refining Facility OWNER En jet, Inc. 

-~~------------------
LOCATION Ingleside, Texas PROJECT NO. 1.30418 ---------------------
TOTAL DEPTH 13 ft. SURFACE ELEV. N/A BOREHOLE D!A. 3 inches 

WATER FIRST ENCOUNTERED 4 feet 24-HRS. N/A 
~-------------

SCREEN D!A. 4 inches 

CASING D!A. 4 inches 

LENGTH 10 feet -------------
LENGTH 5 feet -------------

SLOT SIZE 0.010 inches 

TYPE Sch. 40 PVC 

SCREENED INTERVAL 3 - 13 feet OTHER . 
~----------------------1 

DRILLING COMPANY JED! DRILLING METHOD Hallow Stem Auger ---------------
DR ILLER _D_a_n_n.:___ ___ GE OLOG IS T _c_. _W_h_i_t e ____ _ DATE DRILLED 1/8/96 

~ 

0 z 
OJ 0 0 

.2! ---' i= Vl 
0 

.....J u 0 3S 

SKETCH MAP 

MW5 MW4 
• r--G>f--, 

® 
W6 
FORMER 

REFINERY 
AREA 

W5 
®0 

D 

w S2 .....J :::J "" 
z 3S DESCRIPTION/SOIL CLASS!F!CA TION I 

~ n:: 0 ;:: 
I <{ f- f- u f-

0... 0... U1 :::J f-
w <{ z u U1 
0 oc 0 0 u 

0 ........ . 
:>::::sp-:-::· 0-1 foot SAND, medium brown, with organic material, dry 

........ 

2 

4 

6 

8 

14 

1-4 feet 

4-12 feet 

12-13 feet 

TOTAL DEPTH 

SJL TY SAND, light grey, with isolated layers 
of black organic material, dry 

SJL TY SAND, light grey, wet. Isolated stringers and 
nodules of dark brawn organic material and rusty 
blebs at 11-12 feet 

CLAY, light grey green 

13 FEET. 

J 16 

J 
tO 

n 

<D 
Ol 

tO 

18 

( 
N 
I 

oL----L--~-----L~~~~L-~----~---------------------------------------------------------------
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E I ill. I SKETCH MAP 
HOUSTON, TEXAS Sh. 1 of 1 

WELL NUMBER MW6 ----------------------
PROJECT Enjet Refining Facility OWNER Enjet, Inc. 

--~~-------------------
LOCATION Ingleside, Texas PROJECT NO. 130418 -----------------------
TOTAL DEPTH 12 fl. SURFACE ELEV. N/A BOREHOLE D!A. 3 inches 

WATER FIRST ENCOUNTERED 5 feet 24-HRS. N/A --------------
SCREEN D!A. 4 inches LENGTH 10 feet SLOT SIZE 0.010 inches 

CASING 0 !A. 4 inches LENGTH 5 feet TYPE Sch. 40 PVC 

SCREENED INTERVAL 2 - 12 feet OTHER -·-------------
DRILLING COMPANY _J_E_D_I ______________ DRILLING METHOD Hollow Stem Auger 

DRILLER Donny GEOLOGIST C. White DATE DRILLED 1/9/96 

t:) z 
QJ 0 0 

-.':' i= --' 
_J u u _J ::J 

I I ~g: f--
Q_ Q_ (/) 
w <( z 
0 lY 0 t:) u 

0 

Cl 
V1 2; 

w 
(_') 

"' 
z z 

0 ;:: 
u t- <( 

:::J f--
u (/) 

0-0.5 feet 

0.5-5 feet 

5-8 feet 

DESCRIPTION/SOIL CLASS!FICA T!ON 

SAND, li ht medium brown, with 

SILTY SAND, light grey, with block stringers 
of organic material, dry 

SILTY SAND, light grey, wet 

®W8 

onic material 

8-10 feet CLAYEY SAND, light grey, with some root materials 

10-12 feet CLAY, light grey green 

14 

16 

18 

~ 
N 
I 



HOUSTON, TEXAS - E I I I E I. SKETCH MAP 
Sh. 1 of 1 

~ WELL NUMBER _M_W_7 ________________ __ 

PROJECT Enjet Refining Facility OWNER En jet, Inc. 

LOCATION Ingleside, Texas PROJECT NO. 130418 --------------------
TOTAL DEPTH 12 ft. SURFACE ELEV. N/A BOREHOLE D 3 inches 

WATER FIRST ENCOUNTERED _3 __ fe_e_t _________ ___ 

SCREEN DIA. 4 inches 

CASING DIA. 4 inches 

SCREENED INTERVAL 2 

LENGTH 10 feet 

24-HRS. N/A -----------------
SLOT SIZE 0.010 inches 

APl N 
SEPARATOR I 

PLANNED 
FIRE WATER W12 MW10 D t 

TANK eMW8 

TANK 10 ° W15 0 o• w14 
W100'-'Y TYPE Sch. 40 PVC 

----------------
LENGTH 5 feet -------------

12 feet OTHER . -----------------------------
DRILLING COMPANY JED! DRILLING METHOD Hollow Stem Auger 

W11_/ 0 
W13 

DRILLER Danny GEOLOGIST C. White DATE DRILLED 1/8/96 

~ 

CJ 

" 0 ;:::: ~ _J 

_J u 
~ _J ::l 

I I w 0:: ,_ 
3: ,_ 

0.. Q_ (/) 
w <( z 
0 a::: 0 CJ u 

0 

2 

4 

6 

8 

10 

12 

14 

16 

18 

(_? 

z 
z 
<t: ,_ 
(/) 

0-1 foot 

1 3 feet 

5 feet 

5 8 feet 

8 9.75 feet 

9.75 12 feet 

TOTAL DEPTH 

DESCRIPTION/SOIL CLASSIFICATION 

SAND, light grey/yellow, with organic material, dry 

SILTY SAND, light brownish grey to medium 
dark brawn, dry 

SILTY SAND, dark black stained, oily, wet 

SILTY SAND, light grey, moist 

SILTY SAND, medium grey stained, moist 

SILTY SAND, light grey, with organic material 
and root stringers 

12 FEET. 
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I fl t ,I , I I HOUSTON, TEXAS Sh, 1 of 1 

WELL NUMBER MWS -------------------
PROJECT Enjet Refining Facility OWNER Enjet, Inc, 

PLANNED 
FIRE WATER 

TANK 

SKETCH MAP 

API 
SEPARATOR ~ 

N 
I 

LOCATION Ingleside, Texas PROJECT NO, _1_3_0_4_1_8 _______ _ I lr---+---+ TRUCK 

TOTAL DEPTH 12 ft. SURFACE ELEV. N/A BOREHOLE DIA. J inches 
-'------

WATER FIRST ENCOUNTERE0_4_.5_f_e_et ________ 24-HRS. N_.:_/_A _____ _ 

SCREEN DIA. 4 inches LENGTH 10 feet SLOT SIZE 0.010 inches 

CASING DIA. 4 inches LENGTH 5 feet TYPE Sch. 40 PVC 
-------------

SCREENED INTERVAL 2 - 12 feet OTHER -·--------------
DRILLING COMPANY JEDI DRILLING METHOD Hollow Stem Auger 

DRILLER Donn GEOLOGISTC. White DATE DRILLED 1/9/96 

~ 

CJ z 
OJ 0 0 

CJ 2 _j I- U1 2S ~ _ju 0 

FORMER 
PROCESS 

EQUIPMENT 

w 
~ _j::J z z 

I wo:: "' ;:: DESCRIPTION/SOIL CLASSIFICATION 
I 0 <( f-- 3:1- f-u o_ o._ U1 :::> I-

w <{ z u U1 
0 0:: 0 CJ u 

RACK 

0 
0-1.5 feet SAND, light brawn/yellow, unconsolidated with grass and roots 

2 

4 

6 

8 

10 

12 

14 

16 

18 

1.5-4 feet 

4-5 feet 

5-12 feet 

TOTAL DEPTH 

SILTY SAND, light grey with stringers of black organic 
materials, dry 

No Recovery 

SILTY SAND, light to medium brawn with dark brawn/grey 
layers, very wet to moist with depth 

12 FEET. 
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E II R II HOUSTON, TEXAS Sh. 1 of 1 

WELL NUMBER MW9 ----------------------
PROJECT Enjet Refining Facility OWNER Enjet, Inc. 

SKETCH MAP 

API 
SEPARATOR ( 

N 
I 

LOCATION Ingleside, Texas PROJECT NO. 1.30418 ----------------------- IY--+-+ TRUCK 
TOTAL DEPTH 12 ft. SURFACE ELEV. N/A BOREHOLE DIA. 3 inches 

WATER FIRST ENCOUNTERED 3 feet 24-HRS. N/A _:_ ______ ___ 
SCREEN D!A. 4 inches LENGTH 10 feet SLOT SIZE 0.010 inches 

CASING D!A. 4 inches LENGTH 5 feet TYPE Sch. 40 PVC 

SCREENED INTERVAL 2 - 12 feet OTHER -·-------------------------
DRILLING COMPANY JED! DRILLING METHOD Hollow Stem Auger 

DRILLER Danny GEOLOGISTC. White DATE DRILLED 1/9/96 

Cl z 
Q) 0 0 

j:: Cl 2 _J (/) 3; 
_J u (_') 

eMWB 
TANK 10 ® Wl 5 

w1o0°J 
W11_/ ® 

W13 

FoRMER 
PROCESS 

EQUIPMENT 

GMW9 

\;!PEL!NE 
\_' RIGHT 

OF WAY 

w 
~ _J :::J 0:: 

z 3; DESCRIPTION/SOIL CLASS!F!CA TION I I ~ et:: 0 ;:: 
f- f- u I- <t: 
n. n. lll ::J f-
w <t: z u lll 
0 et:: 0 Cl u 

0 
0-0.75 foot SAND, light brown/yellow, unconsolidated and dry 

RACK 

0.75-3 feet S!L TY SAND,' light grey with organic material and rusty blebs, dry 

2 

4 

6 

8 

10 

14 

16 

18 

3 12 feet SILTY SAND, medium light grey brown, wet, block specks of 
organic material throughout 

12 FEET. 



SKETCH MAP 

PLANNED API 
FIRE WATER SEPARATOR 

TANK 

HOUSTON, TEXAS Sh. 1 of 1 

( 
N PROJECT Enjet Refining Facility 

WELL NUMBER MW10 --------------
OWNER Enjet, Inc. 

130418 
I 

LOCATION Ingleside, Texas PROJECT NO. 
r--t-+ TRUCK 

TOTAL DEPTH 12 ft. SURFACE ELEV. N/A --'-----
WATER FIRST ENCOUNTERED 3 feet -----------------------
SCREEN DIA. 4 inches LENGTH 10 feet ---------
CASING DIA. 4 inches LENGTH 5 feet --------
SCREENED INTERVAL 2 12 ~et OTHER . 

BOREHOLE D !A. 3 inches 

24-HRS. N/A 
~-------------

SLOT SIZE 0.010 inches 

TYPE Sch. 40 PVC 

----------------- ----------------------------
DRILLING COMPANY JED! DRILLING METHOD Hollow Stem --FORMER 

PROCESS 
EQUIPMENT 

DRILLER Donn GEOLOGIST C. White DATE DRILLED 1/9/96 

~ 0 z 
OJ 0 0 

.2! _j i= 
~ _j u 
I S2 _j ::::> 

I w 0:: I- 3:: 1-
Q. 0.. (f) 
w <( z 
0 0:: 0 0 u 

DESCRIPTION /SOIL CLASSIFICATION 

0 
0-0.75 inches SAND, medium brown with gross and roots, dry 

0.75-3 feet SILTY SAND, light grey, dry 

2 

SILTY SAND, light grey, wet 

4 

6 
SILTY SAND, slight stained medium, dark grey, moist 

SILTY SAND, light grey 

8 - same black staining at 8-9 feet 

TOTAL DEPTH 12 FEET. 

14 

16 

18 

RACK 

oL---~--~-----L~-L~--L-~----~--------------------------------------------------------------
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J 
J 

E N T R I X 

PROJECT 

LOCATION 

TOTAL DEPTH 

SURFACE ELEV. 

DRILLING COMPANY J 
DRILLER 

Depth Sample 

(ft) Interval J 
J 
l 

11!1 

J 
J 
J 

J 
J 
j 

13 --

l 

J 

j 

I 
f'f. 

J FLDFORMS.XLS 

Monitoring Well ID 

PLX- Ingleside PROJECT NO. 

Ingleside, Texas BOREHOLE DIA. 

13.5 DEPTH TO WATER 

DRILLING METHOD 

JED I DATE DRILLED 

GEOLOGIST 

Depth 

TOP OF BENTONITE 

2 BOTTOM OF BENT.!TOP OF SANDPACK 

3 TOP OF SCREEN 

BOTTOM OF SCREEN 

BOTTOM OF SANDPACK 
~~~~~~~~l-

MW-11 

130425 

6 5/8 

HSA 

11/11/97 

D. Feckley 

Lithology 

Sand, tan to grey 

Sand, wet to saturated 

Sand, tan to grey, saturated 

Sand, tan to grey, saturated 

Sand, tan to grey, saturated 



E N T R I X 

PROJECT PLX - Ingleside 

I LOCATION Ingleside, Texas 

TOTAL DEPTH 13.5 

SURFACE ELEV. 

DRILLING COMPANY JED I 

DRILLER 

Depth Sample 

(ft) Interval Depth 

2 

3 

FLDFORMS.XLS 

Monitoring WeiiiD 

PROJECT NO. 

BOREHOLE DIA. 

DEPTH TO WATER 

DRILLING METHOD 

DATE DRILLED 

GEOLOGIST 

TOP OF BENTONITE 

BOTIOM OF BENT./TOP OF SANDPACK 

TOP OF SCREEN 

BOTIOM OF SCREEN 

BOTIOM OF SANDPACK 

MW-12 

130425 

6 5/8 

HSA 

11/1 i/97 

D. Feckley 

Lithology 

Sand, tan to grey 

Sand, wet to saturated 

Sand, tan, saturated 

Sand, tan to grey, saturated 

Sand, grey, saturated 



'::· (E N 'I :. R -,. l .·. ·x ,·:· 
'· ' . -. :. · .. 

PROJECT PLX Ingleside Facility 

HOUSTON, TEXAS Sh. 1 of 1 

WELL NUMBER MW-13 
--~------------

OWNER_P_LX ____________________ __ 

PROJECT NO. 130425 
~~~----------

LOCATION Ingleside, Texas 

TOTAL DEPTH 16 feet SURFACE ELEV. N/A BOREHOLE DIA. 6 5/8" 

WATER FIRST ENCOUNTERED 3.5 feet ------------------
SCREEN DIA. 2 inches LENGTH 12.5 feet 

----- LENGTH ---------CASING DIA 

SCREENED INTERVAL 2.5-15 feet OTHER -

------
24-HRS. ----------
SLOT SIZE 0.010 _.:._ ____ _ 
TYPE _____________ __ 

---------------- ------------------------
DRILLING COMPANY JEDI DRILLING METHOD Split Spoon ___.:. _ _:_ ____ _ 
DRILLER R. Rodriguez GEOLOGIST H. Woelfel DATE DRILLED B/11/98 

z 0 a; CJ 0 UJ 
~ 0 I= ff) 0:: ..J :lg 0 ~ (.) w z 

SKETCH MAP 

MW120 

Truck Rack 

Former API 

Separator (API-21 

Ill 
MW-1011l MW11 

Tank 10----() D 
MW-71ll 

~ a: 
DESCRIPTION/SOIL CLASSIFICATION 5: ~ g; 0 ~ 0 

0. (.) 

~ 
(.) 

UJ en 
Cl z 

(!) 0 
(.) 

0 

2 

4 

6 

8 

10 

12 

(.) UJ 
0:: 
';/!.. 

40 

70 

60 

60 

60 

70 

0-16 feet SIL 1Y SAND, light gray, loose, dry, fme to very fine sorted, 
subangular to subrounded. 

Gray, slit content Increasing 

Sand sized black ferrous nodules. 

16~~=+=Z~··~·-+-+------~--------------------------------------------------~ 
TOTAL DEPTH= 16 FEET. 
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HOUSTON, TEXAS Sh. 1 of 1 
SKETCH MAP 

WELL NUMBER MW-14 -----------------
PROJECT PLX. Ingleside Facility OWNER PLX 

LOCATION Ingleside, Texas 

TOTAL DEPTH 14 feet 

WATER FIRST ENCOUNTERED 

SCREEN DIA 2 Inches 

------------------------
PROJECT NO. 130425 ------------------

SURFACE ELEV. N/A BOREHOLE DIA. 6 5/8" ------
3 feet 24-HRS. ---------

LENGTH 10 feet SLOT SIZE 0.010 -------

0 MW13 

Truck Rack 

CASING DIA. ------ LENGTH - TYPE ----------

Former API 
Separator (API-2}

7 MW120 

0 SCREENED INTERVAL _3-_1_3_f_ee_t ______ OTHER----------------

MW-10Q'l MWf1 DRILLING COMPANY JEDI DRILLING METHOD Split Spoon __;_ __ ...:._ ____ _ 
DRILLER R. Rodriguez 
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f- s: ~ ~ 0.. 

~ UJ 
0 

0 

2 

4 

6 

8 

(!) 

·:·:·:·:·:·:·:·:·:·:·:·:·:·:·:·:·:· 
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10 ·>:·:·:-:·:·:·:·:·:·:·:· ·:·:·:·:· 
. ::::::::::::::::::::::::::::::::::: 
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z 
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(.) 

GEOLOGIST H. Woelfel DATE DRILLED 8/11/98 Tank 1o--Q 0 
MW-70 

0 
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U) c:: 
C) g; w z a: 

0 ~ 
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u (.) 
UJ u c:: 
'if. 
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70 

70 
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70 

60 

0-16 feet 

12.5-14 feet 

DESCRIPTION/SOIL CLASSIFICATION 

SILTY SAND, light gray, loose, dry, fine to very fine, well sorted, 
subangular to subrounded. 

Gray, silt content Increasing . 

SANDY CLAY, gray, stiff, saturated, slightly plastic with 
occasional sand-sized red and black ferrous nodules, 
traces of organic debris present. 

14 ~~~~~~-+-+-------+------------------------------------------------------~ 
TOTAL DEPTH= 14 FEET. 
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E N T R I X 
Figure 3 

Benzene Concentrations in 
Groundwater Samples 
PLX Ingleside Facility 

Ingleside, Texas 
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Banks 

Information 
Water Well Report 

Solutions, Inc. June 30, 2004 

CLIENT 
. ... 

BNC ENGINEERING, L.L.C.- GEORGETOWN 

607 River Bend Drive 

Georgetown, TX 78628 

SITE 

Falcon Refinery 

F-M 2725 & Bishop Rd. 

Ingleside, TX 

063004-339 

P.O. Box 12851, Capitol Station, Austin, TX 78711 

700 N. Lamar, Suite 200 Austin, TX 78703 

512.478.0059 FAX 512.478.1433 e-mail banks@banksinfo.com 
Copyright 1998 by Banks Information Solutions, Inc. 

TM 



Banks 

Information 

8 Subject Site 

'# Ground Water Wells (Cluster) 

# Ground Water Well 

' Airport 

p _Hospital 
~Highway 
"/\/ Primary road 

Secondary and connecting road 
1\1 Local road 
,''./ Access road 

Water body 
Park 
State 

Water Well eport™ 
Map of Wells within One Mile 

# 

2 
# # 

5 
# 

0 0.25 0.5 0.75 1 Miles 

Banks Information Solutions, Inc. 
P.O. Box 12851, Capitol Station Austin, Texas 78711 

700 N. Lamar, Suite 200 Austin, Texas 78703 
512-478-0059 FAX 512-478-1433 EMail: BANKS@BANKSINFO.COM 

June 30, 2004 

JGallegos
TextBox
 Note: The numbers provided in this map, identifying  wells or well clusters, correspond to the Map ID numbers included in this Water Well Report.
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Banks 

Information 
Water Well Report 

Solutions, Inc. DETAILS 

State ID 83-15-3A 

Banks ID 4840900530 
""' ,. 

' 

Owner Of Well David Cosper 

Type Of Well Domestic 

Depth Drilled 38 I 

Completion Date 10/7/1975 

Longitude 
~~ 

-97.17656 

Latitude 27.86052 

State ID 83-15-2F 
---

' Banks ID 4840900547 

Owner Of Well Margrett Warren 

Type Of Well Domestic 

Depth Drilled 40 I 

.· Completion Date 5/30/1972 
··, 

L(>ngitucle ,• .·. -97.17629 
.. ' 

Latitude .··, 27.8611 

State ID 83-15-2H 
.. 

Banks ID 4840900545 

Owner Of Well Don Walton 

Type Of Well Domestic 

Depth Drilled 85 I 

' '<.• ...•• 
--•-··-•·- Completi~n Date 8/9/1984 
·.·.·· ··,· 

Longitude -97.18443 
'.······· ··.· 

Latitude 27.86867 

P .0. Box 12851, Capitol Station, Austin, TX 78711 

700 N. Lamar, Suite 200 Austin, TX 78703 

512.478.0059 FAX 512.478.1433 e-mail banks@banksinfo.com 
Copyright 1998 by Banks Information Solutions, Inc. 

TM 
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Banks 

Information 
Water Well Report 

Solutions, Inc. DETAILS 

State ID 83-15-2L 
~ . 

Banks ID. 4840900552 
·.- . / ' 

Owner Of Well Sun Exploration & Production Co. 

Type Of Well Domestic 
--· 

Depth Drilled 95 I 

Completic;m Date 9/4/1984 
----·--

~.. ; 

; : longitude -97.1897 

-~ .. ~ latitude 27.85876 

·;- .· 
State ID 83-15-203 

·; ;· 

.. •·. Banks ID. 4840900423 

. . . . . . . . .- .. ·.· . ·-. . . . ~-

Owner Of Well· H.A. Stevens 

Type Of Well 
.; 

Domestic 

Depth Drilled 50 I 

Completion Date 11111913 

longitude -97.18833 

latitude 27.85444 

State ID ·. 83-15-206 
..... - .· 

~ BanksiD 4840900426 

6wner0fWeU 
. 

.... ·. W. T. Harris 

Iype Of W~l.l 
_.·. 

; ••• Stock 

Deptf1Drilled ._- 51 f 

Completi~n Date 11111936 

longitude -97.18861 

latitude 27.85417 

P.O. Box 12851, Capitol Station, Austin, TX 78711 

700 N. Lamar, Suite 200 Austin, TX 78703 

512.478.0059 FAX 512.478.1433 e-mail banks@banksinfo.com 
Copyright 1998 by Banks Information Solutions, Inc. 

TM 
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Banks 

Information 
Water Well Report 

Solutions, Inc. DETAILS 

State ID 83-15-3A 

Banks ID 4840900533 

Owner Of Well U.N.I. Oil Co. Inc 

Type Of Well Domestic 

Depth Drilled 80' 

Completion Date 1131/1978 

.· longitude -97.17048 

latitude 27.86776 

.·' State ID 83-15-3A 

···· Banks ID 4840900531 

Owner Of Well William Moore 

Type Of Well Domestic 

Depth Drilled 70' 

Completion D~.te 3/30/1978 

longitude -97.17048 

Latitude 27.86881 

./ 

.. State ID 83-15-204 
·· .. · ··. ..... . 

..... Banks ID 4840900424 

owner. or wen H. Blagg 

Typ~ OfWeU Domestic 
... 

Depth Drillef:l , •• < 44' 

Completion Date 
.. 

111/1937 

longitude -97.17167 

Latitude 27.86972 

P .0. Box 12851, Capitol Station, Austin, TX 78711 

700 N. Lamar, Suite 200 Austin, TX 78703 

512.478.0059 FAX 512.478.1433 e-mail banks@banksinfo.com 
Copyright 1998 by Banks Information Solutions, Inc. 

TM 
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TM 
Banks 

Information 
Water Well Report 

Solutions, Inc. DETAILS 

State ID 83-15-2H 

Banks ID 4840900710 

Owner Of Well Don Breithaupt 

Type OfWell , Domestic 
'' 

Depth Drilled 73' 

Co111pletion Date N/A 

Longi~ude -97.18449 

Latitude 27.87128 

State ID 83-15-2£ 

BanksJD 4840900549 

Owner Of Well Frank W Nesbitt 

Type Of Well Domestic 

Depth Drilled ,,, 80' 

Completion Date 4/23/1974 

Longitude -97.18013 
•' 

Latitude 27.87325 

State ID 83-15-2 

Banks.ID 4840900535 

Owner Of Well Enjet Refining Inc. 

Type Of Well Industrial 

Depth Drilled .. 188' 

COI"Jlpletion Date •· 8/24/1995 

Longitude '· -97.17691 

Latitude 27.87372 

P .0. Box 12851, Capitol Station, Austin, TX 78711 

700 N. Lamar, Suite 200 Austin, TX 78703 

512.478.0059 FAX 512.478.1433 e-mail banks@banksinfo.com 
Copyright 1998 by Banks Information Solutions, Inc. 

~ 
~ 
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Banks 

Information 
Water Well Report 

Solutions, Inc. DETAILS 

State ID 83-15-202 

Banks ID 4840900422 

Owner Of Well J.F. Granbill 

Type Of Well Domestic 

Depth Drilled 36 I 

Completion Date I/1/1936 

longitude -97.17028 

latitude 27.87222 

P.O. Box 12851, Capitol Station, Austin, TX 78711 

700 N. Lamar, Suite 200 Austin, TX 78703 

512.478.0059 FAX 512.478.1433 e-mail banks@banksinfo.com 
Copyright 1998 by Banks Information Solutions, Inc. 

~ 
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Banks Water Well Report 
TM 

Information 

Solutions, Inc. SUMMARY 

Water Well Report ™Research Mapping Protocol 

The Banks Information Solutions, Inc. Water Well Repo/=r is prepared from existing state water well databases and 
additional file data/records research conducted at Texas' regulatory authorities. Submission of driller's log records 
upon completion of a drilled water well became mandatory in 1985. The state of Texas has processed these records 
into several different filing systems within two state regulatory authorities. The water well files, records and map 
locations are maintained by the Texas Commission on Environmental Quality (TCEQ) and the Texas Water 
Development Board (TWDB). Actual water well site locations of this report are geocoded and geoplotted directly from 
the drilling records, drilling schedules, and driller's logs and maps submitted by the water well driller and maintained 
at these two primary water well regulatory authorities. Below is a description of the four filing systems utilized for well 
drillina records. 

Texas Water Development Board (TWDB) 

Texas Water Development Board maintains a file system of located water well locations. These well files are water well 
site locations that have been verified with a field inventory inspection by TWDB personnel. The wells are assigned a 
State Identification Number unique to that well and plotted on county base maps, U.S.G.S. 7.5 minute topographical 
quadrangle maps, and in-house geographic information system. Records will also include analytical data attached with 
each drilling record. This is the current protocol for maintaining water well records within the TWDB. 

Texas Commission on Environmental Quality (TCEQ) 

The Texas Commission on Environmental Quality maintains a file system of plotted, partially numbered, and un
numbered water well locations. Plotted water well files are water well site locations that have been determined from 
map information submitted on water well logs and subsequently plotted on TWDB county highway base maps. This 
type of mapping and filing procedure ceased in June 1986. Partially numbered water well files are water well site 
locations processed from 1986 through 1990. These wells are provided a State Identification Number which 
establishes the well location somewhere within a 2.5 minute quadrant of a 7.5 minute quadrangle map, but the site 
location has never been precisely mapped or verified by a State of Texas staff member. Un-numbered water well files 
are water well site locations that have been processed since June 1990. These well records are filed solely on their 
county location and are not provided a State ldentifiation Number nor are they mapped. This is the current protocol for 
maintaining water well records within the TCEQ. 

Disclaimer 

Banks Information Solutions, Inc. has performed a thorough and diligent search of all wells recorded with the Texas 
Water Development Board and the Texas Commission on Environmental Quality. All mapped locations are based on 
information obtained from the TWDB and the TCEQ. Although Banks performs quality assurance and quality control on 
all research projects, we recognize that any inaccuracies of the records and mapped well locations could possibly be 
traced to the appropriate regulatory authority or the water well driller. Many water well schedules may have never been 
submitted to the regulatory authority by the water well driller and, thus, may explain the possible unaccountability of 
private drilled wells. It is uncertain if the above listing provides 100% of the existing well locations within the area of 
review. Therefore, Banks Information Solutions, Inc. cannot gaurantee the accuracy of the data or welllocation(s) of 
those maps and records maintained by Texas' regulatory authorities. 

P.O. Box 12851, Capitol Station, Austin, TX 78711 

700 N. Lamar, Suite 200 Austin, TX 78703 

512.478.0059 FAX 512.478.1433 e-mail banks@banksinfo.com 
Copyright 1998 by Banks Information Solutions, Inc. 



'{<'111ln.-if\innl l"<Tf'Yl•}' 
,.,,,·rlfl,·<l w:1tl h• Ll"" 

7) Cl'+H'Lf~TION 

'-----------------

WATER \.JEL!. HE.l'ORT 

l'lasticX 

____ It. to 

10) SCREEN· 
Type _____ _ 

l:ail(·~ tcst __ l:P"' '-'ith_~ __ ft.drnw.Jmm nrre.r __ hn;. 



MAPID 

.'J,•,Hl<>rtglnnt coryb;• 
C<:rtUied muil to the 
T<'Xas Water IlC"V<:l<Jrmtmt !JU<lt<l 

P, llox 123£6 
Ausl 1o::w 78711 

1 

WATER l..'l.LT, RET'Ot\T 

ie-l:~"-
(Stt!tc) 

(Sute) 

Dug 

6)\lEI.L LOG; 1L ' 1 IX 
Diameter- o( hol.:.;_<'"f'~ __ in, Depth tlrilled d/-.§' ft. Depll1 of cc;mplc•ted wcll._~C'L'/,~-v~,~-ft. Date ddlte<J~3/)-l'J-

All mt'fl!'Hlt"l'\~cntn m<HIP fro<O ~---It,<Jbove groutHl lc·v"l, 

9) <;n,:ing; 

TY!"'' Old 

(i.nche;; 

HI) :WI~I:I:H: 

SHtl.o\ 
Fn>rn ft. 

H, to 

To (ft.) 

l'ypc••------------------"-

Arlesianpr,•.s.sure __ lbs,pcrsquareil1ch 

!liawctcr 
(inches) 

11) WICLL l'P.STS: 

Slottw.l 

,., (ft """'" .,., (! 

\."ield: ____ gpm l,'ith ___ rt. <lr,~·do;m after _hr:;. 

il"iler t<'st ___ l'.P"' uith ___ ft.dnwdi.'Wll nftcr- __ Ius, 

llPpth to pump bo•1ls, ~ylimlcr, j"t• ol~., _______ f.t.l--'-~'=:r•<'"_"c~":"'""_""_":"':_'""":"''"'::''=============~ 
12) WATEK QllM.,ln. 

H<HI 11. chcr.dt.:al ilnalysis rn,Hle'l 

Did any :;:tratll contnin undesinohle 1>ater? Yes No~ 

y,~ ~.y_ 
"l'ype u[ ,..,tt~:>r? J._'>;;/{J£( dc•ptli <>f Mrot~ .:.5 J:D:Z: --

l hen;,by ~('rtify I hat tlol:l lll'll \,'1!b rlrilh•d by mu (or un!ler my 'urervi~ion) nn!l th(•t 
('Uch and all of the 5tateme.nt~ he.rei n an~ tr\le t<> the best (l[ my kn(>"-'lc<l[te ,mrl belil•f. 

HM!E AJ, J J-.]-/2 A/, /11 {./ ;1/ })/ /f/ £- Wom Woll Odl1m soci><n« ;,, '"·---'-/-'-7~/'---------j 

M"''"" P{!, "'jj//:r' ..2/c? 0 K rf 6 K Pc /\.7- ifL:":X,)/ S 
(:;•reot nr !\l'll\ (City) ~ (;\,(t('j 

('''"'"' 2!;)t.z;;;;;, _ Az u #.O!JV E_,__ ,_.w;2,c"'"tvLz_ 
(\lnLw:· \Cr;ll !lnltcr) {t'nt~pany t{,unt') 

f'lc;ase att;~.ch el.:;ctric log, clHlo~ieul un~1ysi~;, and (lt)wr pertinoent in[otlllatinn, i [ availl!hlP, j 
''Adt.litint\1!1 l1\~trucl i<>!\>1 "~ l'l'V'''!i" stthc, 

l\•l!lBE-GH-SJ 



MAPID 

2 

l'lellsr· us•· black [,.~ •. 
Send orig;nar capy by 
certif1cdmail to the 
Tex:a$ Dl!partmant of W~tt:r RI<$OUrt:as 
P. 0.13o~ 13087 

State of Texas 

WATER WELL REPORT 
T~>~o~ Water w.,u Drillers Boilnl 

r. 0. Bo)( 13087 

Austin. Trn:as 78711 

Austin, T.,xas 78711 
ATTENTION OWNER: Corr(idc>rtialily l'nvikse Nutino '"' Rt·ver.«' Shk 

11 owNER I~ LJa)/ud 
l: -IJ..LI !Name) 

Ad'"" !U I , Bcv ~ s7 i) ~1'/.15/de /Jn, Jt3h~ 
(S{teeror AFDI ILipl 

2) LOCATION OF WELL; • 
cmmty Sa....,; t}~R:t r:..:tJ 2___ FJ;f }, ,1~ j_ 

IN.E.,S.W .. "'o.l 

Ab;tr,1ct No. SurJBY N~me ---------"---

~e at!ou:h~<cl m~p.6...> Y1 14....Jt.,_a,lic3'"-'·"J· n:LO.'o.-7lii/J ________ -1 
4) PROPOSED USE lched:); 5) DRILLI~G METHOD iCllP.clcl: 3) TYPE OF WORK \Check): 

~i!W WcU [.J D""PWltf"l L~m~~tic 0 lntllr>triril U Pulllfc Supply f?h~l Hotmv Ll ll<r Hornnwr 0 Dnvun lJ DurtHI 

D Reconditionin~ 0 Plugging Olrrig.Jrion DTe~tWell OOtller ____ DAirRotary OCab!eTool OJctted CJOther ___ _ 

G) WELL LOG: 

Date drillerf 

From 
(ft.) 

0 

;:1,0 

To 
{ft.) 

:<_o 

25' 
J;>_ 

>'I 
5..1 
('if' 

Y'f 
Y'S 

DIAMETER OF HOLE 
Dh1. (ir!.l From (H.l To (hJ 

~~+ '"""' : <? s 
I I 

Dnocr IDtion onrJ color of formation 
mntcriHI 

<Zivd 
;J,,fe 
~add 
.;/~/.,. 
fitJ { 

s./c...i-
>'& J 
5'21/e 

7f ElOREHOLE COMPLETION: 

fo':~ghtWu!l Ounck'rre;,med OOpen Holl' 

OGr<JvoiPHch•U OOther -·----------

If Gr~v.:t Pm::k<rd give inwrvol .. , from ___ h. to ___ fL 

Bl CASING, BLANK PIPE, AND WELL SCREEN DATA: 

Dia. New ~:~~.~e;~~. Sntting {ft.) Gage 

{tnJ oc Castng 
Usnd Scrcon M(lf.,lfcommP.rct<ll From I T" !Scnnen 

I~<"; 1""'-' P!Jd·t'r l> ys- i 0 fc:L 

Metlwd u~N.I __________ ------

Cern<mtAd by ___________ _ 

10) SURFACE COMPLETION 

~ci!ied Surha::e Slab !nstnlhld !RuteJ19.'14(r:)] 

D Pitless Adapter U~-<!d [Rule 31!J.44(dil 

0 Approved AltP.rnative Pror:frdure U~!!d [Rule 319.711 

11) WATr5R LEVEL: 

--------~~~--~HM~-~F-t--~~S-""_'''"_~_1 -~-~--~~~~~·fo-wf-ond_'"_"'"_"_D~ow-~---~--~--~~ - ~ l!; U-v/--u; Amsian flow _____ gpm. Dllti!----·-

12] PACKERS: Type Oep!h 

r----~------!:i.l;f_:_.f_l~:.~~==-------t-----,--_.5...1/..u...f.B.~!.. _____ ~L. --
oEPT. OF 101 TYPE PUMP; 

WATER RESO __ ~UR"'C~E""S----1 D Turbinu D Je! 0Cvlindm 

OOthm ~----------------
(U~e revcrsr ~idP. i! nece~;.Jry) O&pth to purnp bowls, ~ylinder, jet. ct~ .• ______ IL 

15) WATER QUALITY: 

Yield: _2Q_gpm with ___ ft. o:Jrawdown nifer __ ilrs. 

14) WELL TESlS: D1d you knowinn!y IX:nmnlt~.Cfmy otrill<l whid-o C!li"'IO!IIH!d undHNirilbln 

water7 0 Yes cr-N"o 
If yes, su!J.rn1t "REPORT OF UNDESIRAIJLE WATER" 

Tyr..e ofwilter? Depth of strata------

Ty~e Test 0 Pump rJ Oailer ~cUed D E1tirnat1>(l 

WiJ~ s. chemical <Jnnlysis made? 0 Yes fZH'<;fo 

---------L--------------------------------~ 
1 hHa uy certdy th~t tht~ wall was drilled by m" lor under my $Upe-rvh;on) and th•>l eur.h and all o1 the uanom~rns herein ure true to ttle h<lH ol my 
knowladge and berief. 1 und.,rnnnd that h•ilure to c<>mpltH~ items j thrv 12 wo!! r•JOUI! in the hJQ(~) being retttrned fm camplctiof1 and ro~ubn,itt(lf, 

COMPANvtJAME tJc/ij /Ja/H tJc//s WoterWoiiDnllor'sLococ>eNe ~_)"-c~(~J _____________ _ 

ADDRESs___Jfl IT'""}(;';~·~/;~ foj),u_,_J -u ?fJPc' J 
:.;:;'";·g~ -- (C•tvl lSu.u!) 12rp) I 

(S,gc"dl .$&~...;;:~ """' !Srunrdl '"'"'""''""""''T'"'"~' ,.,,~-;;:;,~~;:_--·-· J_ j 
Plt:a~{! artocll electrit log, chemical analysis,umf otlwr pr.rtinent informil(ion, if availabln. ~::~.,~·on m~~-~ 

• DEPARTMENT OF WATER RESOURCES COPY 
Tnwonooo~o"""""' 4-~40 CJOD?+? 



I -

Send mi9in,d copy by 
C!'r!llwilnwillo !h!! 

leK,15 Wa!c>r Wet! Dllli('IS Board 

P.O. Box 13087 
Texas Depurtm~nt ut Wawr Rcsourr:"~ 
P. 0. Box 13087 

State of Texils 

WATER WELL REPORT 

ATTENTION OWNER: Cnnfidentio!itv Privll~g[! No rice on RPVIHSC: Side 
Austin, Te~t;;~ 78711 

Au>ti!l, Tel<<lS 78711 

11 owN!:H ~loration & Production CoAddws$ P .0. Box 8993 Corpus Christi, I1; 7841_2 __ 
lN"-"'"1 (SlreElOf AFlJ) (Ctty) (State) IZrp) 

21 LOCATION OF WELL: 
coLJnty San Patricio ---"'----- f11[1f's in --,,N-"E"'[~'." ~'-'~::-,-. 

0
_«-,-.l- direc1wn trom --"I'-'n"'g"e"'l"s"'id":'1 ~;:--0 w_"'71 , ____ _ 

U Leaaldescrir>tion: 

Section No. ____ Biock r;Jo ___ Township--·-----

AbstlJcl No. _____ Survry Nwne ___________ _ 

tnJp D<~tnncn 11nd drrection lrtJrl1 two im~rsectul:J so:octron or surve-y lin~'------

8 5- '" "' 
3) TYPE or: won!< lCh~ckl: 4) PROPOSED USE {Check) 5) DR!lLING METHOD (Ch~ck): 

~_l Mucl notary 0 Air Hnmmer 0 Drill'"' D Do1crl 

lJ R!'comlltiunin:J Ll Plu[]~II1!J OlHif!il!lml nTI.'stWP.II DOthr.r ____ DAirRUtiJry DC:~IJI!'Tonl 0Je1te~l OOtht'l ___ _ 

G) WE'LL LOG: D!MviETF.fl or: HOLE 7) 80REHOLE COMPLETION: 
Din. (in.) !rom (ft.) To !fl.) 

U Open Holo ~ Str,Jiuht Wall 0 UndP.rr~amr.d 

9 7/8 I 5
"''''" I 95 tK!Gravl.!l P.nckcd ,OOther -----------

11 Grr~l.'el Pm:ked gil.'e iii!Pfl.'ill .. ftom _)_Q __ ft. w ~-ft. o"" d' "'"" -..:9:..-...:4_-.::.84-'---- 1--___ 11 ____ +-l----1 
I I 

rrom 
lit.) 

To 
(ft.) 8) CASING, RLAN1( PIPE, AND WELL SCREEN DATA: 

1------------~ .. ---.. --........... ·------i·-·-- ·-----~c-ree-n~=-------7~= 
1-----·----- ---·--·--·~ 

r--------- ------·------1 

r---"------

- I 
CEMf:NTING DATA 

Surface ft. !o_~_3i~l.Q_~----"· 

McthrJd usetl_~rcc---;-;""'C--;-;-:-:--;:---:--;:c--c;--
C'emcrl\r"iby Richardson Water ~-el~ Drlg. Co.,_ Inc. 

(Cump;myorlndivirl,nl) 

9) WATEn LEVEL: 

Stntic levf'I_J __ ft.b~lowiHndwrfilcc Daw~~ 
Ar1f's1cn Haw ___ ypm. Dme _____ _ 

----------~----- ~~-@~----~-~~HIIi~'_oi_<'A_c_~<_ER_s_, ______ T,:..·'-"-----o~''-"'---------~ 
- J.!i., -------··-

-----· £~8~5---+-------------------------------~ 
_DEPT. OF 

r-------------------W--A--TFRRFSOIIRr.FS 11) TYrE PUMP· 

DTurbine [l J~t 5a Submersible 

ClOthr•r _________________ _ 

D~pt11 to pump bowls, cyfindur, jd, 1:tc., --~ ~24----"· 
13) WATER OUAUTY: 

Did you knowin~!y 12) WELL TESTS: 

WiJt<Jr? OYeo No 

If y1:s, ~ubrnr1 "REPOnT OF UNOESir!AEILE WATER" 
Tvrm n! Wi1t~r? Derth of S!1·1lol _____ _ 

0 Tme Tu~1: 0 Pump D B11iiPr tJ Jet led 0 Estim;ned 

Y1nld: ~--- !lflTn with ___ ft. dr01wrlown ;rfl<'f __ his. 

Wus il chcmrcol ;maly~i> mndc? 0 Yes D l).lo 84 1 of ll" airline w/185 CFM Air Compressor 

J !wrehy r.nrtily lh:lllhis wnll Wli~ drill!!d fJV mt~ (r•r tJntler my supt!rvision) nnrJ thnt 

cnr.lt ond ~!I of tlw stntements hcreirr oro trttc to the best of my knuwledgt: nnd IJcHcf. 
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'l'EXAS !.lATER D£\'ELOPH.ENT BOAR.D 

WElL SCHEDULE 

Aqairar ___________ _ f;?f?_7_ ~ield No. __ 

0lolfl.er 1 s Well No. 

1. r.ocation: ____ 1/4, ____ 1/4 Soe. _____ , Block ________ Survey _____________________ ..... ___ . I 
-+-

2. ~.:.:,~ ~n=A~= =1~¥~.!= = = = = = = = = = = = ~ =.~~.~,= = :i'~§k !~i- _ = = = = _ = = = = = 
I 

Tenant: _____________________________ Address: ___ _ 
I 

... 
1ro" --------

-+-
I 

Driller: Addresa: 

). ElovaCio~ ,,-_-:_-_-:_-_-_-_-_-_-_-_-_?-_5_l_:,= =ll/11_ tt. abov: ::,_,-.:,::.:n.: :~ -;;e; ltJ=G:x. = 
L.. Drilled: ______________ 19_~,1_; Dug, Cable Tool, Rotary, ______ .... ____ CJ.SING & BLANK PIPE 

5. ~: H.ept. __ £t;? ___ ft. Heas. ________ .tt. Ce~~Wnted From ft. to 

'il:i 
4 

6. Completirm: Open Hole, St.raight Wa:n, Underrea~~~ed1 Gravel Packed___ _ __ rf- ___ _ 

7. ~, Hfr;r. ______________________ Type_w,t,d!..~//1 ___ _ 
_ _ , Bowls Dific. ____ in,, Setting_ No. St.agBs __ ----_ft. 

Coll,tmfl Diam, ________ in., J,ength Tailpipe__ _ _____ tt. 

B, Motor: Fuel ______________ M.ake & Model ______________ HF. ____ _ 

9. ~: Flow_,.... ___ gpm, Pump ______ gp111., Meas., Rept., Eat. _____________ _ 

10, Per!onns.nce Test: De.te ________ Length o! Test _____ Hade by __________ _ 

Static Leve-l ____ n. Pumping Level ____ rt~ .Drswdo~o-'Jl _____ .ft. 

Te111p. ___ "F, Date aW!IJ.Iled !or anAlJ"Bi.S _________ L•boratory ________ _ 
ett.in 

Temp. ___ ~F, Date aampled for ana1ysl5 _________ Laboratory __________ _ from 

ll.i. Other d.ata available 11:1 circled: Drlller 1 s Log, Rad.ioactirlty Log, Electric Log, 

Source o:t Data 
-:~d--z-------2).--~-------------------

16. Romork, _ _ {JQ,!'Jf¥. __ ~ :J ~ ~-~ __ !& ____________________ _ 
----- -------- ------

I MA;IDI 

I 

I 
-+-

I 

I 
-+-

I 

fl. 

ft. 

- ----------------- -------------------------- ~-----L--------~----~----~ 

TWDBE-WD-2 (Sketch) 83-IS-;)03 
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UNITED STATES 

DEPARTMENT OF THE INTERIOR 
GEOLOGICAL SURVEY 

WATER RESOURCES BRANCH ;9.8- /J- .20.3 

Power: Kind ~-W2t~\..:;-_~-:~'.:. ... ~ .... ~~-!:. _____________ HOrsepower---------------------

11. Yield: Flow---------- G. M., Pump ............•• G. M., Meas., Rept.Eot. ______ _ 

lZ. ~:w~~~;:,a:~.-~:~--~-~::·::~r~-~~~~~~-~-~~~~'-=:=:====:-~~~: 
Adequacy, permaneoeo ---------------.. --------------------------------------------

13. ~:z~~ ~~:~:~;~~~:~~--:.::~-,~~~-~,~~~~~~-~~-~~~~~~~~~~~~=~~~-~&:::p ~==:=::=:: 
Unfit for-----------------------·--···-···-----------------'-------------------------------

14. ~~=~~~:-~1~~~~~~-~-:~:~~::::::~+~::::::::;::-::::::~~=:=::::~=:~~;::~;::~:~~: 
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(!'"' .~·~·~_ ... .,.. ... ~-'1~;"""'' ............ ~· 
··@. ' ~sw t -

UNITED STATES 
tlii.?ARTMJ!'.NT OF THE Il'fi'ERIOR. 

<liAli.OOJC.U. SUilVEY 
t -.:·~ 

W.A TER IU!SOURCES BltAJ'COI 

li"JlU. !'ICHED~ 
l. 

~ r 
I 
~-
r 
f 
t 

~-----------·_::a:C- -T:. ';_~-----~-----·1~.1 Nd&S!l ~ br -----·-·--- ~---~;:~ __ ::: ----···- oe ... xLl~~ 
8llurco oi daJa ____ ::r._._w _:··~:g-~--~ .: ..... .:~------ ---·--------

1. ~ aa."' ~!=,-____________ countySe~llo!"" 
M<ap ____ 3'::f~----~-------~-------~-f?: ... _____ .tt.\. 

N B 

,_;;::; ~~=~:~:~::---~:~---~&~:-~~ 
TI!!Wit ---··----~-'--------------········· Addreoo -----~-L'---·--···---······----

a. ~;~~~:~;t.~::::·_·_-_--_-_--_-_-_-_-____ Ad-~.:::····--11 .. -------------·-
4. ~)!,9& ttb!J;;. 
5. Typo: ~drillod,drlvw~jetuld ...... 19.1.3 

a. D.~:~ .s:.a_ ____ ft. M ..... --···-·-ot,···_-tt. l_J..._L [] 
7. em~, Dlam. 4---- ln., to····---- in • ;r,rpe ~ I . I 

Depth ____ tt.., Flnlob "3..{-I"-.. l~-~ &.....-:I~L....-1__. 
S. Clri4 A'll'ifer ---------------------------From------------ ft. to------------ ft. 

OtbMo ---·----··········--·--···o-··········--··-···------·-----····-----
ll. w_.z....~='l.Qr~---~-':..\?.E . .l.} ... t91&~
~ ~:t'"~rL.l:Lc.:,.:I"Jiuch lB---~!..9-~...1-

Sb. P,P: 'fn>o -----~-~------------- Cap&olty --------------G. M. ~-----,. 
F-. K!Dd .. I..D.'""':::.~.:L~------- ..... Boroepower ------------

:l.l\.. Yiold: Flow---------- G. M., Pump .............. G. M., M--· B.e!>t-BA---
~'"'--------- rt . ..t!<>r -------------- bouro pumping --------·-------0- Ill. 

11 U.., ~m., 8t0o:Jl PB., RR., Ind., lrr., Obo. ---------------------------

~ =§~_-:_~_:>:£·---~--:---:-~-:::~:: ______ ::·=~-- -~~;. 
l1..at 

I 
I 
i 

SS~~~~~~~----~~~-t~K--A~~~~~~?~~/~~~1--w·~~;~~~~-~ 

[~~~~~~--+-~-4~~~-4~~-=~~~~~~~~~~~----! 
~~~~~~~~----~\ 

~---+---+-~-___,....1 

,tor.: 

~~· .. ~~' 
.r!f"i-';~i;. ,·:~ ... ~t~- ···~·,.. 

.~~~~~- :-: 

~~~:. --:~, 
'':'.,_:'_.:....:::...... .. 

,..,.. .. -.l··· 
~i1;,~•-;o .·• .. '- I ~t?e:-.· •. ·. ~ 

~;:~<... ~ 
~!,tH~:·;;-:~:·'; ,, .. ,, L 
~~-ej.:;>- ;~;;;,,~.;;,~,, ~~- . ; 
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TEXAS WATER DEVELOPMENT BOARD 
WATER LEVEL OBSERVATION WELL REPORT 

STATE WELL NUMBER: 8315203 CURRENT DATE: Oct 5 1992 
PREVIOUS WELL NUMBER: 145 /ft. YEAR RECORD BEGINS: 1938 
WELL LOCATION: LAT: 27 51 ~ ELEVATION OF LAND SURFACE: 11 

LONG: 097 11 "*' DEPTH OF WELL: so 
WELL USE: H S ,, 

DATE OF CURRENT CHANGE IN ELEVATION 
CURRENT DEPTH TO LEVEL SINCE MEASUREMENT OF WATER MEASURING MEASUREMENT REMARKS 

MEASUREMENT WATER FROM LAST STATIC NUMBER LEVEL AGENCY METHOD 
MO DAY YEAR LAND SURFACE MEASUREMENT 

09/13/1938 -11. 70 01 1 12 01 
03/18/1940 -10.59 1.11 01 12 01 
08/06/1940 -10.58 0.01 01 12 01 
11/21/1940 -10.32 0.26 01 1 12 01 
02/27/1941 -10.12 0.20 01 1 12 01 
05/17/1941 -8.01 2.11 01 3 12 01 
05/31/1941 -7.47 0.54 01 4 12 01 
09/12/1941 -9.55 -2.08 01 1 12 01 
01/21/1942 -9.16 0.39 01 2 12 01 
06/27/1942 ·9.02 0.14 01 2 12 01 
11/07/1945 -7.06 1.96 01 4 12 01 
12/26/1945 -6.86 0. 20 01 4 12 01 
11/21/1947 -7.87 -1.01 01 3 12 01 
11/16/1949 -7.19 0.68 01 4 12 01 
11/14/1950 -9.60 -2.41 01 1 12 01 
11/21/1951 -8.16 1.44 01 3 12 01 
12/08/1953 -8.29 -0.13 01 3 12 01 
12/13/1954 -9.04 -0.75 01 2 12 01 
12/05/1955 ·5.41 3.63 01 6 12 01 
12/05/1956 -9.82 -4.41 01 1 12 01 
12/10/1957 -8.74 1. 08 01 2 12 01 
11/19/1959 -6.04 2.70 01 5 12 01 
09/29/1960 -6.18 -0.14 01 5 01 1 
02/13/1963 -7.40 -1.22 01 4 01 1 
03/17/1964 ·8.13 -0.73 01 3 01 1 

AQUIFER GULF COAST AQUIFER 
BASIN San Antonio-Nueces Rivers 
COUNTY San Patricio WELL CLASS AND NUMBER: HISTORICAL 8315203 

r---· .. 
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TEXAS WA'l'ER DEVELOPMENT BOARD 

Aquif•r ____________ (?t')'J. PU.ld Ho. ___ -~'~-8 _______ _ 
0\!n.er's lil&ll KD, ___________ _ 

1, Loeat1.on: ___ _ lfo, _ ___ 1/4 See. _____ , Dlock ________ Survey__________________ _ _____ . 

Tflna.nt~ _______ ~ _____________________ .AddreBI'J: ________________ ._ _______ _ 

6, CoJ5lletican Open Hole, Straight Wal.l, Unden"lilaDOd, Or-avel P~lc&d ____________ _ 

7. ~' Htgr. ___ ------- ____________ r,.,.. ___ ---- ________ _ 
No, Stage~.t ____ _ , BQVle OiM. ____ :in., Sett.inQ._ ______ rt, 

' 1 rtJ,.. 
Caluat Din. ________ 1n,

1 
Lemgth Tdlpipe ________ _ .tt. 

5, ~: Fu.el ______________ Hake & Model ______________ HP. ____ _ 

9. ~: Fl.aw _____ aa, P\m;p ______ gpm, Haas,, Rept., Ellt. _____________ _ 

10, Per!cnunce T!!rll D.rtoe ________ Langt.h o! Terl _____ Hade by __________ _ 

Static:- Lenl ____ .rt.. Pu~:linl! Le~l ____ .rt.. Dralrd~- ____ .rt.. 

I 
-+-

1 

• t 

I 
-+ 

I 

!< • 

.s-1 

Prodllction gpt1_ 5pec11'ic Capac:ity gpl!l/tt. 't/J';f----'-------'----'-----.1 
ll. ~: ~~~~=;:~---- __ 19 __ ~~== ==;&tQJd ___ I:-!~ ________ which is _____ ft.~~:: surface. 

tt. rt~pt. 19 •bon which 1!1 f't. above surrsce. 
----------- J:Dea.s.------- -- -belov------------------ --------- ----- belOW" 

1't. rept. 19 above "bich is _____ tt. ~~~;;! ll'Urfece. 

= = = ========ft. :~!:= = = = = = =l9= = =:E= = = = = = = = = = = = = = = = = = = = = = = = = = = mkh is _____ ft. ~:~: sur!ece. 12. U~e: D~m. ~ Public Supply, Ind., Irr., Waterflooding, Observation, Not Us~d, __________________________ _ 

lJ. Quality: (Rmurke on taste, odor, colcr, etc.) _________________________________________________ _ 

Tomp. ___ •r, Dat. ·-I•d tor anol,y•J.o_ f:7.J.:..J_i _:W.bor•torr_ t(.,J_G,.,f ___ _ ....... ~ ...... 
Ttnup. ___ •y, Date eupled for anal.:y-eb _________ Laboratory ___________ ~]~s~c~ro~on~Ope:ning~~·::::E;~~~~5iC~ 
1'e111P, ___ •r, Date sapled tor arual.yr:~b _________ L•bor•tDl"'Y ___________ ~ (i:~) Type et ft. to 

14 .. Other data available 11.!1 c.:ircledt Drill.er'e Log, Radi~<:t:irlty Lo1, Ebetrlc: Log, 

Forl!l8t1an Sart;~lfus, ru.ping Tr:~11t
1 
___ .... _______________________ 

3 
6. 

15. Remd by• _kh~~-- __ -~.=\<b_~-- __ nat.o_j_-:1_.:$. ___ 19 __ Q 
Sounoo o! Dota __ b~IJ ~: ____ Jr ____________________ _ 

16. ~·- _l.i),~r;x_ --~ _-.)_ :lp__{>_At;_--------- ------

TWDBE-WD·2 {.S.Ice.tch) 

4 
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TEXAS WATER DEVELOPMENT BOARD 
WATER LEVEL OBSERVATION WELL REPORT 

STATE WELL NUMBER: 8315206 CURRENT DATE: Oct 5 1992 
PREVIOUS WELL NUMBER: 14 I! S '7 

YEAR RECORD BEGINS: 1940 
WELL LOCATION: LAT: 27 51 1~ ELEVATION OF LAND SURFACE: 9 

LONG: 097 11 ~~ DEPTH OF WELL: 51 
WELL USE: S 

DATE OF CURRENT CHANGE IN ELEVATION 
CURRENT DEPTH TO LEVEL SINCE MEASUREMENT OF WATER MEASURING MEASUREMENT REMARKS 

MEASUREMENT YATER FROM LAST STATIC NUMBER LEVEL AGENCY METHOD 
MO DAY YEAR LAND SURFACE MEASUREMENT 

03/18/1940 -10.15 01 1 12 01 
11/21/1940 -10.08 0.07 01 1 12 01 
02/27/1941 -9.50 0.58 01 1 12 01 
05/17/1941 -8.54 0,96 01 12 01 
05/31/1941 -8.10 0.44 01 1 12 01 
01/21/1942 -9.31 -1.21 01 12 01 
11/08/1945 -7.76 1. 53 01 1 12 01 
12/26/1945 -7.69 0.09 01 1 12 01 
11/21/1947 -7.60 0.09 01 1 12 01 
11/16/1949 -7.30 0.30 01 2 12 01 
11/14/1950 -8.21 -0.91 01 1 12 01 
11/21/1951 -8.26 -0.07 01 1 12 01 
12/08/1953 -8.12 0.16 01 1 12 01 
12/13/1954 -8.72 -0.60 01 12 01 
12/05/l955 -9.43 -0.71 01 12 01 
12/05/1956 -9.37 0.06 01 12 01 
12/10/1957 -8.55 0.82 01 12 01 
11/19/1959 -6.91 1.64 01 2 12 01 

AQUIFER GULF COAST AQUIFER 
BASIN San Antonio-Nueces Rivers 
COUNTY San Patricio WELL CLASS AND NUMBER: HISTORICAL 8315206 
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UNITED STATES 

DEPARTMENT_ OF THE INTERIOR 
GEOLOGICAL SURVEY 

WATER RESOURCES BRANCH /9.3-/~-- .2._vC,. 
fr'ELL SCHEDULE . r:; s: 
Date _____________ 71~4 ...... J ........ ~ .... , 1 o.'::d Field No.S...t-t ___ _ 

Reoord by •••••. \.L..l' .. -.. ~:-~.:-:;:--. .•...... Office No . • L#,ir:: 
Source of dat& ..•... LJ.2 .•.. 3 .......... \2-:.~'::':::::'~----············-------------········---

l. LocaJimt: State -----~--=;:==~ty ~-~6,!...P.~r.L 
Map ___ 'S_,_\..,~---:fi.-~ .. l?J. ................ .b ........ C'.: _______________ _ 
-----------14. ----------14. BCO. ----,------ T -----------· ~ R ·-·--------------~ 

2. o-: .. W ... .::r_, __ ~-~ Address ~-~-<?:::::.r~ 
Tenant ............. ~.: ........ : ........... - AddreBB -------~--S::--~-----

' ~::.:;;;~~~.,;:z:=~=-:::::--f-- 1 -fT-f 4. Elevation~-- fi. erve -------------------------- -----!······ -·----i------
6. Type: Dug,dr!lled,drlven~jetted ....... l9.2!o I ! 
6. Depth: @;-~l ....... ft. Meas. -----~-----ft.\ j ! 

. . . \ j._ . " .f' ) ~~--:-~- --.. -·.·-.... - .. 7. Ca .. ng. Diam. ---4--- fn., to ........ ln., T .,~.{. 1 , 
. '<\~ t>. {~~ j I 

Depth------· n., Finish ~-r----~------------2Y- 1 

8. Chief Aquifer ------· --·---------- From ------··ft. to ---------ft. 

Others -----------------------·-----·------·------------

9. Water leod __ '].--~..__0. n.~---------------19.---~;:_--, ............. . 
-----:-.C.:L.~~~~;e_-··-·- wbioh is·----· n. ~~o-: ourf&ee 

10. Pump: Type -------~--------Capacity-------~- G. M. ---···

Power: Kind .. ..\..0~~-----· Horsepower--------·--·--· 
11. Yield: Flow--------- G. M., Pump .............. G. M., Meas.,Rept.Est. __ __ 

Drawdown ~t. after·--------·--' hours pumping ................... _ G. M. 

12. U•e: Dom.~.t"B., RR., Ind., Irr., Obs. '""'C-·-·--·----···----
Adequacy, yerrn=ence ..... ::1.':.-!.:.:::!::!:-!..'L(t'::.J=~-~~----------

13. QU<llity .. _L='O!-'::.oi~ ..•.. :!_~-!.~,Q__-ts~--~~~.~~---"F. 
Taste, odor, color:-------·-·----............ ---------------· Bampl~-----

Unfit for·-·--·------·------··---------··-----------------··-------·-------·------· 

I 14- ~~~~~~=~::::=::=:::=::=:~·~===-
L I .•. 10'-,EII.~IT PIIJITI.II ePrln: 1-'TCTI 

____ _(ijJ'_jf/~LI~--~~--........... :.-....--~ 
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l,)Pl\Ol'O:>F.ll USE (Check): 

I MAP ID j 

c=J 

Give legal locution 1.1ith distunces ami dir.,ctions from 
mljLI<!cJ\[' st·Ctl.Ol\S or survey lines, 

Labor ________ _ teague,-------

Block ________ _ Su(VEY ______ _ 

Ab9tract No, _______________ _ 

(lfW\" NE~ SU\ SE\-) of S~ction 

3)'i'YPE OF' WOil.X (Check~: 

vt·h<W Well /Domestic I!ldustri.nl Municipal ........-1\otary Dt:iven 

I 
5)'l"VP£ OF IIELL (Clu:ck): 

Dog 

Irri~;ation Test llell OthEr lllllle Jt•tte<J llor..,d 

Depth drillcd• _ __Q-P-'C'.:__[t, Dertll of completed ucll~ __ ft. Dat<?. dr"11lcd /-.3/-Z f 

"· 
To 
ft.) 

.dci ,,,r[ 

\}(•:;cd.ptJ.()I\ ond color ,,i 
formation mllti'!rial 

t.-?b'··· 

L)·- .., __ ./.' •• ;~,,-' 

/,"',') ·" "'. .-1 t 

Arte!lianpr.es,;ure __ lhs.p<•rsquart'inc!l 

0 ft,ubovc b,..HltlfHI le11t!l. 

')) tn:;:ing: 

Typ~: Old ..-'Hew St:ocl -l'lcstic Olher 

ft. '" ft. 

Bettin 
fr. 1'o (it,) G!li!C 

0 J'O ,J:,{,j £C! 

10) SCREEN: 

Typ1~-----------.--------

:>etting Diameter 
(im:.h.,s) From (ft.) 'l'o (ft,) Size 

U yes, by wlwm? 

Bailur tcst_gpm vith __ ~ft.dra<l<lmm aftrr ~-hr5. 

Artesian fl""---gpm 

Depth to pumr hn"'l~, cylindet·, jet, o.<t:c., ______ fl:. f--T:_"''::mp::_'":."":':'":':"~' :"'~· ~:·"::'.:'":.':'============== 

beleN lnnd sur!'nce, 12) WATER QUALlTf: 
1../a.~ :1. chemical analysis m!l<.lc1 

Did any ~tr.ata c"ntain unda~<i'l'A.I:.le "'"t!'r-? _.flo 

Type of water? dCJlth of str11t1 ,_·2_ L'l L--!/ 

(Signed) 

l'lcnse attndl electric log, chemical Analysis, and otlmr p~rti..nent informatiml, i.f available, 

"-/.dill tiunal in~truction~ on rev<Cr~E Eide, 
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State o[ •r,xtw 
Hnunl 

\.IAn:rr m:LL REPORT 

Blockc__ _______ _ Survey·-------

Abstrn<:t No, ________________ _ 

(HW\ N£1:: S\f~ SE\) o£ S~ctfon 

I 
t <'<)P!Wl'OSED USE (Check): 

.t--"l)oflleotic Industr-ial 

f.rdi!ation '""t \/"ell 

3)1''lPE OF >lORt: (Check): 
v1fcw Well D.::upc11ing 

H.!:!conditioning Plugging 
"""'"''"' I 
Otlwr 

5)TYPE OF Vl\l.L (Chock): 
~otary Udv<!n 

Cnble Jcltc<l 
""' 

d'! 
,2/ J (, .<Z.,-7 .'c./.• 

\hider rcnmt••l Open llole 

Artcsiun prc~"urc __ lb,., f'\'r ~gunre {nch llntc, ___ _ 

Depth of coitlplet"-d ~.>cll_~-'/.LL-""---ft. Date ddHed .J--:>_/r'l ···z:,r·· 

ft,af:m~·c ground level. 

9) Casing: 
Type: Dld 

C!'llle11ted 

Dittmeter 
inches 

4/(.2~-.-{: 

Oiametur 
(inche~} 

from 

_..New Suol ..--pt(lsti~ 

"· '" 

.~ /".(..-:> 

Sctli"g 
From (ft, To ft_ 

Other 

-"""" 
·//5-

Slot 
Size 

"· 

nail<>l: test __ gpm ~odth ___ ft,dru;:rdmm afrc-t· __ br~. 

De11th to pump bt><,.,h:, cyli_nJer, jet, ~t~., (Lf---_.'.:'''':':"'~''"::'":','"~'~'~o~f':_"''~'_''"::"''=:====:========= 

bclo<.,Tland~;urfaee. 12) WATER QUAI.ITY: 
';,11lS 11 ch~nticnl ono.lysls matl~1 

Did any Btratn c<\Jltain lln<lrHiLabl(l IJijter? 

Type of wllter? _____ tleprh of strec,, ,_,<~C~yV'L.__ 

Pleu~e !ltt;tch eluc-trlc log, cho;-mi~nl <\1\aly~i~, nn<1 ather rerttnent Jnfomatian, iE dV.:tilnble, 

""Additi(lnnl instru~tions on rc\•crse si1le, 
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TEX.AS WATER DEVELOPMENt BOARD 

'A'ELL SCHEDULE 

Aq<lirer_ _ _ ______ !:!_{1_7. _ Fi.ld No. ____ !... J _! ______ _ 
O~r 1 !! 'dell No. ~ __________ _ 

l. Location: ____ 1/k, ____ 1/h See. _____ : Block_ 
SUJ:""Vey_ - - - - - - - - - - - - - - - - -

J. :::::~ ~;_-_-_-_-_-_-_-_ ---------~-~'£-~.= =s~ci:{ :~::::: :.:.-.:,:.:::.: :.= =~= Jtit7I = 
L.. ~:- _____________ 19_ ~ ]_; DutiJ C.sble Tool, Rotary.___________ CASING & BLANK PIPE 

5. ~= Hept. __ ~.!/:.. ___ rt. XtHI:~, ________ :rt. ~=cr·~~:nlt~edtFr~""~~::=~ttj.~t~o~~~~~'~'-~~ ~(,1in••.:. Type e tin 
6, Coii!Dletian: Opan Hole, Stre.ight W:&.l.l, Underreamed, Gravel Pl!odced ___ ,_ _ _ _ "'j Jf _ _ .J 

7. ~' Hfgr._ _ _ _ _ _ _ _ _ _ _ _ _ _ _ ______ 7ypo __ _ WJ11fR. IJ'!I_lj __ _ 
No. Stages _____ , Bovla Di.am. ____ 1n.J Sett~ ______ .rt, 

3 ¢</ ------
Column Dhm. ________ in., Length Tailpipe _________ tt. 

8. ~: Fuel_________ _ ___ Make & Hodel ______________ HP. 
---- -------- ----- 1------

9. ~: Flow _____ gpm, Pump ______ gpm, He as. • Rept,, Eat, _____________ _ 

10. Perfonnanee T~~r1t: ]ate ________ Length of TeEt___ _Made by __________ _ 

Static Level ____ ft. Pumping Le~l _ ___ It. Dr&'Wdo.,.-n _____ .rt, 

Prl)duction_ _ _ _ ___ gpm Spee.i!'ic Cepadty _______ gpm/tt. 

11. ~: ______ rt. :~!:- ______ 19 __ -:~:~- __________________________ 1o1hich is _____ rt. :~~:: surface. 

___________ ft. :~!:- ______ l9 __ -~~::- _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ __which is _____ ft. :=~= surCace, 

ft. rept. l9 above which 1.5 _____ ft. above surface. 

= = = ========fl. ::!:= = = = = = =l9= = =:~;= = = = = = = = = = = = = = = = = = = = = = = = = = = which is _____ It. ~~~~: surface 
12. Uhc :~~ Public SuppLy, Ind., Irr., Wat.,.rf"looding, Observation, Not Used, __________________________ _ 

1), Quality: (RemarJul ~ tA.9te, odor. color, etc,)-----------------------------------------------

rei!Jl. ___ °F, Dli'te S8111Pled !or analytd . .9_f7)::_~@_Laboratory_~i~J- __ _ 

Tll"'P• ___ °F, Data SB:lllplad !or analysis _________ Laboratory_~ ________ _ 

Temp. ___ ~r, Date SBJIIPled for analysiB _________ Laboratory__ _ ______ _ 

Scroon Opening:""" """""' 

~;:~) Type ettin 
from to 

li.J. Other data avai1able a.a circled: Drllle-r'.9 Log, .Radioact:l..vity Log, Electric Log, 

Fonn&tion Samples, f1.1nrping Test,_____________ _ _ _ _ _ _ _ _ _ _ _ _ _ __ _ 

lS. Rooord ey, ,ln~("$_0_1!:' _____ --- ______ ___ oato __ '/::lJ ___ 19_3_~ ----- -------- -- --- -----

Source. of Data .Q. W"' 't r 
16. ~'-- .c.o(lt:~c.,C ==&:-~;?'f._==,Qa~ == = = == == ===== = 

TWDBE·WD-2 (Sketch) 
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TEXAS WATER DEVELOPMENT BOARD 
WATER LEVEL OBSERVATION WELL REPORT 

STATE WELL NUMBER: 8315204 CURRENT DATE: Oct 5 1992 
PREVIOUS WELL NUMBER: 139 

~II* 
YEAR RECORD BEGINS: 1938 

WELL LOCATION: LAT: 27 52 ELEVATION OF LAND SURFACE: B 

LONG: 097 10 HY11"" DEPTH OF WELL: 44 
WELL USE: H s v 

DATE OF CURRENT CHANGE IN ELEVATION 
CURRENT DEPTH TO LEVEL SINCE MEASUREMENT OF WATER MEASURING MEASUREMENT REMARKS 

MEASUREMENT WATER FROM LAST STATIC NUMBER LEVEL AGENCY METHOD 
MO DAY YEAR LAND SURFACE MEASUREMENT 

09/13/1938 ·4.60 01 3 12 01 
12/07/1940 -4.33 0.27 01 4 12 01 
02/27/1941 -3.50 0. 83 01 5 12 01 
05/18/1941 -3.62 -0.12 01 4 12 01 
05/31/1941 ·2.34 1. 28 01 6 12 01 
09/12/1941 -4.91 -2.57 01 3 12 01 
01/21/1942 -4.07 0.84 01 4 12 01 
06/27/1942 -4.09 -0.02 01 4 12 01 
11/07/1945 -0.60 3.49 01 7 12 01 
12/28/1945 ·2.94 -2.34 01 5 12 01 
11/21/1947 -2.44 0.50 01 6 12 01 
11/16/1949 -3.26 -0.82 01 5 12 01 
11/14/1950 -4.94 -1.68 01 3 12 01 
11/21/1951 -4.15 0. 79 01 4 12 01 

AQUIFER GULF COAST AQUIFER 
BASIN San Antonio-Nueces Rivers 
COUNTY San Patricio WELL CLASS AND NUMBER: HISTORICAL 8315204 

f-------··-----------------------------
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Send original copy by 
cartified mail to the State of Texas 

For l""'llBuseoniy 
Wt•ll No,}?:-;.·· J ·~-- .~~ H 

Ttoxas \;'ater D~velopmPnt Hoard 
l', 0, !lo:o:l3087 ;~~:~i~~d~n ;n~----]'~-
Austin, Te,;as 787Ll ,,;,_'r 

t/2.{(a:U~ "''""~~.,~~ ]) -~ ~ 
Lood""""'~;----------~~~ddr..,s~,_(;<S;::e<:;::,,;;;,-;,::c,-;;,;;;Fn;;-,)-----,(ccc<:ice'y);------,,c.scC:,;cce:;-J _ 

1)0\<JNER: 
Pcrsonhaving<li!ll t!rilll.'d 

I 2)LOCA'£lON~ WELL: r-r:-f-; _ ~ fY 
Couoty~ 

L'-'Ciltl! l>y ~lletch map shm..•ing landmarks, roads, cr.,ek~, 

hiway nur.1ber, utc,* 

miles in 

Give l.egnl location Yi!:h distancc.s nnd directions from 
adjacent sectionB or survey lines. 

Labor _______ _ 
Lcaglle -------

/Iorch !I lock ________ _ Survt·y ______ _ 

(Usc reverEc sidtl if necessary) 

,..,,.,_<:~b!_~~~~\·,~0;,.:.:.: ·."-""-' '"------------
(~:o.i.\; ~~~\;.S.¥.~ ~~~) of Sect ion 

~(Chc~k); 
\~Deepening 

R!!conditionins Plugging I 
~t;LL(Chc-ck); 

~Driven 

Cable·, Jett('<.l 

!Ng 

Borell 

6)WP.l.LLOG• 3 ,,.,: ,,, , ,' ,( 
Dimneter of hnlt•,._ -,7-,'----in, llcpth tlrilled___J_ ___ ft. Dcfi.t.h.of crntpletco.l well: Y 0 ft.Jlc.tcdrillt'<l 9'-/b 

AU IMHks<ln'ments nHlo.l" fn•m / ft.n~ove grouno.l level. 

From To l.lescriptlon end color of 

!--''"''~· ''---""''-''""-------;;''"'"='3-·ntfon r0_nterl.nl 

_Q .J..O ( 10n. :A 

9) Casing: 

~ ·rype: Cld S~ec! Other 

Cemc_nted frcl'!l ft. '" "· 
Di&T.eter So;ttinc 

,,~ ft.) To (ft_. 

Lf I A:D .:2'0 SeJ.__ J-/o 

U~e :revcf.'le Sid!! if nGceSSil_!"_y) 
7) CG!?l.f:TI0\1 (Check): 

'""'''"'""~ 
Und.._r f£l[!!11ed Op~m Hole 

B) ~~~~~cLi~~:~_/..Q_n. belov la>Hl sudncC' llat•·~-
Arte.sian pressuoe __ lbs. P"r IO'<JUilrC inch Date, ___ _ 

J'erfon>ted 

Dia1~fi'ter 

inche~ 

11) WELL TESTS: 

Wns a pum!> test made? 

}llottcd~ 

S(<ttir!g 
[t, 1'o ft. 

Ylcld: ____ (lpm 1.lith ___ ft. dr.swdD~ITI after __ hr~. 

hrteBianflDW ___ Sl'"' 

Depth to purup bowls, cylinder, jet, etc,, ft.i--~'l'i'm:'"'.:'':"::::'":::'~'~":...':"":::':'"'=========::o::=====1 

Q b"lolo' land surfoce, 12) ~ATIJI. QUALITY: 
~an o chemical annlysis rnad .. ? 

Did anY strata cnnta:in umlcsirablc wnter? 6) No 

Typeorwated ~depthofstrlita s:~V'r 
1 l1erehy certify thnt this well w~s drilled by me {or under my supervision) ;md thnt 
each und oll of thE statements herEin arc trtll.' to the best of l'.llY kno,..ledge nod htd_icfj. ' / 

NA."E c e c / [_ G tnefca L. £ """Well Ddll'A' "'''"'"""'No, i 7l-f 2 
AnDRESS 7 ::z. {"' 2-';"') 1?7 c.. c C< h't..D A e /1 /f r <!{ /'1 ~ <:{ f ;..:::;., s ~ ~X 

(::>ny~ro) , / o,('__L. _/ ¥. ((;ity) ;"\ / (Stat1) 

(Sig•wd) ~./~L./#//_4'~ ui m lJ,tf L/1 11q. 
(/ (Wilty.' \~cl Dril-!eJ) · / (Co; 7y Nanle} 1 '1 

Plensc attnch electric log, chemical analysts, nnd other pe.rtin~nt infonontiou, if aYniloblc. 

"Additionnl inEtructions on reverse sidE, 

~~'to~ OQ tlO 
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St,teo{Texas 

\MTf-R Wt:U. RF.POHT 

:>lot 
To (ft,) 

11) WELl. TLSTS: 

rr yes, by \.l'hom? 

Yi<:ld: ____ ~rm 1-'ith ___ ft. dr11wUmm after __ hn. 

llllii~r tt•st __ gpm <.>ilh ___ ft.<lruwcJo,m after __ llrs, 

t\rt.,sinn pres&urc __ lb'>. ptr s•p•an• inch D<ll~---- f.xtl'.sian flov ___ t:P"' 

Depth to pump !w,.,[s, cylilu)er, jl't, {'!C,, (t.I---"TL'l:"'Oo":'.::"::_""::_'':'_'_"''_f :"'"':"::_''''==============l 
hclow lllncl surface, 12) WATER QUALITY: 

Was u che.mic<~l onalysis m.at!c1 

Di,d nny strLlta cont.1in u<~<lPsintbl(· 1/atC>t? /No 

'ryp<' of lo'at~r? depthofstrats _:; :JJ~ 
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Send original copy by certified mail to: l'NRCC, P.O. Box 13087, Austln, TX 78711~3087 Plea.sa use black ink. 

AITENTIDN OWNEI=I.: Confidentiality State of Texas Texas Waf(!rWell Drillers Advisory Council 
P.O. Box 13097 

Privilago Notice on Revorso Side WELL REPORT Austin, TX 78711¥3087 
512-239-0530 

1) OWNER En jet Refining, Inc. ADDRESS P.O. Box 1631, Aransas Pass, Tx 78336 
(Nama) (SirEJe! or RFD) (City) (State) (Zip) 

2) ADDRESS OF WEll: 
V-1~-z_ County San E'atricio 1269 Sum:: a~ EQi'HJ, Ingleside, Texas GRID# 

(S!roet, RFD or other) (CUy) (Stato) (Zip) 

3) TYPE OF WORK (Che-ck): 4) PROPOSED USE (Check): D Monitor 0 Environmental Soil Boring D Domestic 5) ~ 

[X New Well D Deepening IN Industrial D Irrigation D Injection D Public Supply 0 De~waloring 0 Testwell 

0 Recondit!onlng D Plugging If Public Supply wei!, wore plans submitted to 1he lNRCC? 0 Yes 0 No 

6) WELL LOG: DIAMETER OF HOLE 7) DRILLING METHOD (Check): D Driven 

Date Drilling: Dla.{in.) From(ft.) To (ft.) 0 Air Rotary XJ Mud Rotary 0 Bored 

Started 8-2419~ 6 3/4 Surtaco 188 0 AirHammer D Cable Too! 0 Jetted 

Completed 8-24-':j~_ D Other 
N' 

From (ft.) To (ft.) Description and color of formation mnterlal B) Borehole Completion (Check): 0 OponHolo X] Straight Wall 

0- 7 Sand 0 Und1meamod D Gravel Packod 0 Othor 

7 24 Shale If Gravel Packed give interval ... I rom tt. to tt. 

24- 30 Sand CASING, BLANK PIPE, AND WELL SCREEN DATA: 
30 59 Shale 
59- 88 Sand New Steel, Piastre, etc. Selling(IL) Gago 

Dia. or Perf, S!otted, otc. Casting 
88-122 Shale (ln.) Used Screen Mfg., if commercial From To Scroon 

122-188 Sand M D17f"' ,...~~~-~~ n AO 

4 N PVC Screen 148 188 

.• -... , :·~:-' l '\\;"; \ '\i 
; :·\ \ ,,-_:. '-cc .. ' '····' '-' ... - \\ \ 
qj} !': \ \s) CEMENTING DATA [Rule 338.4o(1)] 
~ \'. I, - ,, C\ -tru:"\[' i\J) Cemented from _Q__ ft. lo __j_Q__ ft. No of sacks used _2 __ 
1,',' ·, .j I~ \\I j_ J ~J ·-'I.: ·-~ / 

::, ·- ___ tt.to ___ lt. No. of sacks used ____ 

., ' •'· I .. ·'' :~ Methodusod Pmired 
" Cemented by ~mos Mar:tln 

(Use reverse side if,~~5~~~~Q'J. \ ·,. ,• -. . " "" 
Distance to septic system field Jlr:es or other concentrated contamination .~1. 

13) TYPE PUMPi N/A Method of verification of above distance 

0 Turbine 0 Jot 0 Submersible 0 Cyllndor 

0 Other 10) SURFACE COMPLETION 

Depth to pump bowls, cy!lnder,jet, etc., ____ If. ~Specified Suriace Slab lnstal!ed [Rule 33B.44(2)(A)J 

0 Specified Sleet Sleovo Installed {Rufo 338.44(3)(A)J 

14) WELL TESTS: D Pitress Adapter Used {Rule 33B.44{3)(b)j 

Type test: D Pump D Bailer ~ Jettod D Estimated D Approved Al!ernaliva Procedure Used {Rule 338,71} 

Yiold: ___ gpmw!th ____ f1. drawdown allor ____ hrs. 
11) WATER LEVEL: 

Static level _2_4 ___ ft. below land surface Date 8-24-95 

15) WATER QUALITY: 
Artesian flow gpm, Date 

Did you knowingly pone!rate any strata v.rhich contaJnod undesirable 
cons!ituents? 

0 Yes XJ No If yes, submit ~~~~OAT OF UNDESIRABLE WATER" 
12) PACKERS: Type Doplh 

Type of wator? Deplh of strata RnhhPr 110 
Was n chemical analysis made? DYes l)l No 

I hereby certify !hat this well was drilled by me (or under my supervision) and that each and all of !he sta!emenls herein aro true to the best of my knowledge and belief. 1 
understand that failure to complcto items 1 thru 15 will result in the log(s) being returned for completion and resubmittat. 

COMPANY NAME Martin Water Wells WELL DRILLER'S UCENSE NO. 
1669 

(Type or print) 

ADDRESS Hwy 77 North Robstown Texas 78380 

(Streetor:b (City) (Siala) (Zip) 

(Signed) ~~- (Signed) 
(Licensed Well Driller} (Registered Drillor Trainee} 

Plsnse attach oi!H:trlc log, chemical analysls1 and othor pertinent Information, It avaiiAblo. 

Tf.IPrr.l"\11"1!'1 Ill"" 11-/l1.<:l.1\ 4-j4 09005'.35 --· 
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Aquifer___ _ _______ _ /!lt2 7 13 a Yield No. _______________ _ 

0'Dt11r 1 e Well He. ___________ _ 

Stote Well wo.8_3 _/ S: ;J.O:J. 
----A,-~~ •-;;---

C=ty __ .J~- ___ ~~I_C_!_I:?_ __ 

1.. Locat.i.cn:_ _ _ 1/h,_: ___ 1/4 Sec. _____ 
1 

Block. ________ sur"'""e7 _________________________ . 

!t . 

• t 
6, Cot~~pletiant Opt!ln H~le, Straig:ht Wall, Underreall&d, 0re~1 Packed __ -: -J- _______ _ 

). ~' "'"'"·--- ------------------- Typo_JA'.:J«-.."':f&¥--
Mo. Shl!"l!_. ____ , Bovl11 Di.a». ____ 1n., SettiniL. ______ tt. _[~-~--
Coltllln Dill111. ________ 1n., Lr,:ngth h:llpi.p.o! _________ !'t. 

a. ~t Fuel ______________ M.n & Modl!ll ______________ HP. ___ ... _ 

9. !!ill: Ylw _____ a;a11_. P'wllp ______ gpm. Mflae •• R.ept •• Est. _____________ _ 

10. hr!ormance 'l'erlr D~ ________ Length of '!'est. _____ MaHle bf __________ _ 

Static lAt'n!l ____ tt. Pu!!p1ng L~Tel ____ rt.. Dravdown _____ rt. 

?reduction gp11 Sp.ec1.!1c Cap.acity gpm,/rt. 

ll. ~' Jb l>I =~-~- ,;_-~,_19__3_6~= = = #~ __ -~ ~~-?:fj- __________ which ,. _____ !t. ~~: sur!oce. 

___________ rt. :~:- ______ 19 ___ bel::- __________________________ lolh1cb i.e _____ tt. ~= surf6c11, 

!t. rept. 19 abon wh:1.ch 111 rt. abo'l'<& :ruriace, 
- - - - - - -- - - - meas .. - - - - - - - -- -belov- - -- - - - - - - - - - -. - - - - - - - - - - -- - - - - - - btio'W 
________ -. _ _ tt. ~::- ______ 19 __ -:!~:- __________________________ which i.e _____ rt. :f: aur!'ace. 

12, Uf;E'! t::'§;;r>, ~ Pub~1c Supply, Ind., Irr., WateT'f~ooding, ObsE-rvation, Not Used, __________________________ _ 

13. Qulllity: (Re!Ul"lt:B m t•.et.e, odor, calor, etc.) __ .... ______________________________________________ _ 

Temp. ___ •y, Da« •-led !or on.alyoio_' :~ ~--l-~ _ L•bor•tOTT_ (/_ $ 6.S.. _ _ _ _ WELL &:l!EEll 

Temp. ___ "FJ Dc:t.a e:ampled for analpis _________ Labo.r•tory ___________ t=~~SLc~re~on[O~po~nl.ngo:::::E;;~~~~:ii=j 
Iei'!IP. ___ "'F, D1.te !!-.pled tor analyl!ie _________ Labor.tory_ ... _ _ _ _ _ _ _ _ _ fi!~) T'ype ett t't, to 

14. Other d.ta &V11il&ble arr ci.rclech Drl.llcr'll Log, Radioactivity Lag, ElectT"ie Los, 

Ponr.ation SIIBipletr, Pwllping Te&t•- ______ .... _____________________ _ 

1). !!.cord by< CJ:o~ M ____ .U.A_ fr~ ____ Doto _ _ 6. :-l!'t6 __ 19_3_~ 
Sourco o! Deo __ ·'tif-1!1_t_r::__ ___ -~--------------------

16. ~'-----?f'!----- .6..-: 3~:l_- _/)A.~--------------

---------------------------------------------- L_ ____ L_ ______ L_ __ ~-----

TWOBE-W0-2 (SX:etch) 

II 
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UNITED STATES 
DEPARTMENT OF THE INTERIOR 

C:EOLOCICAL SURVEY 
WATER RFSOURCES BRANCH f J- / .5"- -2 t1..:Z:. 

WELL SCHEDULE 

Dato ----------- .£.._-::__2_(;_ ___ -:::: •••••••.•.. :-:-,---,:•, lo.3J'.. Field No.£<&--/ 
Record by •...•...... GJ~l-W-!P..~!--~~~-~~~-~~7-------- Office No.~--~--
Bource of dat& •...... .c/.L .. dd4?...Q//, __________________________________________ _ 

1. Location: su.to _____ _?C:L_,_ir··--- county ~L2 .. &ict.<{'..L_Q. ____ _ 
Ms.p£.£cdc. .. -~-~-~T------/}/Lf:! ___ g=----·----------·---·---------------
_LfL~.1ftd~_k.tlc. ;.Jr..A. T Ja:/C..:. ~ R ----------------·-~ 

l!. Owner: J.L .. ~h2}J./../.L___ Add....,. /.J?cd.LZ.f'_,.;~ ___ G__,d_?_ 

.....,,,. 
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Jl..svlo<d 
UNITED STATES 

DEPARTMENT OF THE INTERIOR 
GEOLOGICAL SURVEY 

WATER RESOURCES BRANOi 

~'ELL SCHEDULR 
.. ? -:-__2(,' .. 3£ 

Recorrl by.. (.;£"'' ;~--H· --;:~·,·:\·:·;-- •
19 

· ... FieldNo.ftb ·· --~~ •'--1"\.Vl.l.o)~~ -- --~--
Source of date. - J /-:·· ·:;:;· _-- · 1··-,· / ....... Offi.('~No. 

.. C/·' . qd4? {)/// . . ..... 

Date 

1. !"""""'"' stotP /c,l. Count·. Ja)/.7 &l~l.:."L' Q ..... 

Map/}/.;._::;....;/£; -~-<'././ .:),/('. J? ....... .. i:- /' . i_ _ •I r· ' n. _, 
.... /•L: .. ~ '!f';(~uw.Uc . . J f<'.i? T :k j /.:. s H .. . . ... !-:· .... ~ 

2. O~PT~<r: ~ {. £.';:'oih1J;.ui. Addre.s ..-1£M.5M'~---J~-~--2.. 
Tena.nt. .... .

1
. _ __ AddreBi! ----··-~·-···-- . 

Driller~~Cr'//l c/1111.:"::?.... Addreso. . ............... . 

3. To~•phy .. Jct/1«-L_ .:-d''UI2 e'."-·-- rrr 
4. r:/d'olion .. \"}.\0.._\, rt b~o':- ..... ... .. ..... t--·--!----·t·----:---
5. Tyl": Dug,drill•rl,rlrive~,jotted ....... I9.JP : 

~· ~'"' a.,, J~ : H M~. ---· ·;H. j· _J ·t· ... 
t. (a.·nng D\..B.tn. ~ ln. to. m, Type/.~£0 i ' 

llPptJ.. ft, Ftm.eh M' . ./Q k/..ZV.L'Z'l i ; 
3. Chuof Aqu•f;:;j/dL::.:' .;i,J/r:'/::.. Prom M ....... ft to.. .. .... fl. 

unl\'rn 2/.JLa __ /;, '...!r. c.,.dt---·A:?. .. ..J.~ .. 
9. llo.Ler,J.toe! .//.:.JJ,L .. rt.,3. ;y:...;;. ........ lg)J.~.fo.T: . 

. '?: ....... }.1':11. ~.J.£ 7'-.:.... .. . whiob is----··------- ft. b.'Jo".: aurl•,. 

10. :~:::. 1:::d. ::::~;f;;Jd:::.-- _·::· ~·p.&cityH ................ G. M ........... . 
lL Yi<ld: Flow ............ G. M., Pump .............. G. M., Meas., Rept. E<t. ........ .. 

Drawdown ---···--··ft. afkr. ___ _ hours pumping ........ -------------C. M. 

12. Use: A'Cfi>_ A'fiicl/, PS., RR., Ind., lrr., Obo ..... :,. ................ _ ............. . e ~ 1 /\ 1.... · 

13. ~~::.cy,_::;;;n~- ---~~-~~~-~--~1-i .. ~' - ---------

To.ste, odor, ~r .. JJ'/.1}.//j .f/:C'L".'1. 
Unftt for __ ._ ........................................... .. 

•y, 

.... Telll~~:--::::==----Samp~ 

J4. Rerrw:.rks: (Log. An.o.!yoeo, otc.) .. 

II-~ t9n:J,q111UtP'II.IIIllii'•Nott& ....... Q3 

.,· 

~-
i" 

Ynu,R•••••«•·-Br:;..,ol>, 
;........,... ______ fi•i<l:'.H<>·•·--·------

~----.,-------_;_-- ~~:~,,:;;~~~{~;. ,_ 
1'l1n: ~ ~ r ~ ~ ~ ~~~_:_ .. 

-~~z; 

_;ji, 
--~';;!..· 

::-~; 
~~; 

·: ... , :::·~ 
l ---- _:7 --!~-:, -~~ ~:!··r 11 .. H .. :_:- ' i --~~~~tr 

-··.r··. 
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TEXAS WATER DEVELOPMENT BOARD 
WATER LEVEL OBSERVATION WELL REPORT 

STATE WELL NUMBER: 8315202 CURRENT C~TF-: Oct 5 1992 
PREVIOUS WELL NUMBER: 138 YEAR RECORD BEGINS: 1938 
WELL LOCATION: LAT; 27 52 20 ELEVATION OF LAND SURFACE: 12 

LONG: 097 10 13 DEPTH OF WELL; 36 
WELL USE: H S 

DATE OF CURRENT CHANGE IN ELEVATION 
CURRENT DEPTH TO LEVEL SINCE MEASUREMENT OF WATER MEASURING MEASUREMENT REMARKS 

MEASUREMENT WATER FROM LAST STATIC NUMBER LEVEL AGENCY METHOD 
MO DAY YEAR LAND SURFACE MEASUREMENT 

06/26/1938 -9.61 01 2 12 01 
12/14/1939 -12.30 -2.69 01 12 01 
03/18/1940 -11.59 0.71 01 12 01 
08/08/1940 -9.86 1.73 01 2 12 01 
11/16/1940 -8.82 1.04 01 3 12 01 
02/27/1941 -8.08 0.74 01 4 12 01 
05/17/1941 -7.50 0.58 01 5 12 01 
05/31/1941 -7.66 -0.16 01 4 12 01 
09/11/1941 -9.88 -2.22 01 2 12 01 
01/21/1942 -11.27 -1.39 01 1 12 01 
06/27/1942 -10.50 0. 77 01 2 12 01 
11/07/1945 -8.65 1. 85 01 3 12 01 
12/27/1945 -8.01 0.64 01 4 12 01 
11/21/1947 -8.63 -0.62 01 3 12 01 
11/16/1949 -5.39 3.24 01 7 12 01 
11/14/1950 -9.33 -3.94 01 3 12 01 
11/21/1951 -7.76 1. 57 01 4 12 01 
12/08/1953 -8.07 -0.31 01 4 12 01 
12/13/1954 -8.71 -0.64 01 3 12 01 
12/05/1955 -8.05 0.66 01 4 12 01 
12/04/1956 -9.92 -1.87 01 2 12 01 
11/19/1959 -5.94 3.98 01 6 12 01 
09/29/1960 -7.51 -1.57 01 4 01 1 
03/19/1962 -7.14 0.37 01 5 01 1 
02/13/1963 -7.68 -0.54 01 4 01 1 
03/17/1964 -13.49 -5.81 01 1 01 1 

AQUIFER GULF COAST AQUIFER 
BASIN San Antonio-Nueces Rivers 
COUNTY San Patricio WELL CLASS AND NUMBER: HISTORICAL 8315202 
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ISW -000031080-IN VOL: 001 

INSPECTION REPORTS 1986 = / tf,;.. 

MEDIA CODE/FORMAT: F - MICROFICHE 

BARCODE REFERENCE ID: 00002639 



c.o. use Only 

~~:-~~] us 

EPA ID No.'"fx 0 Q,~JQ2 0 4., 6 Coomereia1 ~te Facility Govt.. Facility --
NN4£ OF CCMPANY R /(/'!I l(f{t~~~.ui!J b 'O.t ...... , ....... , .. , , ...... , , , , 

ADDRESS .eo.. f!.~& f:4:b ... ,. .. JJffl.!t&f:f.at},.L, U.28.J.6Z. TeL.iJ6:77&-.~S4& 

SITE ~ri~ .FM 6 '1;&$ A111o ~M K?ty .£.J .. llif..I.Jl,Dik, .. - .... TeL • , S&;d£. 

Part A Application submi ttoo to the State ? 'l~s.L No_ To ePA ? Yes ___ No 

-Affidavit of Exclusion sutrnitted t~') the State ? Yes~--- No_L 

' Written exclusion granted by TNC? Yes___ No~ If yes, Date 

rwill this facility require a permit ? Yes_:__ No__ o,..Lc ,C Tr\E.' C,.£.A.11.L~ &L sel...o 
c t~J~u-t£. t,....K.tl'l itAX> 1f TH~ Jn•'T•'ln:. 

~E ~ a.u 1 AA' Ac.T• urT at..S. 
c·-,9!!rent Waste Mana~t (~z.-H, Class I NonHaz .. -HH, Class II, III or ct_1eck as awroeriate): 

-!"---

Generator I t'H Treatment Storage pal;! Disposal Transporter 

lW Exemptions: Sm Quan Gen. 90-Day Storage _ Other ---·'• 

1M Facilities {circle appropriate codes): c T SI WP LT LF I ft TR ..aw 0 

Y:l Facilities (circle appropriate codes}: c T SI (!i· LT LF I Tl' TR 101 0 

.-.Anomalies in the above information wi 11 be addressed by : (a) Enforcement in progress _, 

(b) Central Office _, (c) District Office _, (d} Owner/Operator _. 

Iryspection Information : 

'JYpe of Inspection (circle) : ® m 
fii()QRQUALfTVOOCUMENT 

~ ~ ~ ~ ro m ~ m ~ 

Inspector• s Name and Title _ l6nllt~!""\ 8o ""->l L S , '--~"A C:.ll. Tt..c.H '\/ 

Inspection Participants 131i..l..-'1l\, Du,..c.A""'+~· f .... 

Inspection Date(s) .-.....::.l.;t::--..:5"::..'-...'lig!'...:-s~-------------=-----...,...------

Approved : Dis'j~ : : Signed 

oate: ___ 1~J~&~· .f-jt-t;~ttJ~:f~.::.....--
Page 1 of 1 
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F4CILI'f\! NA~ "- ..... f!~~ ... - f{£.~.t.~ '."! ~ .. «;.o, 1, • ··--·-

_L_ 1 ~ C'ode Sh, :<' i. ( lb814) 

2.. Inspection Co'ler Sheet 

4 General Facilities Ch~klist 

5. Component F~ility Checklists* 

Ae Contain~rs (C) 

B. ·ranks {T) 

C~ Sur€dce ImpooJndments (Sl) 
-----:- ..,)t 

';~·; D. 'tlaste Piles (toJP) ·,-; ~:i --
E. Land Treatment (LT) 

F. Landfills (LF) 

G. Incinerators (I) 

H. Thermal Treatment ('IT) 

I. Ch~~ical, Physical, or Biological Treatment (TR) 

J. Other (O) 

6. Closure and Post Closure Checklist 

7. Groundwater Monitoring Checklist 

~ 8. Notice of Violation (NOV} Letter 

_____£_ 9. Interoffice Memorandum (I~) 

___.£_ 10. Registration 

11. Maps, Plans, Sketches 

_ 12. Other (describe) 

* If a required Checklist is ami tted, eKplain: 

-·--.....------------~· ·---·--· _ .. ·-·· 

POQROUAUTVOOCUMENT 

----~-~~------------------------------------------------------~ 

---------~----...---------------------------------------------------------------
09/35 
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TO 

THRU 

Bill Brown, Field operat.ion~.Liaison, 
Hazardous and Soli.d ·waste l)i;¥i•ion 
~ip Volz ~ Manaqe:r, District. 12 

DATE: January 14, 1986 

FROM Will.iam F,. Bowles, District 12 

SUBJECT: Annual Solid Waste Compliance Inspection of 
ARM Refining Company - Registt:ati.o~l No. 31080 

On December 5~ 1985, I conducted an annual solid wast& compliance 
inspection of the subject facility. This company· does not operate 
as a refinery, which was their expected activity when they submitted 
t-heir solid waste inventory. They are now in the waste oil recla
mation business. Noncompliances noted during the inspection are 
Administrative Class II· 

1. Notification of waste streams generated is not 
current. Violation of Texas Administrative 
Code (TAC) 335.6b. 

2. Waste management methods in use do not agree 
with registration. Violation of TAC 335.6b. 

WFB/af 

AttachMents P00RatJAU1YDOCUMENT 



-

-ADVANCED·~ lllb!lfUIM 
II". o. 

March l • l9S4 

Industrial Solid Waste Section 
Te~as Department of Wa~er R~~ources 
P. 0. Bmr 13087 
Capitot Station 
Aust ir., Texas 787 I l 

Gentlemen: 

On MaTch l. ~984~ Advanced Resou~ce Mana$eae~t. Inc. acquired the 
fac:Uit.y kiK'Vn as "Copano Reft.n!.n.g C~y'' at lncle:aide.'fel<:&a. The new 
n811111! of the facili~ t-1ill be ARM ReHnitlft Coep.nny" with the sn-ll! addrll!ss 
a11i telephone nuaber. 

Enclosed ie a revise<' indust:r~al SoUd. "aste Han•gesen~ Inventory fora 
nuaber TDUR-0060. in the~ of "ARM Ref~eing Co.pany". UOvld you 
please cbauge you~ reconb t~ ref h~ct. the nllll!e and ovnershfp cha111e'f 

The present solid waste reaiatration n~bers are listed ns follovs: 

Texas - 31080 

Uni~ed States ~A - 'I'XD09Sl02026 

Thank you for your assillt4nce ~n t:his .atter. 

BD/sd 

Enclosures 

cc : Mr. Paul .. I.Qt:~hilUJlti 
Tt!lxas ~~/f~·· ·of 
505 SO\Ith lfaieii . 
·~~· ~j' ... ~i. •..• ~'i"~' -~~ 

/ ;----· 
...,.< ,1 

-~) ,.<'Lc'// £.~""-"' 
Bernie DUa~:au 
Vice President 

l2 



..., -

:rtem 1 

ARM Refining; Company initially be9an operation with the 
expections o:f refining crud• oil. This expection f.ailed 
to materiali.ze. The c~~ny;l ~ o~at.i.On now con.£§ists of 
reclaiming waste oil fro.m d:r.i11ing •lte pond skim and 
used lubricat:li.:on oil .fro,m -various; Set'.U:ces. The company 
also uses their tank bat:t~'ry for terl.\porary storage of 
product fr~ other companies~ 

The waste streams g~ne~at.ed eon~i~t. c.f ~nd ~:~kim mud and 
debris sludge creat~ during t-h.:t a.~p~r~tion itt'l9"~ of t.he 
recovery process. API separator sl.udge is listed only as 
IH when it is generated by the refining process. Subse
quently, the Notice of Registration needs to reflect the 
company's actual status as a reclaimer and the waste 
streams generated by this activity, The oily mud generated 
is placed on the ground inside a tank containment area. 
No analysis of this material has been made. 

Item 2 

A follow-up inspection on December 11, 1985, that or~g~
nated with a complaint, resulted in documenting an oil 
spill from an ARM pipeline which caused polluti~n to the 
surface waters of the State. The person in charge failed 
to notify the Texas Water Commission within the required 
24 hours. This is a violation of the Texas Water Code 
Section 26.039. Investigation of this incident and clean
up is still in progress. Findings will be reported under 
separate cover. 



~,,i~o.l\· 
.......... ~er 
John 0. Houchins. Commissioner 

January 14~ 1986 

Mr. Be.rnif.~ DUIJ1can~ Vice ~resid.ent 
ARM Refining company 
P. O. £ox 546 
Ingleside~ Texas 78362 

Dear Mr. Duncan: 

'.··. ''>;:: .:.; ... :':,,< ... ··<.· .· 

.. ~ .. ~~Ex~ Dltector 

~Ann t~e~ne ... chief c~ 
~ K.. Roude, Jr .. Gewa~t Counsel 

Re: Annual Solid Wi!ste Compliance Inspection 
L:'"' ARM Refining Company - Registration No. 31080 

on December 5, 1985, William Bowles of this office conducted 
an annual solid waste compliance inspection of your facility. 
A copy of the inspection report is attached. The following 
non-compliances were noted: 

1. Notification of waste streams generated is 
not current. Violation of Texas Administra
tive Code (TAC) 335.6b. 

2. Waste Management methods in use do not agree 
with registration. Violation of TAC 335.6b. 

Please sl.:•.bmit to this office in writing by February 14, 1986, 
your plan5, including a t~etable, that will insure compliance 
of your facility. 

If you have any questions, please contact William F. Bowles 
at 512/882-2548 in Corpus Christi. 

;.(J~ vrly. 
~ol[ 
District Manager 

WFB/af 

Attachments 



l. Has a detar.nination has been made that aU ~lid w:<ilstes 
generated are either hazllrdous or nonh.azar1o.J..~? 

2. Check the ~thod used for determination : 

!:.isted ~ .l hazardous wa::.-t.e i.n 4~ CF.R Part 261, Subpa-rt D. 
Pr!Y'-ess <Or ~terials _ krn:,;rl~~.. L , _ . 
Tested t-or cnaractenstios & identified !n 4~ C:F\~ Paclt 261, Subpart c 
(If equivalent test ~t001 fg used, r'lttach a copy}~ _ 

*** 

Nal'E: !f a haZ&r.dOt!Ei deterrr~:ination has not b€Qn mmie ~-- .a~·~ars to be incorrect, the 
inspecto!" soo:.dd obtain a sampl-e of th<t! w"·~t;;-~ f~v- -Af\.:ily~h; and explain in coornents. 

3. Has the facility receiv~j an RPA ID nwnber? 

·~.. Is notification ::>f waste streams generated correct? 

'""~!:' 
·"'I.Jo 

..,._,. 

' 

Do ill waste mana~ement (TSD) methods in IJSe agree with Registration? 'lES---. NO ...i: 

Does this facility genarate, tre3t, store, or dispose 0f PCB wastes? 'lES~ NO~ 
If yes, describe storage 3nd disposition: 

.. -·---
----------~~---------·~----

'~. Does this facility generate used oils ? 
If yes, describe stora3e and disposition: 

--~---~------··---~ '----~---~~---~--

-~~-------------------· -----~----~---~-~ 

8. Does this facility generate spent solvents ? YES._ NO~ 

9. 

If yes, describe storage and disposition: 

--~--------~~-- ___________ _......,_ ____________ ~,---
---------------------~,-·-· ·-~---------------------------- ......... 

Does this facility utilize sumps in the management 
~f hazardous waste? If yes, describe use: 

--------~------~--------~-

pQORQUALtTY oocuME.NT 
*** An entry in this column indicates corrective action/response is needed 

Page 1 of 3 10/35 



.. ,·:::.·_, . ,· •, 

If generator has receiv~ fr&n ~r. t 
eot i ty any hazardous waste. llas .the .a;pprc(tDr1a~~e 
filed with the EPA Regional Admit-lis 

2. was the waste mGnifested and si(:lned by t:ne f~rei.gn O:·O:OS'i~nee'! 

3. Has confirmation of waste triH'IS90ft out ,of till~ &:tOurtiUy b'!en 
recei 'lied by the geoerator? · 

l. Ooes the 9enerdtor ,naintah the fa~~ori'hg r~cor-.:1$ .1•1-1 r~~orts 
(if applicable) for the ru,~c~ssar_y tht'~~ y~,.H"s? 

a. Shi~ping Manifests 
b. Monthly off-site shipment su~nari~s 
r:. Montn ly on-sit~ land disposal surfkna ri es 
d. Tests and analyses 
e. Annua1 reports 

Have any spills. unauthorized discnargcs or tttreats of such 
discharges occurred? 

Lf yes, have they been reported?(335.4 •• 453) 

HJ.ve they neen remedied?,(335.453) Explain. 

ritA£ YES 

:i/A--.1:. YES 

~/A YES 

1'«/A V' YES NO 
~~ Av VIS-- NO
~/A"~7 YES-- NO-
~/A- YES ~Z,_ No-·-·
N/A ~- YES Z No-·· 

~- -- -

YES NOJ{ .) 

N/ A __ .,( YES __ NO..;;;__ 

:i/ A__ YES L NO __ 

+++ 00 NOT COMPLETE SECTION 0 IF GENERATOR DISPOSES OF WASTES ON-SITE ONlY+++ 

r"Section 0- Pretransport and Manifest Requirements (335.61-68~ 

1. Identify primary off-site ~isposal facilities: 
POOROUAUTYOOCUMENT 

----~13----·------------------------ -------··----------------------------
------------- .... -------------------------------------------------------------- ... 

2. Are off-site disposal facilities permitted 
or operating under interim status standards? N/A .,/ YES NO 

N/A± YES NO 

N/A YES_ NO 

3. Are TWC manifests properly completed? 

H-1s generator submitted exception reports to TWC 
for Jny original (white) copies of manifests not rec~ived? 

4. 

+»+ STOP HERE lf FACllHY QUALIFIES AS A SMALl QUANTITY 6EMERATOR ++++ 

Page 2 of 3 



Do c~nt~iners used to oold waste(s) ~t OOT ~ctaging 
reqllln!lleftts ( 49 CFR Parts 113. 118. 179) before 
beiny offered for transl)ort (if circumstances observed)? 

6. Uoes generator label aoo llliiU"t each package in accordan.ce 
with 49 CFR Pa.rt 172 (H dl"ct~mstances obser-\fed)? 

1. Is each coota i ner of ll\J ga Hons or 1 ~ss ._rted 
with the required haz~rd(()IJ~ ,~~ste war~tfllg l.!be11 

8. Does ~enerator placard oiff-§iite waste s'1ipmeots in 
accordance with OOf reguhtions (49 CFR Part 172, Su~part. F)? 

N/A/ YES 

YES 

YES 

YES 

.:;- Note: A fac1lity may accw!li;Jihte .wd StQre hdUf'duus >iJStes lf'l containers or tcwks 
for up to ~0 days without a ~~r~ft. 

NO 

NO 

NO 

NO 

,....,.,_ 1. 

c 

Is each c~ntainer used to temporarily store waste before transport 
.:learly dated? 

Are cont.1i ners and/or tanKs labeled as 11 Hazardous Waste" 
while accumul~tiny waste on site? 

N/A ./ Yt::S NO 

N/AI YES= NO 

Note: Attach a Container Storage Area Check1ist for each cont~iner sto;age area. 

r Note: Attach a Tanks Cnecklis~ for edch tank or each group of similar tanks. 
'-

r Note: If this is a T/5/D Facility. proceed to General Faci1ities Checklist. 

p()ORQUAUTYOOCUMENT 

-·, 



Section .. I . , a r$1 _, 1 'r t 1 11<PI 4 Ill 111 • ll M II 't ........ lOIOO:$' -

t'>------~------------

L -----------------------------------~ 
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,... Section -....L...---------~:;-----

:::: ::: ~ : :: : : : : : : : : : : 
r· ~~ ~: :::: 

Section--'----------------



1. Are clll:( soli<) -te facilities located in the l~r floodplain ? YES/ NO 
If ves~ explain. - -

2, Describe land use within one mile l'£Sl'9itslla9'- ., MP)ff:t&' . .J~:~Sr.:l.~-------

Are there .!!!X c~ or ~!ftlld solid ~te £acilities 1 
If yes~~' expLun. 

Has proof of .c11111ed t'SCOI"~ of all ~~ :!iiOUd waste 
disposal facilities been pw-wf&!dto the:~ 

If no,. explain .. 

5. Are all non-:RCRA solid waste facilities compliant 
with the general prmlbitions contained in TAC 335.4'? 

If no,. explain. 

c 

N/A_ YES 

-~- An up-to-date Plant Map showing site orientation, waste managenent facilities, 
and major topographic features should be attached. Each facility checklist 

r· should have a Facility Map or Sketch attached. 

NO 

,.,.. 
·f++ Mote: For all non-RCRA facilities, do not caaplete the remainder of this General +++ 
c Facilities Checklist. Proceed to the individual facility checklists. 

§7stion B - Per&.>nnel Training (335.117) P0oROUAlfTYDocuMENT 

t• Olmer /operator maintains proper personnel training records 
at the facility. 

2. Personnel trainim records include: 

a. Job title and written job description of each position. 

b. Description of type and amount of training. 

c. Records of training given to facility personnel. 

3. Personnel trainim records are maintained for the appropriate 
length of time. 

4. Trainirv:J program is adequate for response to emergencies. 

N/A_ YES NO 

N/A_ YES NO 

N/A YES NO ---
N/A_ YES NO -
N/A YES NO 
~--

N/A_ YES NO -

*** An entry in this column indicates corrective action/response is needed. 



ftlt&S DtPAfUft[Nt Of iliA 'fiR R[$0URC£S 
•ttiC£ or RtGISliU'UON 

JNDU~TR!AL SOLID ~lSI£ G£MERATIONIOlSPOS&L 

nus IS tUn A PtiUUt ANO OO£S MOT COINStJHnr &UfHORIZAfUUi 
Of' AllY U&Sf£ IIAei,AG[ft[NT ACtiVlllCS OR f'&CU.Jti£S t.JSf[O 
I£Litlh a£OUJI[RttnS FOR SOLIO ."A$J[ lt&ldAIItft[Nf AR£ PIOVJIU:D 
IV J(.Ai AMJfUSl&4JJ¥f: tell HCfltle JJI If fHl RULES Of tM[ 
lt:IAS lfPAIJJitflf I' U&t[f:l liiSfi-C£1 ffO .. ~J c. C:NAfillS 01 
ADDI'flO•s fO W&Sff 1UfUif5flllf MlfHfOS ltf,lllf:D 10 U8 1'Nl~ 
IIIOf!ft lfOUJU ~UUtffN f:fOflf'lC:ItUUt 1'0 tK[ lOUie 

oarr oF aotxtr& o•-~~-•• 

Rli!SfRITioa IIIUMt£•1 llGIO 

llt[GiStR&iiOM D&l[~ Ol-25-JJ 

[PI leOo NUMi£_, tlDOtiiD2D!6 

1Nf RliiSYRI110a NURI£R PROVIOf! !CCE5S tO StORtD lNfllw 
RAtiON P[RtiiMt•l 10 YOUR OPlRATIONe P~EASE R[f[. TO fMlf 
NuRifR 18 ANY C:O.RESPONOtNCt. 

CORPANY NIW~I IRM R£flNlW8 CORPINY 
AIILI.-& IDDI£SSt P. Oe BOX 5'6 

I~&LESID£• f[IIS 
&EMfRAllMG Sltt LOCATIONs 

FR 2725 t S~M RAY RO, lNGLE$10£ 
C:ON11C1 ,.ERSOJI:: i~'a·u.wt&N 
PM~atl 15121 776•25q6 
NUKI[R Of £RPLP.YEES1 25 - q9 
YDVI DISTRICT: ~2 

RE&ISJIITION STAIUSx 1Cll¥E 
HAZ&IDOUS WAST£ ~TITUS& ~[N£RATORITS~ FACILITY 

t..~A.sH. "'L lltcilhH'ILI:. POOR QUALITY DOCUMENT 
l• WIST£ 6EN£RATED1 

. i' L, sn c Co,_ fL'fh\w~ -R\.L ........ <- I,..O .. JTI'\ 

WAST£ 
MUM&fl D£SCRIPT:ON CLISS COO£ DisPOSITION 

-----------------~-------------------------···--------------------
GOI DlSSOLIED All r~OtAtJON FLOif IH 951100 08•Sifl10Ff•SITE 

AioT t.~&~-.no f4'f i~'s ''"""" 
tP& HIZIIOOUS MAST[ NOSe tatr£P TO 'G CFR PAftf 261 fOI 
DISCIIP1lOISII 10'1 

[PA MIZ&IOOUS WAStE NOS. fftf:VEJ 10 '0 CFR PIIT 261 FOR 
DESCRIP-!l .. Sit KD•t 

DOS MElt tiCH&.G£' IURDL[ CL£1NlMI. IH 
St.UDU 

9'1350 ON•SlT[/Ofr•SJf£ 
· HtSr' ~LUT«LQ 

··. 
; 



EPA MAI&IOO¥S _.A$1'£ ll&OSe 
Df$CRIPflOMS&t lll0$0 

API St,AIU lOt $LUCK 

lit& HAZARDOUS YAS'f£ •os. c•tr~a tO •G Cf'Jl PAA'f '01t 
81Sta1Pl!ON$l~ l05l 

tPA MAZJROOUS .. alft NOS., Htffta tO ~~~tO tfR P&lf ZIU fOR 
D'liCJtlfttJM~IJ IIOSZ uo r G.~ ~f. PI f. D 

DG6 TAMI IOTTONS 

!l. SN!PPI.IIREPORll-Ga PURSUANT TO TEllS A~JNISftAYIVE tODl 
SECflOII JJS O' THE RULES OF tH£ lOVR P£RYAIN1U TO INDUS TIUAL $OLIO 
MAST£ R&N&GEMEIIIfo ISSUANCE OF SHIPPING-cONTROL TICKETS AND MOMTMLY 
R[,IITIM& ARE REQUIRED FOR OFF-SlT£ STORA5£/PROC£SSl1161DlSPOS&L OF 
TMI FOLLOMIII& CLASS l VASlES LIStED t• PARt le A SIIIPft[NT SUIU,ARY 
REPORT SHOULD 8£ SUIRITT£0 FOR tACH ltOfffH •ot LITER THAN THE 25TH 
or THE FOLLOVING KONTH. 

001 952100 DISSOLY£0 All FL0111JON FLOAT ~~~ 

~002 951570 SLOP OIL £RULSJIR SOLIDS v' 

ODJ ,_lJSD MElt liCMJ•&ta I~DLl CLIAMliiSN•H£ 
SLUD&l 

~oo• 9$0050 APl SEPARATOR SLUII£ ~ 

DOS t50120 ta• IOITORS Ultll LtiD No"'lt.pQQRQUALITYOOCUMENT 

llle o•-Sit£ UAStl NINAG£NER1 FICJLJTIESI 

VAC liOe FICILlTY 

Ot tANI NO! 
StORAGE 
OF WA$TE NUP18ERISt DOl 

02 TANK 

OS 

$TORI&£ 
OF VASTE NUPIBEIUS& 002 UstP \M Ru-LA1"'"'-P-lletJ 

BULK stORAGE AR£1 
StORAGE ·. 
OF VASYE NURIERISI ., 

status 

ACJJVE 

ACTIVE 

·--] 



r·r. 
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C' 
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c· 
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r· 

li~K 
S. lOR IIi£ 
0~ ~AStl ~U"S[RISt 006 

UfU.!:SS OlHf;fild$[ $1~1'£0 A&OV£Iil 1"4CU.IYU:S l~( \Gtlf£0 
AI ,. .. ~tl~ & SUfi ~.ar llD~ IWGLEStOt 
C(UJl'IIIY C:f"' S.IN P.&'riiiPJCJfJ 

i3 fO~ PURPOS[S QF FILING ANNUAL R[POWIS PURSUANt tO t[~AS 
ADNINISlRAf!VE COD£ SECTIO- llS Of lH£ RULES Of THE lDWR 
P£RlA!NlHG TO INDUStRIAL SOLIU WASTE MANAG£MENT 8 RECORDS 
SMOULO 6£ ~-~~tAIN£0 fO. STORAGEe PROt£SSING A~DIOR DISPOSAL 
Of 1H£ fOlLOWlNG WJSf[fSl LISTED JN PART 1: 

aoa 9!l210D DISSOLVED AIR flOTATION ,L~Al 

002 95157U SLOP OIL tftULSION SOLIDS 

003 9ii1lSO HEAT EXCHANGER BUNDLE tl[ANING 
SLU06[ 

oo- 9~D~Sil API S£PARAlOR SLUDGE 

005 9!.0220 lANK BOJTOPf$ YllH l[Al) 

(JOt. IS211U liNK 80YJO .. $ 

POOR QUAUlY DOCUMENT 



~ WNil'!E FACILlTlf_ 

NNf.E OF ~ -Maa~W:sL...J&.~f,u.flr&~~'INLI. "'~C&iiWIIIj,,. .... ,,,.... ____________ ~--------

MUIJ'.l«i AJXRESS:..._--Jtl..&ll.o~ • ._iM~~H~L~--o~Zilllllld'"""~~,.....zc~.J&.za •. "'"az-.... __ _ ~ .,.., 
srm IDCJ~a~-----l~W~;...£:!.e'! .'!:ell&,-.. _u~ .. ~·-----
a:oflY _ <;d.N '? .. ¥ 'l'YP£ OF ~ o: t tu.4.a.w.e..r::wfw~.ty pnrw'*'· ~ 

~~: ~ ~- OOVT .. ~:-

* E¥DSP'l"lam:-_ CESQG: 'l'atal IIi~ per Month: <100 Jcg. ~' <1 kl}. Acute HW 
'"· _ SQG: TOtal HW Ganerat1c:n per Mcnth: 100 to 1000 kg. l5l Ia <1 kg. Acute HW 
C" - 9o-Day Acc::Lmul.ati.c 

- ODmR=------------------------~~--------------------------

~ ~=----~~~o~v~s~6¥C~-----------------------------------------------

ftP£ ~ ~ (cil:t:le): c:m: 
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8, J. ~'fine, Ill, Chairman. 

John E~ Bi:rdweJ~. Commissii0ner 

Cliff Johnsun. Comnnissiom<?x 

Mr. Bernie Duncan 
ARM Refining Company 
118 Ma:a::·kham 
Portland, Texas 78374 

April 16, 1990 

Re: ARM Refining Company 
Solid Waste Registration No. 31080 
Notice of Solid Waste Violations 

Dear .Mr. Duncan: 

John J. Va~,, Getwr<~l Cnuns,,i 

Mkhael E. Field, Chw! H.::arings Ex.:~min,:r 
Brenda W. FosteY, Chtd Cl<Jrk 

on March 27, 1990, Carlton Stanley of the Texas Water Commission 
(TWC) District 12 office conducted an inspection of the above 
referenced facility to determine compliance with the Commission's 
rules pertaining to solid waste management. During the inspection, 
conditions were observed and documented that we believe constitute 
noncompliance with the solid waste rules. The following areas of 
alleged noncompliance were observed: 

Failure to make a hazardous waste determination 
on 19 drums of unknown materials. Violation 
of TAC 335.62. 

2. Failure to update Notice of Registration to 
indicate the current statu~ of the facility. 
Violation of TAC 335.6{a)(b). 

concerning these alleged noncompliances, we request your response 
in wri'cing with a schedule for corrective action(s) by May 16, 
1990. We also request that you advise us of any corrective action 
which you have taken. 

An on-site inspection or review of records w"ill be conducted qtc·. 
the appropriate time to verify compliance. You are advised that 
failure to respond within the requested time frame and adequately 
remedy solid waste noncompliance& may result in the initiation of 
formal enforcement action which could lead to administrative 
penalties of up to $10,000 per day assessed against the company by 
the Texas Water Commission. 



Hr. Duncan 
April 16-c 1990 
Page 2 

A copy of the Texas Administrative Code (TAC) regulations can be 
obtained ~Dr a fee frma Agency 'Information consultants, Inc. , P. 
o. Box 21121 Austift, Texas 78768; telephone number 512/478-8991. 
The Code ot Federal Regulations (4-0 CFR Parts 190-399) are avail
able froa the superintendent of Documents 1 u. s. Government 
Printing Office, washington, D. c. 20402. 

If you have any questions regarding these matters, please contact 
Buddy stan~ey of the TWC District 12 office at 512/851-8484. 

,.D Sincerely~ 

c 

\' 

~~ 
Chip~z 
District Manager 

CHSjsbp 



TO 

THRU 

FROM 

SUBJECT: 

Files DATE:April 16, 1990 

Ernest w .. Heyer. NNd, .il'rogra. s~rvices Unit, 
Fi•ld Operati<rolit Division 

Carlton H. Stanley, District 12 

ARM Refining Cogpany 
Solid Waste Reqisb::atio:n Uo. 31080 

~~On March 27, 1990 I conducted a solid waste fee bill inspection at' 
the ARM Refining site. Bernie Duncan, former owner, was contacted 
and accompanied me on the inspection. 

-~ 
~- ARM purchased this refinery in March 1984 with the expectations of 
c 't.aking various waste hydrocarbons and refining them into petroleum 

products with API product specifications. 

This endeavor never materialized. The company, when last doing 
C business, was operating under an R2 Pe~it £rom the Texas Railroad 
~ Commission. Only waste generated during this time (eg. BS&W) was 

under RRC jurisdiction. Also, the tank farm was leased to other 
r companies to terminal crude and other products. 

~ According to Duncan, ARM went out of business in 1987. In 1989, a 
firm called Great Western Petroleum purchased the refinery to make 

~~ jet fuel. Great Western made some cosmetic improvements, but did T"Jot 
. maks any payments on the facility~ Great Western was recently 

~ evicted from the facility. 

The North carolina National Bank curra~tly holds the note on the 
facility. According to Duncan they have no immediate plans to 
foreclose on the note. Duncan said that a Houston Company is 
interested in buying the facility. Duncan requested that the name 
of the potential buyer be held in confidence. 

Additionally, when Great Western was in possession of the refinery 
they leased a portion of the property adjoining FM 2725 to Sonny 
Kathey. Kathey is still on the premises and is operating under a 
Railroad Commission R2 Permit. 

some minor housekeeping problems were noted near the API separator 
and there were some small amounts of tank bottoms inside some of the 
fire walls. 



ARM Refin~ ~y 
April 16, /1,990 
Paqe 2 

Also there were 19 d:rwlls containing oily material and others of 
unknown content at the .facility. Duncan did not know what these 
materials were~ when they were generated# or if all of them were 
waste. 

The following violations were noted: 

1. 

2. 

Failure to make a hazardous waste determination on the 
19 drums with unknown contents. Violation of TAC 
335.62. 

Failure to update NOR to indicate the current status 
of the facility. Violation of 335.6(a)(b). 

CJ Pending hazardous waste determination, the company could have other 
violations. 

C' 

:. Bu~~6 
..... BS/sp 

Attachments 



From: 

Subject: 

' . 

~ D \ ' 

o\ 

TEXAS NATURAL RESOURCE 

0 \ 

Bannard Nelson, Leader I Annie Morales, Initial Prc>ee:sseo 
Data Control Team 
Waste Evaluation Section 
Industrial & Hazardous Waste Division 
Mail Code: MC 129 
P.O. Box 13087 
Austin, Texas 78711-3087 

PLX Ingleside Inc. 
Jim Pooley, Tenninal Manager 
1269 Sunray Road 
Ingleside, Texas 78362 
Ph: (512) n6-3104 
Fax: (512) 776-3952 

PLX Notice of Registration (NOR) Corrections 

T.N.R.C.C., Waste Evaluation Section: 

1 

PLX Ingleside Inc. received the updated NOR on April28,1997, from 
the T.N.R.C.C. Upon review, several entry corrections are apparent on 
pages 1 and 2 of 4 spreadsheets. Please make these corrections with 
your Data Control Team of the Waste Evaluation Section. 

Sincerely, / ) F 

() l/{J 
/..4--1., fc ;/ 4 

Jim Pooley r
Tenninal Manager 

w/attachments 

cc: Troy E. Valenzuela, PLX Compliance Coordinator 
Pete Geurin, Plains Tenninal & Transfer 

) 
i 

c 
\ 



B. ''lblph' ;>1;~rqu<:<. Commi..'!Sioner 

ld'!n M Ccmmisswru<1" 

Dan P~r!.>on. £xgru£ive [)irftdm· 

flol!u tion 

Enclosed is a copy of your new or updated Notice of Registration (NOR). The Data Control team 
processes registrations and updates in the order that the information is received. If you have 
submitted several requests for changes or updates they may or may not be reflected on this NOR. 

It is lhe policy of lhe Waste Evaluation Section to reqUC$t that you submit au new \lk'UU; CodeS and 
units on the appropriate form. New waste codes and units may also be submitted via STEERS. 
You may discuss modifying the fonns with the Data Control Team. Any administrative changes, 
i.e .• company name changes, contact person, waste management practices, additional EPA codes, 
etc., must be submitted by letter. 

Please take tbe time now to review your new NOR carefully, checking for oversights or 
di&crepaocies. If there are multiple incorrect entries on your NOR, we urge you to call and, 
if necessary, make an appointment with the Data Control Team so these problems can be 
.bandied expeditiously. This initial registration or update was processed by Annie Morales. 

We look forward to your comments and working with you to insure that your NOR accurately 
reflect your hazardous or industrial waste management activities. Please be sure to include our 
mail code in the mailing address: MC129. If you need additional infonnation, assistance, or 
copies of the forms, please contact the Waste Evaluation Section at (512) 239-6832. 

Sincerely, 

~LC~ 
k Bennard Nelson, Leader 
{) ... ~ Data Control Team 

Waste Evaluation Section 
Industrial and Hazardous Waste Division 

BN/AM/abx 

Enclosure 

P.O. Box 13087 • Austin, Texas 78711·3087 • 5121239·1000 • lntemet addfm: www.tnrc:ut.ate.tuu 
!>rintrd on rt<ydrd ,...,., ....,. W>•Mo<d .nk 



• 
o .. lH•S NATUAAl RESOURCE CONSCRVAT!OH COIIIUSSION ••• 

Notice of Registration 
Industrial and Hazardous waste 

Page: 
Date 
• 

I 
04/23/97 

r.;onst'tute authorization of any waste management activities or facilites listed below. rne registration reflects 
1nt1us~r i!ll waste generation and management acttvttuu for lllt'llch the registrant has provided notification ReQuirements for 

111anagement urovlOed bY Texas Administrative cOde sect lon 335 of the rules of the. Texas Natural Resource Conservat ton Caalllliss 1oo 
or aa1Ji ions to wa::te management methOds referred to 1n this not1ce reQUire wr1tten nottf1cat1on to the HllCC. 

1; \11.~~ .e R09 strati!)('• NIJI'I\b€H': 31080 EPA Id: TX0095102026 

d 0\.\aste Registr&t on Number orovldes access to comput.?rized and filed information pertaining to your operation. Please refer to tl\at 

ion 
act· 

ng ildJl'ess 

resl\lOndence. l . J. I 
Allt:1t wt:ltiS'tr-re s • 1~ P L )f LJ~~ s 1 e ""e. · 
-~ll. I~es. ~~ ! · 1.. i J.~ D.sc.. 
fM 2725 at Sunray Road. ~g~s1d ~8362 
Pooley, Jim 

Road 
18362-

Region: 
county: 

Tit 1 e: 

14 
205 

Initial Registration Date. 
SAN PATRICIO Last Amendment Date: 

Last Date NOR Computer UPdate: 
Phone· 512-776-3104 

07/'25/1977 
02/24/1997 
03/18/1997 

Site Street Address fill 27i§ S'CIIii8J ftaetl rd.bq S,.u.,...Q.a1 Roo.cl 
Ingleside, TX 78362 

Active 
Generator 
Industria Hazardous Waste Generation Status: ConditionallY Exempt Small Quantity Generator 

1ness Oeser piton: 

Pr 1man SIC Code 
atus: 

or nformation 
Name: 

Phone: 
Address. 

e~i.f~Le"'" o..~cl .Pt"fa.~#fPAocl~&cfc5caLK ST .:r..·~ ~.l fe«tt 1~ 
C~de D8troleum And Natural Gas 

Owner Information -l 1 1 
Name: .Cnjet ~iJt~I!JC. I.)C tJGtf St,»E tole!.. 

Phone : ~ I al :: Jl " - I 0 'f I 
Address: {1-Ak Box t631 tat:. Cf s~..u ... Qo/ ~ o.,. ~ 

Ingleside, rx. 78362-

As of 02/24/1997 - the ne~t unassigned sequence number for WASTES is 1759 and 
the nel>tt unassigned sequence number for UNITS is 005. 

t 1011 335, 
hazardous 

e:· 3 of the Texas Admlnstrative Code specifies the notification, record keeping, manifesting and reporting reQUirements 
tndustrta solid wastes. 



1080 It In~ustrte,, Inc 

l~friiUiiAHOt\1 •••• 
t& Status e of 

ass atus 

Act ve wastes •• ••• 

Manag€'d 
Onsite/ 
Off site 

• 
••• TEXAS ~IATt'qAL RESOURCE CONSfRVATION COIIIIISSION ••• 

Notice of Registration 

Raoio
acttve 

Industrial and H~zardous waste 

TNRCC Audit 
Complete 

p~ 
Date 

• 
2 

04/23/97 

-- ------ ---------·--- -- -------·---- ------------------- -------- -----------------------------------------------~-------------~------------~-· 
OSI; 12/94 Off No No 

lliaste solvent from cleaning and degreasing of various parts before rea::.sembty. waste 
generated 1994. 

form Coae 203 Non-halogena•eo solvent 
~!<'llili'dOliS was!01 Numbers. 0001 !JCI06 0007 0018 003910040 

rom~ Mainagerr!<t'nt Units None 
• Origin Codes: 1 Onsite-process/service 
~ Source Codes. A19 Other cleaning and degreasing 1 

$ &~easurement Points 1,1:lefore mixing . .- "7 · C 1 L _ · . 
________ : ~~~-~~~~~~- _ ~~-~~-~~~~-~-~~!~~~~-~~--~-'--·) ___ ,_~~~;_'::_ -~-'-::~~~··-~_c.~_t'::I~~=-: ~ -- · l 

n:.s~os1 
Descnpt ion 

Cur tent 

Active Ofl/12/94 Off No 
from Generator Waste sorbent material from clean up of minor 

form Code: 409 Other non-halogenated organic solids 
Units: None 

g1n Cooos· l Onsite-process/service 

spi lis Waste generated 1994. 

I . ~ C' ,. - . f. 
r: --= ~~~--· ___ -:.."'::·~ ~~-"::!~'_-:'__ '!:':: :!_ ~ .._~_.,_ ·~--"'! ':-

-- ----------·--------------------------------------------------------------------------------------------------------------------------------
f r·st va ue is considered the primary value (e.g. primary origin code). 

As of 02/24/1997. tne ne~t una~~igned sequence number for WASTES is 1759. 

"$ Longer Generated Wastes • 

180 1 lnact 111e 12/16/94 NA 
Oeser !H on f Generator 1 AIIIK BOTTOMS 

form Code· 
Current Management Units None 

Or gin Codes 

No 

lnacl 1ve 2/ NA No 
on from GenHator EXCHANGER BUNDLE CLEANING SLUDGE 

fonil (O(le 
PA Halart1ou'; Waste Numbers 1\050 

Currt>nt Management Units None 
• Origin Codes 



~ P';;> ~ .h.>. 
<1 us Date of 

Olltus 

Genero;;~tll?d wa~st12s .. 

&,,.nagt?d 
OnsHe/ 
Off sHe 

• 
••• TE~AS NATURAL RESOURCE COHSfRVATION COMMISSION ••• 

Notice of Registration 

Radio
active 

Industrial and Hazardous waste 

TNRCC Audit 
Complete 

Page: 
Date 

• 
3 

04n3197 

-----------------------------------------------------------------------------------
12!16/~4 NA 

API SEPARATOR SLUDGE 

K05J' 
!>lone 

No 

--- - ----- - ---- ------- ----------------------------- ------------------------------ --------------------------------- ------------
NA No 

KdS2 
None 

BOTTQMS WITH LEAD 

H lnactive 12/16/94 NA No 
pt on from Generator: SLOP OIL EMULSION SOLIDS 

form Code 
fPA HCllli'JifdOUS Waste Numbers: K049 

Current ~anagement Units: None 
·• Origin Cooes: 

H Inalt!Ve 12/16/94 NA 
ption from Generator: OAF FLOAT 

Form Code: 
:EPA Hazar·dous waste Numbe1·s: 1'\048 

Current li:l,nagement Units: None 
• Origin Codes· 

No 

• Ttle fi s; value 15 considered the primary value (e.g. primary origin code). 
of 02/24/1997. the next unassigned seouence number for WASTES is 1759. 

Refer to 40 CFR Par 261 for Descriptions of EPA Hazardous Waste Numbers. 



• 
• u TEXAS NATUAAL RESOURCE COHSERVATJON COMMISSION ••• 

Notice of Registration 

!noostrll!l'S, lr.<~.. 

S S!TE ~~lNAGXNG WASH ..... 
Unit 
sutus 

asure Pending' un Is •• 

Inoustrial and Hazaroous waste 

Date of 
Status 

Classes of Waste 
Managed in Unit 
Onsite 1 Offsite 

Unit 
Permit 
Number 

Unit # Regulatory 
on Status 
Permit 

~--- --- ------------ -------------------------------------------------------------------------------- -----------
Activ~ 03/01/84 , NA NA NA Non-HazarDous Regulated 

aminated so ~dste pile. Located adjacent to API separator evacuation. 
a pile is linea and covered with impermeable plastic. Capacity: 

appro~imately 200 yc.3 
Storage 

€'41! ~e<gulatory Status: Regulatory status unknown 
nt y Managed in it: 

iously Managed in it: 952100 

• 
Page 
O..te· 

.. 
04123/91 

Deed Re<;or(JHlg 
Needed/Oat e 

NA I 

---------·---v ------------------------------------- -------------------------------------------~-----------
Active 03101/84 I NA NA NA NA/ 

n Un1a: 
in Unit: 951510 

Active 03/01/84 I NA NA NA NA I 

rent iy Managed in Unit: 
ious y Managed n Unit: 941350 950050 950220 

Active 03101184 I NA NA NA NA I 

!.lianaged in Un t: 
Managed in Unit: 152180 

02/24/ !997, the ne.11t unassigned · ,,quence number for UNITS is 005. 



To: T cxm\ Na@ur.U Resources Conservation Commission 
Industrial and Hazardous Waste Division 
Waste Evaluation Sectioo-MC 129 
P.O. Box 13087 
Austin, Texas 78711-3087 

From: PLX Ingleside Inc. 
1269 Sunray Rood 
Ingleside. Texas 78362 

2 . 1997 

Subjn.,-c P'LX Ingleside Inc. 1996 An::ual Waste Summary For T.N.R.C.C. 

To Wbom ll MayCooccm: 

Auacbed is lbe P'LX Ingleside Joe. 1996 Annual Waste Summary. Please, also note 
lbat your Annual W~ Summary packet for the report year 1996 was rKlt receivc.'d here 
at PLX Ingleside Inc. until after your due date for return, which was January 25, 1997. 

Your packet was mailed to the previous owner of this facility, Enjet Ret1ning, Inc. at its 
old post otrJCe box, wbidl is no longer active. Severdl ''Change of Owncnbip" IKltices were 
sent to T.N.R.C.C., as my records indicate. 

RE: Change of Ownership for: Enjet Refining, Inc. 
1269 Sunray Road 
Ingleside, Texas 78362 
Permit No. 6536A, 
Account No. SD0035R 



Sincerely. 

0~~: ~~ 
Jim Pooley 7 
TerminaJ Manager 

PLX Inc. 
1269 Sunray Road 

Texas 7~362 
Federal Tax Ul No. 76-0491,777 

cc: Pete Geurin, Plains Tenninal & Transfer 

Troy E. Valenzuela, Stocker Resources 



> l • 

Natural Resource Conservation 
Box 13087 

Austin. Texas 78711-3087 

Re: Facility Change of Ownership 
Solid Waste Registration No. 31087 

U.S. MAIL 

3/0to 
This letter is submitted on behalf of PLX Ingleside, Inc. by ENTRIX. Inc. to inf~lrm you 
that the registered facility under Solid Waste Registration No. ~7 has changed 
ownership. The facility name is currently listed as Enjet, Inc. and should now lx: listed as 
.. PLX Ingleside. Inc." Please make the necessary corrections to the Notice of 
Registration (NOR). 

Sincerely. 

cc: Pete Geurin. Plains Terminal and Transfer 
Trey Valenzuela, Stocker Resoun:es 

LLLL 
LLLL 
LLLL 
LLLL 



TNRCC 
ONE>T!ME SHIPMENT REQUEST FOR TEXAS WASTE CODE 

FOR SHIPMENT Of 
CLASS 1, 2, J AND EPA HAZARDOUS WASTE 

~nt 10 ~ ""*~'IJ.IOI nol!fica!ion requirement!> or 30 T AC SGcliOI\ 335.6. !he genert~!c.r ol111 solid wa~:>h< •!l 10 
TNPCC ~ta"ed wr.rten info:m<~lion to !h£r and char<~clmistic!!i o! !he waste. 

Mr. Pete Geurin 
"'.--1 '<' e s, ~e. . ·•c. 

Route , Bnx 595 
Cushing, ahcrr.a 7 3 

GENERATOR CONTACT PiR~ON 
GENERATOR COMPANY NAME 
GENERATOR MAIUNG AOOfU!SS 
CITY, STATE,.ZIP CODE 
PHONE NO. 

~~~~~~~~---~~ 

'Are you CESOG? [J Yes 0 No 

Are you industrial? ~ Yes 0 No 

II industrial. have yoo submitted 

Initial No!if«:alion packel' ~ 

Dale submil!ed: ---------

Generating Site loca!ion I 0 Ct\Kl! i! &.lmOil& abovll) .it:L2125 at Sunray Road. Ingl esj de. I~a.s_. ____ . 
(STREeT A:!DRESS OR PHYSICALOESCAtPTIONJ 

Designated Treatment, Storage. and/or Disposal F01cility Name and Address Texas Eco 1 ogi S ts. Robs town Landfi 11 

~untv Road 44. Robstown. IX 
DESCRIPTION OF WASTE 

(do not use DOT description or trade name) 

1. Oil'i sludge 

3·----------------------------~-------

4.---------------------------------------

GENERATOR/REPRESENTATIVE 

I e~ Chat t"'e above information is correct to the best ol my 

knowfedge. 
I, Jeremy Dav i s . am employed by 

(Ho\ME, ~H Pnnt) 

EMTRIX. Inc. 
(COMP'-NY NAME) 

5252 Westchester, Suite 250, Hou., TX 77005 
(M41~.INO A.DOflESSl 

and am att'ioriztd 10 sigr'l this certiricahOI'l lor: 

PIX Ingleside, Inc 
{COMitANY NAM£) 

.=o-~ 8/21/96 
(OA.TE) 

TNRCC IJSE ONLY TEXAS WASTE CODES 

far TNRCC Assignment al 
Ttlll Wute Code Number 

FORM ClASS £FA tmta!N 
COOE CODE COOl COOl 

603 H 

PROCESSED DATE: 

PROCESSED IY: 

TNACC REGION: 

Mail to; TNRCC 
I & HW, Waste Evaluation Stelio" 
Waste Report A11dil Team, MC 129 
P.O. 8011 1 3067 
Austin. To•as 78711·3087 

0018 7 

Phone: (512) 239·6832 FAX; (511) 2l9·64t0 

( 713 666-6223 
!-....:;...:;._~__;:..:;:.;~..;.;.;;..;;;_ _____ ··---···---

(Pti{)lll( NUMMRI 



QBDmPMAIL 
POSl 915 627 

Mr. Mark Shires 
President. 
Plains Terminal and Transfer 
Route l,Box 
Cusbift& Oklahoma 74023 

R.e: PLX Jnaleside, Inc. 
BPAIDNo. TXD09Sl02026 

3, l 

~CC SQiid Waste Registration No. 31080 
Site Inspection 

Dear Mr. Shires: 

On March 8 and II, 1996, Ms. Karen Dodson of the Texas Natural Resource Conse tation 
Commission (TNRCC) Region 14 office conducted an inspection of the above-named ftlcilitr The 
inspoctioD was conducted to detennine the facility's compliance with applicable laws, rqpdatioas. and 
permit provisions pertaining to industrial solid waste management. The inipector observed and 
~ conditions that we believe constitute violations of these requirements. as ia explained in 
this letter and the attached summary. 

The Commission recognizes that the great majority of the regulated community wants to prevent 
pollution and to comply with environmental laws. The agency looks forward to workins with you 
to resolve this matter. We ask that you respond in writina with your proposed schedule for corrective 
actions, and that you do so no later than 30 calendar days from the date of receipt of this letter We 
also ask that you advise us of any corrective action which you have already taken Please be aware 
that you must be in compliance within 135 days of the date of the inspection 

We will conduct an on-site inspection or review of records at the appropriate time to verify 
eosnpliance. If PLX Ingleside, Inc. responds within the apecifiod lime frame. completea any 
requested corrective a~on, and corrects the violations cited in tbe attached summary, we will not 
pursue lbrthcr action for the violations at this time. However. pleate note that tbe l.eJi*twe hu 
gramed the Commission enforcement powers to carry out its mission to protect humaa belltllaad the 



telephone 
...-~_., .. ..,_ St Paul MN 55164-0526, telephone number 61 

regulations are found in the Code of Federal Regulations, 40 CFR 
regulations may obtained the U.S. Government Printing Office, 
Travis Street, Houston 77002, telephone number 713/228-1187 or from the U.S 
Printing Office, Room lC-50, Federal Building, 1100 Commerce Street, Dallas, TX 
telephone number 2141767-0076 

Ifyou have any questions regarding these matters, please contact Karen Dodson at (512)851-8484 

Sincerely, 

C. Russell Lev. is 
Wute Program Manager 



30 TAC Cbapten 335.62,335.9 (a)(J)(A), 'llnd 3l5.5U 
40 CFR 262.U- Hazardous Waste Determination 

The applicable portion of the regulation states that any person who generates a solid Y<"Mte. 
must determine ifthat waste is a hazardous waste, and shall keep records of the description. 
character, ;wd classification of the waste 

PLX Ingleside, Inc. failed to make a hazardous waste dett>rmination prior to remo\.'&1 of the 
contents in the two API separators. 

2. 30 TAC Chapter 335.4/Cbapter 26.121 Texas \Vater Cooe- General Probibitiou 

Prohibits the discharge or imminent threat of discharge of industrial solid waste into or 
adjacent to waters in the state. 

Visible hydrocarbon contamination was evident in the excavated stockpiled soil. The 
excavation contained groundwater. 



EPA .I te 1 

I Mun:ic l 

Government 

current Waste Management: 
(tleaae note the class of waste(s) 

for eaoh activity listed.) 
H "" Hazardous 
1 = Class 1 Non-hazardous 
2 ~ Class 2 Non-haz. 
J = Class l Non-haz. 

BAaARDOUS WASTE EXEMPTIONS: ~ 
(circle >) 

SQG 

Generator 
Treatment 
Storage 
Disposal 
Transporter 
Pending Notification 
and Waste Determination 

< 90 DAY ACCUMULATION 

OTHER* 
* (Elementary Neutralization, WW Treatment Tanks, <' 0 Day 

Treatment, etc.) 

II W FACILITIES (circle codes): SA c T SI WP LT LP' I TT TR WDW 

W ft FACILITIES (circle codes): c T SI WP LT LF I TT TR WDW 

TYPE OF INSPECTION (circle) CEI NRR CSE (!!9 CDI CME OAM 

OTH (+ reason) 04 = complaint 06 = closure 
2'2 = SPL results 34 • UIC 
40 = BIF 46 ... DOD 
53 = multi-media ®"" state fQe bill 

Inspector's Name and Title tartUl DQs:liQil - Enyironaental Investigatg.r 

taspection Participants MA~k Sbi~es, QronnAD Geurin. Bryan Westerdlbl 

Date(s) of Inspection QJJQBJ9§ fUL11/Ii 
(beqin) 
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PLX Ingleside, Inc", (PLX} ISW REG. 31080, 
EPA ID I TXD095102026, Permit I NONE 
State Inspection, Conducted March 8 and 11, 1996 

UITilODUCTIOH 

On Ma1ch B and 11, 1996 I conducted an inspection at the 
subject facility. During the inpsection, I was accompanied by 
Mark Shires President of Plains Terminal & Transfer, Drannon 
Geurin Terminal Manager with Plains 1erminal & Transfer, and 
Bryan Westerdahl Operations Supervisor with PLX Ingleside, Inc. 
The terminal and transfer facility is located at the 
intersection of FM 2725 and Sunray Road in San Patricio County. 
The dock is located at North Bank Terminal on the Intracoastal 
Waterway near mile marker 537. Surrounding land use includes 
industrial and residential. 

G...a&L rACILITY AND WASTE PROCESS INFORMATIOM 

PLX Ingleside, Inc. aquired the property February 16, 1996 and 
operates a bulk petroleum product storage and transfer 
facility. Transfer of petroleum products occurs via trucks and 
barges. Previous operations under different ownership include 
a 10,000 barrel per day hydrocarbon topping unit capable of 
naptha, kerosene, diesel, and residual oil production. The 
refinery equipment including tHo API separators remain onsite. 
During the inspection, API separator II contained what appeared 
to be ground water that was recharging to the separator via a 
hole. Soil adjacent to the separator had been excavated and 
stockpiled. The soil had a hydrocarbon odor. API separator I 
contained oily sludge. Also, several monitor wells exist 
onsite. No information on these monitor wells was available 
during the inspection. 
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ADDITIONAL INFORMATION 

List of Attachments: 

I: Notice of Registration 
I~: Facility Maps 

III: Tank Inventory on March 7, 1996 
IV: Sample Results 

V: Photographs 

SUKNARY OP ALLEGED VIOLATIONS 

1. 30 TAC Chapters 335.62, 335.t(a) (l) (A), and 335.513 
40 CFR 262.11 - Hazardous Waste Determination 

The applicable portion of the regulation states that any 
person who generates a solid waste, must determine if t_hat 
waste is a hazardous waste, and shall keep records ot the 
description, character, and classification of each waste. 

PLX Ingleside, Inc. failed to make a hazardous waste 
determination prior to removal of the contents in the two 
API separators. 

2. 30 TAC Chapter 335.4/Chapter 26.121 Texas Water Code -
General Prohibitions 

Prohibits the discharge or imminent threat of discharqe of 
industrial solid waste into or adjacet to waters in the 
state. 

Visible hydrocarbon contamination was evident in the 
excavated stockpiled soil. The excavation contained 
ground water. 
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Facility Maps 
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PLX INGLESIDE INC. G-07 

· TANK INVENTORY 

DATE 03/07/96 FR/MWS 

CUSTOMER/ 

TANK #GAUGE PRODUCT GROSS BBL TEMP. API FACTOR NET BBL INITIALS ,.....----..,...._ ------- --------~-----------------------------,--------- --1··---- ... ··-;-··-----~_.------·-·: ·--------------- . -- --- ----- ····---
! I -I I I ! I 

IT-10019'101/2"iENJET/HPO I 12,979.63121.3j 0.5/ 0.9788; 129704.46 FR 

r-_ -. -+------ i ------ ----~-----------4··---~-~-----_: ----------·--------
lT-101lo·41/2. IPlAINS/NAPHTHAJ 492.52 60.01 60.2! 1.0000: 492.52,Mws 
i ~--- - +------------------~-------------------- ----~-- I _. 
:T-102io·o· PlAINS/NAPHTH~ 0.0~ O.Oi 70.1/ 0.0000. 
~ ___ _L___________ ---------------·----- l --------- ------------- l------------4------+~--------.-------:--

l I · 

T-120 0'0" iPLAINS/BLENSTKI I 0.0000 0 
-- _______ j _____ - ------- ------- ! ------- ------------ - ----. ------------------

1 

I 

PlAINS/CUTTER l 306.83 60.0: ~1\\ 
---- __________ .)_ -- ------ --------------------- ·- ·- l 

ENJET/MDO - 5,426.94 59.3. 27.5: 5,428.u;., !\f'-'-' 
. .._ ____ - ---· ·- --- --· ----------- +------------------------------ - .... -------------+--------

o· s 718", ENJET/NAPHTHA i C,506.63 62.2 ~f\\:' 
---" --·-- i·- -

o· 71t2' :ENJET/NAPHTHA 391.331 60.0 ;\1\\ ·-. ----

;\fVI, ,, 

1 . I 

-· 'T -140 i 22· i 1· : ENJET/CUTTER 
~ . -··~· . -·- .l --· . 

i 
T -150 l2s· 3 3t4" ENJET/HPO 

'------ -!-·- -- ____ _.____ ~ 
0.7; 0.9698 1 

: T -151 T 3 3/4" ENJET/#6 OIL . 12.3 0.9642 ' 
l>- ~- ---·~ 

-·---~- ~-- +-- -- . -----. ..... ·- ---~~- -

1' s· ; RECOVERED OIL 
t -- -·-· ·- -- " -· --

20' o·· RECOVERED OIL 13.40 
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TABLE3 
Summary of Laboratory Analyses 

Groundwater Samples 
Enjet Refmery Facility, Ingleside, TX 

ENTRIX Project No. 130417 

Location benzene ethylbenzene toluene xylene TPH-D 
(ppm) (ppm) (ppm) (ppm) (ppm) 

W-1 ND*** 11.5 2.7 10.3 41 
W-2 ND*** C:: ..:1 Pi'"~ 10.0 3.1 11.7 106 
W-3 ND* ND* ND* ND* 2.1 
W-4 ND ND ND ND ND 
W-5 0.0074 0.0086 0.0059 0.0215 ND 
W-6 27.3 18.6 17.2 65.6 144 
W-7 ND ND ND ND ND 
W-8 ND* ND* ND* ND* 2.1 
W-9 0.0059 0.0038 0.0022 0.0061 ND 

W-10 ND ND ND ND ND 
W-11 0.0024 0.0049 0.0046 0.0175 38 
W-12 ND** 0.140 ND** ND** 107 
W-13 ND 0.0021 ND ND ND 
W-14 0.106 0.097 0.077 0.272 12.6 
W-15 0.120 0.077 0.081 0.517 11.2 
MRLt 0.001 0.001 0.001 0.003 0.2 

t Method Reporting Level 
* Detection limit raised to 2 times the MRL 
** Detection limit raised to 100 times the MRL 
*** Detection limit raised to 2000 times the MRL 

enjet.doc 
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1.0 INTRODUCTION 

1.1 Site Description 

The Plains Marketing (PM) Ingleside Terminal is located at 2725 Sunray Road in 
Ingleside, Texas (the site). A site plan is presented on Figure 1. The Ingleside facility 
operates as a petroleum products terminal and currently operates 11 tanks for storage of 
refined petroleum products, including naphtha, distillates, marine diesel oil, no. 6 fuel oil, 
gasoline blendstocks, alkylate products, and other refined materials. The facility receives 
product by tanker truck. Products are loaded out primarily through a leased barge dock, 
located approximately one mile east of the facility on an inlet connected to the 
Intracoastal Waterway. The facility is approximately 26 acres in size and is located in a 
rural residential area, with some oilfield-related business in the vicinity. The closest 
surface water body is Redfish Bay, located approximately % of a mile to the east of the 
facility. 

1.2 API Separator Release Discovery & Voluntary Cleanup Program Application 

In October 1996, PM removed two in-ground API separators under a workplan that was 
submitted to the TCEQ Region 14 office. (Prior to 1999, the Ingleside facility was 
referred to as PLX-Ingleside; the name was changed to Plains Marketing, and notification 
of the name change was made in a letter to the TNRCC dated March 9, 1999.) Upon 
removal of the separators, it was determined that shallow groundwater, as well as 
surrounding saturated and unsaturated soils, had been affected by a release of 
hydrocarbons, and an application was submitted to the Texas Commission on 
Environmental Quality's (TCEQ, formerly the Texas Natural Resource Conservation 
Committee) Voluntary Cleanup Program (VCP) in January 1997. 

The site was accepted into the TCEQ's VCP in March 1997, and was assigned VCP No. 
449. In subsequent discussions with the VCP Project Manager, PLX outlined a Partial 
Response Action Area (PRAA) for the Ingleside site. The PRAA comprises 
approximately 5.5 acres of the 26 acre site. 

1.3 Chronology of Activities Performed in the VCP 

A work plan for quarterly groundwater monitoring activities was provided to the VCP 
Project Manager in a letter dated April19, 1999. The work plan established selected site 
wells, both inside and outside of the PRAA, to be included in the groundwater monitoring 
program. The groundwater monitoring program is discussed in more detail in Section 
1.3, below. 

Activities performed at the site in response to the release from the API separators since 
1999 include the following: · 
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" January 28, 1999 letter to PM from VCP. The VCP Project Manager requests that 
a quarterly groundwater monitoring program be established at the site. 

e April 1999. PM submits a work plan providing details of the proposed pro gram. 

@! June 10, 1999 letter from VCP to PM. The proposed groundwater monitoring 
program is approved by the VCP. Groundwater samples will be collected from 
selected monitoring wells, both inside and outside of the PRAA as follows: MW-
4, 11VV-6, 11YV-7, MW-8, MW-10, MW-11, MW-12, MW-13, MW-14, 11VV-15, 
MW-16, andMW-17. 

• August 10, 1999. The initial quarterly sampling event takes place and is referred 
to as the third quarter 1999 event. 

• November 2000 Quarterly Monitoring Report. In response to the declining levels 
of constituents in the wells, PM requests that several monitoring wells be deleted 
from the quarterly monitoring program. 

• January 30, 2001 letter from VCP to PM. The VCP project manager agrees to 
delete MW-7, MW-13, MW-15, and MW-16 from the quarterly monitoring 
program; these wells will continue to be sampled yearly. Two wells, MW -6 and 
MW-10, are permanently removed from the groundwater monitoring program. 
Quarterly monitoring will be performed for eight wells: MW-4, MW-8, MW-11, 
MW-12, MW-14, MW-17, MW-18 and 11VV-19. 

• May 10, 2002 letter from PM to the VCP. PM formally requests that closure for 
soil and groundwater impacts at the Ingleside facility be determined under the 
Texas Risk Reduction Program (TRRP). 

• June 26, 2002 letter from VCP to PM. The VCP Project Manager accepts this 
approach and requests additional information regarding previous soil sampling at 
the site. 

• August 14, 2002 letter from PM to the VCP. PM provided the soil sampling 
information and parts of an Affected Property Assessment Report (AP AR) to the 
VCP. The AP AR information submitted summarized the evaluation and selection 
of critical Protective Concentration Limits (PCLs) for soil and groundwater at the 
site. The VCP Project Manager agrees with findings, provided that further soil 
sampling is conducted in the area near the former API separator. 

• Third Quarter 2002. PM collects soil samples in conjunction with the third 
quarter 2002 groundwater monitoring event. Sampling results indicate some 
constituents of concern (COCs) in soil above the applicable PCLs remain. 

• January and March of 2003. PM excavates and disposes the affected soils in this 
area. 
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• August 2003. PM submits the second quarter 2003 groundwater monitoring 
results and documentation of the soil removal activites. PM requests closure from 
the VCP. 

o October 13, 2003 letter from VCP to PM. The VCP Project Manager responds in 
noting that COC concentrations in groundwater have exhibited a minor increase 
in the second quarter 2003 period and that continued evaluation of the 
groundwater plume will be necessary before granting closure. 

• Third Quarter 2003 to Present. PM conducts additional quarterly groundwater 
monitoring, to verify that the plume is stable and declining. 

• December 3, 2004 letter from VCP to PM. New VCP Project Manager (Stuart 
Goldsmith) concurs with the proposal contained in the 3Q04 Quarterly 
Groundwater Monitoring Report to continue the groundwater monitoring program 
at the site and requests that future quarterly groundwater monitoring reports 
include a map showing concentrations of the chemicals of concern in groundwater 
for each well. 

1.3.1 Quest Consulting Inc.'s Project Involvement 

Beginning with the Fourth Quarter 1999 groundwater monitoring event, Quest 
Consulting, Inc. (Quest) was retained by PM to perform the quarterly and annual 
groundwater sampling activities agreed upon with the VCP for the site and to prepare 
monitoring reports to document these activities. 

1.4 Delineation Groundwater Affected by the API Separator Release 

Based on groundwater sampling results from the current and historical monitoring 
programs at the site, benzene is the only constituent of concern that has been detected in 
groundwater at concentrations exceeding its PCL. The extent of groundwater exceeding 
the PCLs is bounded within the current configuration of monitoring wells. 
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2.0 THIRD QUARTER2005 GROUNDWATERMONITORING 
EVENT 

2.1 Current Groundwater Monitoring Program 

The objective of the site groundwater monitoring program is to provide data over time 
regarding the nature and extent of the dissolved-phase hydrocarbon plume in the shallow 
water-bearing zone from the API Separator release. This information will be used to 
support the future proposed closure of the VCP site under the TCEQ's TRRP Rule. 

The groundwater monitoring program at the site currently consists of the following: 

e Measurement of groundwater elevations in monitor wells MW -4 through 
MW-19 and development of a potentiometlic diagram based on those 
elevations. 

• Quarterly sampling of groundwater from the following selected monitor wells 
at the site: MW-4, MW-8, MW-11, MW-12, MW-14, MW-17, MW-18 and 
MW-19. 

• Annual sampling of groundwater from monitoring wells MW-7, MW-13, 
MW-15, and MW-16, during the third quarter monitoring event. 

• Analysis of the groundwater samples for BTEX/MTBE and TPH (TX 1005). 

• Preparation of a quarterly groundwater monitoring report, providing 
methodology and analytical laboratory results. 

2.2 Groundwater Monitoring Activities 

The third Quarter 2005 groundwater monitoring event was performed on September 12, 
2005. Prior to sampling activities, water level elevations were measured in 16 
groundwater monitor wells, using a water level indicator. Groundwater sampling was 
conducted after measurement of water levels, and samples were collected using a low
flow submersible pump. Groundwater samples were collected from each of the eight 
wells specified for quarterly monitoring and from the four wells specified for annual 
sampling. 

The wells were purged using a low-flow method, with a peristaltic pump and dedicated 
polyethylene tubing. The inlet of the tubing was positioned approximately at the 
midpoint of the well screen interval. With the tube intake at the appropriate depth, 
groundwater was removed at the recommended purge rate of 0.1 to 0.5 liters per minute. 
A Miron L (water quality meter) was utilized during well purging to monitor the pH, 
temperature, dissolved oxygen, and specific conductivity. At least 0.5 liters of water was 
purged from each well between measurements of the above parameters. Purging was 
considered complete when the parameters stabilized over three consecutive readings. 
After purging was completed, the groundwater sample was then collected directly into 
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laboratory-provided sample containers. The sample containers were placed on ice in a 
cooler. 

At the end of the sampling event, the samples were transported to e-Lab, Inc. in Houston, 
Texas for analysis. The samples were analyzed for BTEX/MTBE (EPA Method 8021) 
and TPH (TX 1 005). 

2.3 Groundwater Flow 

Table 1 presents the groundwater elevations measured on September 12, 2005. Based on 
the groundwater elevations measured in the available network of monitoring wells within 
or near the PRAA, a potentiometric surface diagram of the shallow water-bearing zone 
was prepared (see Figure 2). The diagram shows groundwater flow primarily to the east
northeast for the majority of the site. This is consistent with the flow direction 
determined from previous groundwater elevation measurements. 

2.4 Analytical Results 

Groundwater analytical results for the September 12, 2005 groundwater monitoring event 
are presented in Table 2. A comparison of the results to results from previous sampling 
events is presented in Table 3. Figure 3 is a diagram showing concentrations of the 
chemicals of concern in groundwater for each well. 

During the September 2005 monitoring event, COCs were detected in groundwater 
samples collected from 6 of the 12 monitoring wells sampled. Of these six wells, only 
the sample from MW-11 contained a COC, benzene, in excess of the applicable PCL. 
Benzene was detected in the groundwater sample collected from this well at a 
concentration of 120 mg/L, which is a slightly lower concentration than that detected 
during the previous sampling event. COCs were also detected in the groundwater 
samples collected from monitoring wells MW-17, 18 and MW-19. However, none of 
these samples contained COCs at concentrations exceeding the applicable PCLs. The 
September 2005 monitoring event represents the second consecutive qumierly event in 
which COCs were found in the groundwater samples collected from MW -18 and MW-
19. 



3.0 SUMMARY 

Quest has performed the third quarter 2005 groundwater sampling event for PM, collecting 
samples from the 12 monitor wells included in the annual monitoring program. The 
groundwater samples were analyzed for BTEX/MTBE and TPH, the primary COCs from the 
API separator release (located within the PRAA). 

The results of the September 2005 sampling event are as follows: 

" Benzene was detected in groundwater samples collected from MW-11, MW-12, and 
MW-14. The groundwater sample from MW-11 was the only one containing benzene 
at a concentration in excess of the PCL. 

• COCs were detected in groundwater samples collected from monitoring wells MW-
18 and MW-19 (which are located east of FM 2725) at concentrations less than the 
PCLs. This represents the second consecutive quarter in which COCs have been 
detected in groundwater samples from the most downgradient wells at the site. 



Table 1 
Groundwater Elevation Data 

Plains Marketing- Ingleside Facility 

September 12, 2005 

Well TOC DTW 
MW-4 21.00 2.99 
MW-5 20.95 2.77 
MW-6 19.59 3.16 
MW-7 17.27 2.17 
MW-8 17.25 5.23 
MW-9 17.60 2.85 
MW-10 17.81 2.64 
MW-11 18.43 4.86 
MW-12 18.41 3.27 
MW-13 18.81 4.07 
MW-14 13.41 1.83 
MW-15 17.43 5.33 
MW-16 17.86 5.87 
MW-17 16.45 4.89 
MW-18 11.49 4.66 
MW-19 13.65 1.65 

Notes: 
TOC = top of casing elevation 
DTW =depth to water (feet) 
Elev = groundwater elevation 

Elev 
18.01 
18.18 
16.43 
15.10 
12.02 
14.75 
15.17 
13.57 
15.14 
14.74 
11.58 
12.10 
11.99 
11.56 
6.83 
12.00 



Sample 
Location 

MW-4 
MW-7 
MW-8 

MW-11 
MW-12 
MW-13 
MW-14 
MW-15 
MW-16 
MW-17 
MW-18 
MW-19 

Notes: 
ND 
ug/L 
mg/L 
NA 
J 

Table 2 

Groundwater Analytical Results 
Third Quarter 2005 Sampling Event (September 12, 2005) 

Plains Marketing - Ingleside Facility 

Method 8021 TPH TX 1005 

benzene toluene 

<0.10 <0.10 
<0.10 1.6 
<0.10 <0.10 
120 3.8 

0.71 J <0.10 
<0.10 <0.10 

4.7 1.6 
<0.10 <0.10 
<0.10 <0.10 
<0.10 1.5 
<0.10 <0.10 
<0.10 1.3 

Not detected 
Micrograms per liter 
Milligrams per liter 
Not Analyzed 
Estimated value 

ug/L 
ethylbenzene 

<0.10 
<0.10 
<0.10 
280 

0.74 J 
<0.10 

12 
<0.10 
<0.10 

14 
<0.10 
<0.10 

mg/L 
xylenes MTBE C6-C12 Cl2-C2s C2s-C3s 

<0.20 <0.35 <0.20 <0.20 <0.20 
<0.20 1.51 <0.20 <0.20 <0.20 
<0.20 <0.35 <0.20 <0.20 <0.20 

43 <0.35 5 4.6 <0.2 
<0.20 6.1 <0.20 <0.20 <0.20 
<0.20 2.8 J <0.20 <0.20 <0.20 
<0.20 1.8J <0.20 <0.20 <0.20 
<0.20 <0.35 <0.20 <0.20 <0.20 
<0.20 <0.35 <0.20 <0.20 <0.20 
0.59 J <0.35 <0.20 <0.20 <0.20 
<0.20 9.3 <0.20 <0.20 <0.20 
<0.20 <0.35 <0.20 <0.20 <0.20 



Monitor 
date 

Well 

Tier 1 Residential 
PCL 

Sep-05 
May-05 
Mar-05 
Dec-04 
Sep-04 
May-04 
Feb-04 
Nov-03 
Jun-03 
Mar-03 
Dec-02 
Se_p_-02 

MW-4 Jun-02 
Mar-02 

Dec-01 
Sep-01 
May-01 

Oct-00 
Mar-00 
Dec-99 
Aug-99 
Aug-98 
Nov-97 
Jan-96 

Oct-00 
Mar-00 
Dec-99 

MW-6 Aug-99 
Aug-98 
Nov-97 
Jan-96 

Table 3 
' I 

Historical Groundwater Sampling Results 
Plains Marketing- Ingleside Facility 

Method 8020 or 8021 
ug/1 

benzene toluene ethylbenzem xylenes 

5 1,000 700 10,000 

<0.10 <0.10 <0.10 <0.20 

<0.10 <0.10 <0.10 <0.20 
ND ND ND ND 
ND ND ND ND 
ND ND 2.6 ND 
ND 1.1 3.8 ND 
1.2 NlJ 3.8 ND 
1.7 ND ND ND 
ND ND 4.2 ND 
3.3 3.1 2.4 7.7 
1.5 ND ND ND 
ND ND ND ND 
1.4 1.9 55 3.2 

1.9 ND 110 12 

1.5 1 45 ND 

2.0 ND 59 ND 
1.3 ND 66 ND 
3.1 3.4 78 10 
ND ND 16 ND 
ND ND 79 ND 
ND ND 88 ND 

ND ND 45 ND 
3.2 3.4 51.9 5.7 
ND 429 ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND 1.24 ND 
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Method 8015 or 
TX 1005** 

mg/1 
MTBE TPH 

240 -
<0.35 <0.20 
<0.35 1.39 
ND ND 

ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND 1.2 

ND 4.8 

ND 31 
ND 56 

ND 14 

ND 48 

ND 10 
ND 75 
ND 50 

NA NA 
NA 22.2 
NA ND 

ND ND 
ND ND 
ND ND 
ND 50 

NA NA 

NA 1.61 
NA ND 



Monitor 
date 

Well 

Tier 1 Residential 
PCL 

Sep-05 
Sep-04 
Sep-02 
Sep-01 
Oct-00 

MW-7 Mar-00 
Dec-99 
Aug-99 
Aug-98 
Nov-97 
Jan-96 

Sep-05 
May-05 
Mar-05 
Dec-04 
Sep-04 
May-04 
Feb-04 
Nov-03 
Jun-03 
Mar-03 
Dec-02 
Sep-02 
Jun-02 
Mar-02 

MW-8 Dec-01 
Sep-01 
May-01 
Oct-00 
Mar-00 
Mar-00* 
Dec.:.99 
Dec-99* 
Aug-99 
Aug-98 
Nov-97 
Jan-96 

Table 3 

Historical Groundwater Sampling Results 
Plains Marketing- Ingleside Facility 

Method 8020 or 8021 
ug/1 

benzene toluene lethylbenzent xylenes 

5 1,000 700 10,000 

<0.10 1.6 <0.10 <0.20 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
1.4 ND 13 ND 
ND ND ND ND 
ND ND 8.4 ND 
ND ND ND ND 
ND ND ND ND 
ND ND 2.2 1.6 
6.02 4.7 2.81 2.09 

<0.10 <0.10 <0.10 <020 
11 0.85 41 0.99 
23 ND 30 ND 
13 1.2 23 ND 
24 ND 19 4.4 
9.7 1.7 1.5 7.1 
26 2.9 53 11 
23 2.1 54 12 
120 14 100 85 
12 2.8 16 15 
17 1.1 18 8.4 

ND ND ND ND 
2.0 ND ND ND 
23 2 51 11 
28 2 39 11 

49 ND 32 ND 
100 2.3 37 5.9 
120 1.8 66 23 
210 2.9 55 11 
200 2.9 49 10 
210 ND 32 ND 
210 ND 36 ND 
230 ND 38 ND 
210 ND 40 ND 
162 1.6 38.6 9.6 

2,070 ND ND ND 
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Method 8015 or 
TX 1005** 

mg/1 
MTBE TPH 

240 -
1.5 J <0.2 
ND ND 
ND 0.77 
ND ND 
ND ND 
1.4 ND 
5.2 4.2 
ND 50 
NA NA 
NA 4.89 
NA ND 

<0.35 <0.20 
2 3.2 

7.1 3.1 
ND 5.01 
9.8 4 
8.4 0.87 
ND 8.1 
ND 6.4 
350 6.1 
12 24 
10 22 

ND 7.7 
15 1.0 
14 5.1 
5 11 

ND ND 
ND 5.7 
ND 8.3 
3.1 18 
3.2 5.5 
ND 27 
ND 24 
ND 3.2 
NA NA 
NA 10.8 
NA ND 



Monitor 
date 

Well 

Tier 1 Residential 
PCL 

Oct-00 
Mar-00 
Dec-99 

MW-10 
Aug-99 
Aug-98 
Nov-97 
Nov-97* 
Jan-96 
Sep-05 
May-05 
Mar-05 
Dec-04 
Sep-04 
May-04 
Feb-04 
Nov-03 
Jun-03 
Mar-03 
Dec-02 
Sep-02 

MW-11 
Jun-02 
Mar-02 
Dec-01 
Sep-01 
May-01 
Oct-00 
Mar-00 
Dec-99 
Aug-99 
Aug-98 
Nov-97 

Table 3 

Historical Groundwater Sampling Results 
Plains Marketing- Ingleside Facility 

Method 8020 or 8021 
ug/1 

benzene toluene lethylbenzenE xylenes 

5 1,000 700 10,000 

ND ND 2.6 ND 
1.5 4.2 12 22 
ND 6.7 15 24 
2.1 5.7 5.0 29 
5 2 25 28 

3.6 4.1 8.2 9.9 
3.2 3.6 7.3 10 
14 24.8 6.92 22.2 
120 3.8 280 43 
140 5.2 220 46 
100 3.7 97 38 
130 2.9 110 60 
350 5.4 300 42 
350 10 320 140 
310 6.5 200 64 
390 3.4 170 79 
190 4.7 210 75 
70 3 73 57 
93 3.6 120 60 
140 3.7 140 47 
95 4.2 100 28 
95 3.1 120 55 
99 14 77 84 
210 5.8 170 74 
150 3.5 120 26 
290 6.0 190 41 
370 4.6 230 42 
270 6.7 170 46 
480 13 330 200 
900 ND 320 170 
969 ND 308 532 
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Method 8015 or 
TX 1005** 

mg/1 
MTBE TPH 

240 -
ND ND 
1.1 22 
ND 23 
ND 33 
NA NA 
NA 22.7 
NA 21.7 
NA ND 

<0.35 9.6 
4.1 9.6 
ND 1.8 
6.3 9.2 
5.4 4.6 
ND 34.9 
ND 5 
3.7 8.4 
1.8 9.8 
5.4 39 
ND 16 
ND 8.5 
ND 0.86 
21 4.7 

ND 28 
ND 18 
ND 7.8 
6.3 9 
ND 19 
2.2 31 
ND 23 
NA NA 
NA 95.7 



Monitor 
date 

Well 

Tier 1 Residential 
PCL 

Sep-05 
May-05 
Mar-05 
Dec-04 
Sep-04 
May-04 
Feb-04 
Nov-03 
Jun-03 
Mar-03 
Dec-02 
Sep-02 

MW-12 
Jun-02 
Mar-02 
Dec-01 
Sep-01 
May-01 
Oct-00 
Mar-00 
Dec-99 
Aug-99 
Aug-98 
Nov-97 
Sep-05 
Sep-04 
Sep-02 
Se_Q-0 1 

MW-13 Oct-00 
Mar-00 
Dec-99 
Aug-99 
Aug-98 

Table 3 

Historical Groundwater Sampling Results 
Plains Marketing- Ingleside Facility 

Method 8020 or 8021 
ug/1 

benzene toluene ethylbenzenE xylenes 

5 1,000 700 10,000 

0.71 J <0.10 0.74 J <0.20 
<0.10 <0.10 0.79 <0.20 
ND 2.9 ND ND 
ND ND ND ND 
1.8 ND ND ND 
ND ND ND ND 
6.1 ND 2.7 4 
18 1.2 4.7 1.2 
58 1.9 14 8.7 
13 ND 1 ND 
8.9 2.4 ND ND 
9 ND 1 ND 
16 ND 3.1 ND 
12 ND 2.2 ND 
53 3 9 12 
64 1.8 8.7 6.0 
32 ND 5 4.1 
23 ND 3.3 9.2 
41 ND 4.3 3.7 
28 ND 2.8 3.0 
23 ND ND ND 
37 ND 12 ND 

11.2 ND 16 1.2 
<0.10 <0.10 <0.10 <0.20 
ND ND ND ND 
ND ND 6.6 ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
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Method 8015 or 
TX 1005** 

mg/1 
MTBE TPH 

240 -
6.1 <0.20 
3.3 0.25 
ND ND 
ND ND 
7.5 ND 
ND ND 
11 ND 

ND ND 
35 ND 
11 8.8 
9.3 ND 
8 ND 

24 0.10 
23 ND 
31 ND 
36 ND 
30 ND 
17 ND 
19 23 
18 6.2 
11 6.5 

NA NA 
NA 6.15 
2.8 J <0.20 
ND ND 
ND ND 
28 ND 
28 ND 
22 0.95 
34 1.1 
33 1.0 

NA NA 



Monitor 
date 

Well 

Tier 1 Residential 
PCL 

Sep-05 
May-05 
Mar-05 
Dec-04 
Sep-04 
May-04 
Feb-04 
Nov-03 
Jun-03 
Mar-03 

MW-14 
Dec-02 
Sep-02 
Jun-02 
Mar-02 
Dec-01 
Sep-01 
May-01 
Oct-00 
Mar-00 
Dec-99 
Aug-99 
Aug-98 
Sep-05 
Sep-04 
Sep-02 

MW-15 
Sep-01 
Oct-00 
Mar-00 
Dec-99 
Aug-99 
Sep-05 
Sep-04 
Sep-02 

MW-16 
Sep-01 
Oct-00 
Mar-00 
Dec-99 
Aug-99 

Table 3 

Historical Groundwater Sampling Results 
Plains Marketing - Ingleside Facility 

Method 8020 or 8021 
ug/1 

benzene toluene ethylbenzen! xylenes 

5 1,000 700 10,000 

4.7 1.6 12 <.20 
16 1.1 42 <.20 
20 ND 63 ND 
5.5 ND 35 ND 
9.3 ND 25 ND 
28 2.3 54 10 
19 2.6 22 5.6 
14 1 22 3.3 
35 1.5 58 9.3 
21 2.3 8.9 6.3 
6.8 ND 12 ND 
8 ND 19 ND 

83 2.3 54 ND 
45 1.8 48 9.7 
3.8 2 8 6 
10 ND 9.1 ND 
9.7 ND 10 4 
13 ND 7.7 3.8 
12 ND 9.8 4.4 
5 ND 13 ND 

70 ND 11 ND 
21 ND 15 ND 

<0.10 <0.10 <0.10 <0.20 
ND ND ND ND 
ND ND 3.4 ND 
ND ND ND ND 
ND ND 1.1 ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 

<0.10 <0.10 <0.10 <0.20 
ND ND ND ND 
ND ND ND ND 
ND ND 1.5 ND 
1.3 ND 1.7 ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
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Method 8015 or 
TX 1005** 

mg/1 
MTBE TPH 

240 -
1.8 J <0.20 
4.7 10.3 
ND 3.4 
ND 4.61 
ND 4.8 
12 19.1 

ND ND 
ND 1.97 
10 14.4 

ND 9.8 
ND 8.1 

6 3.2 
30 1.4 
15 4.9 

ND ND 
ND ND 
ND ND 
ND ND 
2.1 20 
ND 4.3 
ND 9.6 
NA NA 

<0.35 <0.20 
ND ND 
ND ND 
ND ND 
ND ND 
3.5 3.6 
ND 2.9 
ND 3.3 

<0.35 <0.20 
ND ND 
ND ND 
ND ND 
8.8 ND 
ND 0.52 
ND 4.5 
ND 1.3 



Monitor 
date 

Well 

Tier 1 Residential 
PCL 

Sep-05 
May-05 
Mar-05 
Dec~04 

Sep~04 

May-04 
Feb~04 

Nov~03 

Jun-03 
Mar-03 

MW-17 Dec-02 
Sep-02 
Jun-02 
Mar-02 
Dec-01 
Sep-01 
May-01 
Oct~OO 

Mar-00 
Dec-99 
Aug~99 

Sep-05 
May-05 
Mar-05 
Dec-04 
Sep-04 
May-04 
Feb-04 
Feb-03 
Nov-03 

MW~18 
Jun-03 
Mar-03 
Dec~02 

Sep-02 
Jun-02 
Mar-02 
Dec-01 
Sep-01 

Table 3 

Historical Groundwater Sampling Results 
Plains Marketing~ Ingleside Facility 

Method 8020 or 8021 
ug/1 

benzene toluene ethylbenzen{ xylenes 

5 1,000 700 10,000 

<0.10 1.5 14 0.59 J 
4.7 1.3 71 <0.20 
2.7 ND 20 ND 
6.8 ND 18 ND 
58 2.6 120 12 
51 2.1 47 5.1 
93 2.6 38 8.1 
27 ND 8.4 ND 
55 1.4 45 ND 
13 1.6 19 ND 
3.5 2.4 3.3 ND 
ND ND 3.4 ND 
54 3.5 38 3.7 
37 ND 22 ND 
21 ND 14 ND 
18 ND 19 ND 
17 ND 12 ND 

310 41 1000 160 
140 1.2 24 4.1 
84 ND 15 ND 
140 ND 40 7.2 

<0.10 <0.10 <.10 <0.20 
<0.10 3.5 <0.10 0.57 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND 6 ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
ND ND ND ND 
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Method 8015 or 
TX 1005** 

mg/1 
MTBE TPH 

240 -
<0.35 <0.20 
<0.35 3.36 
ND ND 
ND ND 
11 0.75 
8.9 7.1 
ND 1.2 
ND ND 
ND ND 
ND ND 
ND ND 
ND 1.0 
ND 0.58 
ND 1.9 
ND ND 
ND ND 
ND ND 
75 6.6 

ND 5.6 
ND 2.3 
ND 4.5 

9.3 <0.20 
<0.35 <0.20 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 



Table 3 

Historical Groundwater Sampling Results 
Plains Marketing- Ingleside Facility 

Monitor 
date 

Well 

benzene 
Tier 1 Residential 

PCL 5 

Sep-05 <0.10 
May-05 <0.10 
Mar-05 ND 
Dec-04 ND 
Sep-04 ND 
May-04 ND 
Feb-04 ND 
Nov-03 ND 

MW-19 
Jun-03 ND 
Mar-03 ND 
Dec-02 ND 
Sep-02 ND 
Jun-02 ND 

Mar-02 ND 
Dec-01 ND 

GB-1 Jan-00 4 

GB-2 Jan-00 140 

GB-3 Jan-00 ND 
GB-4 Oct-00 ND 

GB-5 Oct-00 17 

GB-6 Oct-00 6.8 

GB-7 Oct-00 ND 
GB-8 Oct-00 1.5 
GB-9 Oct-00 ND 

Notes: 
ug/L 
mg/L 
ND 

micrograms per liter 
milligrams per liter 
not detected 

NA not analyzed 

Method 8020 or 8021 
ug/1 

toluene ethylbenzen( xylenes 

1,000 700 10,000 

1.3 <0.10 <0.20 
<0.10 <0.10 <0.20 
ND ND ND 
ND ND ND 
ND ND ND 
ND ND ND 
ND 2.5 ND 
ND ND ND 
ND ND ND 
ND ND ND 
ND ND ND 
ND ND ND 
ND ND ND 

ND ND ND 
ND ND ND 

ND 5 3 

ND 27 ND 

ND ND ND 

ND ND ND 

ND 5.3 ND 

ND ND ND 

ND ND ND 
ND ND ND 
ND ND ND 

GB-1 Geoprobe Hydropunch Sample 
* duplicate sample result 

Method 8015 or 
TX 1005** 

mg/1 
MTBE TPH 

240 -
<0.35 <0.20 
<0.35 2.0 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 
ND ND 

ND ND 
10 ND 

ND NA 

ND NA 

ND NA 

ND ND 

ND ND 

ND ND 

25 ND 

88 ND 
10 ND 

** beginning in the May 2001 data, all TPH analyses were performed using TX 1005 method 

Page 7 of7 
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RICHARD F. BERGNER 
rbergner@flash.net 

RICHARD F. BERGNER & ASSOCIATES 
AlTORNEYS AT LAW 

5718 WESTHEIMER, SUITE 700 

HOUSTON, TEXAS 77057 

June 27, 2003 

TELEPHONE (713) 783-4332 
FACSIMILE (713) 783-2502 

Mr. Jeffrey C. Lewellin 
Emergency Response Coordinator 
Field Operations Division 

Via Facsimile Transmission 361 825-3101 

Texas Commission on Environmental Quality 
Region 14 
Corpus Christi, Texas 

Dear Jeff: 

As we discussed this morning, National Oil Recovery Corporation was served with a letter dated 
February 5, 2003, from the United States Environmental Protection Agency Region 6, Da11as, Texas, 
regarding information requested pursuant to Section 308 of the Clean Water Act. A copy of this letter is 
attached. 

I retained John Perabo of Miller Environmental Services, Inc. to supply me with the information 
requested by the EPA, and, utilizing such information from him, I responded to the EPA's inquiry by letter 
dated March 7, 2003. A copy of my letter to Mr. Roberto Bernier is also attached. 

Attached to the letter to Mr. Bernier are the Attachments I and 2 referenced in my letter. However, 
the photographs referenced in Attachment 3 are not attached; they are color photographs and I do not have 
a color copier. If you need copies of those photographs, I suggest you contact Mr. Perabo, who has the 
originals. 

If you need any additional information regarding the clean-up, please advise. 

I can confirm to you that National Oil Recovery Corporation's corporate address has not changed. 
The office telephone number has changed. It is (718) 886-0994. 

RFB:sjh 
Enclosures 

Very truly yours, 

~~ /11\ 
tC~ v~~ 
Richard F. Bergner 



UNITED STATES ENVIRONMENTAL PROTECTION AGENCY 
REGION 6 

1445 ROSS AVENUE. SUITE 1200 
DALL..L\S. TX 75202-2733 

February 5, 2003 

CERTIFIED l\tlAIL, RETURN RECEIPT REQUESTED 
7001 0360 0003 6671 9070 

Mr. RichanJ Bergner 

Norco Oil 

5718 Westheilner 

Suite 700 
Houston. TX 77057 

RE: Clean Water Act, Section 308 Infonnation Request 

Oil Spill i.I1 San Patricio County, Texas on or about September 20, 2002 
NRC Report No: 623560 

Dear Mr. Bergner: 

FEB 1 0 2003 

Pursuant to Section 308 ofthe Clean Water Act (CWA), 33 U.S. C. Section 1318 et seq., the 

United States Environrnental Protection Agency (EPA) has the authority to request infonnation 

pertinent to caiTying out its responsibilities under the CW A. Accordingly, this Information Request is 

hereby served on you and Norco Oil. 

Cotnpliauce with the provisions of this letter is tnandatory. Your responses to the questions are 
to be subnlittec..i to EPA and post1narked within thirty (30) days of receipt of this letter. The response 

must be signed by a duly authorized official of Norco Oil. The intonnation will be considered il1 the 

evaluation of the extent of your co1npliance with the federal regulations go venting the discharge, or 

tlu-eat of discharge. of hazardous substances, pollutants, or contaminants into navigable waters of the 
U n.ited States. 

Fai.lure to respond futly and truthfully to the Intonnation Request, or to adeyuately justify such 
failure to respond. will be considered a violation of Section 309 of the CW A, as amended by the Water 

Quality Act of 1987, wh.icb can result in entorce1nent action by EPA. Section 309 of the CW A permits 

EPA to seek the ii11position of civil and criininal penalties tor tailure to submit .infonnation requested 
under Section 308 of the CWA, includii1g issuance of an Adrninistrative Penalty Order or referral to the 

United States Depart1nent of Justice for judicial action with monetary tines. Please be further advised 

that providing false. n1isleading, or fraudulent stateinents or representations, 1nay subject you to criminal 

penalties under Section 309 of the CW A. 

lr't~~rnet Address (URL) - http://www.epa.qovie::lrth 1 r6: 

R.:t':';iu;:;ctR.:'~';Ci;ll:de ·· Pnnted wtth Vegetable Oil Based Inks on Recycled Paper (Minimum 30"·r) Postconsumer) 
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This Intonnation Request is not subject to the approval require1nents of the Paperwork 
Reduction Act, of 1980, as atnended, 44 U.S.C. Section 3501, et. seq., as described in 5 CFR Part 

1320.3(c). 

You are hereby requested to provide the following information regarding the oil spill which 
occmTed on or about Septe1nber 20, 2002 in San Patricio County, Texas: 

1. A report regarding the spill of crude oil into a water body which occurred on or about 
September 20, 2002. (If the name of the water body is not available, use the best 
description available.) 

2. The arnount of product spilled (in either barrels or gallons). 

3. Duration of the spill event. Report the time and date the spill began, how long the 
procluct re1nained in the watercourse, as well as on the shoreline or banks and when the 
cleanup operations were considered complete and all product retnoved from waters of 
the United States and adjoining shoreline. 

4. The cause of the spill. 

5. Nmne of the irrunediate receiving ditch, creek, stream, river, lake, arroyo, swale, etc. if 
known. 

A. Also include the names of all downstremn receiving waters that the spill 
affected. 

B. Additionally, list all downstremn receiving water bodies to the first 
1najor river or lake, regardless of whether or not the spill affected the 
water bodies. 

6. Site location n1ap. 

7. Druwing of the site showing locations of the facilities. 

8. Sketch of the spill site showing extent of the spill. 

9. Photographs of the spill and tpe spill site both before and after cleanup. 

In so1ne instances, i.n.fonnation requested by EPA may be considered confidential business 
infonnation (CBI) by the provider of that infonnation. Should any of the infonnation requested by EPA 

as part of this request tor in.tonnation be considered CBI material by Norco Oil, you must assert that 
clai.tn as part of your reply. The final determination regarding this 1naterial will be made by EPA per the 

regulations found in 40 CFR Part 2.204. 



3 

Please 1nail your response to the following address: 

Mr. Roberto Bernier 
Superfund Division (6SF-RO) 

U.S. EPA Region 6 
1445 Ross Avenue 
Dallas, TX 75202-2733 

If you have any questions relating to tllis Infonnation Request, please contact Mr. Roberto 
Bernier at (214) 665-8376. 

Sincerely yours, 

9.--/.J~¥
~/~ 

Charles A. Gazda 
Cllief, Response & Prevention Branch 
Superfund Division 



RICHARD F. BERGNER 
rbergner@flash.net 

Mr. Roberto Bernier 
Superfund Division (6SF-RO) 
U.S. E.P .A. Region 6 
1445 Ross Avenue 
Dal1as, Texas 75202-2733 

Dear Mr. Bernier: 

RICHARD F. BERGNER & ASSOCIATES 
AITORNEYS AT LAW 

5718 WESTHEIMER, SUITE 700 

HOUSTON, TEXAS 77057 

March 7, 2003 

TELEPHONE (713) 783-4832 
FACSIMILE (713) 783·2502 

. Via Certified Mail/Return Receipt Requested 

On behalf of National Oil Recovery Corporation ("Norco"), I am responding to Mr. Charles A. 
Gazda's letter of February 5, 2003, requesting infonnation under Section 308 of the Clean Water Act relative 
to an oil spill at the Norco Refinery on or about September 20, 2002. 

Although Mr. Gazda's letter is dated February 5, 2003, it was not received by me until February 10, 
2003. 

The inquired-about oil spill occurred at the Norco Refinery in Ingleside, Texas, on or about Friday, 
September 20, 2002. 

Miiier Environmental Services, Inc., Corpus Christi, Texas, under the supervision of Mr. John 
Perabo, was contacted to assess and remediate this oil spill. In view of such, I contacted Mr. Perabo, sent 
him a copy of Mr. Gazda's letter of February 5, 2003, and requested that he supply me with the answers to 
the questions propounded and the drawing, sketch and photographs requested in Mr. Gazda's letter. 

Based on the information supplied by Mr. Perabo, I am responding to the nine items posed by Mr. 
Gazda in the order posed, as follows: 

( l) The crude oil that spilled from Tank 7 at the Norco Refinery did not enter a water 
body. 

(2) The amount of crude oil that was spilled or released was approximately five hundred 
gal1ons. 

(3) The crude oil spill began on Friday, September 20,2003. All free liquid outside the 
facility was recovered the first day. After that, the remaining work was the removal of oil from 
inside the facility dike wal1s, lowering the level inside the Tank 7 from which the oil was released, 



<•H. ~'\.VV\..llV l.J\..11111;;"1 

March 7, 2003 
Page Two 

and the removal of the oil stained soil in the tank farm and ditches outside the tank farm along FM 
2725. This work was completed on October 4, 2002. 

(4) The cause of the spill was due to heavy rains. Water leaked into Tank 7, causing 
oil to rise and flow out the vents at the top of the tank. 

(5) The oil affected the ditch along FM 2725 between Sunray Road and Bishop 
Road/CR 4714 

A. There was no downstream body of water that was affected. 

B. Redfish Bay is the nearest body of water that could have been affected, but 
was not. 

(6) Site Location Map. See attachment #1. 

(7) Drawing of the site showing locations of the facilities. See attachment #2. 

(8) Sketch of the spill site showing extent of the spill. See attachment #2. 

(9) Photographs of the spill and the spill site both before and after cleanup. See 
attachment #3. 

If I can be of further assistance in this matter, please advise. 

RFB:sjh 
Enclosures 

bee: Mr. Solfred Maizus 
w/ Enclosures 

Very truly yours, 

Richard F. Bergner 
Attorney for National Oil Recovery Corporation 
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T~EQ 

SIR\'IC E~ 

STL Corpus Chrl&tl 

Job Number: 215518 

Customer Sample ro: 1 SOIL 
Dat~ Sampled •.•••• : 10/17/2002 
Time Samplfd •.•••. : 16:20 
Sample Matri~ •••.. : Soil 

L A 8 0 R A T 0 R Y 

TX1005 Petroleum Hydrocarbons Extraction 
n-Pentane Extraction- Solids & Uastes 

TCEQ TX1005 Total Petroleum Hydrocarbon$ 
Petroleum Hydrocarbons (C6 to C12), Solid 
Petrol~Um Hydrocarbon$ (>C1Z to C28>. Solid 
Petroleum Hydrocarbons C>C28 to C35), Solid 
TPH (C6 to C35), Solid 

T E S T R E S U l T S 

C01rplete 

ND 
ND 
ND 
ND 

Date: 10/28/2002 

Laboratory Sample JD: 215518-1 
Date Rece;ved ••.•••. : 10/17/2002 
Timr Received ••.•..• : 17:13 

10/21/02 

50 mg/Kg 10!Z1!02 
50 mg/ICg 10/21/02 
so mg/Kg 10/21/02 
50 mg/ICg 10/21/02 

rjt 

rjt 
r jt 
rJt 
rjt 

--------------------------------------------~--------------~------------~--------~-------·~-----

Page 2 



SEVERN 

: :·._ ·.'(R' F; ~-\J~.J;> .. 

STL Corpus Christi 

l A 8 0 R A T 0 R Y T E S T ll E S U l T S 
Job Number: 215518 

customer Sample ID: 2 SOIL 
Date Sampled •••••• : 10/17/2002 
T;me Sampled ••.... : 16:22 
Sample Matrix ••••• : So;l 

rceo TX1005 Petroleum Hydrocarbons E~tract;on 
n·Pentane Extract;on- Sol;ds & ~astes 

TCEQ TX1005 Total Petroleum Hydrocarbons 
Petroleum Hydrocarbons CC6 to C12), Solid 
Petroleum Hydrocarbons (>C1Z to C28>. sot;d 
Petroleum Hydrocarbons C>C28 to C35), Solid 
TPH CC6 to C35). Sol;d 

C~le!te 

ND 
ND 
ND 
ND 

Page 3 

Date: 10/28!2002 

Laboratory Sample 10: Z15518-2 
Date Received .••••.• : 10/17/2002 
Time Received .•••••• : 17:13 

10/21/02 

50 1119/Kg 10/21/0Z 
50 mg/'t9 10/21!02 
50 mg/ICg 10/21!02 
50 mg/ICg 10/21/02 

rjt 

rjt 
rjt 
rjt 
rjt 



SEVERN 

•. 
Sil~\Ht-\ 

STL Corpus Christi 

Job Number: 215518 

Customer Sample JD: 3 SOIL 
Date SQmpled •••..• : 10/17/2002 
Time Sampled ••..•• : 16=26 
Sample Matrix .•... : Soil 

LABORATORY 

TCEQ TX1005 Petroleum Hydrocarbons Extraction 

T E S T R E S U L T S 
Date: 10/28/2002 

Laboratory Sample ID: 215518-3 
Date Received ••••••• : 10/17/2002 
Time Received ........ : 1'7:13 

n-Penrane Extraction· Solids & Wastes COfllllete 10/21/0 2 rjt 

TCEQ TX1005 Total Petroleum Hydrocarbons 
Petrol~ Hydrocarbons (C6 to C1Z>, Solid ND 50 mgfiC'g 10/Z1/02 r jt 
Petroleum Hydrocarbons (>C12 to C28), Solid ND 50 mg/Kg 10121/02 rjt 
Petroleum Hydrocarbons C>CZ8 to C35>, Solid ND 50 mg/IC9 10/21/02 rjt 
TPH CC6 to C35), Solid NO 50 mg/ICg 10/21/02 rjt 

Poage 4 
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STL Corpus Chrtstl 

l A a 0 R A T 0 R Y 
Job Number: 215518 

customer sample to: 4 SOIL 
Date SQmPled ••.••• : 10/17/2002 
Time Sampled •.••.• : 16:28 
Sampl~ Matri~ •.••• : Soil 

TCEQ TJC1005 Petroleum Hydrocarbons Extraction 
n-Pentane E~traction • Solids & ~astes 

TCEQ TX1005 Total Petrole~ Hydrocarbons 
Petroleum Hydrocarbons (c6 to C12), Solid 
Petroleum Hydrocarbons (>C12 to C28), Solid 
Petroleum Hydrocarbons (>C28 to c35), Solid 
TPH CC6 to c35), solid 

T E S T R E S U l T S 

c~lete 

ND 
74 

ND 
74 

Page 5 

oat~: 10/28/2002 

Laboratory Sample ID: 215518-4 
Date Rece\v~d ••••••. : 10!17/2002 
Time R~ceived ..••••• : 17:13 

10/21!0 

so mg/ICg 10/21/0 
50 mg/Kg 10/21/0 

2 rjt 

2 rjt 
2 rjt 

so mg/ICg 10/Z1t02 rjt 
50 1119/Kg 10/21/02 rjt 



S[\'ERN 

<..cH.\ J( rs 

STL Corpus Christt 

L A 8 0 R A T 0 R Y T E S T 
Job Number; 215518 

Custom~r Sample JO: 5 SOIL 
Date Sampled •••••• : 10/17/2002 
Time Sampled •••••. : 16:32 
Sample M'trix •••.• : Soil 

TCfQ TX1005 

TCEQ TX1005 

Petrol~um Hydrocarbons Extraction 
n·Pentane Extraction· Solids & Wastes 

Total Petroleum Hydrocarbons 
Petroleum Hydrocarbons (C6 to C1Z), Solid 
P~troleum Hydrocarbons (>C12 to C28>, Solid 
Petroleum Hydrocarbons (>C28 to C35), Solid 
TPH (C6 to C35), Solid 

NO 

Page 6 

R E 5 U L T S 

87 
63 

150 

Date: 10/28/2002 

Laboratory sample 10: 215~18·5 
Date Received .•..••• : 10/17/2002 
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Introduction

On May 23, 2006 an addendum work plan was submitted to the EPA to perform pipeline
clean out and abandonment, in compliance with the approved Removal Action Work Plan
for the Falcon Refinery Superfund Site, which is dated June 29, 2004. A copy of the
addendum work plan is provided in Appendix A of this document. After reviewing the
work plan the EPA On-Scene Coordinator (OSC) approved the plan with the required
changes that are provided in Appendix B. Maps showing the locations of the pipeline
cuts can be found in the addendum work plan in Appendix A.

Figures 1 and 2 are pipeline maps that depict the pipelines from the refinery to the current
and former barge dock facilities. Figure 1, which has a photographic background shows
the pipelines, photographs of the pipelines and includes photographs of the clean out
activities. Figure 2 traces each pipeline and shows the diameters of current and former
NORCO pipelines. Requests for information from adjoining pipeline operators about the
diameters and specific routing of their pipelines resulted in no useful information,

This report describes the implementation of the addendum work plan.

The EPA OSC was provided five days notice of the pipeline cleanout and abandonment.

Pipeline Background

Prior to pipeline clean out and abandonment activities the Kleinfelder on-site manager
had inventoried seven above ground pipelines that paralleled Bishop Road as noted in the
work plan (Appendix A). Only six of the pipelines extend the full distance from the
refinery to the point that the pipelines go underground. However, as excavating and
pipeline cutting began four additional pipelines were discovered resulting in a total of 11
pipelines, including an active 8-inch pipeline that lies immediately adjacent to the
abandoned pipelines.

Photo 1 shows the above ground pipelines that parallel Bishop Road, including in order
from left to right in the photo an 8-inch, 12-inch, 8-inch, two 6-inch and then the active 8-
inch pipeline that is nearest Bishop Road.

Photo 2 shows the pipelines at the point that they go underground. As shown, the 8-inch
line (left side of photo) was capped prior to clean out operations. The remaining above
ground pipelines are visible along with two 10-inch pipelines that were apparently used
formerly and no longer extend beyond the bushes in the photo. Again the active line is
visible on the right side of the photo.

Figures 1 and 2 are views of the entire length of each of the pipelines, which are amended
from previous submissions to the EPA. The depicted locations are based on interviews
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with TCEQ and Railroad Commission of Texas (RRC) staff that were involved in
investigations dealing with the pipelines and a corrosion mitigation survey.

An inspector for the RRC performed an investigation of the pipelines in the area and
traced the pipelines from Bishop Road to the former barge dock facility with pipeline
locating equipment. The pipeline route that he detected is shown on Figures 1 and 2 and
a hand sketch of his mapping was in the document record.

The RRC inspector could not trace the pipelines all the way to the intercoastal
waterway due to the concrete cover and the large amounts of metal in that area of the
former docking facility. The inspector indicated that to find the exact point where the
pipelines were plugged and abandoned would be very expensive and would require
breaking out the concrete cover to locate the lines.

After the pipeline clean out and abandonment NORCO hired Wendell and Associates to
perform a Corrosion Mitigation Survey of the active 8-inch pipeline that connects the
refinery to the current barge dock facility. A copy of the report is included in Appendix D
of this addendum.

Results of the survey included a detailed map showing the location of the 8-inch pipeline,
which is different from the location that NORCO was previously provided. The survey
also provided the names of three pipelines that cross the NORCO pipeline, which include
two pipelines owned by Gulf South and one owned by Boss Pipeline. In addition Plains
Marketing owns a pipeline that runs through the wetlands adjacent to the refinery and
ends at the barge dock facility at the end of Bishop Road. A release from the current
Plains pipeline (formerly ARM) caused the release of significant amounts of waste into
the wetlands. A description of the release is in the Falcon Refinery document record.

Safety and Health

Prior to each day’s activities a safety tailgate meeting was held and the procedures
outlined in the approved Safety and Health Plan were followed. On-site safety equipment
for the pipeline clean out and abandonment included hard hats, steel toe boots, gloves,
safety glasses, an explosive meter, photoionization detector (PID), fire extinguishers,
absorbent material, oil booms and a first aid kit. Paul Supak (Kleinfelder) was the
designated Site Safety Officer for the pipeline activities. All on site personnel had 40-
hour HAZWOPER training and valid 8-hour refresher training. Personal protective
equipment (PPE) also included organic vapor respirators.

No excavations extended deeper than four feet and as a result shoring was not required.

Pipeline Cleanout Activities

The following chronology of activities is provided.
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Monday, June 12

Prior to the initiation of field activities the on-site personnel, which included Paul Supak
(Kleinfelder), Casey Wills (USA Environmental (USA)) and Marlin Fuller (USA) held a
site safety meeting and discussed the location and the numbers of emergency services.
Prior to mobilizing a line locator had been called and utilities in the area were marked.
After the safety meeting a thorough site reconnaissance was performed of all pipeline
locations and block valves.

During the reconnaissance a nest of bees was found in one of the pipelines and an
exterminator (PestPatrol) was called to remove the nest from the pipe.

The remainder of the day until 6:00 pm was spent using the USA line locator to trace the
pipelines from Bishop Road (where they go underground) to the planned clean out and
abandonment point near Sunray Road. Photo 1 shows the above ground pipelines that
lead from the refinery to Bishop Road where the pipelines go underground.

Tuesday, June 13

Paul Supak, Casey Wills and Marlin Fuller held a safety meeting to discuss the planned
activities for the day and the possible hazards that could be encountered.

Holes were carefully drilled into the tops of the three pipelines located inside a concrete
containment near Bishop Road (Photo 3). After drilling the holes an explosimeter and
PID were used to monitor the volatile vapors. In the westernmost pipeline vapors were
recorded at concentrations of 20 ppm and the Lower Explosive Limit (LEL) was >10%.
The pipeline was allowed to vent and was re-evaluated to ensure a safe condition prior to
cutting.

Prior to cutting the pipelines Phillip Service Corporation (PSC) provided a vacuum truck
to remove any liquid detected in the pipelines or to recover any spilled liquid. When one
of the pipelines in the concrete containment was cut, approximately 20 gallons of liquid
were released into the concrete containment (Photo 3) and the vacuum truck was used to
remove the liquid. No liquid was spilled on the ground. Excavation began at this
location (Photo 4).

Additional pipelines, some of which were in poor condition were cut and work stopped at
6:30 pm.

Wednesday, June 14

Paul Supak, Casey Wills and Marlin Fuller held a safety meeting to discuss the planned
activities for the day and the possible hazards that could be encountered.
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USA continued to cut pipelines at the Bishop Road location and a PSC vacuum truck was
at the site to remove liquid from the pipelines.

The EPA RPM and a representative of the TCEQ witnessed activities.

Addition pipeline location activities were performed with the help of a Superior Crude
Gathering (Superior) employee. Superior leases tanks at the refinery and uses the active
pipeline to load crude into barges at the docking facility.

Pipeline excavation began at the Sunray Road location (Photo 5) and work stopped at
6:30 pm.

Thursday, June 15

Paul Supak, Casey Wills and Marlin Fuller held a safety meeting to discuss the planned
activities for the day and the possible hazards that could be encountered.

An excavator was used to expose the pipelines at the Sunray Road location and PSC was
on-site to remove groundwater from the excavation. After excavating and uncovering ten
pipelines it was discovered that one of the 8-inch pipelines had already been cut and
capped at this location.

The EPA RPM and a representative of the TCEQ witnessed activities.

After all the pipelines were exposed USA began drilling holes in the tops of the pipelines
and worked stopped at 6:30 pm.

Friday, June 16

Paul Supak, Casey Wills and Marlin Fuller held a safety meeting to discuss the planned
activities for the day and the possible hazards that could be encountered.

The excavator continued to expose the remainder of the pipelines and the holes were
drilled into all the pipelines. Hydrocarbon vapors were detected at a concentration of 9.5
ppm and respirators were worn until vapors were no longer detected.

A pneumatic saw was used to cut sections out of each of the abandoned pipelines and the
initial pipeline was pigged from Bishop Road to Sunray Road. The remainders of the
pipelines were cut and sections of pipe were removed (Photos 6, 7 and 8).
Pigging of the pipelines was initiated and the site was secured at 6:30 when work stopped
(Photo 9).

Saturday, June 17
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Robert Lindsey (Kleinfelder), Casey Wills and Marlin Fuller held a safety meeting to
discuss the planned activities for the day and the possible hazards that could be
encountered. Specifically the topics discussed included heat, dehydration, hot work
(cutting and welding) and PPE.

Prior to any cutting or welding, vapors were checked and all readings indicated a safe
work environment in the excavation.

Pipeline pigging continued on the pipelines that were 8-inch or larger from Bishop Road
to Sunray Road. The remainder of the contents of the pipelines was evacuated using a
vacuum truck. The vacuum truck pulled fluids initially from the pipeline segments from
Bishop Road to Sunray Road and then from Sunray Road to the former docking facility.
The contents of all 10 pipelines were removed.

By 1:45 all the contents of the pipelines were evacuated from the segment between
Bishop Road and Sunray Road and from Sunray road to the former barge dock facilities.
PSC vacuum trucks recovered approximately 8,400 gallons of water and hydrocarbons
during pigging and vacuum operations.

The following pipelines were detected in the excavation.

West to East on South (refinery) side of excavation:

1. 6” – Black band capped
2. 8” – White PVC capped
3. 10” – Steel plate seal welded
4. 6” – Black band capped
5. 10” – Steel plate seal welded
6. 8” – White PVC capped
7. 10” – Steel plate seal welded
8. 12” – Steel plate seal welded
9. 8” – White PVC capped
10. 8” – White PVC capped

West to East on North (former and current barge dock) side of excavation:

1. 6” – Black band capped
2. Position 2 is vacant and should have lined up with the opposite 8”. During the

excavating, the 8”was found already cut and capped closer to the road. That
section of pipe was removed.

3. 10” – Steel plate seal welded
4. 6” – Black band capped
5. 10” – Steel plate seal welded
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6. 8” – White PVC capped
7. 10” – Steel plate seal welded
8. 12” – Steel plate seal welded
9. 8” – Steel plate seal welded
10. 8” – White PVC capped

The excavated pipelines are depicted on the following drawing.

All lines were completed and sealed off as shown in Photos 10 and 11. Some pipelines
were in poor condition and would not accommodate welding. On those pipelines caps
were placed prior to backfilling. Compaction and leveling of the site was completed at
7:00 pm.

Prior to abandoning the site all visually impacted liquids and soil were removed by the
vacuum truck and soil samples were obtained from the excavation and analyzed for
volatile organic compounds and semi-volatile compounds. The results of the analyses
will be discussed later in this report.

Tuesday, June 20



Removal Action Work Plan Falcon Refinery
Date: December 15, 2006

Removal Action Work Plan Addendum No.1a
Page 7

59752/AUS6R156
Copyright 2006 Kleinfelder
All Rights Reserved

Paul Supak, Casey Wills and Darren Dilliot (USA) held a safety meeting to discuss the
planned activities for the day and the possible hazards that could be encountered.

USA welded steel caps onto the ends of the three 8” pipelines in the concrete
containment at Bishop Rd. and onto the ends of the 12” pipe, the 10” pipe, and the 6”
pipe below the pipe rack at Bishop Rd. The remaining five pipelines (two 10”, two 8”,
and a 6”) were filled with concrete rather than having welded caps because the pipes
were too corroded to be welded (Photo 12). USA began to weld flanges onto the ends of
the pipes on the pipe rack.

The site was secured prior to work stoppage for the day at 6:30 pm.

Wednesday, June 21

Paul Supak, Casey Wills and Darren Dilliot (USA) held a safety meeting to discuss the
planned activities for the day and the possible hazards that could be encountered.

The remaining pipelines at the Bishop Road location had flanges welded onto the
pipelines and then caps were bolted on the flanges.

Clean Out Summary

Described in this section is the specific clean out of each pipeline and a corrected pipeline
location description.

Project Summary

Ten out of service pipelines were cut and capped at the point that the pipelines go
underground near the intersection of Bishop Road and Bay Avenue. Near the intersection
of Sunray Road and Bay Avenue the ten pipelines were cut again, twice, and a section of
pipe was removed from each pipeline. Caps were place on the pipelines or steel plates
were welded on the ends of the pipelines after the pipelines were either pigged clean or a
vacuum was placed on the pipeline to remove all the contents. In total approximately
8,400 gallons of hydrocarbons and water were removed from the pipelines and placed in
Tank 26 on the refinery property.

As required by the EPA the contents of the pipelines were removed from the section of
pipeline from Bishop Road to Sunray Road and from Sunray Road to the former barge
dock facilities.

After any spilled liquid and impacted soil was removed from the excavation at Sunray
Road two sediment samples were obtained for laboratory analysis of volatile organic
compounds (VOC) and semi-volatile organic compounds (SVOC). Results of the
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analyses, which are in Appendix C, indicated several VOC were detected. However,
only acetone and toluene were detected above the laboratory reporting limits.

The maximum value for acetone in the sediment was 73 ug/kg and the TCEQ Ecological
Benchmark for acetone is 60,030 ug/kg for freshwater and 167,230 ug/kg for marine
sediment. The maximum value for toluene was 6.6 ug/kg and the Ecological
Benchmarks are 2,880 ug/kg and 940 ug/kg respectively.

The area of the abandoned pipelines will be further evaluated during the RI/FS.

After the pipeline clean out and abandonment NORCO hired Wendell and Associates to
perform a Corrosion Mitigation Survey of the active 8-inch pipeline that connects the
refinery to the current barge dock facility. A copy of the report is included in Appendix
D.

Results of the survey included a detailed mapping of the location of the 8-inch pipeline,
which is different from the location that NORCO was provided and has been reported in
past documents. Included on Figures 1 and 2 are pipeline maps showing the correct
pipeline location as determined by Wendel and from discussion with personnel with the
TCEQ and the RRC. The survey also provided the names of three additional pipelines
that cross the NORCO pipeline, which include two pipelines owned by Gulf South (Photo
13) and one owned by Boss Pipeline. In addition Plains Marketing owns a pipeline that
runs through the wetlands adjacent to the refinery. All of the pipelines are shown on
Figures 1 and 2.

NORCO is in the process of implementing the recommendations in the mitigation survey.
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PHOTOS 

 



Photo 1: Above ground pipelines.

Photo 2: Diameters of pipelines that go underground at Bishop Road.
.



Photo 3: Concrete Containment.

Photo 4: Beginning Bishop Road Excavation.



Photo 5: Excavating begins at Sunray Road.

Photo 6: Pipelines were cut.



Photo 7: Water and Product are removed.

Photo 8: Sections of pipe were removed.



Photo 9: Set up for pigging.

Photo 10: Welding pipelines.



Photo 11: Welding caps on pipelines.

Photo 12: Concrete plugs.



Photo 13: Gulf South gas pipeline.
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Introduction 
 
In compliance with the approved Removal Action Work Plan for the Falcon Refinery Superfund 
Site, which is dated June 29, 2004, Kleinfelder provides this work plan addendum.  Described in 
this addendum are the planned pipeline cleanout activities.  USA Environmental, LP (USA) will 
perform the pipeline cleanout under the supervision of Kleinfelder. 
 
The EPA On-Scene Coordinator (OSC) will be given five days notice of the pipeline cleanout. 
 
Pipeline Background 
 
There are seven pipelines that connect the Falcon Refinery to the current and former barge 
docking facilities (Figure 1).  Six of the pipelines are abandoned and consist of a 10-inch, three 
8-inch and two 6-inch diameter pipelines (Photograph 1).  An active 8-inch pipeline (marked 
with a red spot in Photo 1), that lies immediately adjacent to the abandoned pipelines, will 
remain active. 
 
The six abandoned pipelines will be exposed, any contents removed and plates will be welded on 
pipeline to ensure that there is no future environmental concern associated with the abandoned 
pipelines.  
 
Safety and Health 
 
The approved Site-Specific Health and Safety Plan will be provided to USA and prior to each 
day’s activities a safety tailgate meeting will be held.  Safety equipment will include hard hats, 
steel toe boots, gloves, safety glasses, an explosive meter, photoionization detector, fire 
extinguisher, absorbent material, oil booms and a first aid kit.  Paul Supak (Kleinfelder) will be 
the designated Site Safety Officer for the pipeline activities.   
 
Any excavations deeper than four feet will require shoring and the work area will be fenced or 
taped off.  If vapors above the permissible exposure limit are detected, then appropriate 
respiratory protection will be used. 
 
Prior to any excavating or probing utilities will be marked and pipelines will be located. 
 
Pipeline Cleanout Activities 
 
To minimize the potential for any impacts associated with the pipeline cleanout, block valves 
will be located and closed as near to the point where the pipelines go underground as possible, 
near Bishop Road.  A vacuum truck will be on stand-by should the above ground portions of the 
pipelines contain any product.   
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A hole will be drilled in the top of each pipeline to determine if any liquid is detected in the 
pipelines.  If liquid is detected, care will be taken to ensure that none is released.  After the 
removal of any liquid, the pipelines will be cut at the surface with a pneumatic saw and the 
pipeline will be checked for vapors.  
 
After a pipeline is cut, a Neoprene mechanical plug will be inserted in the end of each pipe and a 
slip on flange will be welded on the pipe.  Blind flanges will then be bolted on the slip on 
flanges.   
 
The area immediately adjacent to the point where the pipelines go below Sunray Road (Photo 2) 
will be excavated, the pipelines will be exposed and a trench box will be placed around the 
pipelines if groundwater or surface water are a concern.  Currently there are nine pipeline 
markers at this location, indicating that two pipelines not associated with the Falcon Refinery are 
in this pipe chase.   
 
A current will be attached to the pipelines at the Bishop Road location and readings will be made 
at the Sunray Road location to identify each pipeline.   
 
A blind pig will be placed in the pipelines and the pipelines will then be vacuumed to remove 
any residual product that may be left in the abandoned pipelines.  Any recovered fluid will be 
transported to the refinery and placed in Tank 2 on the North side of the refinery.   
 
After the removal of any liquid, the pipelines at the Sunray Road location will be cut with a 
pneumatic saw.  A vacuum truck will be on stand-by should any liquids be detected.  After all 
fluids are removed, the pipelines at the Sunray Road location will have caps welded on the ends 
of each pipeline. 
 
Removed soil will be placed back in the excavations and carefully compacted. 
 
Site photographs will be taken and the OSC will be notified of any releases from the pipeline 
activity. 
 
Cleanout Contingency  
 
If any fluid is spilled, visually contaminated soil is observed or if significant organic vapors are 
detected, soil sampling will be performed for volatile and semi-volatile organics.  If any spill 
reaches surface water then surface water sampling for volatile and semi-volatile organics will be 
performed.    
 
Any impacted soil will be excavated and brought to the refinery where the soil will be placed on 
a 40 mil HDPE liner and covered with the liner material pending characterization and proper 
disposal. 
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Reporting 
 
After the completion of pipeline cleanout activities a report will be prepared and sent to the OSC.  
The report will also be included in the final report, which will be submitted within 90 days of the 
completion of Removal Action activities.  
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APPENDIX B 

 



I am approving your proposal for the pipeline cleanouts on the condition that the lines are 
cleaned out from where they go underground all the way through the location of the old 
historic dock.  From what you have told me, NORCO and/or the historical owners of the 
refinery had 7 pipelines that travelled parallel to Bay Road from approximately Bishop 
Road underneath Sunray Road and towards an old historical dock use by the refinery.  It 
is also my understanding that one of the seven is an active line (used currently by 
Superior Crude) from the refinery that was tapped and ridirected to the new existing 
dock.  It is the expectation of EPA that all of the abandoned lines or portions thereof be 
cleaned out all the way to the old historic dock including the abadoned portion of the line 
that was tapped for the active line. Therefore, you may need to make a slight 
modification to your proposal. 
 
On another issue, EPA would like you to identify the owners of all of the pipelines that 
run along Bay Road between Bishop Road and Sunray Road and Sunray Road to the old 
dock and Bay road to the new dock.  This identification should be in the form of a 
photo/diagram which identifies the location of the pipelines, where they run, and who 
owns them. 
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ANALYTICAL REPORT

Job Number:  560-950-1

Job Description:  Falcon Refinery

For:

Kleinfelder Inc

3601 Manor Road

Austin, TX  78723

Attention: Mr. Steve Halasz

Timothy L. Kellogg

Project Manager II

tkellogg@stl-inc.com

07/27/2006

The test results entered in this report meet all NELAC requirements for accredited parameters.  Any exceptions to NELAC 
requirements are noted in the report.  Pursuant to NELAC, this report may not be reproduced except in full, and with written approval 
from the laboratory.  STL Corpus Christi Certifications and Approvals:  NELAC TX T104704210-06-TX, NELAC KS E-10362, NELAC 
LA 03034, Oklahoma 9968, USDA Soil Permit S-42935 Revised.

Project Manager: Timothy L. Kellogg

STL Corpus Christi   1733 N. Padre Island Drive, Corpus Christi, 
TX  78408
Tel (361) 289-2673  Fax (361) 289-2471  www.stl-inc.com

Severn Trent Laboratories, Inc.
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Case Narrative for job: 560-J950-1

Kleinfelder Inc

07/26/2006

Client:

Date:

Volatile Organics Analysis (EPA 8260) 

It was noted during the analysis that the matrix spike recoveries on STL Corpus Christi job 
number 560-950 were outside of the normal laboratory acceptance criteria. All of the other 
associated quality control was acceptable.
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EXECUTIVE SUMMARY - Detections

Client:   Kleinfelder Inc Job Number:   560-950-1

Analyte Result / Qualifier
Reporting 

Limit Units  Method
Lab Sample ID      Client Sample ID

560-950-1 SR - EAST SAND 4.5'-5'

20 ug/Kg 8260B5.3 J BMethylene Chloride
20 ug/Kg 8260B73 BAcetone
5.0 ug/Kg 8260B0.45 JMethyl tert-butyl ether
5.0 ug/Kg 8260B3.9 JToluene
5.0 ug/Kg 8260B0.77 J1,3,5-Trimethylbenzene
5.0 ug/Kg 8260B0.41 J1,2,4-Trimethylbenzene
10 ug/Kg 8260B6.5 JMethyl Ethyl Ketone
15 ug/Kg 8260B1.8 JXylenes, Total

560-950-2 SR - WEST SAND 5'

20 ug/Kg 8260B4.4 J BMethylene Chloride
20 ug/Kg 8260B55 BAcetone
5.0 ug/Kg 8260B0.77 JMethyl tert-butyl ether
5.0 ug/Kg 8260B6.6Toluene
5.0 ug/Kg 8260B0.48 JEthylbenzene
5.0 ug/Kg 8260B0.86 J1,3,5-Trimethylbenzene
5.0 ug/Kg 8260B1.4 J1,2,4-Trimethylbenzene
10 ug/Kg 8260B8.2 JMethyl Ethyl Ketone
15 ug/Kg 8260B2.3 JXylenes, Total

STL Corpus Christi
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METHOD SUMMARY

Client:   Kleinfelder Inc Job Number:   560-950-1

Description Preparation MethodMethodLab Location

SolidMatrix:

Volatile Organic Compounds by GC/MS SW846   8260BSTL-COR

SW846   5030BPurge and Trap for Solids STL-COR

Semivolatile Compounds by Gas Chromatography/Mass 
Spectrometry (GC/MS)

SW846   8270CSTL-COR

SW846   3550BUltrasonic Extraction STL-COR

LAB REFERENCES:

STL-COR = STL-Corpus Christi

METHOD REFERENCES:

SW846 - "Test Methods For Evaluating Solid Waste, Physical/Chemical Methods", Third Edition, November 1986 
And Its Updates.

STL Corpus Christi
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METHOD / ANALYST  SUMMARY

Client:   Kleinfelder Inc Job Number:   560-950-1

Method Analyst Analyst ID

Michalk, Kevin KRMSW846   8260B

Fisher, Gayland E GEFSW846   8270C

STL Corpus Christi
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SAMPLE SUMMARY

Client:   Kleinfelder Inc Job Number:   560-950-1

Client Sample IDLab Sample ID Client Matrix
Date/Time 
Sampled

Date/Time 
Received

Solid 06/26/2006  1025 06/26/2006  1233SR - EAST SAND 4.5'-5'560-950-1

Solid 06/26/2006  1046 06/26/2006  1233SR - WEST SAND 5'560-950-2

STL Corpus Christi
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Analytical Data

Client:   Kleinfelder Inc Job Number:   560-950-1

Client Sample ID:

Lab Sample ID: Date Sampled:

Date Received:

SR - EAST SAND 4.5'-5'

06/26/2006  1025

06/26/2006  1233Client Matrix: Solid

8260B Volatile Organic Compounds by GC/MS

560-950-1

Date Prepared:

Date Analyzed:

Dilution:

Preparation:

Method:

06/28/2006  1146

06/28/2006  1146

1.0

8260B Analysis Batch: 560-2782

Final Weight/Volume:

Initial Weight/Volume:

Lab File ID:

Instrument ID: Agilent GCMS [Method 

06280606.D

5.01   g

5   mL

5030B

Analyte Result (ug/Kg) RLMDLQualifierDryWt Corrected: N

ND 5.00.40Dichlorodifluoromethane
ND 5.00.40Chloromethane
ND 5.00.40Vinyl chloride
ND 5.00.75Bromomethane
ND 5.00.40Chloroethane
ND 5.00.40Trichlorofluoromethane
ND 5.00.40Ethyl ether
ND 5.00.401,1-Dichloroethene
ND 5.00.40Carbon disulfide
ND 5.00.40Iodomethane
ND 505.0Acrolein
5.3 J B 200.40Methylene Chloride
73 B 201.4Acetone
ND 5.00.40trans-1,2-Dichloroethene
0.45 J 5.00.40Methyl tert-butyl ether
ND 505.0Acetonitrile
ND 5.00.401,1-Dichloroethane
ND 505.0Acrylonitrile
ND 5.00.44Vinyl acetate
ND 5.00.40cis-1,2-Dichloroethene
ND 5.00.402,2-Dichloropropane
ND 5.00.40Chloroform
ND 5.01.0Ethyl acetate
ND 5.00.40Carbon tetrachloride
ND 5.00.401,1,1-Trichloroethane
ND 5.00.401,1-Dichloropropene
ND 5.00.40Benzene
ND 5.00.401,2-Dichloroethane
ND 5.00.40Trichloroethene
ND 5.00.40Dibromomethane
ND 5.00.401,2-Dichloropropane
ND 5.01.0Dichlorobromomethane
ND 5.00.40Methyl methacrylate
ND 100101,4-Dioxane
ND 5.01.0cis-1,3-Dichloropropene
3.9 J 5.00.40Toluene
ND 5.01.02-Nitropropane
ND 5.00.64methyl isobutyl ketone
ND 5.01.0trans-1,3-Dichloropropene
ND 5.00.40Tetrachloroethene
ND 5.01.0Ethyl methacrylate
ND 5.00.401,1,2-Trichloroethane
ND 5.01.0Chlorodibromomethane

STL Corpus Christi Page 7 of 38



Analytical Data

Client:   Kleinfelder Inc Job Number:   560-950-1

Client Sample ID:

Lab Sample ID: Date Sampled:

Date Received:

SR - EAST SAND 4.5'-5'

06/26/2006  1025

06/26/2006  1233Client Matrix: Solid

8260B Volatile Organic Compounds by GC/MS

560-950-1

Date Prepared:

Date Analyzed:

Dilution:

Preparation:

Method:

06/28/2006  1146

06/28/2006  1146

1.0

8260B Analysis Batch: 560-2782

Final Weight/Volume:

Initial Weight/Volume:

Lab File ID:

Instrument ID: Agilent GCMS [Method 

06280606.D

5.01   g

5   mL

5030B

Analyte Result (ug/Kg) RLMDLQualifierDryWt Corrected: N

ND 5.00.401,3-Dichloropropane
ND 5.00.40Ethylene Dibromide
ND 5.00.402-Hexanone
ND 5.00.40Chlorobenzene
ND 5.00.40Ethylbenzene
ND 5.01.0Bromoform
ND 5.01.0Styrene
ND 5.00.401,1,2,2-Tetrachloroethane
ND 5.00.401,2,3-Trichloropropane
0.77 J 5.00.401,3,5-Trimethylbenzene
0.41 J 5.00.401,2,4-Trimethylbenzene
ND 5.00.401,2,3-Trichlorobenzene
6.5 J 100.43Methyl Ethyl Ketone
ND 5.00.401,1,2-Trichloro-1,2,2-trifluoroethane
1.8 J 150.40Xylenes, Total

Surrogate %Rec Acceptance Limits

88 50.0 - 126.0Dibromofluoromethane (Surr)
93 67.0 - 120.01,2-Dichloroethane-d4
87 57.0 - 120.0Toluene-d8
87 44.0 - 126.04-Bromofluorobenzene (Surr)

STL Corpus Christi Page 8 of 38



Analytical Data

Client:   Kleinfelder Inc Job Number:   560-950-1

Client Sample ID:

Lab Sample ID: Date Sampled:

Date Received:

SR - WEST SAND 5'

06/26/2006  1046

06/26/2006  1233Client Matrix: Solid

8260B Volatile Organic Compounds by GC/MS

560-950-2

Date Prepared:

Date Analyzed:

Dilution:

Preparation:

Method:

06/28/2006  1212

06/28/2006  1212

1.0

8260B Analysis Batch: 560-2782

Final Weight/Volume:

Initial Weight/Volume:

Lab File ID:

Instrument ID: Agilent GCMS [Method 

06280607.D

5.02   g

5   mL

5030B

Analyte Result (ug/Kg) RLMDLQualifierDryWt Corrected: N

ND 5.00.40Dichlorodifluoromethane
ND 5.00.40Chloromethane
ND 5.00.40Vinyl chloride
ND 5.00.75Bromomethane
ND 5.00.40Chloroethane
ND 5.00.40Trichlorofluoromethane
ND 5.00.40Ethyl ether
ND 5.00.401,1-Dichloroethene
ND 5.00.40Carbon disulfide
ND 5.00.40Iodomethane
ND 505.0Acrolein
4.4 J B 200.40Methylene Chloride
55 B 201.4Acetone
ND 5.00.40trans-1,2-Dichloroethene
0.77 J 5.00.40Methyl tert-butyl ether
ND 505.0Acetonitrile
ND 5.00.401,1-Dichloroethane
ND 505.0Acrylonitrile
ND 5.00.44Vinyl acetate
ND 5.00.40cis-1,2-Dichloroethene
ND 5.00.402,2-Dichloropropane
ND 5.00.40Chloroform
ND 5.01.0Ethyl acetate
ND 5.00.40Carbon tetrachloride
ND 5.00.401,1,1-Trichloroethane
ND 5.00.401,1-Dichloropropene
ND 5.00.40Benzene
ND 5.00.401,2-Dichloroethane
ND 5.00.40Trichloroethene
ND 5.00.40Dibromomethane
ND 5.00.401,2-Dichloropropane
ND 5.01.0Dichlorobromomethane
ND 5.00.40Methyl methacrylate
ND 100101,4-Dioxane
ND 5.01.0cis-1,3-Dichloropropene
6.6 5.00.40Toluene
ND 5.01.02-Nitropropane
ND 5.00.64methyl isobutyl ketone
ND 5.01.0trans-1,3-Dichloropropene
ND 5.00.40Tetrachloroethene
ND 5.01.0Ethyl methacrylate
ND 5.00.401,1,2-Trichloroethane
ND 5.01.0Chlorodibromomethane
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Analytical Data

Client:   Kleinfelder Inc Job Number:   560-950-1

Client Sample ID:

Lab Sample ID: Date Sampled:

Date Received:

SR - WEST SAND 5'

06/26/2006  1046

06/26/2006  1233Client Matrix: Solid

8260B Volatile Organic Compounds by GC/MS

560-950-2

Date Prepared:

Date Analyzed:

Dilution:

Preparation:

Method:

06/28/2006  1212

06/28/2006  1212

1.0

8260B Analysis Batch: 560-2782

Final Weight/Volume:

Initial Weight/Volume:

Lab File ID:

Instrument ID: Agilent GCMS [Method 

06280607.D

5.02   g

5   mL

5030B

Analyte Result (ug/Kg) RLMDLQualifierDryWt Corrected: N

ND 5.00.401,3-Dichloropropane
ND 5.00.40Ethylene Dibromide
ND 5.00.402-Hexanone
ND 5.00.40Chlorobenzene
0.48 J 5.00.40Ethylbenzene
ND 5.01.0Bromoform
ND 5.01.0Styrene
ND 5.00.401,1,2,2-Tetrachloroethane
ND 5.00.401,2,3-Trichloropropane
0.86 J 5.00.401,3,5-Trimethylbenzene
1.4 J 5.00.401,2,4-Trimethylbenzene
ND 5.00.401,2,3-Trichlorobenzene
8.2 J 100.43Methyl Ethyl Ketone
ND 5.00.401,1,2-Trichloro-1,2,2-trifluoroethane
2.3 J 150.40Xylenes, Total

Surrogate %Rec Acceptance Limits

89 50.0 - 126.0Dibromofluoromethane (Surr)
90 67.0 - 120.01,2-Dichloroethane-d4
86 57.0 - 120.0Toluene-d8
87 44.0 - 126.04-Bromofluorobenzene (Surr)
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Analytical Data

Client:   Kleinfelder Inc Job Number:   560-950-1

Client Sample ID:

Lab Sample ID: Date Sampled:

Date Received:

SR - EAST SAND 4.5'-5'

06/26/2006  1025

06/26/2006  1233Client Matrix: Solid

8270C Semivolatile Compounds by Gas Chromatography/Mass Spectrometry (GC/MS)

560-950-1

Date Prepared:

Date Analyzed:

Dilution:

Preparation:

Method:

06/29/2006  0830

07/01/2006  0001

1.0

8270C Analysis Batch: 560-2899

Prep Batch: 560-2843

Injection Volume:

Final Weight/Volume:

Initial Weight/Volume:

Lab File ID:

Instrument ID: Agilent GCMS [Method 

06300622.D

30   g

1   mL

3550B

Analyte Result (ug/Kg) RLMDLQualifierDryWt Corrected: N

ND 33017Phenol
ND 33037Bis(2-chloroethyl)ether
ND 330282-Chlorophenol
ND 330441,3-Dichlorobenzene
ND 330461,4-Dichlorobenzene
ND 33025Benzyl alcohol
ND 330521,2-Dichlorobenzene
ND 330332-Methylphenol
ND 330412,2'-oxybis(2-chloropropane)
ND 330173 & 4 Methylphenol
ND 33017N-Nitrosodi-n-propylamine
ND 33050Hexachloroethane
ND 33036Nitrobenzene
ND 33017Isophorone
ND 330172-Nitrophenol
ND 330202,4-Dimethylphenol
ND 33017Bis(2-chloroethoxy)methane
ND 330232,4-Dichlorophenol
ND 330461,2,4-Trichlorobenzene
ND 33042Naphthalene
ND 330474-Chloroaniline
ND 33045Hexachlorobutadiene
ND 330174-Chloro-3-methylphenol
ND 330312-Methylnaphthalene
ND 670170Hexachlorocyclopentadiene
ND 330172,4,6-Trichlorophenol
ND 330172,4,5-Trichlorophenol
ND 330172-Chloronaphthalene
ND 330222-Nitroaniline
ND 33017Dimethyl phthalate
ND 33017Acenaphthylene
ND 330172,6-Dinitrotoluene
ND 330263-Nitroaniline
ND 33017Acenaphthene
ND 17003302,4-Dinitrophenol
ND 17003304-Nitrophenol
ND 33017Dibenzofuran
ND 3301702,4-Dinitrotoluene
ND 33017Diethyl phthalate
ND 33017Fluorene
ND 3301704-Chlorophenyl phenyl ether
ND 330284-Nitroaniline
ND 17001704,6-Dinitro-2-methylphenol
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Analytical Data

Client:   Kleinfelder Inc Job Number:   560-950-1

Client Sample ID:

Lab Sample ID: Date Sampled:

Date Received:

SR - EAST SAND 4.5'-5'

06/26/2006  1025

06/26/2006  1233Client Matrix: Solid

8270C Semivolatile Compounds by Gas Chromatography/Mass Spectrometry (GC/MS)

560-950-1

Date Prepared:

Date Analyzed:

Dilution:

Preparation:

Method:

06/29/2006  0830

07/01/2006  0001

1.0

8270C Analysis Batch: 560-2899

Prep Batch: 560-2843

Injection Volume:

Final Weight/Volume:

Initial Weight/Volume:

Lab File ID:

Instrument ID: Agilent GCMS [Method 

06300622.D

30   g

1   mL

3550B

Analyte Result (ug/Kg) RLMDLQualifierDryWt Corrected: N

ND 33017N-Nitrosodiphenylamine
ND 330174-Bromophenyl phenyl ether
ND 33017Hexachlorobenzene
ND 33017Phenanthrene
ND 33017Anthracene
ND 33017Di-n-butyl phthalate
ND 33017Fluoranthene
ND 33017Pyrene
ND 33017Butyl benzyl phthalate
ND 33017Benzo[a]anthracene
ND 33017Chrysene
ND B 33017Bis(2-ethylhexyl) phthalate
ND 33017Di-n-octyl phthalate
ND B 33017Benzo[b]fluoranthene
ND B 33017Benzo[k]fluoranthene
ND B 33017Benzo[a]pyrene
ND B 33017Indeno[1,2,3-cd]pyrene
ND B 33017Dibenz(a,h)anthracene
ND B 33017Benzo[g,h,i]perylene
ND 3301703,3'-Dichlorobenzidine
ND 170025Pentachlorophenol

Surrogate %Rec Acceptance Limits

74 45 - 1202-Fluorophenol
75 48 - 120Phenol-d5
73 47 - 120Nitrobenzene-d5
78 50 - 1202-Fluorobiphenyl
88 56 - 1202,4,6-Tribromophenol
88 56 - 120Terphenyl-d14
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Analytical Data

Client:   Kleinfelder Inc Job Number:   560-950-1

Client Sample ID:

Lab Sample ID: Date Sampled:

Date Received:

SR - WEST SAND 5'

06/26/2006  1046

06/26/2006  1233Client Matrix: Solid

8270C Semivolatile Compounds by Gas Chromatography/Mass Spectrometry (GC/MS)

560-950-2

Date Prepared:

Date Analyzed:

Dilution:

Preparation:

Method:

06/29/2006  0830

07/01/2006  0029

1.0

8270C Analysis Batch: 560-2899

Prep Batch: 560-2843

Injection Volume:

Final Weight/Volume:

Initial Weight/Volume:

Lab File ID:

Instrument ID: Agilent GCMS [Method 

06300623.D

30   g

1   mL

3550B

Analyte Result (ug/Kg) RLMDLQualifierDryWt Corrected: N

ND 33017Phenol
ND 33037Bis(2-chloroethyl)ether
ND 330282-Chlorophenol
ND 330441,3-Dichlorobenzene
ND 330461,4-Dichlorobenzene
ND 33025Benzyl alcohol
ND 330521,2-Dichlorobenzene
ND 330332-Methylphenol
ND 330412,2'-oxybis(2-chloropropane)
ND 330173 & 4 Methylphenol
ND 33017N-Nitrosodi-n-propylamine
ND 33050Hexachloroethane
ND 33036Nitrobenzene
ND 33017Isophorone
ND 330172-Nitrophenol
ND 330202,4-Dimethylphenol
ND 33017Bis(2-chloroethoxy)methane
ND 330232,4-Dichlorophenol
ND 330461,2,4-Trichlorobenzene
ND 33042Naphthalene
ND 330474-Chloroaniline
ND 33045Hexachlorobutadiene
ND 330174-Chloro-3-methylphenol
ND 330312-Methylnaphthalene
ND 670170Hexachlorocyclopentadiene
ND 330172,4,6-Trichlorophenol
ND 330172,4,5-Trichlorophenol
ND 330172-Chloronaphthalene
ND 330222-Nitroaniline
ND 33017Dimethyl phthalate
ND 33017Acenaphthylene
ND 330172,6-Dinitrotoluene
ND 330263-Nitroaniline
ND 33017Acenaphthene
ND 17003302,4-Dinitrophenol
ND 17003304-Nitrophenol
ND 33017Dibenzofuran
ND 3301702,4-Dinitrotoluene
ND 33017Diethyl phthalate
ND 33017Fluorene
ND 3301704-Chlorophenyl phenyl ether
ND 330284-Nitroaniline
ND 17001704,6-Dinitro-2-methylphenol
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Analytical Data

Client:   Kleinfelder Inc Job Number:   560-950-1

Client Sample ID:

Lab Sample ID: Date Sampled:

Date Received:

SR - WEST SAND 5'

06/26/2006  1046

06/26/2006  1233Client Matrix: Solid

8270C Semivolatile Compounds by Gas Chromatography/Mass Spectrometry (GC/MS)

560-950-2

Date Prepared:

Date Analyzed:

Dilution:

Preparation:

Method:

06/29/2006  0830

07/01/2006  0029

1.0

8270C Analysis Batch: 560-2899

Prep Batch: 560-2843

Injection Volume:

Final Weight/Volume:

Initial Weight/Volume:

Lab File ID:

Instrument ID: Agilent GCMS [Method 

06300623.D

30   g

1   mL

3550B

Analyte Result (ug/Kg) RLMDLQualifierDryWt Corrected: N

ND 33017N-Nitrosodiphenylamine
ND 330174-Bromophenyl phenyl ether
ND 33017Hexachlorobenzene
ND 33017Phenanthrene
ND 33017Anthracene
ND 33017Di-n-butyl phthalate
ND 33017Fluoranthene
ND 33017Pyrene
ND 33017Butyl benzyl phthalate
ND 33017Benzo[a]anthracene
ND 33017Chrysene
ND B 33017Bis(2-ethylhexyl) phthalate
ND 33017Di-n-octyl phthalate
ND B 33017Benzo[b]fluoranthene
ND B 33017Benzo[k]fluoranthene
ND B 33017Benzo[a]pyrene
ND B 33017Indeno[1,2,3-cd]pyrene
ND B 33017Dibenz(a,h)anthracene
ND B 33017Benzo[g,h,i]perylene
ND 3301703,3'-Dichlorobenzidine
ND 170025Pentachlorophenol

Surrogate %Rec Acceptance Limits

74 45 - 1202-Fluorophenol
74 48 - 120Phenol-d5
72 47 - 120Nitrobenzene-d5
78 50 - 1202-Fluorobiphenyl
91 56 - 1202,4,6-Tribromophenol
93 56 - 120Terphenyl-d14

STL Corpus Christi Page 14 of 38



DATA REPORTING QUALIFIERS

Client:   Kleinfelder Inc Job Number:   560-950-1

Lab Section Qualifier Description

GC/MS VOA

Compound was found in the blank and sample.B

MS or MSD exceeds the control limitsF

Result is less than the RL but greater than or equal to the MDL 
and the concentration is an approximate value.

J

GC/MS Semi VOA

Compound was found in the blank and sample.B

Result is less than the RL but greater than or equal to the MDL 
and the concentration is an approximate value.

J

STL Corpus Christi
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QUALITY CONTROL RESULTS

STL Corpus Christi
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

SolidClient Matrix:

1.0Dilution:

Date Analyzed:

Lab Sample ID:

06/28/2006  1120

Method Blank - Batch:  560-2782

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Analysis Batch:   560-2782

Prep Batch: N/A

06/28/2006  1120

06280605.D

5.00   g

5   mL

Units: ug/Kg

Method: 8260B
Preparation: 5030B

Agilent GCMS [Method 8260B]MB 560-2782/2

Analyte RLMDLQualResult

ND 5.00.40Dichlorodifluoromethane
ND 5.00.40Chloromethane
ND 5.00.40Vinyl chloride
ND 5.00.75Bromomethane
ND 5.00.40Chloroethane
ND 5.00.40Trichlorofluoromethane
ND 5.00.40Ethyl ether
ND 5.00.401,1-Dichloroethene
ND 5.00.40Carbon disulfide
ND 5.00.40Iodomethane
ND 505.0Acrolein
2.6 J 200.40Methylene Chloride
10 J 201.4Acetone
ND 5.00.40trans-1,2-Dichloroethene
ND 5.00.40Methyl tert-butyl ether
ND 505.0Acetonitrile
ND 5.00.401,1-Dichloroethane
ND 505.0Acrylonitrile
ND 5.00.44Vinyl acetate
ND 5.00.40cis-1,2-Dichloroethene
ND 5.00.402,2-Dichloropropane
ND 5.00.40Chloroform
ND 5.01.0Ethyl acetate
ND 5.00.40Carbon tetrachloride
ND 5.00.401,1,1-Trichloroethane
ND 5.00.401,1-Dichloropropene
ND 5.00.40Benzene
ND 5.00.401,2-Dichloroethane
ND 5.00.40Trichloroethene
ND 5.00.40Dibromomethane
ND 5.00.401,2-Dichloropropane
ND 5.01.0Dichlorobromomethane
ND 5.00.40Methyl methacrylate
ND 100101,4-Dioxane
ND 5.01.0cis-1,3-Dichloropropene
ND 5.00.40Toluene
ND 5.01.02-Nitropropane
ND 5.00.64methyl isobutyl ketone
ND 5.01.0trans-1,3-Dichloropropene
ND 5.00.40Tetrachloroethene
ND 5.01.0Ethyl methacrylate

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

SolidClient Matrix:

1.0Dilution:

Date Analyzed:

Lab Sample ID:

06/28/2006  1120

Method Blank - Batch:  560-2782

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Analysis Batch:   560-2782

Prep Batch: N/A

06/28/2006  1120

06280605.D

5.00   g

5   mL

Units: ug/Kg

Method: 8260B
Preparation: 5030B

Agilent GCMS [Method 8260B]MB 560-2782/2

Analyte RLMDLQualResult

ND 5.00.401,1,2-Trichloroethane
ND 5.01.0Chlorodibromomethane
ND 5.00.401,3-Dichloropropane
ND 5.00.40Ethylene Dibromide
ND 5.00.402-Hexanone
ND 5.00.40Chlorobenzene
ND 5.00.40Ethylbenzene
ND 5.01.0Bromoform
ND 5.01.0Styrene
ND 5.00.401,1,2,2-Tetrachloroethane
ND 5.00.401,2,3-Trichloropropane
ND 5.00.401,3,5-Trimethylbenzene
ND 5.00.401,2,4-Trimethylbenzene
ND 5.00.401,2,3-Trichlorobenzene
ND 100.43Methyl Ethyl Ketone
ND 5.00.401,1,2-Trichloro-1,2,2-trifluoroethane
ND 150.40Xylenes, Total

Surrogate % Rec Acceptance Limits

Dibromofluoromethane (Surr) 102 50.0 - 126.0
1,2-Dichloroethane-d4 102 67.0 - 120.0
Toluene-d8 103 57.0 - 120.0
4-Bromofluorobenzene (Surr) 98 44.0 - 126.0

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Solid

1.0

06/28/2006  1027Date Analyzed:

Laboratory Control Sample - Batch:  560-2782

Client Matrix:

Lab Sample ID:

Dilution:

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

06280603.D

06/28/2006  1027

Analysis Batch:   560-2782

Prep Batch: N/A

5.00   g

5   mL

Units:ug/Kg

Method: 8260B
Preparation: 5030B

Agilent GCMS [Method 8260B]LCS 560-2782/1

Analyte QualLimit% Rec.ResultSpike Amount

50.0 54.5 109 55.0 - 142.0Dichlorodifluoromethane
50.0 54.4 109 75.0 - 141.0Chloromethane
50.0 55.0 110 74.0 - 129.0Vinyl chloride
50.0 51.8 104 48.0 - 158.0Bromomethane
50.0 53.1 106 80.0 - 136.0Chloroethane
50.0 58.1 116 67.0 - 140.0Trichlorofluoromethane
50.0 56.2 112 80.0 - 131.0Ethyl ether
50.0 53.5 107 76.0 - 127.01,1-Dichloroethene
50.0 55.1 110 54.0 - 135.0Carbon disulfide
50.0 55.2 110 58.0 - 136.0Iodomethane
500 365 73 50.0 - 166.0Acrolein
50.0 56.9 114 74.0 - 137.0Methylene Chloride
50.0 60.8 122 56.0 - 181.0Acetone
50.0 53.7 107 80.0 - 123.0trans-1,2-Dichloroethene
50.0 53.5 107 78.0 - 126.0Methyl tert-butyl ether
500 525 105 60.0 - 151.0Acetonitrile
50.0 53.2 106 79.0 - 123.01,1-Dichloroethane
500 504 101 73.0 - 123.0Acrylonitrile
50.0 62.0 124 67.0 - 165.0Vinyl acetate
50.0 52.1 104 80.0 - 123.0cis-1,2-Dichloroethene
50.0 51.8 104 71.0 - 136.02,2-Dichloropropane
50.0 51.9 104 80.0 - 122.0Chloroform
50.0 49.6 99 69.0 - 128.0Ethyl acetate
50.0 54.6 109 80.0 - 127.0Carbon tetrachloride
50.0 52.9 106 80.0 - 124.01,1,1-Trichloroethane
50.0 49.3 99 77.0 - 120.01,1-Dichloropropene
50.0 52.3 105 79.0 - 120.0Benzene
50.0 49.5 99 78.0 - 124.01,2-Dichloroethane
50.0 50.1 100 80.0 - 120.0Trichloroethene
50.0 50.8 102 80.0 - 122.0Dibromomethane
50.0 51.6 103 80.0 - 120.01,2-Dichloropropane
50.0 55.2 110 80.0 - 122.0Dichlorobromomethane
50.0 51.8 104 75.0 - 132.0Methyl methacrylate
1000 1010 101 77.0 - 135.01,4-Dioxane
50.0 44.8 90 77.0 - 120.0cis-1,3-Dichloropropene
50.0 51.6 103 80.0 - 122.0Toluene
50.0 53.7 107 44.0 - 132.02-Nitropropane
50.0 49.3 99 73.0 - 127.0methyl isobutyl ketone
50.0 57.3 115 77.0 - 131.0trans-1,3-Dichloropropene
50.0 49.3 99 73.0 - 121.0Tetrachloroethene
50.0 46.0 92 45.0 - 121.0Ethyl methacrylate
50.0 51.5 103 80.0 - 122.01,1,2-Trichloroethane

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Solid

1.0

06/28/2006  1027Date Analyzed:

Laboratory Control Sample - Batch:  560-2782

Client Matrix:

Lab Sample ID:

Dilution:

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

06280603.D

06/28/2006  1027

Analysis Batch:   560-2782

Prep Batch: N/A

5.00   g

5   mL

Units:ug/Kg

Method: 8260B
Preparation: 5030B

Agilent GCMS [Method 8260B]LCS 560-2782/1

Analyte QualLimit% Rec.ResultSpike Amount

50.0 55.2 110 78.0 - 121.0Chlorodibromomethane
50.0 51.9 104 80.0 - 122.01,3-Dichloropropane
50.0 51.7 103 80.0 - 122.0Ethylene Dibromide
50.0 53.3 107 75.0 - 128.02-Hexanone
50.0 52.2 104 80.0 - 120.0Chlorobenzene
50.0 51.9 104 79.0 - 123.0Ethylbenzene
50.0 48.8 98 64.0 - 120.0Bromoform
50.0 54.4 109 75.0 - 128.0Styrene
50.0 49.8 100 77.0 - 120.01,1,2,2-Tetrachloroethane
50.0 55.8 112 77.0 - 122.01,2,3-Trichloropropane
50.0 50.0 100 76.0 - 122.01,3,5-Trimethylbenzene
50.0 50.7 101 76.0 - 122.01,2,4-Trimethylbenzene
50.0 48.3 97 61.0 - 145.01,2,3-Trichlorobenzene
50.0 51.2 102 70.0 - 135.0Methyl Ethyl Ketone
50.0 50.6 101 64.0 - 120.01,1,2-Trichloro-1,2,2-trifluoroethane
150 153 102 79.0 - 123.0Xylenes, Total

Surrogate % Rec Acceptance Limits

Dibromofluoromethane (Surr) 106 50.0 - 126.0

1,2-Dichloroethane-d4 103 67.0 - 120.0

Toluene-d8 106 57.0 - 120.0

4-Bromofluorobenzene (Surr) 105 44.0 - 126.0

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Date Analyzed:

Date Analyzed:

Dilution:

Dilution:

06/28/2006  1318

06/28/2006  1344

Solid

Matrix Spike/
Matrix Spike Duplicate Recovery Report - Batch:  560-2782

1.0

1.0

MS Lab Sample ID:

MSD Lab Sample ID:

Client Matrix:

Date Prepared:

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Client Matrix: Solid

Analysis Batch:   560-2782

Analysis Batch:   560-2782

06/28/2006  1318

06/28/2006  1344

Prep Batch: N/A

Prep Batch: N/A

06280608.D

5.08   g

5   mL

06280609.D

5.01   g

5   mL

Method: 8260B
Preparation: 5030B

Agilent GCMS [Method 8260B]

Agilent GCMS [Method 8260B]

560-950-1

560-950-1

Analyte MSD QualMS QualRPD LimitRPDLimitMSDMS

% Rec.

101 77 10.0 - 144.0 25.6 30.0Dichlorodifluoromethane

106 91 10.0 - 169.0 13.6 30.0Chloromethane

103 91 10.0 - 171.0 11.0 30.0Vinyl chloride

97 84 10.0 - 150.0 13.8 30.0Bromomethane

99 85 10.0 - 168.0 14.0 30.0Chloroethane

104 91 10.0 - 164.0 11.9 30.0Trichlorofluoromethane

104 103 10.0 - 150.0 0.2 30.0Ethyl ether

100 89 10.0 - 161.0 10.2 30.01,1-Dichloroethene

98 80 10.0 - 150.0 18.6 30.0Carbon disulfide

102 91 10.0 - 149.0 10 30.0Iodomethane

49 44 10.0 - 191.0 10.8 30.0Acrolein

100 93 10.0 - 150.0 5.4 30.0 B BMethylene Chloride

75 60 10.0 - 268.0 6.7 30.0 B BAcetone

100 91 10.0 - 150.0 7.6 30.0trans-1,2-Dichloroethene

98 97 51.0 - 140.0 0.5 30.0Methyl tert-butyl ether

94 89 10.0 - 207.0 3.6 30.0Acetonitrile

99 92 10.0 - 164.0 6.0 30.01,1-Dichloroethane

89 88 10.0 - 150.0 1 30.0Acrylonitrile

28 10 10.0 - 150.0 92.3 30.0 FVinyl acetate

97 91 10.0 - 150.0 4.9 30.0cis-1,2-Dichloroethene

91 87 10.0 - 165.0 3.1 30.02,2-Dichloropropane

96 90 10.0 - 163.0 4.6 30.0Chloroform

58 41 10.0 - 133.0 33.5 30.0 FEthyl acetate

95 87 10.0 - 150.0 7.8 30.0Carbon tetrachloride

96 90 10.0 - 150.0 5.1 30.01,1,1-Trichloroethane

91 86 10.0 - 144.0 4.9 30.01,1-Dichloropropene

97 93 64.0 - 129.0 2.8 30.0Benzene

91 91 17.0 - 155.0 1.4 30.01,2-Dichloroethane

93 91 10.0 - 150.0 0.9 30.0Trichloroethene

93 94 10.0 - 150.0 2.9 30.0Dibromomethane

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Date Analyzed:

Date Analyzed:

Dilution:

Dilution:

06/28/2006  1318

06/28/2006  1344

Solid

Matrix Spike/
Matrix Spike Duplicate Recovery Report - Batch:  560-2782

1.0

1.0

MS Lab Sample ID:

MSD Lab Sample ID:

Client Matrix:

Date Prepared:

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Client Matrix: Solid

Analysis Batch:   560-2782

Analysis Batch:   560-2782

06/28/2006  1318

06/28/2006  1344

Prep Batch: N/A

Prep Batch: N/A

06280608.D

5.08   g

5   mL

06280609.D

5.01   g

5   mL

Method: 8260B
Preparation: 5030B

Agilent GCMS [Method 8260B]

Agilent GCMS [Method 8260B]

560-950-1

560-950-1

Analyte MSD QualMS QualRPD LimitRPDLimitMSDMS

% Rec.

97 95 10.0 - 150.0 0.7 30.01,2-Dichloropropane

101 98 10.0 - 150.0 1.2 30.0Dichlorobromomethane

103 126 10.0 - 192.0 21.7 30.0Methyl methacrylate

87 91 10.0 - 236.0 5.9 30.01,4-Dioxane

80 79 10.0 - 149.0 1.1 30.0cis-1,3-Dichloropropene

91 88 64.0 - 126.0 2.0 30.0Toluene

84 88 10.0 - 166.0 6.6 30.02-Nitropropane

87 95 10.0 - 150.0 9.5 30.0methyl isobutyl ketone

101 103 10.0 - 150.0 3.8 30.0trans-1,3-Dichloropropene

94 97 10.0 - 173.0 4.4 30.0Tetrachloroethene

69 59 10.0 - 150.0 13.7 30.0Ethyl methacrylate

94 98 10.0 - 163.0 5.9 30.01,1,2-Trichloroethane

96 98 10.0 - 148.0 2.9 30.0Chlorodibromomethane

93 96 10.0 - 150.0 4.4 30.01,3-Dichloropropane

94 95 10.0 - 156.0 2.9 30.0Ethylene Dibromide

90 100 10.0 - 156.0 11.3 30.02-Hexanone

96 95 10.0 - 150.0 0.3 30.0Chlorobenzene

95 94 61.0 - 127.0 0.5 30.0Ethylbenzene

79 81 10.0 - 158.0 3.5 30.0Bromoform

98 98 10.0 - 152.0 0.9 30.0Styrene

92 96 10.0 - 150.0 5.4 30.01,1,2,2-Tetrachloroethane

106 109 10.0 - 170.0 3.8 30.01,2,3-Trichloropropane

92 93 10.0 - 150.0 3.1 30.01,3,5-Trimethylbenzene

93 93 10.0 - 149.0 1.3 30.01,2,4-Trimethylbenzene

59 64 10.0 - 150.0 8.7 30.01,2,3-Trichlorobenzene

85 86 10.0 - 167.0 2.4 30.0Methyl Ethyl Ketone

93 83 10.0 - 150.0 10.4 30.01,1,2-Trichloro-1,2,2-trifluoroethane

93 92 10.0 - 144.0 0.1 30.0Xylenes, Total

Surrogate MS % Rec MSD % Rec Acceptance Limits

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Surrogate MS % Rec MSD % Rec Acceptance Limits

Dibromofluoromethane (Surr) 97 89 50.0 - 126.0
1,2-Dichloroethane-d4 92 91 67.0 - 120.0
Toluene-d8 97 93 57.0 - 120.0
4-Bromofluorobenzene (Surr) 94 89 44.0 - 126.0

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Solid

Date Analyzed: Date Analyzed:06/28/2006  1318 06/28/2006  1344

Dilution: Dilution:1.0 1.0

MS Lab Sample ID:

Client Matrix:

Date Prepared:

MSD Lab Sample ID:

Client Matrix: Solid

Date Prepared:06/28/2006  1318 06/28/2006  1344

Matrix Spike/
Matrix Spike Duplicate Data Report - Batch:  560-2782

Method: 8260B
Preparation: 5030B

Units:ug/Kg560-950-1 560-950-1

MSD 
Result/Qual

MS 
Result/Qual

MSD Spike 
Amount

MS Spike 
Amount

Sample 
Result/QualAnalyte

0.0371 49.2 49.9 49.7 38.5Dichlorodifluoromethane
0.113 49.2 49.9 52.1 45.4Chloromethane
0.0293 49.2 49.9 50.5 45.2Vinyl chloride
0.0580 49.2 49.9 47.9 41.7Bromomethane
0.0293 49.2 49.9 48.6 42.2Chloroethane
0.0119 49.2 49.9 51.1 45.4Trichlorofluoromethane
0.00635 49.2 49.9 51.2 51.3Ethyl ether
0.0272 49.2 49.9 49.4 44.61,1-Dichloroethene
0.207 49.2 49.9 48.4 40.1Carbon disulfide
0.0151 49.2 49.9 50.2 45.5Iodomethane
0.0 492 499 243 218Acrolein
5.27 J 49.2 49.9 54.4 51.6B BMethylene Chloride
72.9 49.2 49.9 110 103B BAcetone
0.0224 49.2 49.9 49.0 45.5trans-1,2-Dichloroethene
0.446 J 49.2 49.9 48.9 48.6Methyl tert-butyl ether
0.211 492 499 461 445Acetonitrile
0.0122 49.2 49.9 48.5 45.71,1-Dichloroethane
0.292 492 499 437 441Acrylonitrile
0.0487 49.2 49.9 13.6 5.00 FVinyl acetate
0.00850 49.2 49.9 47.7 45.4cis-1,2-Dichloroethene
0.00705 49.2 49.9 45.0 43.62,2-Dichloropropane
0.0574 49.2 49.9 47.1 44.9Chloroform
0.205 49.2 49.9 28.6 20.4 FEthyl acetate
0.0 49.2 49.9 46.8 43.2Carbon tetrachloride
0.00860 49.2 49.9 47.1 44.81,1,1-Trichloroethane
0.0526 49.2 49.9 45.0 42.91,1-Dichloropropene
0.0876 49.2 49.9 47.8 46.5Benzene
0.0124 49.2 49.9 44.7 45.31,2-Dichloroethane
0.207 49.2 49.9 45.8 45.4Trichloroethene
0.00795 49.2 49.9 45.7 47.0Dibromomethane
0.00459 49.2 49.9 47.7 47.31,2-Dichloropropane
0.0 49.2 49.9 49.6 49.0Dichlorobromomethane
0.0 49.2 49.9 50.5 62.8Methyl methacrylate
0.0 984 998 859 9121,4-Dioxane
0.00578 49.2 49.9 39.2 39.7cis-1,3-Dichloropropene
3.89 J 49.2 49.9 48.6 47.6Toluene
0.0 49.2 49.9 41.2 44.02-Nitropropane
0.113 49.2 49.9 43.0 47.3methyl isobutyl ketone
0.0221 49.2 49.9 49.5 51.5trans-1,3-Dichloropropene

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Solid

Date Analyzed: Date Analyzed:06/28/2006  1318 06/28/2006  1344

Dilution: Dilution:1.0 1.0

MS Lab Sample ID:

Client Matrix:

Date Prepared:

MSD Lab Sample ID:

Client Matrix: Solid

Date Prepared:06/28/2006  1318 06/28/2006  1344

Matrix Spike/
Matrix Spike Duplicate Data Report - Batch:  560-2782

Method: 8260B
Preparation: 5030B

Units:ug/Kg560-950-1 560-950-1

MSD 
Result/Qual

MS 
Result/Qual

MSD Spike 
Amount

MS Spike 
Amount

Sample 
Result/QualAnalyte

0.0139 49.2 49.9 46.5 48.6Tetrachloroethene
0.137 49.2 49.9 33.7 29.4Ethyl methacrylate
0.0357 49.2 49.9 46.0 48.81,1,2-Trichloroethane
0.00731 49.2 49.9 47.5 48.9Chlorodibromomethane
0.0154 49.2 49.9 46.0 48.11,3-Dichloropropane
0.0451 49.2 49.9 46.2 47.6Ethylene Dibromide
0.137 49.2 49.9 44.5 49.82-Hexanone
0.0186 49.2 49.9 47.2 47.3Chlorobenzene
0.190 49.2 49.9 46.7 46.9Ethylbenzene
0.0133 49.2 49.9 39.0 40.4Bromoform
0.0333 49.2 49.9 48.3 48.8Styrene
0.0621 49.2 49.9 45.5 48.01,1,2,2-Tetrachloroethane
0.0324 49.2 49.9 52.3 54.31,2,3-Trichloropropane
0.766 J 49.2 49.9 45.9 47.41,3,5-Trimethylbenzene
0.411 J 49.2 49.9 46.0 46.61,2,4-Trimethylbenzene
0.0990 49.2 49.9 29.2 31.81,2,3-Trichlorobenzene
6.53 J 49.2 49.9 48.5 49.7Methyl Ethyl Ketone
0.0116 49.2 49.9 45.8 41.31,1,2-Trichloro-1,2,2-trifluoroethane
1.79 J 148 150 139 139Xylenes, Total

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

SolidClient Matrix:

1.0Dilution:

Date Analyzed:

Lab Sample ID:

06/30/2006  1508

Method Blank - Batch:  560-2843

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Injection Volume:

Analysis Batch:   560-2899

Prep Batch:   560-2843

06/29/2006  0830

06300603.D

30   g

1   mL

Units: ug/Kg

Method: 8270C
Preparation: 3550B

Agilent GCMS [Method 8270C]MB 560-2843/1-A

Analyte RLMDLQualResult

ND 33017Phenol
ND 33037Bis(2-chloroethyl)ether
ND 330282-Chlorophenol
ND 330441,3-Dichlorobenzene
ND 330461,4-Dichlorobenzene
ND 33025Benzyl alcohol
ND 330521,2-Dichlorobenzene
ND 330332-Methylphenol
ND 330412,2'-oxybis(2-chloropropane)
ND 330173 & 4 Methylphenol
ND 33017N-Nitrosodi-n-propylamine
ND 33050Hexachloroethane
ND 33036Nitrobenzene
ND 33017Isophorone
ND 330172-Nitrophenol
ND 330202,4-Dimethylphenol
ND 33017Bis(2-chloroethoxy)methane
ND 330232,4-Dichlorophenol
ND 330461,2,4-Trichlorobenzene
ND 33042Naphthalene
ND 330474-Chloroaniline
ND 33045Hexachlorobutadiene
ND 330174-Chloro-3-methylphenol
ND 330312-Methylnaphthalene
ND 670170Hexachlorocyclopentadiene
ND 330172,4,6-Trichlorophenol
ND 330172,4,5-Trichlorophenol
ND 330172-Chloronaphthalene
ND 330222-Nitroaniline
ND 33017Dimethyl phthalate
ND 33017Acenaphthylene
ND 330172,6-Dinitrotoluene
ND 330263-Nitroaniline
ND 33017Acenaphthene
ND 17003302,4-Dinitrophenol
ND 17003304-Nitrophenol
ND 33017Dibenzofuran
ND 3301702,4-Dinitrotoluene
ND 33017Diethyl phthalate
ND 33017Fluorene
ND 3301704-Chlorophenyl phenyl ether

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

SolidClient Matrix:

1.0Dilution:

Date Analyzed:

Lab Sample ID:

06/30/2006  1508

Method Blank - Batch:  560-2843

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Injection Volume:

Analysis Batch:   560-2899

Prep Batch:   560-2843

06/29/2006  0830

06300603.D

30   g

1   mL

Units: ug/Kg

Method: 8270C
Preparation: 3550B

Agilent GCMS [Method 8270C]MB 560-2843/1-A

Analyte RLMDLQualResult

ND 330284-Nitroaniline
ND 17001704,6-Dinitro-2-methylphenol
ND 33017N-Nitrosodiphenylamine
ND 330174-Bromophenyl phenyl ether
ND 33017Hexachlorobenzene
ND 33017Phenanthrene
ND 33017Anthracene
ND 33017Di-n-butyl phthalate
ND 33017Fluoranthene
ND 33017Pyrene
ND 33017Butyl benzyl phthalate
ND 33017Benzo[a]anthracene
ND 33017Chrysene
28 J 33017Bis(2-ethylhexyl) phthalate
ND 33017Di-n-octyl phthalate
23 J 33017Benzo[b]fluoranthene
29 J 33017Benzo[k]fluoranthene
27 J 33017Benzo[a]pyrene
19 J 33017Indeno[1,2,3-cd]pyrene
20 J 33017Dibenz(a,h)anthracene
20 J 33017Benzo[g,h,i]perylene
ND 3301703,3'-Dichlorobenzidine
ND 170025Pentachlorophenol

Surrogate % Rec Acceptance Limits

2-Fluorophenol 79 45 - 120
Phenol-d5 79 48 - 120
Nitrobenzene-d5 78 47 - 120
2-Fluorobiphenyl 81 50 - 120
2,4,6-Tribromophenol 85 56 - 120
Terphenyl-d14 95 56 - 120

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Solid

1.0

06/30/2006  1536Date Analyzed:

Laboratory Control Sample - Batch:  560-2843

Client Matrix:

Lab Sample ID:

Dilution:

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Injection Volume:

06300604.D

06/29/2006  0830

Analysis Batch:   560-2899

Prep Batch:   560-2843

30   g

1   mL

Units:ug/Kg

Method: 8270C
Preparation: 3550B

Agilent GCMS [Method 8270C]LCS 560-2843/2-A

Analyte QualLimit% Rec.ResultSpike Amount

3330 2550 76 55 - 120Phenol
3330 2350 70 52 - 120Bis(2-chloroethyl)ether
3330 2510 75 54 - 1202-Chlorophenol
3330 2340 70 53 - 1201,3-Dichlorobenzene
3330 2370 71 54 - 1201,4-Dichlorobenzene
3330 2700 81 52 - 120Benzyl alcohol
3330 2340 70 53 - 1201,2-Dichlorobenzene
3330 2560 77 56 - 1202-Methylphenol
3330 2340 70 52 - 1202,2'-oxybis(2-chloropropane)
6670 4810 72 49 - 1203 & 4 Methylphenol
3330 2240 67 49 - 120N-Nitrosodi-n-propylamine
3330 2280 69 53 - 120Hexachloroethane
3330 2450 73 54 - 120Nitrobenzene
3330 2520 76 52 - 120Isophorone
3330 2520 76 53 - 1202-Nitrophenol
3330 2650 79 68 - 1202,4-Dimethylphenol
3330 2560 77 55 - 120Bis(2-chloroethoxy)methane
3330 2600 78 57 - 1202,4-Dichlorophenol
3330 2480 75 55 - 1201,2,4-Trichlorobenzene
3330 2530 76 57 - 120Naphthalene
3330 1710 51 22 - 1204-Chloroaniline
3330 2430 73 55 - 120Hexachlorobutadiene
3330 2730 82 58 - 1204-Chloro-3-methylphenol
3330 2510 75 55 - 1202-Methylnaphthalene
3330 2300 69 44 - 120Hexachlorocyclopentadiene
3330 2730 82 56 - 1202,4,6-Trichlorophenol
3330 2760 83 58 - 1202,4,5-Trichlorophenol
3330 2620 79 50 - 1202-Chloronaphthalene
3330 2770 83 56 - 1202-Nitroaniline
3330 2800 84 58 - 120Dimethyl phthalate
3330 2730 82 58 - 120Acenaphthylene
3330 2830 85 57 - 1202,6-Dinitrotoluene
3330 2330 70 33 - 1203-Nitroaniline
3330 2760 83 59 - 120Acenaphthene
3330 2550 76 47 - 1202,4-Dinitrophenol
3330 2660 80 59 - 1244-Nitrophenol
3330 2700 81 56 - 120Dibenzofuran
3330 2740 82 56 - 1202,4-Dinitrotoluene
3330 2800 84 60 - 120Diethyl phthalate
3330 2780 83 61 - 120Fluorene
3330 2790 84 60 - 1204-Chlorophenyl phenyl ether
3330 2810 84 55 - 1204-Nitroaniline

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Solid

1.0

06/30/2006  1536Date Analyzed:

Laboratory Control Sample - Batch:  560-2843

Client Matrix:

Lab Sample ID:

Dilution:

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Injection Volume:

06300604.D

06/29/2006  0830

Analysis Batch:   560-2899

Prep Batch:   560-2843

30   g

1   mL

Units:ug/Kg

Method: 8270C
Preparation: 3550B

Agilent GCMS [Method 8270C]LCS 560-2843/2-A

Analyte QualLimit% Rec.ResultSpike Amount

3330 2860 86 55 - 1204,6-Dinitro-2-methylphenol
3330 2680 80 57 - 120N-Nitrosodiphenylamine
3330 2930 88 60 - 1204-Bromophenyl phenyl ether
3330 2900 87 61 - 120Hexachlorobenzene
3330 2890 87 63 - 120Phenanthrene
3330 2860 86 63 - 120Anthracene
3330 2880 86 63 - 120Di-n-butyl phthalate
3330 2830 85 65 - 120Fluoranthene
3330 3050 92 63 - 120Pyrene
3330 3000 90 64 - 120Butyl benzyl phthalate
3330 3000 90 62 - 120Benzo[a]anthracene
3330 2970 89 65 - 120Chrysene
3330 2980 89 66 - 120Bis(2-ethylhexyl) phthalate
3330 2990 90 65 - 120Di-n-octyl phthalate
3330 3280 98 62 - 120Benzo[b]fluoranthene
3330 2770 83 52 - 120Benzo[k]fluoranthene
3330 3020 91 63 - 120Benzo[a]pyrene
3330 3200 96 63 - 120Indeno[1,2,3-cd]pyrene
3330 3200 96 63 - 120Dibenz(a,h)anthracene
3330 3070 92 62 - 120Benzo[g,h,i]perylene
3330 2930 88 34 - 1203,3'-Dichlorobenzidine
3330 2820 85 52 - 120Pentachlorophenol

Surrogate % Rec Acceptance Limits

2-Fluorophenol 77 45 - 120

Phenol-d5 77 48 - 120

Nitrobenzene-d5 76 47 - 120

2-Fluorobiphenyl 80 50 - 120

2,4,6-Tribromophenol 90 56 - 120

Terphenyl-d14 95 56 - 120

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Date Analyzed:

Date Analyzed:

Dilution:

Dilution:

06/30/2006  1604

06/30/2006  1632

Solid

Matrix Spike/
Matrix Spike Duplicate Recovery Report - Batch:  560-2843

1.0

1.0

MS Lab Sample ID:

MSD Lab Sample ID:

Client Matrix:

Date Prepared:

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Injection Volume:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Injection Volume:

Client Matrix: Solid

Analysis Batch:   560-2899

Analysis Batch:   560-2899

06/29/2006  0830

06/29/2006  0830

Prep Batch:   560-2843

Prep Batch:   560-2843

06300605.D

30   g

1   mL

06300606.D

30   g

1   mL

Method: 8270C
Preparation: 3550B

Agilent GCMS [Method 8270C]

Agilent GCMS [Method 8270C]

560-936-B-6-E MS

560-936-B-6-F MSD

Analyte MSD QualMS QualRPD LimitRPDLimitMSDMS

% Rec.

74 82 48 - 120 10.8 30.0Phenol

64 68 46 - 120 5.7 30.0Bis(2-chloroethyl)ether

69 77 48 - 120 11.4 30.02-Chlorophenol

63 66 44 - 120 4.5 30.01,3-Dichlorobenzene

64 67 44 - 120 5.4 30.01,4-Dichlorobenzene

79 88 46 - 120 10.5 30.0Benzyl alcohol

63 67 45 - 120 6.9 30.01,2-Dichlorobenzene

76 84 52 - 120 10.6 30.02-Methylphenol

62 67 47 - 120 6.5 30.02,2'-oxybis(2-chloropropane)

74 80 48 - 120 8.1 30.03 & 4 Methylphenol

63 69 40 - 120 9.0 30.0N-Nitrosodi-n-propylamine

61 66 10 - 150 7.2 30.0Hexachloroethane

66 74 39 - 120 11.4 30.0Nitrobenzene

72 80 46 - 120 10.1 30.0Isophorone

71 84 46 - 120 15.8 30.02-Nitrophenol

79 85 59 - 125 7.6 30.02,4-Dimethylphenol

70 79 47 - 120 12.6 30.0Bis(2-chloroethoxy)methane

80 88 53 - 120 10.4 30.02,4-Dichlorophenol

66 75 47 - 120 12.9 30.01,2,4-Trichlorobenzene

69 77 39 - 120 11.6 30.0Naphthalene

50 55 26 - 120 9.5 30.04-Chloroaniline

63 72 45 - 120 12.9 30.0Hexachlorobutadiene

84 89 54 - 120 6.4 30.04-Chloro-3-methylphenol

72 80 10 - 150 10.3 30.02-Methylnaphthalene

65 67 10 - 120 1.8 30.0Hexachlorocyclopentadiene

83 88 53 - 120 6.5 30.02,4,6-Trichlorophenol

84 87 59 - 120 4.4 30.02,4,5-Trichlorophenol

78 83 46 - 120 6.9 30.02-Chloronaphthalene

83 85 55 - 120 2.2 30.02-Nitroaniline

83 86 54 - 120 4.3 30.0Dimethyl phthalate

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Date Analyzed:

Date Analyzed:

Dilution:

Dilution:

06/30/2006  1604

06/30/2006  1632

Solid

Matrix Spike/
Matrix Spike Duplicate Recovery Report - Batch:  560-2843

1.0

1.0

MS Lab Sample ID:

MSD Lab Sample ID:

Client Matrix:

Date Prepared:

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Injection Volume:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Injection Volume:

Client Matrix: Solid

Analysis Batch:   560-2899

Analysis Batch:   560-2899

06/29/2006  0830

06/29/2006  0830

Prep Batch:   560-2843

Prep Batch:   560-2843

06300605.D

30   g

1   mL

06300606.D

30   g

1   mL

Method: 8270C
Preparation: 3550B

Agilent GCMS [Method 8270C]

Agilent GCMS [Method 8270C]

560-936-B-6-E MS

560-936-B-6-F MSD

Analyte MSD QualMS QualRPD LimitRPDLimitMSDMS

% Rec.

82 87 57 - 120 5.5 30.0Acenaphthylene

85 90 53 - 120 6.1 30.02,6-Dinitrotoluene

65 71 41 - 120 8.4 30.03-Nitroaniline

82 86 57 - 120 5.6 30.0Acenaphthene

89 101 18 - 120 13.1 30.02,4-Dinitrophenol

82 87 58 - 120 5.5 30.04-Nitrophenol

80 85 53 - 120 6.0 30.0Dibenzofuran

84 87 52 - 120 3.5 30.02,4-Dinitrotoluene

82 86 56 - 120 4.0 30.0Diethyl phthalate

82 87 59 - 120 6.1 30.0Fluorene

82 87 54 - 120 5.8 30.04-Chlorophenyl phenyl ether

70 76 49 - 120 7.4 30.04-Nitroaniline

93 101 48 - 120 9.0 30.04,6-Dinitro-2-methylphenol

78 81 38 - 125 4.4 30.0N-Nitrosodiphenylamine

86 90 56 - 120 4.2 30.04-Bromophenyl phenyl ether

85 88 55 - 120 3.9 30.0Hexachlorobenzene

85 88 44 - 125 3.1 30.0Phenanthrene

84 88 57 - 120 4.1 30.0Anthracene

85 88 57 - 120 3.3 30.0Di-n-butyl phthalate

84 87 44 - 131 3.5 30.0Fluoranthene

90 93 48 - 127 3.3 30.0Pyrene

91 93 60 - 123 2.4 30.0Butyl benzyl phthalate

88 91 56 - 120 3.0 30.0Benzo[a]anthracene

87 89 53 - 123 2.7 30.0Chrysene

89 92 62 - 123 2.7 30.0Bis(2-ethylhexyl) phthalate

90 95 66 - 120 4.8 30.0Di-n-octyl phthalate

90 92 63 - 120 2.5 30.0Benzo[b]fluoranthene

88 90 37 - 127 2.6 30.0Benzo[k]fluoranthene

89 91 51 - 122 3.1 30.0Benzo[a]pyrene

94 97 58 - 120 3.3 30.0Indeno[1,2,3-cd]pyrene

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.

Page 31 of 38

mailto:0#&,%F(A?%4.(H"?$%6#&.(-.6*I.,'(-.?*,&(5(3#&617((89:5;=J@
mailto:+,-./\,.P.,.K$<;@
mailto:\-?-@3.4.#&5B2$EN5N=2=5(
mailto:\-?-@3.4.":5B2$EN5N=2=5(


Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Date Analyzed:

Date Analyzed:

Dilution:

Dilution:

06/30/2006  1604

06/30/2006  1632

Solid

Matrix Spike/
Matrix Spike Duplicate Recovery Report - Batch:  560-2843

1.0

1.0

MS Lab Sample ID:

MSD Lab Sample ID:

Client Matrix:

Date Prepared:

Date Prepared:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Injection Volume:

Instrument ID:

Lab File ID:

Initial Weight/Volume:

Final Weight/Volume:

Injection Volume:

Client Matrix: Solid

Analysis Batch:   560-2899

Analysis Batch:   560-2899

06/29/2006  0830

06/29/2006  0830

Prep Batch:   560-2843

Prep Batch:   560-2843

06300605.D

30   g

1   mL

06300606.D

30   g

1   mL

Method: 8270C
Preparation: 3550B

Agilent GCMS [Method 8270C]

Agilent GCMS [Method 8270C]

560-936-B-6-E MS

560-936-B-6-F MSD

Analyte MSD QualMS QualRPD LimitRPDLimitMSDMS

% Rec.

93 96 61 - 120 3.2 30.0Dibenz(a,h)anthracene

88 93 58 - 120 4.9 30.0Benzo[g,h,i]perylene

39 47 31 - 120 19.9 30.03,3'-Dichlorobenzidine

88 93 44 - 120 5.7 30.0Pentachlorophenol

Surrogate MS % Rec MSD % Rec Acceptance Limits

2-Fluorophenol 68 75 45 - 120
Phenol-d5 74 81 48 - 120
Nitrobenzene-d5 67 74 47 - 120
2-Fluorobiphenyl 78 83 50 - 120
2,4,6-Tribromophenol 88 92 56 - 120
Terphenyl-d14 92 95 56 - 120

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Solid

Date Analyzed: Date Analyzed:06/30/2006  1604 06/30/2006  1632

Dilution: Dilution:1.0 1.0

MS Lab Sample ID:

Client Matrix:

Date Prepared:

MSD Lab Sample ID:

Client Matrix: Solid

Date Prepared:06/29/2006  0830 06/29/2006  0830

Matrix Spike/
Matrix Spike Duplicate Data Report - Batch:  560-2843

Method: 8270C
Preparation: 3550B

Units:ug/Kg560-936-B-6-E MS 560-936-B-6-F MSD

MSD 
Result/Qual

MS 
Result/Qual

MSD Spike 
Amount

MS Spike 
Amount

Sample 
Result/QualAnalyte

4.46 3330 3330 2460 2740Phenol
2.50 3330 3330 2140 2270Bis(2-chloroethyl)ether
0.387 3330 3330 2300 25802-Chlorophenol
0.0 3330 3330 2100 22001,3-Dichlorobenzene
0.0 3330 3330 2120 22401,4-Dichlorobenzene
9.11 3330 3330 2630 2930Benzyl alcohol
0.0 3330 3330 2090 22401,2-Dichlorobenzene
6.37 3330 3330 2520 28002-Methylphenol
0.850 3330 3330 2080 22202,2'-oxybis(2-chloropropane)
1.76 6670 6670 4910 53203 & 4 Methylphenol
0.0 3330 3330 2110 2310N-Nitrosodi-n-propylamine
0.0 3330 3330 2040 2200Hexachloroethane
10.2 3330 3330 2190 2450Nitrobenzene
0.0 3330 3330 2400 2660Isophorone
0.0 3330 3330 2380 27902-Nitrophenol
0.727 3330 3330 2630 28402,4-Dimethylphenol
4.42 3330 3330 2320 2630Bis(2-chloroethoxy)methane
0.0 3330 3330 2660 29502,4-Dichlorophenol
0.0 3330 3330 2190 25001,2,4-Trichlorobenzene
1.54 3330 3330 2300 2580Naphthalene
0.298 3330 3330 1660 18204-Chloroaniline
0.0 3330 3330 2110 2400Hexachlorobutadiene
1.99 3330 3330 2800 29804-Chloro-3-methylphenol
0.748 3330 3330 2410 26702-Methylnaphthalene
0.0 3330 3330 2180 2220Hexachlorocyclopentadiene
0.0 3330 3330 2760 29502,4,6-Trichlorophenol
0.0 3330 3330 2790 29102,4,5-Trichlorophenol
1.21 3330 3330 2580 27702-Chloronaphthalene
0.958 3330 3330 2780 28402-Nitroaniline
0.0 3330 3330 2760 2880Dimethyl phthalate
0.528 3330 3330 2730 2890Acenaphthylene
0.0 3330 3330 2830 30102,6-Dinitrotoluene
15.6 3330 3330 2170 23603-Nitroaniline
0.407 3330 3330 2720 2870Acenaphthene
0.0 3330 3330 2960 33802,4-Dinitrophenol
1.02 3330 3330 2740 29004-Nitrophenol
0.417 3330 3330 2670 2830Dibenzofuran
0.0 3330 3330 2790 28902,4-Dinitrotoluene
1.83 3330 3330 2750 2860Diethyl phthalate

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Quality Control Results

Job Number:   560-950-1Client:   Kleinfelder Inc

Solid

Date Analyzed: Date Analyzed:06/30/2006  1604 06/30/2006  1632

Dilution: Dilution:1.0 1.0

MS Lab Sample ID:

Client Matrix:

Date Prepared:

MSD Lab Sample ID:

Client Matrix: Solid

Date Prepared:06/29/2006  0830 06/29/2006  0830

Matrix Spike/
Matrix Spike Duplicate Data Report - Batch:  560-2843

Method: 8270C
Preparation: 3550B

Units:ug/Kg560-936-B-6-E MS 560-936-B-6-F MSD

MSD 
Result/Qual

MS 
Result/Qual

MSD Spike 
Amount

MS Spike 
Amount

Sample 
Result/QualAnalyte

1.29 3330 3330 2720 2900Fluorene
2.98 3330 3330 2740 29104-Chlorophenyl phenyl ether
1.19 3330 3330 2350 25304-Nitroaniline
0.0 3330 3330 3090 33804,6-Dinitro-2-methylphenol
0.0 3330 3330 2590 2700N-Nitrosodiphenylamine
0.0 3330 3330 2880 30004-Bromophenyl phenyl ether
0.0 3330 3330 2820 2940Hexachlorobenzene
1.64 3330 3330 2830 2920Phenanthrene
0.795 3330 3330 2800 2920Anthracene
3.22 3330 3330 2820 2920Di-n-butyl phthalate
2.70 3330 3330 2790 2880Fluoranthene
2.40 3330 3330 3000 3100Pyrene
8.68 3330 3330 3020 3100Butyl benzyl phthalate
4.70 3330 3330 2940 3030Benzo[a]anthracene
2.13 3330 3330 2890 2970Chrysene
0.0 3330 3330 2980 3060Bis(2-ethylhexyl) phthalate
5.17 3330 3330 3010 3160Di-n-octyl phthalate
7.96 3330 3330 3000 3080Benzo[b]fluoranthene
7.84 3330 3330 2930 3010Benzo[k]fluoranthene
3.11 3330 3330 2950 3050Benzo[a]pyrene
9.21 3330 3330 3130 3240Indeno[1,2,3-cd]pyrene
8.13 3330 3330 3110 3210Dibenz(a,h)anthracene
9.50 3330 3330 2950 3100Benzo[g,h,i]perylene
0.494 3330 3330 1290 15803,3'-Dichlorobenzidine
0.0 3330 3330 2940 3110Pentachlorophenol

STL Corpus Christi

Calculations are performed before rounding to avoid round-off errors in calculated results.
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Laboratory Chronicle

Client:   Kleinfelder Inc Job Number:   560-950-1

Client Samples:

Quality Control Results

950-1 SR - EAST SAND 4.5'-5'Lab ID:

06/26/2006  1233Received Date/Time:Sample Date/Time:

Client ID:

Method Bottle ID Run Analysis Batch Prep Batch Date Analyzed Dilution Lab Analyst

06/26/2006  1025

560-950-B-1 06/28/2006  1146 KRM 1.00 COR1 560-2782A-8260B
560-950-A-1 06/29/2006  0830 LPM 1.00 COR1 560-2843P-3550B
560-950-A-1-A 07/01/2006  0001 GEF 1.00 COR1 560-2899 560-2843A-8270C

950-1MS SR - EAST SAND 4.5'-5'Lab ID:

06/26/2006  1233Received Date/Time:Sample Date/Time:

Client ID:

Method Bottle ID Run Analysis Batch Prep Batch Date Analyzed Dilution Lab Analyst

06/26/2006  1025

560-950-B-1 06/28/2006  1318 KRM 1.00 COR1 560-2782A-8260B

950-1MSD SR - EAST SAND 4.5'-5'Lab ID:

06/26/2006  1233Received Date/Time:Sample Date/Time:

Client ID:

Method Bottle ID Run Analysis Batch Prep Batch Date Analyzed Dilution Lab Analyst

06/26/2006  1025

560-950-B-1 06/28/2006  1344 KRM 1.00 COR1 560-2782A-8260B

950-2 SR - WEST SAND 5'Lab ID:

06/26/2006  1233Received Date/Time:Sample Date/Time:

Client ID:

Method Bottle ID Run Analysis Batch Prep Batch Date Analyzed Dilution Lab Analyst

06/26/2006  1046

560-950-B-2 06/28/2006  1212 KRM 1.00 COR1 560-2782A-8260B
560-950-A-2 06/29/2006  0830 LPM 1.00 COR1 560-2843P-3550B
560-950-A-2-A 07/01/2006  0029 GEF 1.00 COR1 560-2899 560-2843A-8270C

936-6 SR - EAST SAND 4.5'-5'Lab ID:

06/26/2006  1233Received Date/Time:Sample Date/Time:

Client ID:

Method Bottle ID Run Analysis Batch Prep Batch Date Analyzed Dilution Lab Analyst

06/26/2006  1025

560-936-B-6-D 06/30/2006  1728 GEF 1.00 COR1 560-2899 560-2843A-8270C

STL Corpus Christi
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Laboratory Chronicle

Client:   Kleinfelder Inc Job Number:   560-950-1

Client Samples:

Quality Control Results

936-6MS SR - EAST SAND 4.5'-5'Lab ID:

06/26/2006  1233Received Date/Time:Sample Date/Time:

Client ID:

Method Bottle ID Run Analysis Batch Prep Batch Date Analyzed Dilution Lab Analyst

06/26/2006  1025

560-936-B-6-E 06/30/2006  1604 GEF 1.00 COR1 560-2899 560-2843A-8270C

936-6MSD SR - EAST SAND 4.5'-5'Lab ID:

06/26/2006  1233Received Date/Time:Sample Date/Time:

Client ID:

Method Bottle ID Run Analysis Batch Prep Batch Date Analyzed Dilution Lab Analyst

06/26/2006  1025

560-936-B-6-F 06/30/2006  1632 GEF 1.00 COR1 560-2899 560-2843A-8270C

Lab ID:

Received Date/Time:Sample Date/Time:

Client ID:

Method Bottle ID Run Analysis Batch Prep Batch Date Analyzed Dilution Lab Analyst

MB MB

NANA

06/28/2006  1120 KRM 1.00 COR1 560-2782A-8260B
06/30/2006  1508 GEF 1.00 COR1 560-2899 560-2843A-8270C

Lab ID:

Received Date/Time:Sample Date/Time:

Client ID:

Method Bottle ID Run Analysis Batch Prep Batch Date Analyzed Dilution Lab Analyst

LCS LCS

NANA

06/28/2006  1027 KRM 1.00 COR1 560-2782A-8260B
06/30/2006  1536 GEF 1.00 COR1 560-2899 560-2843A-8270C

STL Corpus Christi
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LOGIN SAMPLE RECEIPT CHECK LIST

Client:   Kleinfelder Inc Job Number:   560-950-1

Question T/F/NA Comment

Login Number: 950 

Radioactivity either was not measured or, if measured, is at or below background NA

The cooler's custody seal, if present, is intact. True

The cooler or samples do not appear to have been compromised or tampered with. True

Samples were received on ice. True

Cooler Temperature is acceptable. True

Cooler Temperature is recorded. True

COC is present. True

COC is filled out in ink and legible. True

COC is filled out with all pertinent information. True

There are no discrepancies between the sample IDs on the containers and the 
COC.

True

Samples are received within Holding Time. True

Sample containers have legible labels. True

Containers are not broken or leaking. True

Sample collection date/times are provided. True

Appropriate sample containers are used. True

Sample bottles are completely filled. True

There is sufficient vol. for all requested analyses, incl. any requested MS/MSDs True

VOA sample vials do not have headspace or bubble is <6mm (1/4") in diameter. True

If necessary, staff have been informed of any short hold time or quick TAT needs True

Multiphasic samples are not present. NA

Samples do not require splitting or compositing. NA

STL Corpus Christi
Page 38 of 38
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NATIONAL OIL RECOVERY 
CORPORATION 

2006 

ANNUAL 

CORROSION MITIGATION SURVEY 

8" LIQUIDE PIPELINE (CRUDE) 

WAI JOB#090 

JULY 12, 2006 

WENDEL & ASSOCIATES, INC. 

CORROSION SERVICES 

---WENDEL & ASSOClATES, fNC. PO. BOX 1596 CORPUS CHRISTI. TEXAS 78403 (361 ) 883-6930 __ .. 



July 12, 2006 

National Oil Recovery Corporation 
1472 FM 2725 
Ingleside, Texas 78362 

Re: 8" Liquide Pipeline (Crude) 
2006 Annual Corrosion Mitigation Survey 
Job #090 

The following report concerns the recently conducted Annual Corrosion Mitigation 
Survey of National Oil Recovery Corporation's 8" Liquide Pipeline (Crude) system 
(Leased to Superior Crude Gathering) located in Ingleside, Texas. This survey was 
conducted in accordance with the Texas Railroad Commission's Pipeline Safety 
Regulations. 

Wendel & Associates, Inc. is a twenty-six-year member of the National Association 
of Corrosion Engineers and is a member of the Contractors Safety Council. Wendel 
& Associates, Inc. Corrosion Service presently has a drug policy which meets or 
exceeds all Department of Transportation criteria and the Texas Railroad 
Commission's Pipeline Safety Regulations, 49 CFR § 199.1 - Drug Testing. Wendel 
& Associates, Inc. is Operator Qualified as required by 49 CFR § 192.801-809 
and/or 49 CFR § 195.501-509. 

INITIAL STATUS & GENERAL INFORMATION 

The 8" Liquide Pipeline (Crude) consists of approximately 2,200 feet of 8 5/8", 
Trident, .312 WT, API X42, and TGFlll coated and wrapped pipe extending from 8" 
Riser at Pig Trap (Dock Facility) to 8" Riser at Pig Trap (Pipe Rack) at CR 4714. 
The system is presently being protected by a sacrificial cathodic protection system. 

SURVEY PROCEDURES 

As referenced to a copper/copper sulfate electrode, pipe-to-soil potential readings 
were taken at pre-established locations throughout the facility. Dielectric fittings 
were checked for effectiveness. Sacrificial anode stations were read and evaluated. 
A visual inspection of the system was conducted and there were no signs of any 
surface leaks or abnormal conditions. Atmospheric corrosion is present. All 
pertinent data is recorded in the "Data" and "Recommendations" sections of this 
report. 

During the course of the survey, IR drop was taken into consideration. 

---• WENDEL & ASSOCIATES. INC P.O. BOX 1596 CORPUS CHRISTI. TEXAS 78403 (361) 883-6930 ---· 



National Oil Recovery Corporation 
8" Liquide Pipeline (Crude) 
2006 Annual Corrosion Mitigation Survey 
July 12, 2006 
Page Two 

SUMMARY OF OAT A & DISCUSSION 

As can be found in the "Data" section of this report, all referenced pipe-to-soil 
potential readings are above the -850 millivolt criteria established as an effective 
level of cathodic protection by the National Association of Corrosion Engineers. 

RECOMMENDATIONS 

The following recommendations are presented to ensure the system will continue to 
function in an effective and efficient manner: 

1. It is recommended atmospheric corrosion be addressed in 
accordance with 49 CFR § 195.479 (see data & photos). 

2. It is recommended damaged casing vents be repaired (see photo). 

3. It is recommended damage test stations be repaired or replaced in 
accordance with 49 CFR § 195.469 (see data & photo). 

4. It is recommended line markers be repaired (where damaged) and 
replaced to reflect the correct company contact information in 
accordance with 49 CFR § 195.707 (see photos). 

5. It is recommended the right-of-way be addressed and maintained in 
accordance with 49 CFR § 195.705. 

6. It is recommended the deterioration of pipeline coating be evaluated 
and addressed in accordance with 49 CFR § 195.459 (Damage 
Prevention). 

7. It is recommended the system be re-surveyed on an annual basis by 
an experienced technician to ensure the desired results are being 
achieved. 

8. It is recommended Wendel & Associates, Inc., Corrosion Services be 
contacted should any changes to this system occur as cathodic 
protection needs may change as well. 

---• WENDEL & ASSOCIATES INC. P.O BOX 1596 CORPLlS CHRISTI. TEXAS 78403 (361 ) 883 6930 ---· 



....----------irJlf 
• Pipeline Patrol Report • 

Company: National Oil Recovery Corporation 

System: 8" Liguide_P_i.._pe_l_in_e_.(_C_ru_d_e._) _________ _ 
Date of Patrol: July 12, 2_0_06 ______________ _ 

Type of Patrol: Vehicle/Foot (Vehicle I Foot I Boat I Aerial I Other) 

Persons Involved: Allen M. Paizs ----------------
Description of 8" Riser @ Pig Trap (Dock Facility) to 8" Riser at 

Patrol Point: Pig Trap (Pipe Rack) at CR 4 714 

Conditions Noted •Yes• •No• Remarks 

Atmospheric 
~ D Corrosion? See data & photos 

Erosion Present? D ~ 
Exposed Pipe? ~ D See photo 

Inadequate Signage? ~ D Incorrect company information 

Inadequate Supports? D ~ 
Gas Leaks? D ~ 

Hazards Exist? D ~ 
ROW Condition Bad? ~ D Needs to be addressed (see photo) 

Damages Noted? ~ D TUMag Station Damaged 

Remarks: 2006 Annual Corrosion Mitigation Surve}'. 

Signature: ~ /12 ,£.~ 
Technician: Allen M. Paizs 

0. Q. Certified 

Date: July 12, 2006 

---• WENDEL & ASSOCIATES. INC. PO BOX 1596 CORPUS CHRlSTI TEXAS 78403 (361) 883-6930 ---· 



Jrveyor. AMP 
)ii Conditions Damp 

Survey 
Date 

Company: 

Relative 
Miiepost Loeatlon 

WENDEL & ASSOCIATES, INC. 
Compliance Survey Report 

NATIONAL OIL REC CO, 090-001 
Filters 1 Survey= 2006 Annual Survey 

Options· Include Survey Header Information 

Meter: Fluke 73111 
Reference CSE 

Structure 
PIS 

Cuing C111ng Foreign ln•ul 
~ ~ ~ fil!L_ ~ Survey Rem1rtc1 

Cit.gory: NATIONAL OIL REC. 

Row Code: 090..001 RowN1me: 8" Liquid Pipeline (Crude) 
07112./2006 1 000 e• PIG TRAP@ PIPE RACK 1 143 -0 463 OK ATM CORR 
0711212006 2 000 TI./CV C PAVED RO -0 565 OK CV BROKEN/NTL 
07/1212006 3000 TUMAG STA G SANO RO TEST STA NEED 

REPAIR 
0711212006 4 000 LMITL @ SANO RO ·1 205 PLPl'S 
0711212006 5000 LMITL C SANO RO -1 212 
07112./2006 6 000 e· RISER/PIG TRAP @ ·1 208 -0 518 OK ATM CORR 

OOCKFAC. 

Pace 1 



P/S Survey - Volts 
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NATIONAL OIL RECOVERY CORPORATION 
8" LIQUIDS PL (CRUDE) 
LEASED TO SUPERIOR CRUDE GATHERING 
8" RISER @ PIGTRAP (DOCK FACILITY) 
ATM CORROSION 
7 .12.2006 

----• WENDEL & ASSOCIATES. INC. P.O. BOX 1596 CORPUS CHRISTI TEXAS 78403 (361 ) 883·6930 ---· 



NATIONAL OIL RECOVERY CORPORATION 
8" LIQUIDS PL (CRUDE) 
LEASED TO SUPERIOR CRUDE GATHERING 

8" RISER @ PIGTRAP (DOCK FACILITY) 

ATM CORROSION @ RISER/CONCRETE 
7.12.2006 

... ___ WENDEL & ASSOCIATES. INC. P.O. BOX 1596 CORPUS CHRISTI. TEXAS 78403 (361) 883-6930 ---· 



NATIONAL OIL RECOVERY CORPORATION 
8" LIQUIDS PL (CRUDE) 
LEASED TO SUPERIOR CRUDE GATHERING 
LM @FNCL 
INCORRECT COMPANY SIGNAGE 
7.12.2006 

... ___ WENDEL & ASSOCIATES. INC P.O BOX 1596 CORPUS CHRISTI. TEXAS 78403 (361) 883-6930 ---· 



NATIONAL OIL RECOVERY CORPORATION 
8" LIQUIDS PL (CRUDE) 
LEASED TO SUPERIOR CRUDE GATHERING 
TL @ SAND RD. 
ROW MAINT. NEEDED 
7.12.2006 

... ___ WENDEL & ASSOCIATES, INC P 0 BOX I 596 CORPUS CHRISTI, TEXAS 78403 (361) 883 6930 ___ .. 



NATIONAL OIL RECOVERY CORPORATION 
8" LIQUIDS PL (CRUDE) 
LEASED TO SUPERIOR CRUDE GATHERING 
TUMAG STATION @SAND RD. 
TEST STATION DAMAGED 
7.12.2006 

---• WENDEL & ASSOCIATES. INC P.O. BOX 1596 CORPUS CHRISTI. TEXAS 78403 (36 1) 883 6930 ---• 



NATIONAL OIL RECOVERY CORPORATION 
8" LIQUIDS PL (CRUDE) 
LEASED TO SUPERIOR CRUDE GATHERING 
CV @ CR 4714 (BISHOP RD) 
CASEING VENT & LINE MARKER DAMAGED 
ROW MAINT. NEEDED 
7.12.2006 

----• WENDEL & ASSOCIATE.), INC P.O. BOX 1596 CORPUS CHRISTI. TEXAS 78403 (361) 883-6930 ---· 



,.---------;·r~a, ___ __ 
"ft' 

NATIONAL OIL RECOVERY CORPORATION 
8" LIQUIDS PL (CRUDE) 
LEASED TO SUPERIOR CRUDE GATHERING 
EXPOSED PL @ PIPE RACK (CR 4714) 
7 .12.2006 

.. _ __ WENDEL & ASSOCIATES. INC. P.O BOX 1596 CORPUS CHRISTI. TEXAS 78403 (36 l) 883-6930 ---· 



-- - . 
- - __ ._.....,._-- .. -------

NATIONAL OIL RECOVERY CORPORATION 
8" LIQUIDS PL (CRUDE) 
LEASED TO SUPERIOR CRUDE GATHERING 
8" RISER & PIGTRAP (CR 4714) 
ATM CORROSION 
7.12.2006 

---• WENDEL & ASSOCIATES. INC P.O. BOX 1596 CORPUS CHRISTI. 11:.XAS 78403 (361 ) 883-6930 _ __ .. 



NATIONAL OIL RECOVERY CORPORATION 
8'" LIQUIDS PL (CRUDE) 

LEASED TO SUPERIOR CRUDE GATHERING 
RISERS & PIGTRAP (CR 4714) 

DETERIORATION OF COATING 

7.12.2006 

---• WENDEL & ASSOCIATES. INC. P.O. BOX 1596 CORPUS CHRISTI TEXAS 78403 (36 1) 883-6930 ___ ... 
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Introduction 

 

On May 23, 2006, an addendum work plan was submitted to the EPA to perform pipeline 

clean out and abandonment activities, in compliance with the approved Removal Action 

Work Plan for the Falcon Refinery Superfund Site, which is dated June 29, 2004.  After 

reviewing the work plan, the EPA On-Scene Coordinator (OSC) approved the plan with 

required changes. A map showing the locations of the initial pipeline cuts can be found in 

Figure 1.  Pipeline details for the initial cut points, which were at point where the 

pipelines go underground near Bishop Avenue and adjacent to Sunray Road, are also 

provided on Figure 1.   The results of the initial pipeline clean out activities were reported 

in Addendum No.1a, which was submitted on December 15, 2006. 

 

The initial pipeline clean out included pigging and vacuuming the pipelines from near 

Bishop Avenue to the Sunray Road location.  At the Sunray Road location, the pipelines 

were also vacuumed from Sunray Road to the former barge dock facility.   

 

To complete the pipeline clean out, NORCO hired a contractor to locate and stake the 

exact location of the former barge dock facility and submitted a plan to ensure that all 

fluid was removed from the pipelines from Sunray Road to the former barge dock 

facility.  This report describes the completion of the pipeline clean out. 

 

During the second pipeline cleanout, the EPA, Kleinfelder and the contractor decided that 

the pipelines leading from the former barge dock were at a higher elevation that the area 

where the jetting of the pipelines (toward the wetland area) was performed and that any 

liquids present between the former dock and the jetting area would be retrieved at the 

excavation.  The concurrence was that the lines leading from the former dock to the 

excavation area in the wetlands were adequately cleaned.  These activities will be 

discussed in this report. 

 

The EPA OSC was provided five days notice of the pipeline cleanout and abandonment. 

  

Safety and Health 

 

Prior to each day’s activities, a safety tailgate meeting was held and the procedures 

outlined in the approved Safety and Health Plan were followed.  On-site safety equipment 

for the pipeline clean out and abandonment included hard hats, steel toe boots, gloves, 

safety glasses, an explosive meter, photoionization detector (PID), fire extinguishers, 

absorbent material, oil booms and a first aid kit.  Paul Supak (Kleinfelder) was the 

designated Site Safety Officer for the pipeline activities.  All on site personnel had 40-

hour HAZWOPER training and valid 8-hour refresher training.  Personal protective 

equipment (PPE) also included organic vapor respirators.   

 

No excavations extended deeper than four feet and as a result shoring was not required.   
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Pipeline Cleanout Activities 

 

Under the supervision of Kleinfelder, USA Environmental, L.P. (USA) performed 

pipeline cleanout activities from May 7, 2007 to May 18, 2007. 

 

USA (Casey Wills, Darren Billiot) arrived on site on May 7, 2007 and met with Paul 

Supak (Kleinfelder) who provided USA with the approved Site Specific Health and 

Safety Plan. 

 

The following chronology of activities is provided. 

 

Monday, May 7 and Tuesday May 8 

 

Prior to the initiation of field activities, the on-site personnel, which included Paul Supak 

(Kleinfelder), Casey Wills (USA) and Darren Billiot (USA), held a site safety meeting 

and discussed the location and the telephone numbers of emergency services.  Prior to 

mobilizing a line locator had been called and utilities in the area were marked.  After the 

safety meeting, a thorough site reconnaissance was performed 

 

USA began excavating at Area 1 (Figure 1) and only one pipeline was located in the 

excavation (Photo 1).  A new location approximately 100 ft inland was selected and 

designated as Area 2.  Again, only one line was located in the excavation.  A third 

location was selected approximately 600 ft from area 2 and designated as Area 3.  Ten 

pipelines were exposed at the Area 3 location (Photo 2).   

 

Representatives of the EPA (Rafael Casanova), TCEQ (Phil Winsor), and USFW 

(Tammy Ash), who were present at the site, expressed their preference to excavate and 

perform the pipeline clean out in the wetlands at a location designated as Area 4 (Photo 

3).  This area was then excavated and 10 pipelines were located at a depth of 

approximately four feet.  The pipelines consisted of one 12-inch, three 10-inch, four 8-

inch and two 6-inch pipelines as shown in the pipeline detail for Area 4 on Figure 1.   

 

Area 4 had been the location of a previous pipeline release and during excavating, 

hydrocarbon stained sediment and soil was evident (Photo 4).  Excavation material was 

sampled on May 8, 2007 (EXC 1) and sent to STL for analysis (Appendix 1) of volatile 

organic compounds (VOC), semi-volatile compounds (SVOC) and total petroleum 

hydrocarbons (TPH).  Several potential constituents of concern were detected.  

 

Water from the wetlands seeped into the excavation and a vacuum truck was used to 

remove the water and hydrocarbons (Photo 5).  

 

Several of the pipelines had circular saw holes already cut into them from a previous 

release investigation.  The 12-inch pipeline had approximately a 4-foot section cut out, 

with plugs inserted into each end.   
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Prior to cutting any pipelines, holes were drilled into the tops of the pipelines that were 

not already cut to determine if liquid was present.  A vacuum truck was on site to remove 

fluids that seeped into the excavation and fluid from the pipelines.  All the pipelines lines 

were filled with water with the exception of first 10-inch pipeline (from the left as shown 

on the pipeline detail on Figure 1) the 12-inch, which was dry and the third 8-inch 

pipeline, which contained oil.  Also prior to cutting, all lines were checked for explosive 

vapors and all levels were acceptable.  USA cut six to eight foot sections out of each 

pipeline.   

 

Wednesday May 9 and Wednesday May 18 

 

Prior to the initiation of field activities, the on-site personnel, which included Paul Supak 

(Kleinfelder), Casey Wills (USA) and Darren Billiot (USA) and personnel from 

Shoreline Plumbing, held a site safety meeting and discussed the location and the 

telephone numbers of emergency services and thoroughly discussed project safety. 

 

Pipeline cutting continued (Photo 6) on the morning of the 9
th

 and the plan to insert a 

camera to inspect the contents of the pipelines was abandoned due to the poor conditions 

of the pipelines and oily waste.  A conference was held at the site with the EPA and state 

trustees and the decision was made to jet out the contents of the pipelines with fresh 

water.  Excavated soil that was dry was initially placed on plastic (Photo 7) and then 

transferred to a roll-off box (Photo 8) pending classification and disposal. Impacted soil 

and sediment were removed from the excavation pit and placed into a roll-off box.   

  

On May 9
th

 at 3:45 Shoreline Plumbing began water-jetting the pipelines (Photos 9 and 

10) from the excavation area to the previous pipeline capping point near Sunray Rd.  The 

distance was approximately 600 ft.  The 8-inch pipeline, which contained oil, was 

cleaned three times and the 10-inch pipeline, which contained diesel, was cleaned twice 

and the remaining lines were cleaned on the first pass.  EPA Remedial Project manager, 

Rafael Casanova, was on site during the water-jetting procedures and indicated 

satisfaction with the pipeline cleanout. 

 

After the cleanout, foam plugs were inserted into the ends of each pipe and the ends were 

then filled with concrete (Photo 11). 

 

After waste characterization and waste facility authorization, the wet soil and sediment 

were sent to US Ecology in Robstown and the dry soil to the El Centro landfill for 

disposal.  Approximately 15 cubic yards went to each of the facilities on May 18th.   

 

A sample from the excavation bottom was taken on May 11, 2007 (Floor 1) and the 

results, are provided in Appendix 2.  
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Project Completion 

 

After all fluid and visually impacted soil and sediment were removed and verified with 

analytical results 85% of the excavation pit was backfilled with material provided by 

Offshore Specialty.  The remaining 15% was filled with sand purchased from Coast 

Materials Inc. (2 truckloads). 

 

All removed fluids were off-loaded into Tank 27 at the Falcon Refinery.  The total 

removed fluid was approximately 27,000 gallons, which included water that seeped into 

the excavation, fluids from the pipelines and clean water provided by Offshore Specialty 

to jet the pipelines.   
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Job 

Project Manager: Timothy L. Kellogg 

560-4594-1 

For: 
Inc 

3601 Manor Road 
Austin, TX 78723 

Attention: Mr. Steve Halasz 

Timothy L. Kellogg 

Project Manager II 

tkellogg@stl-inc.com 

05/10/2007 

The test results entered in this report meet all NELAC requirements for accredited parameters. Any exceptions to NELAC 
requirements are noted in the report. Pursuant to NELAC, this report may not be reproduced except in full, and with written approval 
from the laboratory. STL Corpus Christi Certifications and Approvals: NELAC TX T104704210-06-TX, NELAC KS E-10362, NELAC 
LA 03034, Oklahoma 9968, USDA Soil Permit S-42935 Revised. 

Severn Trent Laboratories, Inc. 
STL Corpus Christi 1733 N. Padre Island Drive, Corpus Christi, 
TX 78408 
Tel (361) 289-2673 Fax (361) 289-2471 www.stl-inc.com Page 1 of 31 



It was noted during the analysis that some of the matrix spike and matrix (MS/MSD) recoveries for STL Christi 
sample 560-4594-1 were outside of the normal laboratory acceptance criteria. It is suspected that the recoveries are due to matrix 
interferences inherent to the sample. All of the rest of the associated quality control for this analysis was acceptable. 

Page 2 of 31 05/10/2007 



Client: Kleinfelder Inc Job Number: 560-4594-1 

Client 
Result I Limit Units 

560-4594-1 EXC 1 

Benzene 24 5.8 ug/Kg 82608 
Carbon disulfide 0.81 j 5.8 ug/Kg 8260B 
Ethyl benzene 11 5.8 ug/Kg 8260B 
Methyl Ethyl Ketone 2.0 j 12 ug/Kg 82608 
Toluene 2.4 j 5.8 ug/Kg 82608 
1,3,5-Tri methyl benzene 12 5.8 ug/Kg 82608 
1,2,4-Trimethylbenzene 38 5.8 ug/Kg 8260B 
Xylenes, Total 23 17 ug/Kg 82608 
Benzo[a]anthracene 410 390 ug/Kg 8270C 
Benzo[a]pyrene 300 j 390 ug/Kg 8270C 
Benzo[b]fluoranthene 260 j 390 ug/Kg 8270C 
8enzo[g,h,i]perylene 190 j 390 ug/Kg 8270C 
Bis(2-ethylhexyl) phthalate 640 390 ug/Kg 8270C 
Chrysene 990 390 ug/Kg 8270C 
Dibenz(a,h)anthracene 64 j 390 ug/Kg 8270C 
Di-n-octyl phthalate 180 j 390 ug/Kg 8270C 
Fluoranthene 100 j 390 ug/Kg 8270C 
Fluorene 96 j 390 ug/Kg 8270C 
2-Methylnaphthalene 79 j 390 ug/Kg 8270C 
Naphthalene 110 j 390 ug/Kg 8270C 
Phenanthrene 300 j 390 ug/Kg 8270C 
Pyrene 350 j 390 ug/Kg 8270C 
>C12-C28 210 59 mg/Kg TX 1005 
>C28-C35 120 59 mg/Kg TX 1005 
Total Petroleum Hydrocarbons (C6-C35) 330 59 mg/Kg TX 1005 
Percent Moisture 15 O.Q10 % PercentMoisture 
Percent Solids 85 0.010 % PercentMoisture 

STL Corpus Christi 
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Client: Kleinfelder Inc 

Matrix: Solid 

Volatile Organic Compounds by GC/MS 

Purge and Trap for Solids 

Semivolatile Compounds by Gas Chromatography/Mass 
Spectrometry (GC/MS) 

Ultrasonic Extraction 

TPH by Texas 1005 

TPH by Texas 1005 Solid Prep 

Percent Moisture 

LAB REFERENCES: 

STL CC = STL Corpus Christi 

METHOD REFERENCES: 

EPA - US Environmental Protection Agency 

Lab Location Method 

STLCC 

STL CC 

STL CC 

STL CC 

STLCC 

STLCC 

SW846 82608 

SW846 8270C 

TCEQ TX 1005 

Job Number: 560-4594-1 

Method 

SW846 50308 

SW846 35508 

TCEQ TX_ 1005_S_Prep 

STL CC EPA PercentMoisture 

SW846 - "Test Methods For Evaluating Solid Waste, Physical/Chemical Methods", Third Edition, November 1986 
And Its Updates. 

TCEQ - Texas Commission of Environmental Quality 

STL Christi 
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Client Kleinfelder Inc 

Method 

SW846 82608 

SW846 8270C 

TCEQ TX 1005 

EPA PercentMoisture 

Anal st 

Newman, David 

Fisher, Gayland E 

lryna M 

Henny, April 

Page 5 of 31 

Job Number: 560-4594-1 

Anal 

DN 

GEF 

IMC 

AH 
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Client: Kleinfelder Inc 

lab Sam Client Sam 

560-4594-1 EXC 1 Sand Solid 

STL Corpus Christi 
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Date/Time 
Sa ed 

05/08/2007 0730 

Job Number: 560-4594-1 

Date/Time 
Received 

05/08/2007 0951 
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Client Kleinfelder Inc 

Client 

lab Sample ID: 
Client Matrix: 

Method: 
Preparation: 
Dilution: 
Date Analyzed: 
Date Prepared: 

EXC 1 Sand 

560-4594-1 
Solid 

82608 
50308 
1.0 
0510912007 1515 
05/09/2007 1515 

% Moisture: 14.9 

Analysis Batch: 560-11285 

Analyte DryWt Corrected: Y Result (ug/Kg) 

Acetone ND 
Acetonitrile ND 
Acrolein ND 
Acrylonitrile ND 
Benzene 24 
Bromoform ND 
Bromomethane ND 
Carbon disulfide 0.81 
Carbon tetrachloride ND 
Chlorobenzene ND 
Chlorodibromomethane ND 
Chloroethane ND 
Chloroform ND 
Chloromethane ND 
cis-1,2-Dichloroethene ND 
cis-1,3-Dichloropropene ND 
Dibromomethane ND 
Dichlorobromomethane ND 
Dichlorodifluoromethane ND 
1, 1-Dichloroethane ND 
1,2-Dichloroethane ND 
1, 1-Dichloroethene ND 
2,2-Dichloropropane ND 
1,2-Dichloropropane ND 
1,3-Dichloropropane ND 
1, 1-Dichloropropene ND 
1,4-Dioxane ND 
Ethyl acetate ND 
Ethyl benzene 11 
Ethylene Dibromide ND 
Ethyl ether ND 
Ethyl methacrylate ND 
2-Hexanone ND 
lodomethane ND 
Methylene Chloride ND 
Methyl Ethyl Ketone 2.0 
methyl isobutyl ketone ND 
Methyl methacrylate ND 
Methyl tert-butyl ether ND 
2-Nitropropane ND 
Styrene ND 
1, 1,2,2-Tetrachloroethane ND 
Tetrachloroethene ND 

STL Corpus Christi Page 7 of 31 

GC/MS 

Job Number: 560-4594-1 

Date Sampled: 05/08/2007 0730 

Date Received: 05/08/2007 0951 

Instrument ID: Agilent GCMS [Method 
lab File ID: 05090713.D 
Initial Weight/Volume: 5.07 g 
Final Weight/Volume: 5 ml 

Qualifier MDL Rl 

5.8 23 
5.8 58 
5.8 58 
5.8 58 
0.58 5.8 
0.58 5.8 
0.39 5.8 

j 0.35 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.31 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
11 120 
0.39 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.29 5.8 
0.58 5.8 
5.8 23 

j 0.57 12 
0.58 5.8 
0.58 5.8 
0.58 5.8 
1.2 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
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Client Kleinfelder Inc 

Client ID: 

Lab Sample ID: 
Client Matrix: 

Method: 
Preparation: 
Dilution: 

Date Analyzed: 
Date Prepared: 

IEXC Sand 

560-4594-1 
Solid 

82608 
50308 
1.0 
0510912007 1515 
0510912007 1515 

% Moisture: 14.9 

Analysis Batch: 560-11285 

Analyte 

Toluene 

DryWt Corrected: Y Result (ug/Kg) 

trans-1,2-Dichloroethene 
trans-1,3-Dichloropropene 
1,2,3-Trichlorobenzene 
1, 1, 1-Trichloroethane 
1, 1,2-Trichloroethane 
Trichloroethene 
Trichlorofluoromethane 
1,2,3-Trichloropropane 
1, 1,2-Trichloro-1,2,2-trifluoroethane 
1,3,5-Trimethylbenzene 
1,2,4-Trimethylbenzene 
Vinyl acetate 
Vinyl chloride 
Xylenes, Total 

Surrogate 

Dibromofluoromethane (Surr) 
1,2-Dichloroethane-d4 (Surr) 
Toluene-d8 (Surr) 
4-Bromofluorobenzene (Surr) 

STL Christi 

2.4 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
12 
38 
ND 
ND 
23 

%Rec 

88 
93 
78 
87 
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Job Number: 560-4594-1 

Date Sampled: 05/08/2007 0730 

Date Received: 05/08/2007 0951 

Instrument ID: 
Lab File ID: 

Agilent GCMS [Method 
05090713.D 

Initial WeighWolume: 5.07 g 
5 ml Final WeighWolume: 

Qualifier MDL RL 

j 0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.36 5.8 
0.58 5.8 
0.31 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
1.7 17 

Acceptance Limits 

59 - 120 
71 - 120 
57 - 120 
47-120 
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Client: Kleinfelder Inc 

Client 

Lab Sample ID: 
Client Matrix: 

ID: EXC 1 Sand 

560-4594-1 
Solid 

8270C Semivolatile 

Method: 8270C 
Preparation: 35508 
Dilution: 1.0 
Date Analyzed: 05/10/2007 1146 
Date Prepared: 0510912007 0800 

% Moisture: 14.9 

Analysis Batch: 560-11309 
Prep Batch: 560-1i283 

Analyte DryWt Corrected: Y Result (ug/Kg) 

Acenaphthene ND 
Acenaphthylene ND 
Anthracene ND 
Benzo[a]anthracene 410 
Benzo[a]pyrene 300 
Benzo[b]fluoranthene 260 
Benzo[g,h,i]perylene 190 
Benzo[k]fluoranthene ND 
Benzyl alcohol ND 
Bis(2-chloroethoxy)methane ND 
Bis(2-chloroethyl)ether ND 
Bis(2-ethylhexyl) phthalate 640 
4-Bromophenyl phenyl ether ND 
Butyl benzyl phthalate ND 
4-Chloroaniline ND 
4-Chloro-3-methylphenol ND 
2-Chloronaphthalene ND 
2-Chlorophenol ND 
4-Chlorophenyl phenyl ether ND 
Chrysene 990 
Dibenz(a,h)anthracene 64 
Dibenzofuran ND 
1,3-Dichlorobenzene ND 
1,4-Dichlorobenzene ND 
1,2-Dichlorobenzene ND 
3,3'-Dichlorobenzidine ND 
2,4-Dichlorophenol ND 
Diethyl phthalate ND 
2,4-Dimethylphenol ND 
Dimethyl phthalate ND 
Di-n-butyl phthalate ND 
4,6-Dinitro-2-methylphenol ND 
2,4-Dinitrophenol ND 
2,6-Dinitrotoluene ND 
2,4-Dinitrotoluene ND 
Di-n-octyl phthalate 180 
Fluoranthene 100 
Fluorene 96 
Hexachlorobenzene ND 
Hexachlorobutadiene ND 
Hexachlorocyclopentadiene ND 
Hexachloroethane ND 
lndeno[1,2,3-cd]pyrene ND 
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Job Number: 560-4594-1 

Date Sampled: 05/08/2007 0730 

Date Received: 05/08/2007 0951 

Instrument ID: 
Lab File ID: 

Agilent GCMS [Method 
05100711.D 

Initial WeighWolume: 30 g 
1 ml Final WeighWolume: 

Injection Volume: 

Qualifier MDL RL 

59 390 
59 390 
59 390 
59 390 

j 59 390 
j 59 390 
j 59 390 

59 390 
59 390 
59 390 
44 390 
59 390 
59 390 
59 390 
200 390 
59 390 
59 390 
33 390 
59 390 
59 390 

j 59 390 
59 390 
51 390 
54 390 
61 390 
200 390 
59 390 
59 390 
59 390 
59 390 
59 390 
200 2000 
390 2000 
59 390 
200 390 

j 59 390 
j 59 390 
j 59 390 

59 390 
53 390 
78 790 
59 390 
59 390 
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Client: Kleinfelder Inc 

ID: 

Lab Sample ID: 
Client Matrix: 

Method: 
Preparation: 
Dilution: 
Date Analyzed: 
Date Prepared: 

Sand 

560-4594-1 

Solid 

8270C 
35508 
1.0 
05/10/2007 1146 

05/09/2007 0800 

% Moisture: 14.9 

Analysis Batch: 560-11309 
Prep Batch: 560-11283 

Job Number: 560-4594-1 

Date Sampled: 05/08/2007 0730 

Date Received: 05/08/2007 0951 

Instrument ID: Agilent GCMS [Method 
Lab File ID: 05100711.D 
Initial WeighWolume: 30 g 
Final WeighWolume: 1 ml 
Injection Volume: 

Analyte DryWt Corrected: Y Result (ug/Kg) Qualifier MDL RL 

lsophorone 
2-Methylnaphthalene 
2-Methylphenol 
3 & 4 Methylphenol 
Naphthalene 
2-Nitroaniline 
3-Nitroaniline 
4-Nitroaniline 
Nitrobenzene 
2-Nitrophenol 
4-N itrophenol 
N-Nitrosodi-n-propylamine 
N-Nitrosodiphenylamine 
2,2'-oxybis(2-chloropropane) 
Pentachlorophenol 
Phenanthrene 
Phenol 
Pyrene 
1,2,4-Trichlorobenzene 
2,4,6-Trichlorophenol 
2,4,5-Trichlorophenol 

Surrogate 

2-Fluorobiphenyl 
2-Fluorophenol 
Nitrobenzene-d5 
Phenol-d5 
Terphenyl-d 14 
2,4,6-Tribromophenol 

STL Corpus Christi 

ND 
79 
ND 
ND 
110 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
300 
ND 

j 

j 

j 

350 j 

ND 
ND 
ND 

59 390 
37 390 
39 390 
59 390 
49 390 
59 390 
200 390 
33 390 
43 390 
59 390 
200 2000 
59 390 
59 390 
48 390 
200 2000 
59 390 
59 390 
59 390 
54 390 
59 390 
59 390 

%Rec Acceptance limits 

79 45 - 105 
76 35 - 105 
72 35 - 100 
78 40 - 100 
99 30 - 125 
99 35 - 125 
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Client: Kleinfelder Inc 

Client ID: 

Lab Sample ID: 
Client Matrix: 

Method: 
Preparation: 
Dilution: 
Date Analyzed: 
Date Prepared: 

1 Sand 

560-4594-i 
Solid 

TX 1005 

1.0 
0510912007 1004 
0510812007 1400 

% Moisture: 14.9 

TX 1005 Texas 1005 

Analysis Batch: 560-11300 
Prep Batch: 560-11236 

Analyte 

>C12-C28 

DryWt Corrected: Y Result (mg/Kg) 

210 
>C28-C35 
C6-C12 
Total Petroleum Hydrocarbons (C6-C35) 

Surrogate 

o-Terphenyl 

STL Corpus Christi 

120 
ND 
330 

%Rec 

110 
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Job Number: 560-4594-1 

Date Sampled: 05/08/2007 0730 

Date Received: 05/08/2007 0951 

Instrument ID: 
lab File ID: 

Agilent GC [Method 
05070754.D 

Initial WeighWolume: 
Final WeighWolume: 

10.01 g 
10.0 ml 

Injection Volume: 
Column ID: PRIMARY 

Qualifier MDL 

7.0 
7.0 
7.0 
7.0 

RL 

59 
59 
59 
59 

Acceptance limits 

70 - 130 
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Client Kleinfelder Inc 

Lab Sample ID: 
Client Matrix: 

Percent Solids 

STL Corpus Christi 

560-4594-1 
Solid 

Result 

General 

Qual Units RL 

0.010 
Anly Batch: 560-11271 Date Analyzed 05/08/2007 1445 

85 % 0.010 
Anly Batch: 560-11271 Date Analyzed 05/08/2007 1445 

Page 12 of 31 

Job Number: 560-4594-1 

Date Sampled: 05/08/2007 0730 
Date Received: 05/08/2007 0951 

RL Oil Method 

0 1.0 

0.010 1.0 PercentMoisture 
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Client: Kleinfelder Inc 

lab Secl:ion 

GC/MS VOA 

GC/MS Semi VOA 

F 

J 

J 

Job Number: 560-4594-1 

MS or MSD exceeds the control limits 

Result is less than the RL but than or equal to the 
MDL and the concentration is an approximate value. 

Result is less than the RL but greater than or equal to the 
MDL and the concentration is an approximate value. 
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Client Kleinfelder Inc 

Method 560-11285 

lab ID: MB 560-i 285/2 
Client Matrix: 
Dilution: 
Date Analyzed: 
Date Prepared: 

Analyte 

Acetone 
Acetonitrile 
Acrolein 
Acrylonitrile 
Benzene 
Bromoform 
Bromomethane 
Carbon disulfide 

Solid 
1.0 
05/09/2007 
05/09/2007 

Carbon tetrachloride 
Chlorobenzene 
Chlorodibromomethane 
Chloroethane 
Chloroform 
Chloromethane 
cis-1,2-Dichloroethene 
cis-i ,3-Dichloropropene 
Dibromomethane 
Dichlorobromomethane 
Dichlorodifluoromethane 
1, 1-Dichloroethane 
1,2-Dichloroethane 
i, 1-Dichloroethene 
2,2-Dichloropropane 
1,2-Dichloropropane 
1,3-Dichloropropane 
1, i-Dichloropropene 
1,4-Dioxane 
Ethyl acetate 
Ethylbenzene 
Ethylene Dibromide 
Ethyl ether 
Ethyl methacrylate 
2-Hexanone 
lodomethane 
Methylene Chloride 
Methyl Ethyl Ketone 
methyl isobutyl ketone 
Methyl methacrylate 
Methyl tert-butyl ether 
2-Nitropropane 
Styrene 

1449 
1449 

Analysis Batch: 560-11285 
Prep Batch: N/A 
Units: ug/Kg 

Result 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

Qua I 

Job Number: 560-4594-1 

Method: 82608 

Instrument ID: Agilent GCMS [Method 8260 
Lab File ID: 05090712.D 
Initial WeightNolume: 5.00 g 
Final WeightNolume: 5 ml 

MDL RL 

5.0 20 
5.0 50 
5.0 50 
5.0 50 
0.50 5.0 
0.50 5.0 
0.34 5.0 
0.30 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.27 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
9.2 100 
0.34 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.25 5.0 
0.50 5.0 
5.0 20 
0.49 10 
0.50 5.0 
0.50 5.0 
0.50 5.0 
i .0 5.0 
0.50 5.0 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc 

Method 

Lab Sample ID: MB 560-11285/2 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/09/2007 1449 
Date Prepared: 05/09/2007 1449 

Analyte 

1, 1,2,2-Tetrachloroethane 
Tetrachloroethene 
Toluene 
trans-1,2-Dichloroethene 
trans-1,3-Dichloropropene 
1,2,3-Trichlorobenzene 
1, 1, 1-Trichloroethane 
i, i ,2-Trichloroethane 
Trichloroethene 
Trichlorofluoromethane 
1,2,3-Trichloropropane 

1285 

1, 1,2-Trichloro-1,2,2-trifluoroethane 
i ,3,5-Trimethylbenzene 
1,2,4-Trimethylbenzene 
Vinyl acetate 
Vinyl chloride 
Xylenes, Total 

Surrogate 

Dibromofluoromethane (Surr) 
1,2-Dichloroethane-d4 (Surr) 
Toluene-dB (Surr) 
4-Bromofluorobenzene (Surr) 

Analysis Batch: 560-11285 
Prep Batch: N/A 
Units: ug/Kg 

Result 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

% Rec 

104 
106 
93 
98 

Qua! 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4594-1 

Method: 82608 

Instrument ID: Agilent GCMS [Method 8260 
Lab File ID: 05090712.D 
Initial WeightNolume: 5.00 g 
F'inal WeightNolume: 5 ml 

MDL RL 

0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.31 5.0 
0.50 5.0 
0.27 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
1.5 15 

Acceptance Limits 

59 - 120 
71 - 120 
57 - 120 
47 - 120 
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Client: Kleinfelder Inc 

Lab Sample ID: LCS 560-11285/1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/09/2007 1330 
Date Prepared: 05/09/2007 1330 

Analyte 

Acetone 
Acetonitrile 
Acrolein 
Acrylonitrile 
Benzene 
Bromoform 
Bromomethane 
Carbon disulfide 
Carbon tetrachloride 
Chlorobenzene 
Chlorodibromomethane 
Chloroethane 
Chloroform 
Chloromethane 
cis-1,2-Dichloroethene 
cis-1,3-Dichloropropene 
Dibromomethane 
Dichlorobromomethane 
Dichlorodifluoromethane 
1, 1-Dichloroethane 
1,2-Dichloroethane 
1, 1-Dichloroethene 
2,2-Dichloropropane 
1,2-Dichloropropane 
1,3-Dichloropropane 
1, 1-Dichloropropene 
1,4-Dioxane 
Ethyl acetate 
Ethylbenzene 
Ethylene Dibromide 
Ethyl ether 
Ethyl methacrylate 
2-Hexanone 
lodomethane 
Methylene Chloride 
Methyl Ethyl Ketone 
methyl isobutyl ketone 
Methyl methacrylate 
Methyl tert-butyl ether 
2-Nitropropane 
Styrene 
1, 1,2,2-Tetrachloroethane 

56CM 285 

Analysis Batch: 560-11285 
Prep Batch: N/A 
Units: ug/Kg 

Spike Amount Result 

50.0 62.4 
500 583 
500 560 
500 542 
50.0 55.3 
50.0 46.3 
50.0 54.7 
50.0 58.7 
50.0 59.5 
50.0 51.3 
50.0 54.0 
50.0 55.5 
50.0 56.8 
50.0 54.5 
50.0 58.1 
50.0 40.9 
50.0 52.9 
50.0 54.6 
50.0 48.9 
50.0 56.7 
50.0 55.6 
50.0 56.5 
50.0 65.8 
50.0 53.5 
50.0 48.7 
50.0 51.7 
1000 935 
50.0 49.0 
50.0 54.0 
50.0 50.3 
50.0 58.6 
50.0 43.6 
50.0 46.4 
50.0 60.0 
50.0 59.6 
50.0 47.2 
50.0 50.1 
50.0 44.1 
50.0 57.9 
50.0 50.6 
50.0 54.0 
50.0 50.8 

% Rec. 

125 
117 
112 
108 
111 
93 
109 
117 
119 
103 
108 
111 
114 
109 
116 
82 
106 
109 
98 
113 
111 
113 
132 
107 
97 
103 
93 
98 
108 
101 
117 
87 
93 
120 
119 
94 
100 
88 
116 
101 
108 
102 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4594-1 

Method: 82608 
50308 

Instrument ID: Agilent GCMS [Method 82E 
Lab File ID: 05090709.D 
Initial WeighWolume: 5.00 g 
Final WeighWolume: 5 ml 

Limit 

20 - 160 
60 - 151 
30 - 175 
77 - 123 
75 - 125 
55 - 135 
30 - 160 
45 - 160 
65 - 135 
75 - 125 
65 - 130 
40 - 155 
70 - 125 
50 - 130 
65 - 125 
70 - 125 
75 - 130 
70 - 130 
35 - 135 
75 - 125 
70 - 135 
65 - 135 
65 - 135 
70 - 120 
75 - 125 
70 - 135 
70 - 135 
75 - 120 
75 - 125 
70 125 
80 - 131 
45 - 121 
45 - 145 
58 - 142 
55 - 140 
30 - 160 
45 - 145 
80 - 132 
78 - 126 
54 - 123 
75 - 125 
55 - 130 

Qua I 
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Client Kleinfelder Inc 

Lab Sample ID: LCS 560-11285/1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/09/2007 1330 
Date Prepared: 05/09/2007 1330 

Analyte 

Tetrachloroethene 
Toluene 
trans-1,2-Dichloroethene 
trans-1,3-Dichloropropene 
1,2,3-Trichlorobenzene 
i, 1, 1-Trichloroethane 
1, 1,2-Trichloroethane 
Trichloroethene 
Trichlorofluoromethane 
1,2,3-Trichloropropane 
1, 1,2-Trichloro-1,2,2-trifluoroethane 
1,3,5-Trimethylbenzene 
1,2,4-Trimethylbenzene 
Vinyl acetate 
Vinyl chloride 
Xylenes, Total 

Surrogate 

Dibromofluoromethane (Surr) 
1,2-Dichloroethane-d4 (Surr) 
Toluene-d8 (Surr) 
4-Bromofluorobenzene (Surr) 

561M1285 

Analysis Batch: 560-11285 
Prep Batch: N/A 
Units: ug/Kg 

Spike Amount Result 

50.0 49.4 
50.0 49.2 
50.0 56.5 
50.0 49.1 
50.0 60.4 
50.0 59.0 
50.0 50.8 
50.0 52.3 
50.0 57.0 
50.0 54.0 
50.0 52.2 
50.0 53.4 
50.0 53.3 
50.0 55.4 
50.0 56.6 
150 163 

% Rec 

112 
108 
97 
101 

% Rec. 

99 
98 
113 
98 
121 
118 
102 
105 
114 
108 
104 
107 
107 
111 
113 
108 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4594-1 

Instrument ID: Agilent GCMS [Method 82E 
Lab File ID: 05090709.D 
Initial WeighWolume: 5.00 g 
Final WeighWolume: 5 ml 

Limit 

65 - 140 
70 - 125 
65 - 135 
65 - 125 
60 - 135 
70 - 135 
60 - 125 
75 - 125 
25 185 
65 - 130 
64 - 120 
65 - 135 
65 - 135 
80 - 153 
60 - 125 
80 - 120 

Acceptance Limits 

59 - 120 
71 - 120 
57 - 120 
47 - 120 

Qua I 

05/10/2007 



Client: Kleinfelder Inc 

Matrix 
Matrix 

MS Lab Sample ID: 
Client Matrix: 
Dilution: 
Date Analyzed: 
Date Prepared: 

MSD Lab Sample ID: 
Client Matrix: 
Dilution: 

560-4594-1 
Solid 
1.0 
05/09/2007 
05/09/2007 

560-4594-1 
Solid 
1.0 

1954 
1954 

Date Analyzed: 05/09/2007 2019 
Date Prepared: 05/09/2007 2019 

Analyte 

Acetone 
Acetonitrile 
Acrolein 
Acrylonitrile 
Benzene 
Bromoform 
Bromomethane 
Carbon disulfide 
Carbon tetrachloride 
Chlorobenzene 
Chlorodibromomethane 
Chloroethane 
Chloroform 
Chloromethane 
cis-1,2-Dichloroethene 
cis-1,3-Dichloropropene 
Dibromomethane 
Dichlorobromomethane 
Dichlorodifluoromethane 
1, 1-Dichloroethane 
1,2-Dichloroethane 
1, 1-Dichloroethene 
2,2-Dichloropropane 
1,2-Dichloropropane 
1,3-Dichloropropane 
1, 1-Dichloropropene 
1,4-Dioxane 
Ethyl acetate 
Ethylbenzene 
Ethylene Dibromide 

Analysis Batch: 560-11285 
Prep Batch: N/A 

Analysis Batch: 560-i 1285 
Prep Batch: N/A 

% Rec. 
MS MSD Limit 

126 129 20 - 160 
80 75 60 - 151 
50 57 50 175 
90 96 77 - 123 
79 71 75 - 125 
61 69 55 - 135 
66 77 30 - 160 
63 63 45 - 160 
57 64 65 - 135 
70 74 75 - 125 
78 85 65 130 
63 72 40 - 155 
79 84 70 - 125 
70 75 50 - 130 
77 81 65 - 125 
61 65 70 - 125 
88 92 75 - 130 
79 85 70 - 130 
55 55 35 - 135 
77 80 75 - 125 
93 97 70 - 135 
69 71 65 - 135 
65 70 65 - 135 
80 85 70 - 120 
86 89 75 - 125 
59 63 70 - 135 
93 71 70 - 135 
77 77 75 - 120 
66 66 75 - 125 
88 93 70 - 125 

RPD 

2.6 
6.7 
14.2 
6.1 
6.8 
12.7 
16.3 
0.5 
12.4 
5.6 
8.3 
13.4 
5.4 
7.8 
4.8 
6.9 
5.4 
8.0 
0.3 
4.3 
4.6 
2.7 
7.5 
6.5 
3.4 
5.6 
27.2 
0.7 
0.2 
5.8 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4594-1 

Instrument ID: Agilent GCMS [Method 82E 
Lab File ID: 05090724.D 
Initial WeighWolume: 4.99 g 
Final WeighWolume: 5 ml 

Instrument ID: Agilent GCMS [Method 82E 
Lab File ID: 05090725.D 
Initial WeighWolume: 4.98 g 
Final WeighWolume: 5 ml 

RPD Limit MS Qual MSD Qual 

30.0 
30.0 
30.0 
30.0 
30.0 F 
30.0 
30.0 
30.0 
30.0 F F 
30.0 F F 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 F F 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 F F 
30.0 
30.0 
30.0 F F 
30.0 

05/10/2007 



Client: Kleinfelder Inc 

MS Lab Sample ID: 560-4594-1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/09/2007 1954 
Date Prepared: 05/09/2007 1954 

MSD Lab Sample ID: 560-4594-1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/09/2007 2019 
Date Prepared: 0510912007 2019 

Analyte 

Ethyl ether 
Ethyl methacrylate 
2-Hexanone 
lodomethane 
Methylene Chloride 
Methyl Ethyl Ketone 
methyl isobutyl ketone 
Methyl methacrylate 
Methyl tert-butyl ether 
2-Nitropropane 
Styrene 
1, 1,2,2-Tetrachloroethane 
Tetrachloroethene 
Toluene 
trans-1,2-Dichloroethene 
trans-1,3-Dichloropropene 
1,2,3-Trichlorobenzene 
1, 1, 1-Trichloroethane 
1, 1,2-Trichloroethane 
Trichloroethene 
Trichlorofluoromethane 
1,2,3-Trichloropropane 
1, 1,2-Trichloro-1,2,2-trifluoroethane 
1,3,5-Trimethylbenzene 
1,2,4-Trimethylbenzene 
Vinyl acetate 
Vinyl chloride 
Xylenes, Total 

Surrogate 

- Batch: 560-11285 

Analysis Batch: 560-11285 
Prep Batch: NIA 

Analysis Batch: 560-11285 
Prep Batch: N/A 

% Rec. 
MS MSD Limit 

96 101 80 - 131 
73 78 45 - 121 
88 101 45 - 145 
76 77 58 - 142 
95 97 55 - 140 
89 95 30 - 160 
91 103 45 - 145 
92 98 80 - 132 
93 100 78 - 126 
88 93 54 - 123 
73 79 75 - 125 
80 89 55 - 130 
73 82 65 - 140 
62 65 70 - 125 

70 72 65 - 135 
76 83 65 - 125 
46 53 60 135 
63 67 70 - 135 
89 94 60 - 125 
68 72 75 - 125 

55 60 25 - 185 
93 102 65 - 130 
56 59 64 - 120 
61 64 65 - 135 
57 56 65 - 135 
31 32 80 - 153 
66 69 60 - 125 
67 69 80 - 120 

RPO 

5.4 
6.4 
14.2 
2.3 
2.3 
6.4 
12.1 
6.8 
8.1 
5.0 
7.5 
11.3 
11.7 
3.8 
3.1 
8.2 
14.2 
6.4 
5.3 
6.1 
9.5 
8.9 
4.3 
4.0 
1.0 
3.8 
4.8 
2.6 

MS% Rec MSD % Rec 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4594-1 

Method: 82608 
50308 

Instrument ID: Agilent GCMS [Method 82E 
Lab File ID: 05090724.D 
Initial WeightNolume: 4.99 g 
Final WeightNolume: 5 ml 

Instrument ID: Agilent GCMS [Method 82E 
Lab File ID: 05090725.D 
Initial WeightNolume: 4.98 g 
Final WeightNolume: 5 ml 

RPD Limit MS Qua! 

30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 F 
30.0 
30.0 
30.0 F 
30.0 
30.0 
30.0 F 
30.0 F 
30.0 
30.0 F 
30.0 
30.0 
30.0 F 
30.0 F 
30.0 F 
30.0 F 
30.0 

MSD Qua! 

F 

F 
F 

F 

F 
F 
F 
F 

30.0 F F 

Acceptance Limits 

05/10/2007 



Client: Kleinfelder Inc 

Surrogate 

Dibromofluoromethane (Surr) 
1,2-Dichloroethane-d4 
Toluene-dB (Surr) 
4-Bromofluorobenzene (Surr) 

MS% Rec 

83 
91 
66 
75 

MSD % Rec 

84 
94 
67 
77 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4594-1 

Acceptance Limits 

59 120 
71 - 120 
57 - 120 
47 - 120 

05/10/2007 



Client: Kleinfelder Inc 

Matrix 
Matrix 

MS lab Sample ID: 560-4594-1 
Client Matrix: 
Dilution: 
Date Analyzed: 
Date Prepared: 

Analyte 

Acetone 
Acetonitrile 
Acrolein 
Acrylonitrile 
Benzene 
Bromoform 
Bromomethane 
Carbon disulfide 
Carbon tetrachloride 
Chlorobenzene 

Solid 
1.0 
05/09/2007 1954 
0510912007 i 954 

Chlorodibromomethane 
Chloroethane 
Chloroform 
Chloromethane 
cis-1,2-Dichloroethene 
cis-1,3-Dichloropropene 
Dibromomethane 
Dichlorobromomethane 
Dichlorodifluoromethane 
1, 1-Dichloroethane 
1,2-Dichloroethane 
1, 1-Dichloroethene 
2,2-Dichloropropane 
1,2-Dichloropropane 
1,3-Dichloropropane 
1, 1-Dichloropropene 
1,4-Dioxane 
Ethyl acetate 
Ethylbenzene 
Ethylene Dibromide 
Ethyl ether 
Ethyl methacrylate 
2-Hexanone 
lodomethane 
Methylene Chloride 
Methyl Ethyl Ketone 
methyl isobutyl ketone 
Methyl methacrylate 
Methyl tert-butyl ether 

56!M1285 

Units: ug/Kg 

Sample 
Result/Qua! 

ND 
ND 
ND 
ND 
24 
ND 
ND 
0.81 j 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
11 
ND 
ND 
ND 
ND 
ND 
ND 
2.0 j 

ND 
ND 
ND 

Job Number: 560-4594-1 

Method: 82608 
50308 

MSD Lab Sample ID: 560-4594-1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/09/2007 2019 
Date Prepared: 05/09/2007 2019 

MS Spike MSD Spike MS MSD 
Amount Amount Result/Qua! Result/Qua I 

58.9 59.0 74.0 76.0 
589 590 474 443 
589 590 292 336 
589 590 530 564 
58.9 59.0 70.7 66.0 F 
58.9 59.0 35.8 40.7 
58.9 59.0 38.8 45.6 
58.9 59.0 37.8 38.0 
58.9 59.0 33.6 F 38.0 F 
58.9 59.0 41.2 F 43.6 F 
58.9 59.0 46.1 50.1 
58.9 59.0 37.3 42.6 
58.9 59.0 46.8 49.4 
58.9 59.0 41.0 44.4 
58.9 59.0 45.6 47.9 
58.9 59.0 35.8 F 38.4 F 
58.9 59.0 51.6 54.4 
58.9 59.0 46.3 50.1 
58.9 59.0 32.4 32.3 
58.9 59.0 45.2 47.1 
58.9 59.0 54.8 57.3 
58.9 59.0 40.8 41.9 
58.9 59.0 38.5 41.6 
58.9 59.0 47.2 50.4 
58.9 59.0 50.5 52.2 
58.9 59.0 35.0 F 37.0 F 
1180 1180 1100 837 
58.9 59.0 45.3 45.7 
58.9 59.0 50.0 F 50.1 F 
58.9 59.0 51.6 54.7 
58.9 59.0 56.3 59.4 
58.9 59.0 43.1 45.9 
58.9 59.0 51.6 59.5 
58.9 59.0 44.6 45.6 
58.9 59.0 55.9 57.2 
58.9 59.0 54.6 58.2 
58.9 59.0 53.7 60.6 
58.9 59.0 54.2 58.0 
58.9 59.0 54.6 59.2 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc 

Matrix 
Matrix Data 

MS Lab Sample ID: 560-4594-1 
Client Matrix: 
Dilution: 
Date Analyzed: 
Date Prepared: 

Analyte 

2-Nitropropane 
Styrene 

Solid 
1.0 
05/09/2007 1954 
0510912007 1954 

1, 1,2,2-Tetrachloroethane 
Tetrachloroethene 
Toluene 
trans-1,2-Dichloroethene 
trans-1,3-Dichloropropene 
1,2,3-Trichlorobenzene 
1, 1, 1-Trichloroethane 
1, 1,2-Trichloroethane 
Trichloroethene 
Trichlorofluoromethane 
1,2,3-Trichloropropane 
1, 1,2-Trichloro-1,2,2-trifluoroethane 
1,3,5-Trimethylbenzene 
1,2,4-Trimethylbenzene 
Vinyl acetate 
Vinyl chloride 
Xylenes, Total 

- Batch: 56(M 285 

Units: ug/Kg 

Sample MS Spike 
ResulUQual Amount 

ND 58.9 
ND 58.9 
ND 58.9 
ND 58.9 
2.4 j 58.9 
ND 58.9 
ND 58.9 
ND 58.9 
ND 58.9 
ND 58.9 
ND 58.9 
ND 58.9 
ND 58.9 
ND 58.9 
12 58.9 
38 58.9 
ND 58.9 
ND 58.9 
23 177 

Job Number: 560-4594-1 

MSD Lab Sample ID: 560-4594-1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/09/2007 2019 
Date 05/09/2007 2019 

MSD Spike MS MSD 
Amount Result/Qua! ResulUQual 

59.0 52.0 54.7 
59.0 43.3 F 46.6 
59.0 47.2 52.8 
59.0 42.9 48.2 
59.0 39.2 F 40.7 F 
59.0 41.3 42.6 
59.0 44.9 48.8 
59.0 27.2 F 31.4 F 
59.0 37.1 F 39.6 F 
59.0 52.4 55.2 
59.0 40.1 F 42.6 F 
59.0 32.3 35.6 
59.0 54.9 60.0 
59.0 33.2 F 34.6 F 
59.0 47.6 F 49.6 F 
59.0 71.3 F 70.6 F 
59.0 18.3 F 19.0 F 
59.0 38.6 40.5 
177 141 F 145 F 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc Job Number: 560-4594-1 

Method Blank w 1283 

Lab Sample ID: MB 560-11283/1-AA Analysis Batch: 560-11309 Instrument ID: Agilent GCMS [Method 8270 

Client Matrix: Solid Prep Batch: 560-11283 Lab File ID: 05100705.D 

Dilution: 1.0 Units: ug/Kg Initial WeighWolume: 30 g 

Date Analyzed: 05/10/2007 0856 Final WeighWolume: 1 ml 

Date Prepared: 0510912007 0800 Injection Volume: 

Analyte Result Qua I MDL RL 

Acenaphthene ND 50 330 

Acenaphthylene ND 50 330 

Anthracene ND 50 330 

Benzo[a]anthracene ND 50 330 

Benzo[a]pyrene ND 50 330 

Benzo[b]fluoranthene ND 50 330 

Benzo[g,h,i]perylene ND 50 330 

Benzo[k]fluoranthene ND 50 330 

Benzyl alcohol ND 50 330 

Bis(2-chloroethoxy)methane ND 50 330 

Bis(2-chloroethyl)ether ND 37 330 

Bis(2-ethylhexyl) phthalate ND 50 330 

4-Bromophenyl phenyl ether ND 50 330 

Butyl benzyl phthalate ND 50 330 

4-Chloroaniline ND 170 330 

4-Chloro-3-methylphenol ND 50 330 

2-Chloronaphthalene ND 50 330 

2-Chlorophenol ND 28 330 

4-Chlorophenyl phenyl ether ND 50 330 

Chrysene ND 50 330 

Dibenz(a,h)anthracene ND 50 330 

Dibenzofuran ND 50 330 

1,3-Dichlorobenzene ND 44 330 

1,4-Dichlorobenzene ND 46 330 

1,2-Dichlorobenzene ND 52 330 

3,3'-Dichlorobenzidine ND 170 330 

2,4-Dichlorophenol ND 50 330 

Diethyl phthalate ND 50 330 

2,4-Dimethylphenol ND 50 330 

Dimethyl phthalate ND 50 330 

Di-n-butyl phthalate ND 50 330 

4,6-Dinitro-2-methylphenol ND 170 1700 

2,4-Din itrophenol ND 330 1700 

2,6-Dinitrotoluene ND 50 330 

2,4-Dinitrotoluene ND 170 330 

Di-n-octyl phthalate ND 50 330 

Fluoranthene ND 50 330 

Fluorene ND 50 330 

Hexachlorobenzene ND 50 330 

Hexachlorobutadiene ND 45 330 

Hexachlorocyclopentadiene ND 67 670 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc 

Method 

Lab Sample ID: MB 560-11283/1-AA 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/10/200? 0856 
Date Prepared: 05/09/200? 0800 

Analyte 

Hexachloroethane 
lndeno[1,2,3-cd]pyrene 
lsophorone 
2-Methylnaphthalene 
2-Methylphenol 
3 & 4 Methylphenol 
Naphthalene 
2-Nitroaniline 
3-Nitroaniline 
4-Nitroaniline 
Nitrobenzene 
2-Nitrophenol 
4-Nitrophenol 
N-Nitrosodi-n-propylamine 
N-Nitrosodiphenylamine 
2,2'-oxybis(2-chloropropane) 
Pentachlorophenol 
Phenanthrene 
Phenol 
Pyrene 
1,2,4-Trichlorobenzene 
2,4,6-Trichlorophenol 
2,4,5-Trichlorophenol 

Surrogate 

2-Fluorobiphenyl 
2-Fluorophenol 
Nitrobenzene-d5 
Phenol-d5 
Terphenyl-d14 
2,4,6-Tribromophenol 

Analysis Batch: 560-11309 
Prep Batch: 560-11283 
Units: ug/Kg 

Result 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

% Rec 

81 
81 
?4 
81 
96 
93 

Qua I 

Calculations are performed before rounding to avoid round-off errors in calculated results. 

STL Corpus Christi Page 25 of 31 

Job Number: 560-4594-1 

Method: 8270C 
35508 

Instrument ID: Agilent GCMS [Method 8270 
Lab File ID: 05100705.D 
Initial WeighWolume: 30 g 
Final WeighWolume: 1 ml 
Injection Volume: 

MDL RL 

50 330 
50 330 
50 330 
31 330 
33 330 
50 330 
42 330 
50 330 
170 330 
28 330 
36 330 
50 330 
170 1700 
50 330 
50 330 
41 330 
170 1700 
50 330 
50 330 
50 330 
46 330 
50 330 
50 330 

Acceptance Limits 

45 - 105 
35 105 
35 - 100 
40 - 100 
30 - 125 
35 - 125 

05/10/2007 



Client Kleinfelder Inc 

- Batch: 560-11283 

lab Sample ID: LCS 560-11283/2-AA 

Client Matrix: Solid 
Dilution: 1 .0 
Date Analyzed: 05/10/2007 0924 
Date Prepared: 05/09/2007 0800 

Analyte 

Acenaphthene 
Acenaphthylene 
Anthracene 
Benzo[a]anthracene 
Benzo[a]pyrene 
Benzo[b]fluoranthene 
Benzo[g,h,i]perylene 
Benzo[k]fluoranthene 
Benzyl alcohol 
Bis(2-chloroethoxy)methane 
Bis(2-chloroethyl)ether 
Bis(2-ethylhexyl) phthalate 
4-Bromophenyl phenyl ether 
Butyl benzyl phthalate 
4-Chloroaniline 
4-Chloro-3-methylphenol 
2-Chloronaphthalene 
2-Chlorophenol 
4-Chlorophenyl phenyl ether 
Chrysene 
Dibenz( a,h )anthracene 
Dibenzofuran 
1,3-Dichlorobenzene 
1,4-Dichlorobenzene 
1,2-Dichlorobenzene 
3,3'-Dichlorobenzidine 
2,4-Dichlorophenol 
Diethyl phthalate 
2,4-Dimethylphenol 
Dimethyl phthalate 
Di-n-butyl phthalate 
4,6-Dinitro-2-methylphenol 
2,4-Dinitrophenol 
2,6-Dinitrotoluene 
2,4-Dinitrotoluene 
Di-n-octyl phthalate 
Fluoranthene 
Fluorene 
Hexachlorobenzene 
Hexachlorobutadiene 
Hexachlorocyclopentadiene 
Hexachloroethane 

Analysis Batch: 560-11309 
Prep Batch: 560-11283 
Units: ug/Kg 

Spike Amount 

3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 
3330 

Result 

2560 
2560 
2610 
2770 
2740 
2880 
2620 
2730 
2840 
2500 
2210 
2810 
2760 
2770 
2390 
2690 
2460 
2520 
2680 
2730 
2780 
2570 
2190 
2210 
2210 
2540 
2620 
2720 
2690 
2720 
2740 
2860 
2930 
2740 
2650 
2850 
2650 
2620 
2720 
2410 
2310 
2140 

% Rec. 

77 
77 
78 
83 
82 
87 
79 
82 
85 
75 
66 
84 
83 
83 
72 
81 
74 
76 
81 
82 
83 
77 
66 
66 
66 
76 
79 
81 
81 
82 
82 
86 
88 
82 
80 
86 
79 
79 
82 
72 
69 
64 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4594-1 

Method: 8270C 
35508 

Instrument ID: Agilent GCMS [Method 827 
Lab File ID: 05100706.D 
Initial WeighWolume: 30 g 
Final WeighWolume: 1 ml 

Injection Volume: 

Limit 

45 - 110 
45 - 105 
55 - 105 
50 - 110 
50 - 110 
45 - 115 
40 - 125 
45 - 125 
20 - 125 
45 - 110 
40 - 105 
45 - 125 
45 - 115 
50 - 125 
25 - 125 
45 - 115 
50 - 120 
45 - 105 
45 - 110 
55 - 110 
40 - 125 
50 - 105 
40 100 
35 - 105 
45 - 95 
25 - 128 
45 - 110 
50 - 115 
30 - 105 
50 - 110 
55 - 110 
30 - 135 
15 - 130 
50 - 110 
50 - 115 
40 - 130 
55 - 115 
50 - 110 
45 - 120 
40 - 115 
44 - 120 
35 - 110 

Qua I 
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Client Kleinfelder Inc 

Lab Sample ID: LCS 560-i 1283/2-AA 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/i 0/2007 0924 
Date Prepared: 05/09/2007 0800 

Analyte 

lndeno[1,2,3-cd]pyrene 
lsophorone 
2-Methylnaphthalene 
2-Methylphenol 
3 & 4 Methylphenol 
Naphthalene 
2-Nitroaniline 
3-Nitroaniline 
4-Nitroaniline 
Nitro benzene 
2-Nitrophenol 
4-Nitrophenol 
N-Nitrosodi-n-propylamine 
N-Nitrosodiphenylamine 
2,2'-oxybis(2-chloropropane) 
Pentachlorophenol 
Phenanthrene 
Phenol 
Pyrene 
1,2,4-Trichlorobenzene 
2,4,6-Trichlorophenol 
2,4,5-T richlorophenol 

Surrogate 

2-Fluorobiphenyl 
2-Fluorophenol 
Nitrobenzene-d5 
Phenol-d5 
Terphenyl-d14 
2,4,6-Tribromophenol 

561M1283 

Analysis Batch: 560-11309 
Prep Batch: 560-11283 
Units: ug/Kg 

Spike Amount Result % Rec. 

3330 2780 83 
3330 2360 71 
3330 2540 76 
3330 2640 79 
6670 5370 81 
3330 2380 71 
3330 2610 78 
3330 2500 75 
3330 2530 76 
3330 2320 70 
3330 2540 76 
3330 3240 97 
3330 2430 73 
3330 2650 80 
3330 2240 67 
3330 2810 84 
3330 2670 80 
3330 2350 70 
3330 2730 82 
3330 2380 71 
3330 2770 83 
3330 2740 82 

% Rec 

77 
77 
71 
80 
93 
93 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4594-1 

Instrument ID: Agilent GCMS [Method 827 
Lab File ID: 05100706.D 
Initial Weight/Volume: 30 g 
Final Weight/Volume: i ml 
Injection Volume: 

Limit Qua I 

40 - 120 
45 - 1 iO 
45 - 105 
40 - 105 
40 - 105 
40 - 105 
45 - 120 
25 - i 10 
35 - 115 
40 - 115 
40 - 110 
i 5 - i 40 
40 - 115 
50 - 115 
20 - 115 
25 - 120 
50 - 110 
40 - 100 
45 - 125 
45 - 110 
45 - i 10 
50 - 110 

Acceptance Limits 

45 - 105 
35 - 105 
35 - 100 
40 - 100 
30 - 125 
35 - 125 

05/10/2007 



Client: Kleinfelder Inc 

560-11236 

Lab Sample ID: MB 560-11236/1-AA 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/08/2007 i 7 49 
Date Prepared: 05/08/2007 1400 

Analyte 

>C12-C28 
>C28-C35 
C6-C12 
Total Petroleum Hydrocarbons (C6-C35) 

Surrogate 

o-Terphenyl 

Laboratory Control/ 
Control 

LCS Lab Sample ID: LCS 560-11236/2-AA 
Client Matrix: 
Dilution: 
Date Analyzed: 
Date Prepared: 

Solid 
1.0 
0510812007 1830 
05/08/2007 1400 

LCSD Lab Sample ID: LCSD 560-11236/3-AA 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/08/2007 1910 
Date Prepared: 0510812007 1400 

Analyte 

Total Petroleum Hydrocarbons (C6-C35) 

Surrogate 

o-Terphenyl 

Analysis Batch: 560-11300 
Prep Batch: 560-11236 
Units: mg/Kg 

Result 

ND 
ND 
ND 
ND 

% Rec 

91 

- Batch: 560-11236 

Analysis Batch: 560-11300 
Prep Batch: 560-11236 
Units: mg/Kg 

Analysis Batch: 560-11300 
Prep Batch: 560-11236 
Units: mg/Kg 

% Rec. 
LCS LCSD Limit 

92 96 75 - 125 

Qua I 

RPO 

4 

LCS % Rec LCSD % Rec 

90 92 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4594-1 

Method: TX 1005 

Instrument ID: Agilent GC [Method 
Lab File ID: 05070706.D 
Initial Weight/Volume: 10.00 g 
Final Weight/Volume: 10.0 ml 
Injection Volume: 

MDL RL 

6.0 50 
6.0 50 
6.0 50 
6.0 50 

Acceptance Limits 

70 - 130 

Method: TX 1005 

Instrument ID: Agilent GC [Method 
Lab File ID: 05070708.D 
Initial Weight/Volume: 10.05 g 
Final Weight/Volume: 10.0 ml 
Injection Volume: 

Instrument ID: Agilent GC [Method 
Lab File ID: 0507071 O.D 
Initial Weight/Volume: 10.03 g 
Final Weight/Volume: 10.0 ml 
Injection Volume: 

RPO Limit LCS Qual LCSD Qual 

20 

Acceptance Limits 

70 - 130 

05/10/2007 



Client: Kleinfelder Inc 

LCS lab Sample ID: LCS 560-11236/2-AA 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/08/2007 1830 
Date Prepared: 05/08/2007 1400 

Analyte 

Total Petroleum Hydrocarbons (C6-C35) 

561:M1235 

Units: mg/Kg 

LCS Spike 
Amount 

249 

LCSD Spike 
Amount 

249 

Job Number: 560-4594-1 

Method: TX 1005 

LCSD lab Sample ID: LCSD 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/08/2007 1910 
Date Prepared: 05/08/2007 1400 

LCS 
Result/Qua! 

230 

LCSD 
Result/Qua! 

240 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc 

Number: 4594 

Radioactivity either was not measured or, if measured, is at or below background 

The cooler's custody seal, if present, is intact. 

The cooler or samples do not appear to have been compromised or tampered with. 

Samples were received on ice. 

Cooler Temperature is acceptable. 

Cooler Temperature is recorded. 

COC is present. 

COC is filled out in ink and legible. 

COC is filled out with all pertinent information. 

There are no discrepancies between the sample IDs on the containers and the 
COC. 
Samples are received within Holding Time. 

Sample containers have legible labels. 

Containers are not broken or leaking. 

Sample collection date/times are provided. 

Appropriate sample containers are used. 

Sample bottles are completely filled. 

There is sufficient vol. for all requested analyses, incl. any requested MS/MSDs 

VOA sample vials do not have headspace or bubble is <6mm (1/4") in diameter. 

If necessary, staff have been informed of any short hold time or quick TAT needs 

Multiphasic samples are not present. 

Samples do not require splitting or compositing. 

STL Christi 
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Job Number: 560-4594-1 

NA 

True 

True 

True 

True 1.8C 

True 

True 

True 

True 

True 

True 

True 

True 

True 

True 

True 

True 

True 

True 

NA 

NA 
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Job 

Project Manager: Timothy L. Kellogg 

560-4634-1 

Falcon 

For: 
Kleinfelder Inc 

3601 Manor Road 
Austin, TX 78723 

Attention: Mr. Steve Halasz 

Timothy L. Kellogg 

Project Manager II 

tkellogg@stl-inc.com 

05/22/2007 

The test results entered in this report meet all NELAC requirements for accredited parameters. Any exceptions to NELAC 
requirements are noted in the report. Pursuant to NELAC, this report may not be reproduced except in full, and with written approval 
from the laboratory. STL Corpus Christi Certifications and Approvals: NELAC TX T104704210-06-TX, NELAC KS E-10362, NELAC 
LA 03034, Oklahoma 9968, USDA Soil Permit S-42935 Revised. 

Severn Trent Laboratories, Inc. 
STL Corpus Christi 1733 N. Padre Island Drive, Corpus Christi, 
TX 78408 
Tel (361) 289-2673 Fax (361) 289-2471 www.stl-inc.com Page 1 of 33 07 



560..J4634-1 

Sample 560-4634-1 was analyzed for VOCs using EPA method 82608. The percent recovery result for total xylenes analyte in the MSD 
associated with this sample was below acceptance limits. The matrix spike and LCS recoveries were within acceptable limits, therefore 
data is reported. 
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Client Kleinfelder Inc Job Number: 560-4634-1 

Result Units Method 

1 TAN SAND 

Acetone 9.3 j 23 ug/Kg 82608 
1, 1-Dichloroethene 3.0 j 5.8 ug/Kg 82608 
Methylene Chloride 6.8 j 23 ug/Kg 82608 
Percent Moisture 15 0.010 % PercentMoisture 
Percent Solids 85 0.010 % PercentMoisture 

STL Corpus Christi 
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Client: Kleinfelder Inc 

Matrix: Solid 

Volatile Organic Compounds by GC/MS 

Purge and Trap for Solids 

Semivolatile Compounds by Gas Chromatography/Mass 
Spectrometry (GC/MS) 

Ultrasonic Extraction 

TPH by Texas 1005 

TPH by Texas 1005 Solid Prep 

Percent Moisture 

LAB REFERENCES: 

STL CC = STL Corpus Christi 

METHOD REFERENCES: 

TCEQ - Texas Commission of Environmental Quality 

Location Method 

STL CC 

STL CC 

STL CC 

STL CC 

STLCC 

STLCC 

SW846 82608 

SW846 8270C 

TCEQ TX 1005 

Job Number: 560-4634-1 

Method 

SW846 50308 

SW846 3550B 

TCEQ TX_1005_S_Prep 

STL CC EPA PercentMoisture 

SW846 - "Test Methods For Evaluating Solid Waste, Physical/Chemical Methods", Third Edition, November 1986 
And Its Updates. 

EPA - US Environmental Protection Agency 

Page 4 of 33 05/22/2007 



Client: Kleinfelder Inc 

Method 

SW846 82608 

SW846 8270C 

TCEQ TX 1005 

EPA PercentMoisture 

Anal st 

Newman, David 

Fisher, Gayland E 

Cady, lryna M 

Zwierzykowski, Hanna M 

Page 5 of 33 

Job Number: 560-4634-1 

DN 

GEF 

IMC 

HMZ 
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Client: Kleinfelder Inc Job Number: 560-4634-1 

Date/Time Date/Time 
Client Sam Received 

560-4634-i FLOOR 1 TAN SAND Solid 05/1112007 0930 05/1 i/2007 1045 

STL Christi 
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Client Kleinfelder Inc 

Client 

lab Sample ID: 

ID: FLOOR TAN SAND 

560-4634-1 
Client Matrix: Solid 

Method: 8260B 
Preparation: 5030B 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1331 
Date Prepared: 05/14/2007 331 

Analyte DryWt Corrected: Y 

Acetone 
Acetonitrile 
Acrolein 
Acrylonitrile 
Benzene 
Bromoform 
Bromomethane 
Carbon disulfide 
Carbon tetrachloride 
Chlorobenzene 
Chlorodibromomethane 
Chloroethane 
Chloroform 
Chloromethane 
cis-1,2-Dichloroethene 
cis-1,3-Dichloropropene 
Dibromomethane 
Dichlorobromomethane 
Dichlorodifluoromethane 
1, 1-Dichloroethane 
1,2-Dichloroethane 
1, 1-Dichloroethene 
2,2-Dichloropropane 
1,2-Dichloropropane 
1,3-Dichloropropane 
1, 1-Dichloropropene 
1,4-Dioxane 
Ethyl acetate 
Ethylbenzene 
Ethylene Dibromide 
Ethyl ether 
Ethyl methacrylate 
2-Hexanone 
lodomethane 
Methylene Chloride 
Methyl Ethyl Ketone 
methyl isobutyl ketone 
Methyl methacrylate 
Methyl tert-butyl ether 
2-Nitropropane 
Styrene 
1, 1,2,2-Tetrachloroethane 
Tetrachloroethene 

STL Corpus Christi 

% Moisture: 14.8 

Batch: 560-11383 

Result (ug/Kg) 

9.3 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
3.0 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
6.8 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

Page 7 of 33 

GC/MS 

Job Number: 560-4634--1 

Date Sampled: 05/1112007 0930 

Date Received: 05/11/2007 1045 

Instrument ID: Agilent GCMS [Method 
Lab File ID: 05140707.D 
Initial Weight/Volume: 5.08 g 
Final Weight/Volume: 5 ml 

Qualifier MDL Rl 

j 5.8 23 
5.8 58 
5.8 58 
5.8 58 
0.58 5.8 
0.58 5.8 
0.39 5.8 
0.35 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.31 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 

j 0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
11 120 
0.39 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.29 5.8 
0.58 5.8 

j 5.8 23 
0.57 12 
0.58 5.8 
0.58 5.8 
0.58 5.8 
1.2 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 

05/22/2007 



Client: Kleinfelder Inc 

Client ID: FLOOR TAN SAND 

lab Sample ID: 560-4634-1 
Client Matrix: Solid % Moisture: 14.8 

82608 

Method: 82608 Analysis Batch: 560-11383 
Preparation: 50308 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1331 
Date Prepared: 05/14/2007 1331 

Analyte 

Toluene 

DryWt Corrected: Y Result (ug/Kg) 

trans-1,2-Dichloroethene 
trans-1,3-Dichloropropene 
1,2,3-Trichlorobenzene 
1, 1, 1-Trichloroethane 
1, 1 ,2-Trichloroethane 
Trichloroethene 
Trichlorofluoromethane 
1,2,3-Trichloropropane 
i, 1 ,2-Trichloro-1,2,2-trifluoroethane 
1,3,5-Trimethylbenzene 
1,2,4-Trimethylbenzene 
Vinyl acetate 
Vinyl chloride 
Xylenes, Total 

Surrogate 

Dibromofluoromethane (Surr) 
1,2-Dichloroethane-d4 (Surr) 
Toluene-dB (Surr) 
4-Bromofluorobenzene (Surr) 

STL Corpus Christi 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

%Rec 

98 
99 
96 
102 

Page 8 of 33 

GC/MS 

Job Number: 560-4634-1 

Date Sampled: 05/11/2007 0930 

Date Received: 05/11/2007 1045 

Instrument ID: 
lab File ID: 

Agilent GCMS [Method 
05140707.D 

Initial WeighWolume: 
Final WeighWolume: 

5.08 g 
5 ml 

Qualifier MDL Rl 

0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.36 5.8 
0.58 5.8 
0.31 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
0.58 5.8 
1.7 17 

Acceptance limits 

59 - 120 
71 - 120 
57 - 120 
47 - 120 
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Client: Kleinfelder Inc 

Client 

lab Sample ID: 
Client Matrix: 

ID: FLOOR 1 TAN SAND 

560-4634-i 
Solid 

8270C Semivolatile 

Method: 
Preparation: 
Dilution: 
Date Analyzed: 
Date Prepared: 

8270C 
3550B 
1.0 
05/14/2007 1703 
05/11/2007 0900 

% Moisture: 14.8 

Job Number: 560-4634-1 

Date Sampled: 05/11/2007 0930 

Date Received: 05/11/2007 1045 

""'''1"11"'"'" Spectrometry 

Analysis Batch: 560-11401 
Prep Batch: 560-11358 

Instrument ID: Agilent GCMS [Method 
lab File ID: 05140717.D 
Initial WeighWolume: 30 g 
Final WeighWolume: 1 ml 
Injection Volume: 

Analyte DryWt Corrected: Y Result (ug/Kg) Qualifier MDL Rl 

Acenaphthene ND 59 390 

Acenaphthylene ND 59 390 

Anthracene ND 59 390 

Benzo[a]anthracene ND 59 390 

Benzo[a]pyrene ND 59 390 

Benzo[b]fluoranthene ND 59 390 

Benzo[g, h ,i]perylene ND 59 390 

Benzo[k]fluoranthene ND 59 390 

Benzyl alcohol ND 59 390 

Bis(2-chloroethoxy)methane ND 59 390 

Bis(2-chloroethyl)ether ND 44 390 

Bis(2-ethylhexyl) phthalate ND 59 390 

4-Bromophenyl phenyl ether ND 59 390 

Butyl benzyl phthalate ND 59 390 

4-Chloroaniline ND 200 390 

4-Chloro-3-methylphenol ND 59 390 

2-Chloronaphthalene ND 59 390 

2-Chlorophenol ND 33 390 

4-Chlorophenyl phenyl ether ND 59 390 

Chrysene ND 59 390 

Dibenz(a,h)anthracene ND 59 390 

Dibenzofuran ND 59 390 

1,3-Dichlorobenzene ND 51 390 

1 ,4-Dichlorobenzene ND 54 390 

1 ,2-Dichlorobenzene ND 61 390 

3,3'-Dichlorobenzidine ND 200 390 

2,4-Dichlorophenol ND 59 390 

Diethyl phthalate ND 59 390 

2,4-Dimethylphenol ND 59 390 

Dimethyl phthalate ND 59 390 

Di-n-butyl phthalate ND 59 390 

4,6-Dinitro-2-methylphenol ND 200 2000 

2,4-Dinitrophenol ND 390 2000 

2,6-Dinitrotoluene ND 59 390 

2,4-Dinitrotoluene ND 200 390 

Di-n-octyl phthalate ND 59 390 

Fluoranthene ND 59 390 

Fluorene ND 59 390 

Hexachlorobenzene ND 59 390 

Hexachlorobutadiene ND 52 390 

Hexachlorocyclopentadiene ND 78 790 

Hexachloroethane ND 59 390 

lndeno[1 ,2,3-cd]pyrene ND 59 390 

STL Corpus Christi 
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Client Kleinfelder Inc 

Lab Sample ID: 

FLOOR TAN SAND 

560-4634-i 
Client Matrix: 

Method: 
Preparation: 
Dilution: 

Solid 

8270C 

8270C 
35508 
1.0 

Date Analyzed: 05/14/2007 1703 
05/11/2007 0900 Date Prepared: 

% Moisture: 14.8 

Analysis Batch: 560-11401 
Prep Batch: 560-11358 

Analyte DryWt Corrected: Y Result (ug/Kg) 

lsophorone ND 
2-Methylnaphthalene ND 
2-Methylphenol ND 
3 & 4 Methylphenol ND 
Naphthalene ND 
2-Nitroaniline ND 
3-Nitroaniline ND 
4-Nitroaniline ND 
Nitrobenzene ND 
2-Nitrophenol ND 
4-Nitrophenol ND 
N-Nitrosodi-n-propylamine ND 
N-Nitrosodiphenylamine ND 
2,2'-oxybis(2-chloropropane) ND 
Pentachlorophenol ND 
Phenanthrene ND 
Phenol ND 
Pyrene ND 
1,2,4-Trichlorobenzene ND 
2,4,6-Trichlorophenol ND 
2,4,5-Trichlorophenol ND 

Surrogate %Rec 

2-Fluorobiphenyl 82 
2-Fluorophenol 81 
Nitrobenzene-d5 77 
Phenol-d5 81 
Terphenyl-d14 99 
2,4,6-Tribromophenol 101 

STL Christi Page 10 of 33 

Job Number: 560-4634-1 

Date Sampled: 05/i 1/2007 0930 

Date Received: 05/i i/2007 1045 

Instrument ID: Agilent GCMS [Method 
lab File ID: 05140717.D 
Initial WeighWolume: 30 g 
Final WeighWolume: 1 ml 
Injection Volume: 

Qualifier MDL RL 

59 390 
37 390 
39 390 
59 390 
49 390 
59 390 
200 390 
33 390 
43 390 
59 390 
200 2000 
59 390 
59 390 
48 390 
200 2000 
59 390 
59 390 
59 390 
54 390 
59 390 
59 390 

Acceptance Limits 

45 - 105 
35 - 105 
35 - 100 
40 - 100 
30 - 125 
35 - 125 
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Client Kleinfelder Inc 

lab Sample ID: 
Client Matrix: 

Method: 

Dilution: 
Date Analyzed: 
Date Prepared: 

FLOOR TAN SAND 

560-4634-1 
Solid 

TX 1005 
005_S_Prep 

1.0 
05/1112007 1802 
05/11/2007 1400 

% Moisture: 14.8 

Texas 1005 

Analysis Batch: 560-11387 
Prep Batch: 560-11351 

Analyte 

>C12-C28 

DryWt Corrected: Y Result (mg/Kg) 

ND 
>C28-C35 
C6-C12 
Total Petroleum Hydrocarbons (C6-C35) 

Surrogate 

o-Terphenyl 

STL Christi 

ND 
ND 
ND 

%Rec 

102 

Page 11 of 33 

Job Number: 560-4634-1 

Date Sampled: 05/11/2007 0930 

Date Received: 05/11/2007 1045 

Instrument ID: Hewlett Packard GC 
Lab File ID: 05110735.D 
Initial WeighWolume: 10.03 g 
Final WeightNolume: 10.0 ml 
Injection Volume: 
Column ID: PRIMARY 

Qualifier MDL 

7.0 
7.0 
7.0 
7.0 

RL 

59 
59 
59 
59 

Acceptance limits 

70 130 

05/22/2007 



Client: Kleinfelder Inc 

Client ID: 

Lab Sample ID: 
Client Matrix: 

Percent Moisture 

Percent Solids 

STL Corpus Christi 

FLOOR 1 TAN SAND 

560-4634-1 
Solid 

Result 

5 

General 

Qual Units RL 

0.010 
Anly Batch: 560-11370 Date Analyzed 05/14/2007 0835 

85 % O.Q10 
Anly Batch: 560-11370 Date Analyzed 05/14/2007 0835 

!?age 12 of 33 

Job Number: 560-4634-1 

Date Sampled: 05/1112007 0930 
Date Received: 05/11/2007 1045 

RL Dil Method 

.0 

O.Q10 1.0 PercentMoisture 

05/22/2007 



Client Kleinfelder Inc 

lab Section 

GC/MS VOA 

STL Corpus Christi 

F 

j 

Job Number: 560-4634-1 

Descri tion 

MS or MSD exceeds the control limits 

Result is less than the RL but than or equal to the 
MDL and the concentration is an approximate value. 
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Client Kleinfelder Inc 

Method - Batch: 

Lab Sample ID: MB 560-11383/2 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1305 
Date Prepared: 05/14/2007 1305 

Analyte 

Acetone 
Acetonitrile 
Acrolein 
Acrylonitrile 
Benzene 
Bromoform 
Bromomethane 
Carbon disulfide 
Carbon tetrachloride 
Chlorobenzene 
Chlorodibromomethane 
Chloroethane 
Chloroform 
Chloromethane 
cis-1,2-Dichloroethene 
cis-1,3-Dichloropropene 
Dibromomethane 
Dichlorobromomethane 
Dichlorodifluoromethane 
1, 1-Dichloroethane 
1,2-Dichloroethane 
1, 1-Dichloroethene 
2,2-Dichloropropane 
1,2-Dichloropropane 
1 ,3-Dichloropropane 
1, 1-Dichloropropene 
1,4-Dioxane 
Ethyl acetate 
Ethyl benzene 
Ethylene Dibromide 
Ethyl ether 
Ethyl methacrylate 
2-Hexanone 
lodomethane 
Methylene Chloride 
Methyl Ethyl Ketone 
methyl isobutyl ketone 
Methyl methacrylate 
Methyl tert-butyl ether 
2-Nitropropane 
Styrene 

1383 

Analysis Batch: 560-11383 
Prep Batch: N/A 
Units: ug/Kg 

Result 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

Qua I 

Job Number: 560-4634-1 

Method: 82608 

Instrument ID: Agilent GCMS [Method 8260 
Lab File ID: 05140706.D 
Initial WeighWolume: 5.00 g 
Final WeighWolume: 5 ml 

MDL RL 

5.0 20 
5.0 50 
5.0 50 
5.0 50 
0.50 5.0 
0.50 5.0 
0.34 5.0 
0.30 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.27 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
9.2 100 
0.34 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.25 5.0 
0.50 5.0 
5.0 20 
0.49 10 
0.50 5.0 
0.50 5.0 
0.50 5.0 
1.0 5.0 
0.50 5.0 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc Job Number: 560-4634-1 

lab Sample ID: MB 560-11383/2 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1305 
Date Prepared: 05/14/2007 1305 

Analyte 

1, 1,2,2-Tetrachloroethane 
Tetrachloroethene 
Toluene 
trans-1,2-Dichloroethene 
trans-1 ,3-Dichloropropene 
1,2,3-Trichlorobenzene 
1, 1, 1-Trichloroethane 
1, 1,2-Trichloroethane 
Trichloroethene 
Trichlorofluoromethane 
1 ,2,3-Trichloropropane 
1, 1 ,2-T richloro-1,2,2-trifluoroethane 
1,3,5-Trimethylbenzene 
1 ,2,4-Trimethylbenzene 
Vinyl acetate 
Vinyl chloride 
Xylenes, Total 

Surrogate 

Dibromofluoromethane (Surr) 
1 ,2-Dichloroethane-d4 (Surr) 
Toluene-d8 (Surr) 
4-Bromofluorobenzene (Surr) 

Analysis Batch: 560- i 1383 
Prep Batch: N/A 
Units: ug/Kg 

Result 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

% Rec 

96 
99 
89 
92 

Qua! 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Instrument ID: Agilent GCMS [Method 8260 
Lab File ID: 05140706.D 
Initial Weight/Volume: 5.00 g 
Final Weight/Volume: 5 ml 

MDL RL 

0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.31 5.0 
0.50 5.0 
0.27 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
0.50 5.0 
1.5 15 

Acceptance Limits 

59 - 120 
71 - 120 
57 - 120 
47 - 120 

05/22/2007 



Client Kleinfelder Inc Job Number: 560-4634-1 

1383 

Lab Sample ID: LCS 560-11383/1 Analysis Batch: 560-11383 Instrument ID: Agilent GCMS [Method 82E 

Client Matrix: Solid Prep Batch: N/A Lab File ID: 05140703.D 

Dilution: 1.0 Units: ug/Kg Initial Weight/Volume: 5.00 g 

Date Analyzed: 05/14/2007 1149 Final Weight/Volume: 5 ml 

Date Prepared: 05/14/2007 1149 

Analyte Spike Amount Result % Rec. Limit Qua I 

Acetone 50.0 58.9 118 20 - 160 

Acetonitrile 500 532 106 60 - 151 

Acrolein 500 501 100 30 - 175 

Acrylonitrile 500 520 104 77 - 123 

Benzene 50.0 46.8 94 75 - 125 

Bromoform 50.0 40.0 80 55 - 135 

Bromomethane 50.0 52.4 105 30 160 

Carbon disulfide 50.0 46.9 94 45 160 

Carbon tetrachloride 50.0 46.2 92 65 - 135 

Chlorobenzene 50.0 43.1 86 75 - 125 

Chlorodibromomethane 50.0 46.9 94 65 - 130 

Chloroethane 50.0 49.0 98 40 - 155 

Chloroform 50.0 49.5 99 70 - 125 

Chloromethane 50.0 49.4 99 50 - 130 

cis-1,2-Dichloroethene 50.0 50.0 100 65 - 125 

cis-1,3-Dichloropropene 50.0 36.8 74 70 - 125 

Dibromomethane 50.0 49.4 99 75 - 130 

Dichlorobromomethane 50.0 48.4 97 70 - 130 

Dichlorodifluoromethane 50.0 38.5 77 35 - 135 

1, 1-Dichloroethane 50.0 49.0 98 75 - 125 

1,2-Dichloroethane 50.0 51.0 102 70 - 135 
1, 1-Dichloroethene 50.0 45.9 92 65 - 135 
2,2-Dichloropropane 50.0 54.8 110 65 - 135 

1,2-Dichloropropane 50.0 46.6 93 70 - 120 

1,3-Dichloropropane 50.0 44.1 88 75 - 125 

1, 1-Dichloropropene 50.0 42.1 84 70 - 135 

1,4-Dioxane 1000 1090 109 70 - 135 

Ethyl acetate 50.0 49.4 99 75 - 120 

Ethyl benzene 50.0 43.6 87 75 - 125 
Ethylene Dibromide 50.0 46.4 93 70 - 125 

Ethyl ether 50.0 53.5 107 80 - 131 

Ethyl methacrylate 50.0 42.4 85 45 - 121 

2-Hexanone 50.0 49.6 99 45 145 

lodomethane 50.0 51.2 102 58 - 142 

Methylene Chloride 50.0 53.8 108 55 - 140 

Methyl Ethyl Ketone 50.0 48.9 98 30 - 160 

methyl isobutyl ketone 50.0 50.4 101 45 - 145 

Methyl methacrylate 50.0 44.7 89 80 - 132 

Methyl tert-butyl ether 50.0 53.7 107 78 - 126 

2-Nitropropane 50.0 52.2 104 54 - 123 

Styrene 50.0 44.8 90 75 - 125 
1, 1,2,2-Tetrachloroethane 50.0 47.2 94 55 - 130 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc 

Control 

Lab ID: LCS 560-11383/1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1149 
Date Prepared: 05/14/2007 1149 

Analyte 

Tetrachloroethene 
Toluene 
trans-1,2-Dichloroethene 
trans-1,3-Dichloropropene 
1,2,3-Trichlorobenzene 
1, 1, 1-Trichloroethane 
1, 1 ,2-Trichloroethane 
Trichloroethene 
Trichlorofluoromethane 
1 ,2,3-Trichloropropane 
1, 1,2-Trichloro-1,2,2-trifluoroethane 
1,3,5-Trimethylbenzene 
1,2,4-Trimethylbenzene 
Vinyl acetate 
Vinyl chloride 
Xylenes, Total 

Surrogate 

Dibromofluoromethane (Surr) 
1,2-Dichloroethane-d4 (Surr) 
Toluene-dB (Surr) 
4-Bromofluorobenzene (Surr) 

1383 

Analysis Batch: 560-11383 
Prep Batch: N/A 
Units: ug/Kg 

Spike Amount Result 

50.0 43.1 
50.0 41.7 
50.0 47.6 
50.0 45.9 
50.0 50.6 
50.0 48.9 
50.0 46.6 
50.0 43.9 
50.0 51 .2 
50.0 51.9 
50.0 41.5 
50.0 43.4 
50.0 43.9 
50.0 48.3 
50.0 46.7 
150 130 

% Rec 

102 
104 
89 
92 

% Rec. 

86 
83 
95 
92 
101 
98 
93 
88 
102 
104 
83 
87 
88 
97 
93 
87 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4634-1 

Instrument ID: Agilent GCMS [Method 82E 
Lab File ID: 05140703.D 
Initial WeighWolume: 5.00 g 
Final WeighWolume: 5 ml 

Limit 

65 - 140 
70 - 125 
65 - 135 
65 - 125 
60 - 135 
70 - 135 
60 - 125 
75 - 125 
25 - 185 
65 - 130 
64 - 120 
65 - 135 
65 - 135 
80 - 153 
60 - 125 
80 - 120 

Acceptance Limits 

59 - 120 
71 120 
57 - 120 
47 - 120 

Qua I 
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Client: Kleinfelder Inc 

Matrix 
Matrix 

MS Lab Sample ID: 560-4634-1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1500 
Date Prepared: 05/14/2007 1500 

MSD Lab Sample ID: 560-4634-1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1526 
Date Prepared: 05/14/2007 1526 

Analyte 

Acetone 
Acetonitrile 
Acrolein 
Acrylonitrile 
Benzene 
Bromoform 
Bromomethane 
Carbon disulfide 
Carbon tetrachloride 
Chlorobenzene 
Chlorodibromomethane 
Chloroethane 
Chloroform 
Chloromethane 
cis-1,2-0ichloroethene 
cis-1,3-0ichloropropene 
Dibromomethane 
Dichlorobromomethane 
Dichlorodifluoromethane 
1, 1-Dichloroethane 
1,2-0ichloroethane 
1, 1-0ichloroethene 
2,2-Dichloropropane 
1,2-Dichloropropane 
1,3-0ichloropropane 
1, 1-Dichloropropene 
1,4-Dioxane 
Ethyl acetate 
Ethylbenzene 
Ethylene Dibromide 

Analysis Batch: 560-11383 
Prep Batch: N/A 

Analysis Batch: 560-11383 
Prep Batch: N/A 

% Rec. 
MS MSD Limit 

84 94 20 - 160 
90 91 60 - 151 
85 89 50 - 175 
88 94 77 - 123 
88 84 75 - 125 
68 74 55 - 135 
94 90 30 - 160 
86 81 45 - 160 
79 79 65 - 135 
85 83 75 - 125 
87 90 65 - 130 
87 84 40 - 155 
93 89 70 - 125 
86 82 50 - 130 
91 88 65 - 125 
75 75 70 - 125 
93 94 75 - 130 
92 90 70 - 130 
67 65 35 - 135 
90 86 75 - 125 
98 95 70 - 135 
78 76 65 - 135 
92 88 65 - 135 
91 89 70 - 120 
90 91 75 - 125 
80 75 70 - 135 
80 86 70 - 135 
91 102 75 - 120 
83 80 75 - 125 
91 95 70 - 125 

RPO 

10.3 
1.3 
4.9 
6.3 
4.4 
8.9 
4.8 
5.2 
0.5 
3.1 
3.7 
3.7 
3.6 
4.6 
3.4 
0.5 
1.3 
1.1 
3.6 
3.5 
2.8 
2.0 
4.4 
2.5 
1.4 
6.2 
7.3 
11.0 
4.2 
4.3 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4634-1 

Method: 82508 
50308 

Instrument ID: Agilent GCMS [Method 82E 
Lab File ID: 05140710.D 
Initial WeighWolume: 5.15 ml 
Final WeighWolume: 5 ml 

Instrument ID: Agilent GCMS [Method 82E 
Lab File ID: 05140711.D 
Initial WeighWolume: 5.14 ml 
Final WeighWolume: 5 ml 

RPO Limit MS Qual MSO Qual 

30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 

05/22/2007 



Client: Kleinfelder Inc 

Matrix 
Matrix 

MS Lab Sample ID: 
Client Matrix: 
Dilution: 
Date Analyzed: 

560-4634-1 
Solid 
i .0 
05/14/2007 1500 

Date Prepared: 05/14/2007 i 500 

MSD Lab Sample ID: 560-4634-1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1526 
Date Prepared: 05/14/2007 1526 

Analyte 

Ethyl ether 
Ethyl methacrylate 
2-Hexanone 
lodomethane 
Methylene Chloride 
Methyl Ethyl Ketone 
methyl isobutyl ketone 
Methyl methacrylate 
Methyl tert-butyl ether 
2-Nitropropane 
Styrene 
1, 1,2,2-Tetrachloroethane 
Tetrachloroethene 
Toluene 
trans-1,2-Dichloroethene 
trans-1,3-Dichloropropene 
1,2,3-Trichlorobenzene 
1, 1, 1-Trichloroethane 
1, 1,2-Trichloroethane 
Trichloroethene 
Trichlorofluoromethane 
1,2,3-Trichloropropane 
1, 1,2-Trichloro-1,2,2-trifluoroethane 
1,3,5-Trimethylbenzene 
1,2,4-Trimethylbenzene 
Vinyl acetate 
Vinyl chloride 
Xylenes, Total 

Surrogate 

560-1 383 

Analysis Batch: 560-11383 
Prep Batch: N/A 

Analysis Batch: 560- i i 383 
Prep Batch: N/A 

% Rec. 
MS MSD Limit 

99 100 80 - 131 
81 86 45 - 121 
81 97 45 - 145 
94 90 58 - 142 
95 93 55 - 140 
83 93 30 - 160 
90 97 45 - 145 
85 95 80 - 132 
99 98 78 - 126 
82 98 54 - 123 
89 85 75 - 125 
89 93 55 - 130 
79 76 65 - 140 
84 80 70 - 125 
87 83 65 - 135 
95 96 65 - 125 
95 91 60 - 135 
86 83 70 - 135 
92 93 60 - 125 
82 79 75 - 125 
86 81 25 - 185 
97 102 65 - 130 
74 71 64 - 120 
84 79 65 - 135 
85 81 65 - 135 
87 93 80 - 153 
83 77 60 - 125 
83 79 80 120 

RPO 

0.7 
6.4 
18.3 
4.3 
1.6 
12.1 
8.6 
10.6 
0.9 
17.8 
4.3 
4.9 
3.7 
5.1 
4.4 
1.6 
4.1 
3.0 
1.3 
4.1 
5.6 
4.9 
3.1 
5.6 
4.7 
6.7 
6.3 
4.8 

MS% Rec MSD % Rec 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4634-1 

Method: 82608 

Instrument ID: Agilent GCMS [Method 82E 
Lab File ID: 05140710.D 
Initial WeighWolume: 5.15 ml 
Final WeighWolume: 5 ml 

Instrument ID: Agilent GCMS [Method 82E 
Lab File ID: 0514071 i .D 
Initial WeighWolume: 5.14 ml 
Final WeighWolume: 5 ml 

RPD Limit MS Qual MSD Qual 

30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 
30.0 F 

Acceptance Limits 

05/22/2007 



Client: Kleinfelder Inc 

Surrogate 
Dibromofluoromethane (Surr) 
1,2-Dichloroethane-d4 (Surr) 
Toluene-dB (Surr) 
4-Bromofluorobenzene (Surr) 

MS% Rec 
95 
95 
85 
85 

MSD % Rec 

92 
95 
84 
87 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4634-1 

Acceptance Limits 
59 - 120 
71 - 120 
57 - 120 
47 - 120 

05/22/2007 



Client Kleinfelder Inc 

Matrix 
Matrix 

MS Lab Sample ID: 560-4634-1 
Client Matrix: 
Dilution: 
Date Analyzed: 
Date Prepared: 

Analyte 

Acetone 
Acetonitrile 
Acrolein 
Acrylonitrile 
Benzene 
Bromoform 
Bromomethane 
Carbon disulfide 
Carbon tetrachloride 
Chlorobenzene 

Solid 
1.0 
05/14/2007 1500 
05/14/2007 1500 

Chlorodibromomethane 
Chloroethane 
Chloroform 
Chloromethane 
cis-1,2-Dichloroethene 
cis-1,3-Dichloropropene 
Dibromomethane 
Dichlorobromomethane 
Dichlorodifluoromethane 
1, 1-Dichloroethane 
1,2-Dichloroethane 
1, 1-Dichloroethene 
2,2-Dichloropropane 
1,2-Dichloropropane 
1,3-Dichloropropane 
1, 1-Dichloropropene 
1,4-Dioxane 
Ethyl acetate 
Ethyl benzene 
Ethylene Dibromide 
Ethyl ether 
Ethyl methacrylate 
2-Hexanone 
lodomethane 
Methylene Chloride 
Methyl Ethyl Ketone 
methyl isobutyl ketone 
Methyl methacrylate 
Methyl tert-butyl ether 

561).1 383 

Units: ug/Kg 

Sample 
Result/Qua! 

9.3 J 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
3.0 J 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
6.8 j 

ND 
ND 
ND 
ND 

Job Number: 560-4634-1 

Method: 8260B 
50308 

MSD Lab Sample ID: 560-4634-1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1526 
Date Prepared: 05/14/2007 1526 

MS Spike MSD Spike MS MSD 
Amount Amount Result/Qua! Result/Qua I 

57.0 57.1 57.0 63.2 
570 571 512 519 
570 571 484 509 
570 571 504 536 
57.0 57.1 50.3 48.2 
57.0 57.1 38.7 42.3 
57.0 57.1 53.7 51.2 

57.0 57.1 48.9 46.4 
57.0 57.1 44.8 45.1 
57.0 57.1 48.6 47.1 
57.0 57.1 49.5 51.3 
57.0 57.1 49.6 47.8 
57.0 57. 1 52.9 51.0 
57.0 57.1 48.8 46.6 
57.0 57.1 52.1 50.3 
57.0 57.1 42.9 42.7 
57.0 57.1 52.8 53.5 
57.0 57.1 52.2 51.7 
57.0 57.1 38.2 36.9 
57.0 57.1 51.1 49.3 
57.0 57.1 55.6 54.0 
57.0 57.1 47.7 46.7 
57.0 57. 1 52.6 50.4 
57.0 57.1 52.1 50.8 
57.0 57.1 51.5 52.2 
57.0 57. 1 45.4 42.6 
1140 1140 910 980 
57.0 57.1 52.0 58.0 
57.0 57. 1 47.4 45.4 
57.0 57.1 51.8 54.1 
57.0 57.1 56.5 56.9 
57.0 57.1 46.3 49.4 
57.0 57.1 46.3 55.7 
57.0 57.1 53.6 51.4 
57.0 57.1 60.7 59.8 
57.0 57.1 47.2 53.3 
57.0 57.1 51.0 55.6 
57.0 57.1 48.7 54.2 
57.0 57. 1 56.5 56.0 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc 

Matrix 
Matrix 

MS Lab Sample ID: 
Client Matrix: 
Dilution: 
Date Analyzed: 
Date Prepared: 

Analyte 

2-Nitropropane 
Styrene 

560-4634-1 
Solid 
1.0 
05/14/2007 
05/14/2007 

1, 1,2,2-Tetrachloroethane 
Tetrachloroethene 
Toluene 
trans-1,2-Dichloroethene 
trans-1 ,3-Dichloropropene 
1,2,3-Trichlorobenzene 
1, 1, 1-Trichloroethane 
1, 1,2-Trichloroethane 
Trichloroethene 
Trichlorofluoromethane 
1,2,3-Trichloropropane 

1500 
1500 

1, 1,2-Trichloro-1,2,2-trifluoroethane 
1,3,5-Trimethylbenzene 
1,2,4-Trimethylbenzene 
Vinyl acetate 
Vinyl chloride 
Xylenes, Total 

- Batch: 1383 

Units: ug/Kg 

Sample MS Spike 
Result/Qua I Amount 

ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 57.0 
ND 171 

Job Number: 560-4634-1 

MSD Lab Sample ID: 560-4634-1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1526 
Date Prepared: 05/14/2007 1526 

MSD Spike MS MSD 
Amount Result/Qua! Result/Qua! 

57.1 47.0 56.2 
57.1 50.8 48.7 
57.1 50.5 53.0 
57.1 45.3 43.7 
57.1 47.9 45.6 
57.1 49.3 47.2 
57.1 54.1 55.0 
57.1 53.9 51.8 
57.1 48.8 47.4 
57.1 52.7 53.4 
57.1 46.8 44.9 
57.1 49.2 46.5 
57.1 55.3 58.1 
57.1 42.1 40.8 
57.1 48.0 45.4 
57.1 48.5 46.3 
57.1 49.5 53.0 
57.1 47.0 44.2 
171 142 135 F 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc Job Number: 560-4634-1 

Lab Sample ID: MB 560-11358/1-AA 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1344 
Date Prepared: 05/11/2007 0900 

Analyte 

Acenaphthene 
Acenaphthylene 
Anthracene 
Benzo[a]anthracene 
Benzo[a]pyrene 
Benzo[b]fluoranthene 
Benzo[g,h,i]perylene 
Benzo[k]fluoranthene 
Benzyl alcohol 
Bis(2-chloroethoxy)methane 
Bis(2-chloroethyl)ether 
Bis(2-ethylhexyl) phthalate 
4-Bromophenyl phenyl ether 
Butyl benzyl phthalate 
4-Chloroaniline 
4-Chloro-3-methylphenol 
2-Chloronaphthalene 
2-Chlorophenol 
4-Chlorophenyl phenyl ether 
Chrysene 
Dibenz(a,h)anthracene 
Dibenzofuran 
1,3-Dichlorobenzene 
1,4-Dichlorobenzene 
1 ,2-Dichlorobenzene 
3,3'-Dichlorobenzidine 
2,4-Dichlorophenol 
Diethyl phthalate 
2,4-Dimethylphenol 
Dimethyl phthalate 
Di-n-butyl phthalate 
4,6-Dinitro-2-methylphenol 
2,4-Dinitrophenol 
2,6-Dinitrotoluene 
2,4-Dinitrotoluene 
Di-n-octyl phthalate 
Fluoranthene 
Fluorene 
Hexachlorobenzene 
Hexachlorobutadiene 
Hexachlorocyclopentadiene 

Batch: 560-11401 
Prep Batch: 560-11358 
Units: ug/Kg 

Result 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

Qua I 

Method: 8270C 
35508 

Instrument ID: Agilent GCMS [Method 8270 
Lab File ID: 05140710.D 
Initial WeighWolume: 30 g 
Final WeighWolume: 1 ml 
Injection Volume: 

MDL RL 

50 330 
50 330 
50 330 
50 330 
50 330 
50 330 
50 330 
50 330 
50 330 
50 330 
37 330 
50 330 
50 330 
50 330 
170 330 
50 330 
50 330 
28 330 
50 330 
50 330 
50 330 
50 330 
44 330 
46 330 
52 330 
170 330 
50 330 
50 330 
50 330 
50 330 
50 330 
170 1700 
330 1700 
50 330 
170 330 
50 330 
50 330 
50 330 
50 330 
45 330 
67 670 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc 

Method - Batch: 560-11 

Lab Sample ID: MB 560-11358/1-AA 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1344 
Date Prepared: 05/1 i/2007 0900 

Analyte 

Hexachloroethane 
lndeno[i ,2,3-cd]pyrene 
lsophorone 
2-Methylnaphthalene 
2-Methylphenol 
3 & 4 Methylphenol 
Naphthalene 
2-Nitroaniline 
3-Nitroaniline 
4-Nitroaniline 
Nitro benzene 
2-Nitrophenol 
4-Nitrophenol 
N-Nitrosodi-n-propylamine 
N-Nitrosodiphenylamine 
2,2'-oxybis(2-chloropropane) 
Pentachlorophenol 
Phenanthrene 
Phenol 
Pyrene 
i ,2,4-Trichlorobenzene 
2,4,6-T richlorophenol 
2,4,5-Trichlorophenol 

Surrogate 

2-Fluorobiphenyl 
2-Fluorophenol 
Nitrobenzene-d5 
Phenol-d5 
T erphenyl-d 14 
2,4,6-Tribromophenol 

Analysis Batch: 560-11401 
Prep Batch: 560-1i358 
Units: ug/Kg 

Result 

ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 
ND 

% Rec 

91 
89 
83 
88 
102 
102 

Qua I 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4634-1 

Method: 8270C 
35508 

Instrument ID: Agilent GCMS [Method 8270 
lab File ID: 05140710.D 
Initial WeightNolume: 30 g 
Final WeightNolume: 1 ml 
Injection Volume: 

MDL RL 

50 330 
50 330 
50 330 
31 330 
33 330 
50 330 
42 330 
50 330 
170 330 
28 330 
36 330 
50 330 
170 1700 
50 330 
50 330 
41 330 
170 1700 
50 330 
50 330 
50 330 
46 330 
50 330 
50 330 

Acceptance Limits 

45 105 
35 - 105 
35 - 100 
40 - 100 
30 - 125 
35 - 125 
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Client Kleinfelder Inc Job Number: 560-4634-1 

- Batch: 560-11 Method: 8270C 
35508 

Lab Sample ID: LCS 560-1 358/2-AA Analysis Batch: 560-11401 Instrument ID: Agilent GCMS [Method 827 

Client Matrix: Solid Prep Batch: 560-11358 Lab File ID: 05140711.D 

Dilution: 1.0 Units: ug/Kg Initial Weight/Volume: 30 g 

Date Analyzed: 05/14/2007 1413 Final Weight/Volume: 1 ml 

Date Prepared: 05/11/2007 0900 Injection Volume: 

Analyte Spike Amount Result % Rec. Limit Qua I 

Acenaphthene 3330 2860 86 45 - 110 

Acenaphthylene 3330 2870 86 45 - 105 

Anthracene 3330 2910 87 55 - 105 

Benzo[a]anthracene 3330 3000 90 50 110 

Benzo[a]pyrene 3330 2980 89 50 - 110 

Benzo[b ]fluoranthene 3330 3160 95 45 - 115 
Benzo[g,h,i]perylene 3330 2960 89 40 - 125 
Benzo(k]fluoranthene 3330 2930 88 45 - 125 

Benzyl alcohol 3330 3170 95 20 - 125 

Bis(2-chloroethoxy)methane 3330 2750 83 45 - 110 

Bis(2-chloroethyl)ether 3330 2480 74 40 - 105 
Bis(2-ethylhexyl) phthalate 3330 2940 88 45 - 125 
4-Bromophenyl phenyl ether 3330 3070 92 45 - 115 

Butyl benzyl phthalate 3330 2980 89 50 - 125 
4-Chloroaniline 3330 1620 49 25 - 125 

4-Chloro-3-methylphenol 3330 3020 91 45 - 115 

2-Chloronaphthalene 3330 2770 83 50 - 120 

2-Chlorophenol 3330 2860 86 45 - 105 

4-Chlorophenyl phenyl ether 3330 3070 92 45 - 110 
Chrysene 3330 2970 89 55 - 110 
Dibenz(a,h)anthracene 3330 3070 92 40 - 125 

Dibenzofuran 3330 2900 87 50 - 105 
1,3-Dichlorobenzene 3330 2470 74 40 - 100 

1,4-Dichlorobenzene 3330 2510 75 35 - 105 
1,2-Dichlorobenzene 3330 2550 77 45 - 95 

3,3'-Dichlorobenzidine 3330 2240 67 25 - 128 

2,4-Dichlorophenol 3330 2970 89 45 - 110 
Diethyl phthalate 3330 3010 90 50 - 115 
2,4-Dimethylphenol 3330 2970 89 30 - 105 

Dimethyl phthalate 3330 3030 91 50 - 110 

Di-n-butyl phthalate 3330 3060 92 55 - 110 

4,6-Dinitro-2-methylphenol 3330 3140 94 30 - 135 

2,4-Dinitrophenol 3330 3200 96 15 - 130 

2,6-Dinitrotoluene 3330 3060 92 50 - 110 
2,4-Dinitrotoluene 3330 3010 90 50 - 115 

Di-n-octyl phthalate 3330 3060 92 40 - 130 

Fluoranthene 3330 3050 91 55 - 115 
Fluorene 3330 2980 89 50 - 110 

Hexachlorobenzene 3330 3090 93 45 120 
Hexachlorobutadiene 3330 2700 81 40 - 115 

Hexachlorocyclopentadiene 3330 2400 72 44 - 120 
Hexachloroethane 3330 2400 72 35 - 110 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client Kleinfelder Inc 

Lab Sample ID: LCS 560-i 1358/2-AA 

Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/14/2007 1413 
Date Prepared: 05/11/2007 0900 

Analyte 

lndeno[1,2,3-cd]pyrene 
lsophorone 
2-Methylnaphthalene 
2-Methylphenol 
3 & 4 Methylphenol 
Naphthalene 
2-Nitroaniline 
3-Nitroaniline 
4-Nitroaniline 
Nitro benzene 
2-Nitrophenol 
4-Nitrophenol 
N-Nitrosodi-n-propylamine 
N-Nitrosodiphenylamine 
2,2'-oxybis(2-chloropropane) 
Pentachlorophenol 
Phenanthrene 
Phenol 
Pyrene 
1 ,2,4-Trichlorobenzene 
2,4,6-Trichlorophenol 
2,4,5-T richlorophenol 

Surrogate 

2-Fluorobiphenyl 
2-Fluorophenol 
Nitrobenzene-d5 
Phenol-d5 
Terphenyl-d 14 
2,4,6-Tribromophenol 

1358 

Analysis Batch: 560-11401 
Prep Batch: 560-11358 

Units: ug/Kg 

Spike Amount Result % Rec. 

3330 3030 91 
3330 2570 77 
3330 2860 86 
3330 2990 90 
6670 6270 94 
3330 2650 80 
3330 2820 85 
3330 2160 65 
3330 2790 84 
3330 2540 76 
3330 2800 84 
3330 3620 109 
3330 2820 84 
3330 2920 88 
3330 2540 76 
3330 3100 93 
3330 2970 89 
3330 2650 80 
3330 2950 88 
3330 2660 80 
3330 3110 93 
3330 3090 93 

% Rec 

88 
88 
81 
91 
104 
105 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4634-1 

Method: 8270C 
35508 

Instrument ID: Agilent GCMS [Method 827 
Lab File ID: 05140711.D 
Initial Weight/Volume: 30 g 
Final Weight/Volume: 1 ml 
Injection Volume: 

Limit Qua I 

40 - 120 
45 - 110 
45 - 105 
40 105 
40 105 
40 - 105 
45 - 120 
25 - 110 
35 - 115 
40 - 115 
40 - 110 
15 - 140 
40 - i 15 
50 - 115 
20 115 
25 - 120 
50 - 110 
40 - 100 
45 - 125 
45 - 110 
45 - 110 
50 - 110 

Acceptance Limits 

45 - 105 
35 - 105 
35 - 100 
40 - 100 
30 - 125 
35 - 125 
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Client Kleinfelder Inc 

Method 

Lab Sample ID: MB 560-11351/1-AA 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/11/2007 1736 
Date Prepared: 05/11/2007 1400 

Analyte 

>C12-C28 
>C28-C35 
C6-C12 
Total Petroleum Hydrocarbons (C6-C35) 

Surrogate 

o-T erphenyl 

laboratory Control/ 
Control 

LCS Lab Sample ID: LCS 560-11351/2-AA 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/11/2007 1745 
Date Prepared: 05/11/2007 1400 

Analysis Batch: 560-11387 
Prep Batch: 560-11351 
Units: mg/Kg 

Result 

ND 
ND 
ND 
ND 

% Rec 

93 

- Batch: 560-11351 

Analysis Batch: 560-11387 
Prep Batch: 560-11351 
Units: mg/Kg 

Qua I 

LCSD Lab Sample ID:LCSD 560-11351/3-AA Analysis Batch: 560-11387 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/11/2007 1753 
Date Prepared: 05/11/2007 1400 

Analyte 

Total Petroleum Hydrocarbons (C6-C35) 

Surrogate 

o-Terphenyl 

PrepBatch: 560-11351 
Units: mg/Kg 

% Rec. 
LCS LCSD Limit 

84 92 75 - 125 

RPO 

9 

LCS % Rec LCSD % Rec 

82 88 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Job Number: 560-4634-i 

Instrument ID: Hewlett Packard GC [Methoc 
Lab File ID: 05110732.D 
Initial Weight/Volume: 10.00 g 
Final Weight/Volume: 10.0 ml 
Injection Volume: 

MDL RL 

6.0 50 
6.0 50 
6.0 50 
6.0 50 

Acceptance Limits 

70 - 130 

Method: TX 1005 

Instrument ID: Hewlett Packard GC 
Lab File ID: 05110733.D 
Initial Weight/Volume: 10.00 g 
Final Weight/Volume: 10.0 ml 
Injection Volume: 

Instrument ID: Hewlett Packard GC 
Lab File ID: 05110734.D 
Initial Weight/Volume: 10.04 g 
Final Weight/Volume: 10.0 ml 
Injection Volume: 

RPD Limit LCS Qua! LCSD Qual 

20 

Acceptance Limits 

70 - 130 
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Client: Kleinfelder Inc 

LCS Lab Sample ID: LCS 560-11351/2-AA 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/11/2007 1745 
Date Prepared: 05/11/2007 1400 

Analyte 

Total Petroleum Hydrocarbons (C6-C35) 

Matrix Spike/ 
Matrix 

MS Lab Sample ID: 560-4634-1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/11/2007 1811 
Date Prepared: 05/11/2007 1400 

MSD Lab Sample ID: 560-4634-1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/11/2007 1819 
Date Prepared: 05/11 /2007 1400 

Analyte 

Total Petroleum Hydrocarbons (C6-C35) 

Surrogate 
o-Terphenyl 

Units: 

LCS Spike 
Amount 

250 

mg/Kg 

LCSD Spike 
Amount 

249 

- Batch: 560-11351 

Analysis Batch: 560-11387 
Prep Batch: 560-11351 

Analysis Batch: 560-11387 
Prep Batch: 560-11351 

MS MSD Limit 

102 99 75 - 125 

Job Number: 560-4634-1 

LCSD Lab Sample ID: LCSD 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/11/2007 1753 
Date Prepared: 05/11/2007 1400 

RPO 

3 

LCS 
Result/Qual 

210 

Method: TX 1005 

LCSD 
Result/Qua! 

230 

Instrument ID: Hewlett Packard GC [Methe 
Lab File ID: 05110736.D 
Initial WeighWolume: 10.00 g 
Final WeighWolume: 10.0 ml 
Injection Volume: 

Instrument ID: Hewlett Packard GC [Methe 
Lab File ID: 05110737.D 
Initial WeighWolume: 10.00 g 
Final WeighWolume: 10.0 ml 
Injection Volume: 

RPO Limit MS Qua! MSD Qua! 

20 

MS% Rec 
100 

MSD % Rec 

98 
Acceptance Limits 

70 - 130 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc 

Matrix 
Matrix Data 

MS Lab Sample ID: 560-4634-1 
Client Matrix: 
Dilution: 
Date Analyzed: 
Date Prepared: 

Analyte 

Solid 
1.0 
05111/2007 1811 
05/11/2007 1400 

Total Petroleum Hydrocarbons (C6-C35) 

Job Number: 560-4634-1 

560-11351 

Units: mg/Kg MSD Lab Sample ID: 560-4634-1 

Sample 
Result/Qua! 

ND 

Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/11/2007 1819 
Date Prepared: 

MS Spike MSD Spike MS 
Amount Amount Result/Qua! 

294 294 300 

05/11/2007 1400 

MSD 
Result/Qua! 

290 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc 

Matrix 560-11370 

Lab Sample ID: 560-4634-1 
Client Matrix: Solid 
Dilution: 1.0 
Date Analyzed: 05/14/2007 0835 
Date Prepared: N/A 

Analyte 

Percent Moisture 
Percent Solids 

Analysis Batch: 560-i 1370 
Prep Batch: N/A 
Units: % 

Sample Result/Qua! 

15 
85 

Result 

15.4 
84.6 

Job Number: 560-4634-1 

Method: PercentMoisture 

Instrument ID: No Equipment Assigned 
Lab File ID: N/A 
Initial Weight/Volume: 
Final Weight/Volume: 

RPD 

4 

Limit 

20 
20 

Qua I 

Calculations are performed before rounding to avoid round-off errors in calculated results. 
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Client: Kleinfelder Inc 

Number: 4634 

Radioactivity either was not measured or, if measured, is at or below background 

The cooler's custody seal, if present, is intact. 

The cooler or samples do not appear to have been compromised or tampered with. 

Samples were received on ice. 

Cooler Temperature is acceptable. 

Cooler Temperature is recorded. 

COC is present. 

COC is filled out in ink and legible. 

COC is filled out with all pertinent information. 

There are no discrepancies between the sample IDs on the containers and the 
COC. 
Samples are received within Holding Time. 

Sample containers have legible labels. 

Containers are not broken or leaking. 

Sample collection date/times are provided. 

Appropriate sample containers are used. 

Sample bottles are completely filled. 

There is sufficient vol. for all requested analyses, incl. any requested MS/MSDs 

VOA sample vials do not have headspace or bubble is <6mm (1/4") in diameter. 

If necessary, staff have been informed of any short hold time or quick TAT needs 

Multiphasic samples are not present. 

Samples do not require splitting or compositing. 

STL Corpus Christi 
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Job Number: 560-4634-1 
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PHOTOS



Photograph No. 1

Area 1, with current barge dock
facility in the background.

Photograph No. 3

Area 4 excavation

Photograph No. 2

Area 3 – Ten pipelines exposed.



Photograph No. 4

Impacted soil prior to pipeline cutting

Photograph No. 6

Pipelines are cut and excavation is
vacuumed out.

Photograph No. 5

Excavation is vacuumed out.



Photograph No. 7

Impacted soil placed temporarily on
plastic liner.

Photograph No. 9

Pipelines are jetted clean.

Photograph No. 8

Impacted sediment placed in roll off
boxes.



Photograph No. 10

Fluid is vacuumed while jetting is
performed.

Photograph No. 12

Soil is covered pending waste disposal.

Photograph No. 11

Pipelines are capped.
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Data RL MDL RL MDL EARTHWORMS PLANTS

MEDIAN

BACKGROUND

Analyte Group CAS Bioaccumulative ug/L ug/L ug/kg ug/kg mg/kg dry wt. mg/kg dry wt. mg/kg dry wt.

Acetone VOC 67-64-1 No 50 2.8 101,200 b 282000.00 b No No 50 7.2 60030 167230.0 No No

Benzene VOC 71-43-2 No 2 0.23 130 e 109.00 g No No 5 1.4 160 140.0 No No

Bromobenzene VOC 108-86-1 No 2 0.73 NA NA NA NA 5 1.3 NA NA NA NA

Bromochloromethane VOC 74-97-5 No 2 0.64 NA NA NA NA 5 1.4 NA NA NA NA

Bromodichloromethane VOC 75-27-4 No 2 0.33 2,160 b NA No NA 5 1.4 2460 NA No No

Bromoform VOC 75-25-2 No 2 0.65 149 b 1220.00 b NA NA 5 1.2 220 1780.0 No No

n-Butylbenzene VOC 104-51-8 No 2 0.6 36 b NA No NA 5 0.97 1090 NA No NA

sec-Butylbenzene VOC 135-98-8 No 2 0.5 41 b NA No NA 5 1.1 880 NA No NA

tert-Butylbenzene VOC 98-06-6 No 2 0.55 48 b NA No NA 5 1 1210 NA No NA

Chlorobenzene VOC 108-90-7 No 2 0.54 64 e 105.00 g No No 5 1.4 170 290.0 No No 40

Chloroethane VOC 75-00-3 No 2 0.46 NA NA NA NA 5 1.4 NA NA NA NA

Chloroform VOC 67-66-3 No 2 0.66 890 q 4100.00 q No No 5 1.3 940 4300.0 No No

o-Chlorotoluene VOC 95-49-8 No 2 0.5 NA NA NA NA 5 1.2 NA NA NA NA

p-Chlorotoluene VOC 106-43-4 No 2 0.5 NA NA NA NA 5 1.1 NA NA NA NA

Carbon Disulfide VOC 75-15-0 No 2 0.62 105 b NA No NA 10 1.3 120 NA No NA

Carbon tetrachloride VOC 56-23-5 No 2 0.52 10 e 1500.00 g No No 10 1.3 20 3670.0 No No

Dibromochloromethane VOC 124-48-1 No 2 0.68 129 NA NA NA 5 1.4 160 NA No NA

1,2-Dibromo-3-chloropropane VOC 96-12-8 No 2 1.5 NA NA NA NA 5 1.4 NA NA NA NA

1,2-Dibromoethane VOC 106-93-4 No 2 0.68 NA NA NA NA 5 1.4 NA NA NA NA

1,1-Dichloroethane VOC 75-34-3 No 2 0.52 2,570 q NA No NA 5 1.3 2320 NA No NA

1,2-Dichloroethane VOC 107-06-2 No 2 0.53 6,300 q 5650.00 q No No 5 1.4 4790 4300.0 No No

1,1-Dichloroethylene VOC 75-35-4 No 2 0.68 1,500 q 12500.00 q No No 5 1.3 1870 15410.0 No No

cis-1,2-Dichloroethylene VOC 156-59-2 No 2 0.83 NA NA NA NA 5 1.4 NA NA NA NA

trans-1,2-Dichloroethylene VOC 156-60-5 No 2 0.75 22,000 q NA No NA 5 1.3 23950 NA No NA

1,2-Dichloropropane VOC 78-87-5 No 2 0.59 1,870 b 2400.00 g No No 5 1.5 2200 2820.0 No NA 700

1,3-Dichloropropane VOC 142-28-9 No 2 0.61 NA NA NA NA 5 1.4 NA NA NA NA

2,2-Dichloropropane VOC 594-20-7 No 2 0.65 NA NA NA NA 5 1.1 NA NA NA NA

1,1-Dichloropropene VOC 563-58-6 No 2 0.38 NA NA NA NA 5 1.2 NA NA NA NA

cis-1,3-Dichloropropene VOC 10061-01-5 No 2 0.59 NA NA NA NA 5 1.3 NA NA NA NA

trans-1,3-Dichloropropene VOC 10061-02-6 No 2 0.61 NA NA NA NA 5 1.4 NA NA NA NA

m-Dichlorobenzene VOC 541-73-1 No 2 0.5 85 b 142.00 b No No 5 1.2 190 320.0 No No

o-Dichlorobenzene VOC 95-50-1 No 2 0.5 110 b 99.00 b No No 5 1.2 830 740.0 No No

p-Dichlorobenzene VOC 106-46-7 No 2 0.5 110 b 99.00 b No No 5 1.2 770 700.0 No No 20

Dichlorodifluoromethane VOC 75-71-8 No 2 0.73 1,960 b NA No NA 5 1.1 3680 NA No NA

1-4-Dioxane VOC 123-91-1 No 50 24.1 22,000 x NA b No NA 250 24 119 x NA No NA 12.6 NA NA

Ethyl benzene VOC 100-41-4 No 2 0.48 1,090 b 249.00 b No No 5 1.3 2860 650.0 No No

2-Hexanone VOC 591-78-6 No 10 1.9 6,130 b NA No NA 50 6.8 4700 NA No NA

Hexachlorobutadiene VOC 87-68-3 No 2 1.8 1 g 0.32 g Yes Yes 5 1.2 55 20.0 No No

Isopropylbenzene VOC 98-82-8 No 2 0.46 255 b NA NA NA 5 1.2 8990 NA No NA

p-Isopropyltoluene VOC 99-87-6 No 2 0.57 42 b NA NA NA 5 1.2 1000 NA No NA

Methyl bromide VOC 74-83-9 No 2 0.47 110 b 600.00 b No No 5 1.5 80 420.0 No No

Methyl chloride VOC 74-87-3 No 2 0.6 28,000 b 13500.00 b NA NA 5 1.5 106800 52430.0 No No

4-Methyl-2-pentanone VOC 108-10-1 No 10 7.3 26,400 b 61500.00 b No No 50 7 19430 45340.0 No No

Methylene bromide VOC 74-95-3 No 2 1 NA NA NA NA 5 2 NA NA NA NA

Methylene chloride VOC 75-09-2 No 5 0.67 11,000 q 5420.00 q No No 10 2.5 7750 3820.0 No No

Methyl ethyl ketone VOC 78-93-3 No 10 3 42,400 b NA NA NA 50 6.7 25710 NA No NA

Naphthalene VOC 91-20-3 No 5 0.57 250 b 125.00 b NA NA 5 1.2 176 160.0 No No

n-Propylbenzene VOC 103-65-1 No 2 0.53 64 b NA No NA 5 1.1 720 NA No NA

Styrene VOC 100-42-5 No 2 0.5 1,250 b 455.00 b No No 5 1.3 10240 3720.0 No No 300

1,1,1,2-Tetrachloroethane VOC 630-20-6 No 2 0.52 NA NA NA NA 5 1.4 NA NA NA NA

1,1,2,2-Tetrachloroethane VOC 79-34-5 No 2 0.46 465 b 451.00 b No No 5 1.4 630 610.0 No No

1,2,3-Trichlorobenzene VOC 87-61-6 No 2 0.62 NA NA NA NA 5 1.2 NA NA NA NA 20
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1,2,4-Trichlorobenzene VOC 120-82-1 No 2 0.93 51 b 22.00 b No No 5 1 880 390.0 No No 20

1,1,1-Trichloroethane VOC 71-55-6 No 2 0.37 2,450 q 1560.00 q No No 5 1.2 4130 2630.0 No No

1,1,2-Trichloroethane VOC 79-00-5 No 2 0.66 900 b 275.00 b No No 5 1.4 980 300.0 No No

Trichloroethylene VOC 79-01-6 No 2 0.63 550 b 970.00 q No No 5 1.3 840 1470.0 No No

Trichlorofluoromethane VOC 75-69-4 No 2 0.82 871 b NA No NA 5 1 1690 NA No NA

1,2,3-Trichloropropane VOC 96-18-4 No 2 0.52 NA NA NA NA 5 1.4 NA NA NA NA

1,2,4-Trimethylbenzene VOC 95-63-6 No 2 0.55 77 b 217.00 b No No 5 1.1 760 2160.0 No No

1,3,5-Trimethylbenzene VOC 108-67-8 No 2 0.47 71 b NA No NA 5 1.1 770 NA No NA

Tetrachloroethylene VOC 127-18-4 No 2 0.74 790 q 1450.00 q No No 5 1.3 1690 3100.0 No No

Toluene VOC 108-88-3 No 2 0.54 1,450 q 480.00 q No No 5 1.3 2880 940.0 No No 200

Vinyl Acetate VOC 108-05-4 No 10 2.1 2,820 b NA No NA 25 8 10 b NA No NA 12.7

Vinyl chloride VOC 75-01-4 No 2 0.32 2,820 b NA No NA 5 1.4 1960 NA No NA

Xylene (Total) VOC 1330-20-7 No 6 1.1 1,340 q 850.00 q No No 15 3.8 4000 2540.0 No No

m,p-Xylene VOC 108-38-3 No 4 1.1 2 e,m NA No NA 5 1.3 4.6 NA No NA

o-Xylene VOC 95-47-6 No 2 0.48 NA NA NA NA 5 1.3 NA NA NA NA

Acenaphthene SVOC 83-32-9 No 5.0 2.4 23 o 40.40 o No No 170 43 6.7 J 16.0 Yes Yes 20

Acenaphthylene SVOC 208-96-8 No 5.0 1.6 4,840 x NA NA NA 170 42 5.9 J 44.0 Yes No

Anthracene SVOC 120-12-7 No 5.0 2.1 0.3 b 0.18 b Yes Yes 170 49 57.2 85.3 No No

Benzenethiol SVOC 108-98-5 No 10.0 10.0 NA NA NA NA 170 170 NA NA NA NA

Benzo(a)anthracene SVOC 56-55-3 No 5.0 1.1 35 b NA No NA 170 43 108 261.0 No No

Benzo(a)pyrene SVOC 50-32-8 No 5.0 1.3 0.014 e NA Yes NA 170 41 150 430.0 No No

Benzo(b)fluoranthene SVOC 205-99-2 No 5.0 2.9 9.1 x NA NA NA 170 43 NA NA NA NA

Benzo(g,h,i)perylene SVOC 191-24-2 No 5.0 1.2 7.6 x NA NA NA 170 68 NA NA NA NA

Benzo(k)fluoranthene SVOC 207-08-9 No 5.0 0.94 9.04 x NA NA NA 170 40 NA NA NA NA

Benzoic acid SVOC 65-85-0 No 50 5.0 9,000 b NA No NA 830 830 NA NA NA NA

Benzyl alcohol SVOC 100-51-6 No 5.0 1.3 9 e NA No NA 170 56 NA NA NA NA

bis(2-Chloroethoxy)methane SVOC 111-91-1 No 5.0 1.1 NA NA NA NA 170 46 NA NA NA NA

bis(2-Chloroethyl)ether SVOC 111-44-4 No 5.0 1.4 12,000 b NA No NA 170 45 NA NA NA NA

bis(2-Ethylhexyl)phthalate SVOC 117-81-7 No 5.0 1.6 300 a,r NA No NA 170 100 182 D 182.0 D No No

4-Bromophenyl-phenyl ether SVOC 101-55-3 No 5.0 3.2 2 e,m NA Yes NA 170 37 NA NA NA NA

Butyl benzyl phthalate SVOC 85-68-7 No 5.0 1.3 93 b 147.00 b No No 170 71 NA NA NA NA

Carbazole SVOC 86-74-8 No 5.0 2.0 NA NA NA NA 170 47 NA NA NA NA

4-Chloroaniline SVOC 106-47-8 No 5.0 1.7 NA NA NA NA 170 48 NA NA NA NA

4-Chloro-3-methyl phenol SVOC 59-50-7 No 5.0 0.91 0.3 g NA Yes NA 170 46 NA NA NA NA

2-Chloronaphthalene SVOC 91-58-7 No 5.0 1.5 54 b NA No NA 170 51 NA NA NA NA

2-Chlorophenol SVOC 95-57-8 No 5.0 2.1 130 b 265.00 b No No 170 33 NA NA NA NA

4-Chlorophenyl phenyl ether SVOC 7005-72-3 No 5.0 1.9 NA NA NA NA 170 34 NA NA NA NA

Chrysene SVOC 218-01-9 No 5.0 1.6 7 b NA No NA 170 64 166 384.0 No No

Cyclohexanediol SVOC

6995-79-5 

931-71-5 No NA NA NA NA NA NA NA NA NA NA NA NA

Dibenz(a,h)acridine SVOC 226-36-8 No 5.0 4.8 54 e NA No NA 170 61 NA NA NA NA

Dibenzo(a,h)anthracene SVOC 53-70-3 No 5.0 1.6 5 b NA No NA 170 61 33 63.4 Yes No

Dibenzofuran SVOC 132-64-9 No 5.0 0.99 94 b 65.00 b No No 170 33 NA NA NA NA

1,2-Dichlorobenzene SVOC 95-50-1 No 5.0 2.6 110 b 99.00 b No No 170 69 830 740.0 No No

1,3-Dichlorobenzene SVOC 541-73-1 No 5.0 3.1 85 b 142.00 b No No 170 31 190 320.0 No No

1,4-Dichlorobenzene SVOC 106-46-7 No 5.0 2.5 110 b 99.00 b No No 170 39 770 700.0 No No

3,3'-Dichlorobenzidine SVOC 91-94-1 No 10 1.3 53 b 37.00 b No No 330 81 NA NA NA NA

2,4-Dichlorophenol SVOC 120-83-2 No 5.0 1.0 85 b NA No NA 170 30 NA NA NA NA

Diethylphthalate SVOC 84-66-2 No 5.0 5.0 1,040 b 442.00 b No No 170 39 630 M NA No NA 100

7,12-Dimethyben(a)anthracene SVOC 57-97-6 No 5.0 4.8 NA NA NA NA 170 170 NA NA NA NA

2,4-Dimethylphenol SVOC 105-67-9 No 5.0 1.2 105 b NA No NA 170 54 NA NA NA NA

Dimethyl phthalate SVOC 131-11-3 No 5.0 1.2 330 g 580.00 g No No 170 39 NA NA NA NA 200

Di-n-butyl phthalate SVOC 84-74-2 No 5.0 1.7 7 b 5.00 b No No 170 44 NA NA NA NA 200

4,6-Dinitro-o-cresol SVOC 534-52-1 No 10 3.7 12 b NA No NA 330 81 NA NA NA NA

2,4-Dinitrophenol SVOC 51-28-5 No 25 2.0 31 b 670.00 b No No 830 46 NA NA NA NA 20

2,4-Dinitrotoluene SVOC 121-14-2 No 5.0 1.5 1,220 b NA No NA 170 49 NA NA NA NA

2,6-Dinitrotoluene SVOC 606-20-2 No 5.0 1.4 NA NA NA NA 170 46 NA NA NA NA

Di-n-octylphthalate SVOC 117-84-0 No 5.0 1.3 22 b NA No NA 170 60 NA NA NA NA

Fluoranthene SVOC 206-44-0 No 5.0 1.2 6 o 2.96 o No No 170 38 423 600.0 No No

Fluorene SVOC 86-73-7 No 5.0 0.96 11 b 50 b No No 170 37 77.4 19.0 No Yes 30

Hexachlorobenzene SVOC 118-74-1 Yes: F, M, Sed, Soil 5.0 3.3 0.0003 x NA NA NA 170 47 20 B NA NA NA
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Hexachlorobutadiene SVOC 87-68-3 No 5.0 4.0 0.93 g 0.32 g Yes Yes 170 60 55 K 20.0 Yes Yes

Hexachlorocyclopentadiene SVOC 77-47-4 No 5.0 4.0 0.07 b 0.07 g Yes Yes 170 58 NA NA NA NA 10

Hexachloroethane SVOC 67-72-1 No 5.0 4.0 12 e,m 9.40 g No No 170 48 230 180.0 No No

Indene SVOC 95-13-6 No 15 13 NA NA NA NA 830 830 NA NA NA NA

Indeno(1,2,3-cd)pyrene SVOC 193-39-5 No 5.0 1.2 4.3 x NA NA NA 170 66 NA NA NA NA

Isophorone SVOC 78-59-1 No 5.0 0.89 6,000 b 650 b No No 170 43 NA NA NA NA

Methyl Chrysene SVOC 1705-85-7 No 5.0 4.8 NA NA NA NA 170 170 NA NA NA NA

1-Methylnaphthlene SVOC 90-12-0 No 5.0 1.5 2 e NA NA NA 170 36 NA NA NA NA

2-Methylnaphthalene SVOC 91-57-6 No 5.0 2.6 63 b 30.00 b No No 170 37 NA 70.0 NA No

2-Methylphenol SVOC 95-48-7 No 5.0 1.1 560 b 510 b No No 170 75 NA NA NA NA

3-Methylphenol SVOC 108-39-4 No 5.0 2.0 272 b 510 b

4-Methylphenol SVOC 106-44-5 No 5.0 2.0 272 b NA NA NA 170 38 NA NA NA NA

Naphthalene SVOC 91-20-3 No 5.0 1.5 250 b 125.00 b No No 170 28 176 160.0 No No

N-Diphenylamine SVOC 122-39-4 No NA NA NA NA NA NA NA NA NA NA NA NA

2-Nitroaniline SVOC 88-74-4 No 5.0 1.4 NA NA NA NA 170 70 NA NA NA NA

3-Nitroaniline SVOC 99-09-2 No 5.0 1.6 NA NA NA NA 170 43 NA NA NA NA

4-Nitroaniline SVOC 100-01-6 No 5.0 1.7 NA NA NA NA 170 170 NA NA NA NA

Nitrobenzene SVOC 98-95-3 No 5.0 0.86 270 g 66.80 g No No 170 50 510 130.0 No No 40

4-Nitrophenol SVOC 100-02-7 No 25 1.3 532 b 359.00 b No No 170 120 NA NA NA NA 7

N-Nitroso-di-n-propylamine SVOC 621-64-7 No 5.0 1.1 20 b 120.00 b No No 170 76 NA NA NA NA

N-Nitrosodiphenylamine SVOC 86-30-6 No 5.0 1.4 290 b 165000.00 b No No 170 69 NA NA NA NA 20

Pentachlorophenol SVOC 87-86-5 Yes: Sed, Soil 25 1.6 2 c,p 9.60 c No No 830 89 NA NA NA NA 31 
S6,S15

5 
S15

Phenanthrene SVOC 85-01-8 No 5.0 2.0 30 c 4.60 c No No 170 36 204 240.0 No No

Phenol SVOC 108-95-2 No 5.0 0.51 110 n 2750.00 b No No 170 53 NA NA NA NA 30 70

1-Phenylethanol SVOC NA No NA NA NA NA NA NA NA NA NA NA NA NA

Pyrene SVOC 129-00-0 No 5.0 1.3 7 b 0.24 b No Yes 170 73 195 665 No No

Low MW PAHs SVOC NA No 5.0 1.3 NA NA NA NA 170 73 NA 552 b No No

High MW PAHs SVOC NA No 5.0 1.3 NA NA NA NA 170 73 NA 1700 b No No

Total PAHs SVOC NA No 5.0 1.3 NA NA NA NA 170 73 4000 b 4022 b No Yes

Quinoline SVOC 91-22-5 No 5.0 5.0 2 b NA Yes NA 170 170 NA NA NA NA

1,2,4-Trichlorobenzene SVOC 120-82-1 No 5.0 2.9 51 b 22.00 b No No 170 40 880 390.0 No No 20

2,4,5-Trichlorophenol SVOC 95-95-4 No 5.0 1.8 64 c 12.00 c No No 170 67 NA NA NA No 9 4

2,4,6-Trichlorophenol SVOC 88-06-2 No 5.0 1.2 14 b 61.00 b No No 170 46 NA NA NA No 10

Aldrin Pest 309-00-2 Yes: Sed, Soil 0.050 0.014 0.3 c,k 0.13 c,k No No 1.7 0.40 2 B NA No No

alpha-Chlordane Pest 5103-71-9 Yes: Sed, Soil NA NA NA NA NA NA NA NA NA NA NA No

alpha-BHC Pest 319-84-6 Yes: Sed, Soil 0.050 0.012 74 b 25.00 b No No 1.7 0.36 6 B NA No No

beta-BHC Pest 319-85-7 Yes: Sed, Soil 0.050 0.0080 83 b NA No NA 1.7 0.53 5 B NA No NA

Chlordane (technical) Pest 12789-03-6 Yes: Sed, Soil 0.50 0.19 NA NA NA NA 17 2.3 NA NA NA NA

4,4'-DDD Pest 72-54-8 Yes: F, M, Sed, Soil 0.10 0.015 0.01 e 0.03 g Yes No 3.3 0.96 4.88 E 1.2 E No No

4,4'-DDE Pest 72-55-9 Yes: F, M, Sed, Soil 0.10 0.017 11 g 0.14 g No No 3.3 1.3 3.16 E 2.1 E No No

4,4'-DDT Pest 50-29-3 Yes: F, M, Sed, Soil 0.10 0.013 0.001 c 0.001 c Yes Yes 3.3 1.5 4.16 E 1.2 E No Yes

delta-BHC Pest 319-86-8 Yes: Sed, Soil 0.050 0.015 141 b NA No NA 1.7 0.53 NA NA NA NA

Dieldrin Pest 60-57-1 Yes: Sed, Soil 0.10 0.013 0.002 c 0.002 c Yes Yes 3.3 0.89 1.9 0.7 D No Yes

Endosulfan I Pest 959-98-8 No 0.10 0.0080 0.056 c 0.01 c No No 3.3 0.46 NA NA NA NA

Endosulfan II Pest 33213-65-9 No 0.10 0.013 0.056 c 0.01 c No Yes 3.3 0.83 NA NA NA NA

Endosulfan sulfate Pest 1031-07-8 No 0.10 0.014 0.056 c 0.01 c No Yes 3.3 0.96 NA NA NA NA

Endrin Pest 72-20-8 Yes: Sed, Soil 0.10 0.019 0.002 c 0.002 c Yes Yes 3.3 1.1 2.22 NA No NA

Endrin aldehyde Pest 7421-93-4 Yes: Sed, Soil 0.10 0.017 1,210 b NA No No 3.3 1.4 NA NA NA NA

gamma-BHC (Lindane) Pest 58-89-9 Yes: Sed, Soil 0.050 0.0070 0.08 c 0.02 c,k No No 1.7 0.73 2.37 0.3 D No Yes

gamma-Chlordane Pest 5103-74-2 Yes: Sed, Soil NA NA NA NA NA NA NA NA NA NA NA NA

Heptachlor Pest 76-44-8 Yes: Sed, Soil 0.050 0.010 0.004 c 0.004 c Yes Yes 1.7 0.46 NA NA NA NA

Heptachlor epoxide Pest 1024-57-3 Yes: Sed, Soil 0.050 0.0060 0.0038 a 0.004 a Yes Yes 1.7 0.33 2.47 NA No NA

Methoxychlor Pest 72-43-5 No 0.50 0.078 0.03 c 0.03 c Yes Yes 17 7.2 NA NA NA NA

Toxaphene Pest 8001-35-2 Yes: Sed, Soil 0.50 0.20 0.0002 c 0.0002 c Yes Yes 17 12 0.1 K NA Yes NA

Aroclor-1016 PCB 12674-11-2 Yes: F, M, Sed, Soil 0.50 0.50 NA NA NA NA 17 11 7 B NA Yes NA

Aroclor-1221 PCB 11104-28-2 Yes: F, M, Sed, Soil 0.50 0.50 NA NA NA NA 17 17 NA NA NA NA

Aroclor-1232 PCB 11141-16-5 Yes: F, M, Sed, Soil 0.50 0.34 NA NA NA NA 17 9.6 NA NA NA NA

Aroclor-1242 PCB 53469-21-9 Yes: F, M, Sed, Soil 0.50 0.16 NA NA NA NA 17 14 NA NA NA NA

Aroclor-1248 PCB 12672-29-6 Yes: F, M, Sed, Soil 0.50 0.37 NA NA NA NA 17 13 30 B NA No NA

Aroclor-1254 PCB 27323-18-8 Yes: F, M, Sed, Soil 0.50 0.17 NA NA NA NA 17 14 60 B NA No NA
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Aroclor-1260 PCB 11096-82-5 Yes: F, M, Sed, Soil 0.50 0.23 NA NA NA NA 17 6.9 5 B NA Yes NA

Total PCBs PCB 1336-36-3 Yes: F, M, Sed, Soil 1.00 0.5 0 b 0.03 b Yes Yes 33 17 59.8 b 22.7 b No No 40

2,4-D Herb 94-75-7 No 1.5 0.80 NA NA NA NA 33 13 NA NA NA NA

2,4-DB Herb 94-82-6 No 2.0 1.9 NA NA NA NA 66 54 NA NA NA NA

Dalapon Herb 75-99-0 No 1.0 1.0 NA NA NA NA 33 23 NA NA NA NA

Dicamba Herb 1918-00-9 No 0.20 0.080 NA NA NA NA 6.6 5.0 NA NA NA NA

Dichloroprop Herb 120-36-5 No 1.0 0.51 NA NA NA NA 33 8.9 NA NA NA NA

Dinoseb Herb 88-85-7 No 0.20 0.090 NA NA NA NA 6.6 4.3 NA NA NA NA

MCPA Herb 94-74-6 No 50 NA NA NA NA NA 170 NA NA NA NA NA

MCPP Herb 93-65-2 No 50 NA NA NA NA NA 170 NA NA NA NA NA

Pentachlorophenol Herb 87-86-5 Yes: Sed, Soil 0.050 0.040 2 c,p 9.60 c NA NA 1.7 0.99 NA NA NA NA 31 
S6,S15

5 
S15

2,4,5-T Herb 93-76-5 No 0.20 0.12 NA NA NA NA 6.6 3.3 NA NA NA NA

2,4,5-TP (Silvex) Herb 93-72-1 No 0.20 0.15 NA NA NA NA 13 12 NA NA NA NA

Aluminum Metals 7429-90-5 No 200 55.3 87 a NA No NA 200 25.6 NA NA NA NA 30,000

Antimony Metals 7440-36-0 No 5.0 1.8 160 g NA No NA 10 5.1 2000 A NA No NA 78 
S5,S6

5 1

Arsenic (d) Metals 7440-38-2 No 5.0 2.7 190 c,w 78.00 c.w No No 10 1.7 9790 8200.0 No No 60 18 
S13

5.9

Barium Metals 7440-39-3 No 200 3.0 16,000 b 25000.00 b No No 200 2.6 NA NA NA NA 330 
S6,S8

500 300

Beryllium Metals 7440-41-7 No 5.0 0.06 5 b NA No NA 5 0.2 NA NA NA NA 40 
S6,S9

10 1.5

Cadmium Metals 7440-43-9 Yes: Sed, Soil 5.0 0.24 1 c,f 10.00 c,w No No 5 0.3 990 1200.0 No No 140
 S6,S10

32 
S10

Calcium Metals 7440-70-2 No 5000 134.89 NA NA NA NA 5000 73.3 NA NA NA NA

Chromium Metals 7440-47-3 Tri: No -- Hex: Yes-soil 10 1.82 NA NA NA NA 10 0.9 43400 81000.0 No No 0.4 1 30

Chromium (Hex) (d) Metals 18540-29-9 Yes: Soil 10 4 11 c,w 49.60 c,w No NA 2 2 NA NA No NA

Chromium (Tri) (d) Metals 16065-83-1 No 3000 NA 101 c,f 103.00 g 3000 NA

Cobalt Metals 7440-48-4 No 50 0.99 1,500 b NA No NA 50 0.8 50000 B NA No NA 13 
S11

7

Copper (d) Metals 7440-50-8 Yes: Sed, Soil 25 1.42 7 c,h,w 3.60 c,h,w No No 25 5.4 31600 34000.0 No No 61 
S6,S7

100 15

Iron Metals 7439-89-6 No 100 18.97 1,000 a NA No NA 100 40.5 20000000 B NA No NA 15,000

Lead (d) Metals 7439-92-1 Yes; Soil 3 0.7 1 c,f 5.30 c,w No No 10 1.2 35800 46700.0 No No 1700 
S14

120 
S6,S14

15

Magnesium Metals 7439-95-4 No 5000 16.8 3,230 b NA No NA 5000 61.5 NA NA NA NA

Manganese Metals 7439-96-5 No 15 7.68 120 e NA No NA 15 9.6 460000 B NA No NA 500 300

Mercury Metals 7439-97-6 Yes: F, M, Sed, Soil 0.2 NA 1 c 1.10 c No Yes 180 150.0 No No 0.1 0.3 0.04

Nickel (d) Metals 7440-02-0 Yes: Sed, Soil 40 1.0 87 c,f 13.10 c,w No No 40 1.4 22700 20900.0 No No 200 30 10

Potassium Metals 7440-09-7 No 5000 125.2 NA NA NA NA 5000 169.5 NA NA NA NA

Selenium Metals 7782-49-2 Yes: F, M, Sed, Soil 5 3.2 5 c 136.00 c No No 10 2.7 NA NA NA NA 70 1 0.3

Silver (d) Metals 7440-22-4 No 10 0.5 0.1 a,f,k 0.19 a,k Yes Yes 10 1.0 1000 A 1000.0 No No 2

Sodium Metals 7440-23-5 No 5000 292 NA NA NA NA 5000 51.8 NA NA NA NA

Thallium Metals 7440-28-0 Yes: F, M 10 1.5 4 g 21.30 g No No 20 5.3 NA NA NA NA 1 0.7

Vanadium Metals 7440-62-2 No 50 0.4 20 e NA No NA 50 1.1 NA NA NA NA 2 50

Zinc (d) Metals 7440-66-6 Yes: Sed, Soil 20 7.5 58 c,f 84.20 c,w No No 20 6.2 121000 150000.0 No No 120 
S6,S7

190 
S7

30

Cyanide (free) Metals 57-12-5 No NA NA 11 c,i 5.6 c,i NA NA NA NA NA NA NA NA

Note: All Benchmark and Bioaccumulative values were obtained from TCEQ 2006 RG-263, unless otherwise noted.  RL = Reporting Limit.

MDL= Minimum Detection Limit

TCEQ = Texas Commission on Environmental Quality



a U.S. EPA, 2002.

b TCEQ 2003a. In-house water quality chronic values derived for wastewater permits and requests from the Office of Waste based on LC50 values in accordance with methodology defined in the TSWQS. Water Quality Division.

c Texas Surface Water Quality Standards Chronic (unless otherwise noted) Criteria (30 TAC §307.6, Table 1, Effective August 17, 2000).

d Indicates that the criteria for a specific parameter are for the dissolved portion in water.

e Tier II Secondary Chronic Values from Suter and Tsao (1996).

f Criteria calculated using a hardness value of 50 mg/L. See formula for standard that follows.

g U.S. EPA Region 4. 2001. Value derived from Region 4 Water Quality Management Division screening worksheet.

h In designated oyster waters an acute saltwater copper criterion of 3.6 micrograms per liter applies outside of the mixing zone of permitted discharges, and specified mixing zones for copper will not encompass oyster reefs containing live oysters.

i Compliance will be determined using the analytical method for cyanide amenable to chlorination or by weak acid dissociable cyanide.

j Based on the procedure defined in TCEQ (2003), the percent dissolved silver that is in the free ionic form is estimated from the following regression equation: Y = exp [exp (1/ ( 0.6559 + 0.0044(Cl) ) )] where, Y = % of dissolved silver that is in free ionic form, and Cl = dissolved chloride concentration (mg/l). Persons 

should use the 50th percentile chloride value (from TCEQ, 2003) for the nearest downstream segment unless site-specific data is available.

k There is only an acute criterion (no chronic criterion). The indicated value is the acute criterion divided by 10.

l State of Colorado hardness-based water quality standard (Colorado Department of Public Health and Environment, 2005).

m Values calculated for OSWER 1996 as provided in Suter and Tsao (1996).

n Value calculated using Great Lakes Water Quality Initiative Tier I methodology (U.S. EPA,1993a) as provided in Suter and Tsao (1996).

o These numbers are FCVs calculated by the EPA for use in the derivation of the sediment quality criteria (U.S. EPA, 1993b, c).

p Criteria calculated using a pH of 6.0. See formula for standard that follows.

q Value derived by work group using the LC50 approach discussed in Section 3.5.1.1. Contact the TCEQ Technical Support Section (Remediation Division) for a full discussion of each value.

r According to U.S. EPA, 2002, bis(2-ethylhexyl)phthalate is not toxic to aquatic organisms at or below its solubility limit. Benchmark set at solubility limit given at TRRP Figure 30 TAC §350.73 (e).

w Indicates that the criterion is multiplied by a water-effects ratio in order to incorporate the effects of local water chemistry on toxicity. The water-effects ratio is equal to 1 except where sufficient data is available to establish a site-specific, water-effects ratio. Water-effects ratios for individual water bodies are listed in 

Appendix E of the TSWQS. 

x USEPA, 2003, Region 5 Ecological Screening Levels (ESLs) for RCRA Appendix IX Hazardous Constituents (available at http://www.epa.gov/reg5rcra/ca/ESL.pdf)

A Effects Range Low (ERL) from: Long, E.R. and L.G. Morgan. 1990. The Potential for Biological Effects of Sediment-sorbed Contaminants Tested in the National Status and Trends Program. NOAA Technical Memorandum NOS OMA 52, March 1990.

B Lowest Effects Level (LEL) from: Persaud, D., R. Jaagumagi and A. Hayton. 1993. Guidelines for the Protection and Management of Aquatic Sediment Quality in Ontario. Water Resources Branch. Ontario Ministry of the Environment and Energy. August.

C No “c” footnotes.

D Threshold Effects Level (TEL) from: Smith, S.L., D.D. MacDonald, K.A. Keenleyside, and C.L. Gaudet. 1996b. The Development and Implementation of Canadian Sediment Quality Guidelines.In: Development and Progress in Sediment Quality Assessment: Rationale, Challenges, Techniques & Strategies. Ecovision World 

Monograph Series. Munawar & Dave (Eds.). Academic Publishing, Amsterdam, The Netherlands.

E When benchmarks represent the sum of individual compounds, isomers, or groups of congeners, and the chemical analysis indicates an undetected value, the proxy value specified at §350.51 (n) shall be used for calculating the sum of the respective compounds, isomers, or congeners. This assumes that the particular 

COC has not been eliminated in accordance with the criteria at §350.71 (k).

F The low molecular weight PAH benchmark is to be compared to the sum of the concentrations of the following compounds: naphthalene, acenaphthylene, acenaphthene, fluorene, phenanthrene, anthracene, and 2-methyl napthalene. The PAH benchmark is not the sum of the corresponding benchmarks listed for the 

individual compounds.

G The high molecular weight PAH benchmark is to be compared to the sum of the concentrations of the following compounds: fluoranthene, pyrene, benz(a)anthracene, chrysene, benzo(a)pyrene, and dibenzo [a,h]anthracene. The PAH benchmark is not the sum of the corresponding benchmarks listed for the individual 

compounds.

H Total PAH refers to the sum of the concentrations of each of low and high molecular weight PAHs listed above and any other PAH compounds that are not eliminated in accordance with §350.71 (k).

I The benchmarks for total PAHs are the most relevant in evaluating risk in an ERA as PAHs almost always occur as mixtures. Values for individual, low molecular weight, and high molecular weight PAHs are provided as guidelines to aid in the determination of disproportionate concentrations within the mixture that may 

be masked by the total. See discussion in Section 3.5.4.

J CCME (Canadian Council of Ministers of the Environment). 1999. Canadian environmental quality guidelines. Winnipeg, Manitoba.

K NYSDEC (New York State Department of Environmental Conservation). 1999. Technical guidance for screening contaminated sediments. Division of Fish , Wildlife, and Marine Resources. Albany, New York. 36 pp.

L Stortelder, P.B., M.A. Vandergaag, and L.A. van der Kooij. 1989. Perspectives for water organisms. An ecotoxicological basis for quality objectives for water and sediment. Part1. Results and calculations. DBW/RIZA Memorandum N. 89.016a. (English Version August, 1991). Institute for Inland Water Management and 

Waste Water Treatment. Lelystad, Netherlands.

M U.S. EPA. 1997. The incidence and severity of sediment contamination in surface waters of the United States. Volume 1: National sediment quality survey. EPA 823-R-97-006. Office of Science and Technology (4305). Washington, District of Columbia.

N Benchmarks derived using formula in: Fuchsman, P.C. 2003. Modification of the Equilibrium Partitioning Approach for Volatile Organic Compounds in Sediment. Environ Toxicol Chem. 22:1532-1534. TCEQ Surface water values from Table 3-2 were used for water quality values. TRRP-24 default values of 1% fraction 

organic carbon (foc) and 0.37 porosity were used. The person should adjust these values if sufficient site-specific data indicate they are not representative.

S1 Efroymson, R.A., M.E. Will, and G.W. Suter. 1997. Toxicological Benchmarks for Contaminants of Potential Concern for Effects on Soil and Litter Invertebrates and Heterotrophic Process: 1997 Revision. Lockheed Martin Energy Systems, Inc. ES/ER/TM-126/R2.

S2 Efroymson, R.A., M.E. Will, G.W. Suter, and A.C. Wooten. 1997. Toxicological Benchmarks for Screening Contaminants of Potential Concern for Effects on Terrestrial Plants: 1997 Revision. Lockheed Martin Energy Systems, Inc. ES/ER/TM-85/R3.

S3 Texas-Specific Median Background Concentration (Figure 30 TAC §350.51(m)).

S4 Potential ecological risks associated with aluminum in soils is identified based on the measured soil pH. Where aluminum is a COC, it should only be retained for those soils with a soil pH less than 5.5. Source: U.S. Environmental Protection Agency. Ecological Soil Screening Level for Aluminum. Interim Final. OSWER 

Directive 9285.7-60. November 2003.

S5 U.S. EPA. Ecological Soil Screening Level for Antimony. Interim Final. OSWER Directive 9285.7-61. February 2005.

S6 Screening values for soil invertebrates.

S7 U.S. EPA. 2000. Ecological Soil Screening Level Guidance. Draft. Office of Emergency and Remedial Response. July 10, 2000.

S8 U.S. EPA. Ecological Soil Screening Levels for Barium. Interim Final. OSWER Directive 9285.7-63. February 2005.

S9 U.S. EPA. Ecological Soil Screening Levels for Beryllium. Interim Final. OSWER Directive 9285.7-64. February 2005.

S10 U.S. EPA. Ecological Soil Screening Levels for Cadmium. Interim Final. OSWER Directive 9285.7-65. March 2005.

S11 U.S. EPA. Ecological Soil Screening Levels for Cobalt. Interim Final. OSWER Directive 9285.7-67. March 2005.

S12 Iron is not expected to be toxic to plants in well-aerated soils between pH 5 and 8. Iron’s relative importance is not so much based on its direct chemical toxicity, but its effect as a mediator in the geochemistry of other potentially toxic metals and the potential hazard of depositing flocculent. Source: U.S. Environmental 

Protection Agency. Ecological Soil Screening Level for Iron. Interim Final. OSWER Directive 9285.7-69. November 2003.

S13 U.S. EPA. Ecological Soil Screening Levels for Arsenic. Interim Final. OSWER Directive 9285.7-62. March 2005.

S14 U.S. EPA. Ecological Soil Screening Levels for Lead. Interim Final. OSWER Directive 9285.7- 70. March 2005.

S15 U.S. EPA. Ecological Soil Screening Levels for Pentachlorophenol. Interim Final. OSWER Directive 9285.7-58. March 2005.



  

APPENDIX   I 



Data RL MDL EPA 6 Tap Water TCEQ Groundwater PCL MCL RL MDL EPA 6 Res Soil TCEQ Res Soil

Analyte Group CAS ug/L ug/L MDL>MSSL MDL>PCL ug/L ug/kg ug/kg MDL>MSSL MDL>PCL

Acetone VOC 67-64-1 50 2.8 5475.0 21997.8 No No NA 50 7.2 14150596.1 5417410.6 No No

Benzene VOC 71-43-2 2 0.23 0.4 5.0 No No 5.0 5 1.4 655.7 19456.3 No No

Bromobenzene VOC 108-86-1 2 0.73 23.3 488.8 No No NA 5 1.3 72591.5 79103.9 No No

Bromochloromethane VOC 74-97-5 2 0.64 NA 977.7 NA No NA 5 1.4 NA 352307.1 NA No

Bromodichloromethane VOC 75-27-4 2 0.33 0.2 14.7 Yes No NA 5 1.4 1026.0 97947.3 No No

Bromoform VOC 75-25-2 2 0.65 8.5 115.5 No No NA 5 1.2 61568.9 276174.4 No No

Butanol VOC 71-36-3 10 TBD 3650.0 2444.2 TBD TBD NA 10 TBD 6110309.7 1774338.4 TBD TBD

n-Butylbenzene VOC 104-51-8 2 0.6 60.8 977.7 No No NA 5 0.97 144897.9 1491317.0 No No

sec-Butylbenzene VOC 135-98-8 2 0.5 60.8 977.7 No No NA 5 1.1 111615.2 1550923.2 No No

tert-Butylbenzene VOC 98-06-6 2 0.55 60.8 977.7 No No NA 5 1 131672.5 1398509.4 No No

Chlorobenzene VOC 108-90-7 2 0.54 91.3 100.0 No No 100.0 5 1.4 273175.4 318098.1 No No

Chloroethane VOC 75-00-3 2 0.46 3.9 9776.8 No No NA 5 1.4 3032.2 23152959.6 No No

Chloroform VOC 67-66-3 2 0.66 0.2 244.4 Yes No NA 5 1.3 245.5 8009.6 No No

o-Chlorotoluene VOC 95-49-8 2 0.5 121.7 488.8 No No NA 5 1.2 158713.8 828812.6 No No

p-Chlorotoluene VOC 106-43-4 2 0.5 NA 488.8 NA No NA 5 1.1 NA 2468.2 NA No

Carbon Disulfide VOC 75-15-0 2 0.62 1042.9 2444.2 No No NA 10 1.3 721254.2 3299872.6 No No

Carbon tetrachloride VOC 56-23-5 2 0.52 0.2 5.0 Yes No 5.0 10 1.3 240.0 9724.7 No No

Cyclohexane VOC 110-82-7 2 0.53 12514.3 122209.8 No No NA 5 1.2 142803.5 42459498.0 No No

Dibromochloromethane VOC 124-48-1 2 0.68 0.1 10.9 Yes No NA 5 1.4 1010.7 72294.4 No No

1,2-Dibromo-3-chloropropane VOC 96-12-8 2 1.5 2.E-04 0.2 Yes Yes NA 5 1.4 2.6 3176.5 No No

1,2-Dibromoethane VOC 106-93-4 2 0.68 5.6E-03 0.1 Yes Yes NA 5 1.4 28.3 427.9 No No

1,1-Dichloroethane VOC 75-34-3 2 0.52 1216.7 4888.4 No No NA 5 1.3 845964.5 2647618.4 No No

1,2-Dichloroethane VOC 107-06-2 2 0.53 0.1 5.0 Yes No 5.0 5 1.4 346.6 6405.4 No No

1,1-Dichloroethylene VOC 75-35-4 2 0.68 338.8 7.0 No No 7.0 5 1.3 284897.7 1139605.9 No No

cis-1,2-Dichloroethylene VOC 156-59-2 2 0.83 60.8 70.0 No No 70.0 5 1.4 43028.1 724256.7 No No

trans-1,2-Dichloroethylene VOC 156-60-5 2 0.75 106.8 100.0 No No 100.0 5 1.3 121799.6 1298324.1 No No

1,2-Dichloropropane VOC 78-87-5 2 0.59 0.2 5.0 Yes No 5.0 5 1.5 351.3 31446.1 No No

1,3-Dichloropropane VOC 142-28-9 2 0.61 NA 9.1 NA No NA 5 1.4 NA 26191.7 NA No

2,2-Dichloropropane VOC 594-20-7 2 0.65 NA 13.4 NA No NA 5 1.1 NA 31446.1 NA No

1,1-Dichloropropene VOC 563-58-6 2 0.38 NA 9.1 NA No NA 5 1.2 NA 26191.7 NA No

cis-1,3-Dichloropropene VOC 10061-01-5 2 0.59 NA a 1.7 NA No NA 5 1.3 NA a 7092.0 NA No

trans-1,3-Dichloropropene VOC 10061-02-6 2 0.61 NA a 9.1 NA No NA 5 1.4 NA a 26191.7 NA No

m-Dichlorobenzene VOC 541-73-1 2 0.5 14.5 733.3 No No NA 5 1.2 68534.2 61578.7 No No

o-Dichlorobenzene VOC 95-50-1 2 0.5 49.3 600.0 No No 600.0 5 1.2 278923.4 388654.9 No No

p-Dichlorobenzene VOC 106-46-7 2 0.5 0.47 75.0 Yes No 75.0 5 1.2 3197.5 253030.5 No No

Dichlorodifluoromethane VOC 75-71-8 2 0.73 394.6 4888.4 No No NA 5 1.1 94077.3 11542289.8 No No

1-4-Dioxane VOC 123-91-1 50 24.1 6.1 83.0 Yes No NA 250 24 44216.4 552066.5 No No

Ethyl benzene VOC 100-41-4 2 0.48 1339.9 700.0 No No 700.0 5 1.3 233948.1 4019946.3 No No

Ethyl ether VOC 60-29-7 10 TBD 1216.7 4888.4 TBD TBD NA 10 TBD 1840994.9 6034014.1 TBD TBD

2-Hexanone VOC 591-78-6 10 1.9 NA 1466.5 NA No NA 50 6.8 NA 55994.5 NA No

Hexachlorobutadiene VOC 87-68-3 2 1.8 0.9 4.9 Yes No NA 5 1.2 6235.7 11989.6 No No

Hexane VOC 110-54-3 2 0.61 1454.7 1466.5 No No NA 5 1.1 114726.7 2601170.5 No No

Isopropylbenzene VOC 98-82-8 2 0.46 658.2 2444.2 No No NA 5 1.2 370838.9 3008694.4 No No

p-Isopropyltoluene VOC 99-87-6 2 0.57 NA 2444.2 NA No NA 5 1.2 NA 2466497.4 NA No

Methyl bromide VOC 74-83-9 2 0.47 8.7 34.2 No No NA 5 1.5 3904.5 29365.7 No No

Methyl chloride VOC 74-87-3 2 0.6 2.1 70.2 No No NA 5 1.5 1261.1 83952.1 No No

4-Methyl-2-pentanone VOC 108-10-1 10 7.3 1990.9 1955.4 No No NA 50 7 5797292.3 5369829.7 No No

Methylene bromide VOC 74-95-3 2 1 60.8 121.7 No No NA 5 2 141209.1 135377.6 No No

Methylene chloride VOC 75-09-2 5 0.67 4.3 5.0 No No 5.0 10 2.5 8898.2 264109.7 No No

Methyl ethyl ketone VOC 78-93-3 10 3 7064.5 14665.2 No No NA 50 6.7 32089642.9 26778603.3 No No

Naphthalene VOC 91-20-3 5 0.57 6.2 488.8 No No NA 5 1.2 124797.8 124097.0 No No

n-Propylbenzene VOC 103-65-1 2 0.53 60.8 977.7 No No NA 5 1.1 144897.9 1631815.1 No No
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EPA Region 6 MSSL EPA Region 6 MSSLAQUEOUS SOLID

Residential

ug/kg

Tap Water

TCEQ PCL
3

GW
GWING (Res)

ug/l

Appendix I

Comparison of Quantitation Limits to EPA Region 6 Human Health MSSLs and TCEQ Tier 1 PCLs

ug/l
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ug/kg

Styrene VOC 100-42-5 2 0.5 1641.1 100.0 No No 100.0 5 1.3 1733844.5 7034948.3 No No

1,1,1,2-Tetrachloroethane VOC 630-20-6 2 0.52 0.4 35.1 Yes No NA 5 1.4 3005.2 38852.9 No No

1,1,2,2-Tetrachloroethane VOC 79-34-5 2 0.46 0.06 4.6 Yes No NA 5 1.4 384.3 3990.6 No No

1,2,3-Trichlorobenzene VOC 87-61-6 2 0.62 NA c 73.3 NA No NA 5 1.2 NA c 187647.9 NA No

1,2,4-Trichlorobenzene VOC 120-82-1 2 0.93 8.2 70.0 No No 70.0 5 1 142520.2 613085.2 No No

1,1,1-Trichloroethane VOC 71-55-6 2 0.37 835.8 200.0 No No 200.0 5 1.2 1385377.7 5327386.2 No No

1,1,2-Trichloroethane VOC 79-00-5 2 0.66 0.2 5.0 Yes No 5.0 5 1.4 844.2 10390.9 No No

Trichloroethylene VOC 79-01-6 2 0.63 0.03 5.0 Yes No 5.0 5 1.3 42.6 90584.7 No No

Trichlorofluoromethane VOC 75-69-4 2 0.82 1288.2 7332.6 No No NA 5 1 386624.0 11636629.1 No No

1,2,3-Trichloropropane VOC 96-18-4 2 0.52 0.002 0.1 Yes Yes NA 5 1.4 1.4 867.5 No No

1,2,4-Trimethylbenzene VOC 95-63-6 2 0.55 12.4 1222.1 No No NA 5 1.1 52145.0 67892.6 No No

1,3,5-Trimethylbenzene VOC 108-67-8 2 0.47 12.3 1222.1 No No NA 5 1.1 21298.2 58654.3 No No

Tetrachloroethylene VOC 127-18-4 2 0.74 0.1 5.0 Yes No 5.0 5 1.3 554.3 85388.0 No No

Toluene VOC 108-88-3 2 0.54 2281.2 1000.0 No No 1000.0 5 1.3 521170.3 5619322.8 No No

Vinyl acetate VOC 108-05-4 10 2.1 412.4 24442.0 No No NA 10 7.6 426630.4 1549173.6 No No

Vinyl chloride VOC 75-01-4 2 0.32 0.015 2.0 Yes No 2.0 5 1.4 43.0 3392.4 No No

Xylenes (Total) VOC 1330-20-7 6 1.1 202.8 10000.0 No No 10000.0 15 3.8 214480.3 753215.6 No No

Acenaphthene SVOC 83-32-9 5.0 2.4 365.0 1466.5 No No NA 170 43 3683396.2 2965473.2 No No

Acenaphthylene SVOC 208-96-8 5.0 1.6 NA g 1466.5 NA No NA 170 42 NA g 3781512.6 No No

Anthracene SVOC 120-12-7 5.0 2.1 1825.0 7332.6 No No NA 170 49 21899671.9 17744113.3 No No

Benzenethiol SVOC 108-98-5 10.0 10.0 NA 0.24 NA Yes NA 170 170 NA 678.3 NA No

Benzo(a)anthracene SVOC 56-55-3 5.0 1.1 0.029 1.3 Yes No NA 170 43 147.6 5645.3 No No

Benzo(a)pyrene SVOC 50-32-8 5.0 1.3 0.003 0.2 Yes Yes 0.2 170 41 14.8 563.7 Yes No

Benzo(b)fluoranthene SVOC 205-99-2 5.0 2.9 0.029 1.3 Yes Yes NA 170 43 147.6 5708.2 No No

Benzo(g,h,i)perylene SVOC 191-24-2 5.0 1.2 NA j 733.3 NA No NA 170 68 NA i 1780340.6 No No

Benzo(k)fluoranthene SVOC 207-08-9 5.0 0.94 0.29 12.5 Yes No NA 170 40 1476.2 57210.1 No No

Benzoic acid SVOC 65-85-0 50 5.0 146000.0 97767.9 No No NA 830 830 100000000.0 354150.2 No No

Benzyl alcohol SVOC 100-51-6 5.0 1.3 10950.0 12221.0 No No NA 170 56 18330929.1 4042348.8 No No

bis(2-Chloroethoxy)methane SVOC 111-91-1 5.0 1.1 NA 0.83 NA Yes NA 170 46 NA 2461.5 NA No

bis(2-Chloroethyl)ether SVOC 111-44-4 5.0 1.4 0.0098 0.83 Yes Yes NA 170 45 211.2 1382.1 No No

bis(2-Ethylhexyl)phthalate SVOC 117-81-7 5.0 1.6 4.8 6.0 No No 6.0 170 100 34741.5 43157.7 No No

4-Bromophenyl-phenyl ether SVOC 101-55-3 5.0 3.2 NA 6.1E-05 NA Yes NA 170 37 NA 268.4 NA No

Butyl benzyl phthalate SVOC 85-68-7 5.0 1.3 7300.0 4888.4 No No NA 170 71 240476.9 5723309.2 No No

Carbazole SVOC 86-74-8 5.0 2.0 3.4 45.6 No No NA 170 47 24319.0 234921.0 No No

4-Chloroaniline SVOC 106-47-8 5.0 1.7 146.0 97.8 No No NA 170 48 244412.4 195675.0 No No

4-Chloro-3-methyl phenol SVOC 59-50-7 5.0 0.91 NA 122.2 NA No NA 170 46 NA 326638.2 NA No

2-Chloronaphthalene SVOC 91-58-7 5.0 1.5 486.7 1955.4 No No NA 170 51 3855748.3 5042016.8 No No

2-Chlorophenol SVOC 95-57-8 5.0 2.1 30.4 122.2 No No NA 170 33 63511.2 363515.3 No No

4-Chlorophenyl phenyl ether SVOC 7005-72-3 5.0 1.9 NA 0.061 NA Yes NA 170 34 NA 153.7 NA No

Chrysene SVOC 218-01-9 5.0 1.6 2.9 125.0 No No NA 170 64 14761.9 560116.5 No No

Cyclohexanediol SVOC 556-48-9 TBD TBD NA NA NA NA NA TBD TBD NA NA NA NA

Dibenz(a,h)acridine SVOC 226-36-8 5.0 4.8 NA 0.76 NA Yes NA 170 61 NA 3692.7 NA No

Dibenzo(a,h)anthracene SVOC 53-70-3 5.0 1.6 0.0029 0.2 Yes Yes NA 170 61 14.8 549.4 Yes No

Dibenzofuran SVOC 132-64-9 5.0 0.99 12.2 97.8 No No NA 170 33 145284.4 266261.4 No No

1,2-Dichlorobenzene SVOC 95-50-1 5.0 2.6 49.3 600.0 No No 600.0 170 69 278923.4 388654.9 No No

1,3-Dichlorobenzene SVOC 541-73-1 5.0 3.1 14.5 733.3 No No NA 170 31 68534.2 61578.7 No No

1,4-Dichlorobenzene SVOC 106-46-7 5.0 2.5 0.47 75.0 Yes No 75.0 170 39 3197.5 253030.5 No No

3,3'-Dichlorobenzidine SVOC 91-94-1 10 1.3 0.15 2.0 Yes No NA 330 81 1080.8 10440.9 No No

2,4-Dichlorophenol SVOC 120-83-2 5.0 1.0 109.5 73.3 No No NA 170 30 183309.3 194020.4 No No

Diethylphthalate SVOC 84-66-2 5.0 5.0 29200.0 19553.6 No No NA 170 39 48882477.6 1424363.1 No No

7,12-Dimethyben(a)anthracene SVOC 57-97-6 5.0 4.8 NA 0.0037 NA Yes NA 170 170 NA 16.8 NA Yes

2,4-Dimethylphenol SVOC 105-67-9 5.0 1.2 730.0 488.8 No No NA 170 54 1222061.9 879830.6 No No

Dimethyl phthalate SVOC 131-11-3 5.0 1.2 365000.0 19553.6 No No NA 170 39 100000000.0 659274.3 No No

Di-n-butyl phthalate SVOC 84-74-2 5.0 1.7 3650.0 2444.2 No No NA 170 44 6110309.7 4397430.8 No No

4,6-Dinitro-o-cresol SVOC 534-52-1 10 3.7 NA 48.9 NA No NA 330 81 NA 20500.5 NA No

2,4-Dinitrophenol SVOC 51-28-5 25 2.0 73.0 48.9 No No NA 830 46 122206.2 133130.7 No No

2,4-Dinitrotoluene SVOC 121-14-2 5.0 1.5 73.0 1.3 No Yes NA 170 49 122206.2 6909.4 No No

2,6-Dinitrotoluene SVOC 606-20-2 5.0 1.4 36.5 1.3 No Yes NA 170 46 61103.1 6909.4 No No

Di-n-octylphthalate SVOC 117-84-0 5.0 1.3 NA 488.8 NA No NA 170 60 NA 1282522.8 NA No
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Comparison of Quantitation Limits to EPA Region 6 Human Health MSSLs and TCEQ Tier 1 PCLs

ug/l

TCEQ PCL
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Fluoranthene SVOC 206-44-0 5.0 1.2 1460.0 977.7 No No NA 170 38 2293610.2 2316431.5 No No

Fluorene SVOC 86-73-7 5.0 0.96 243.3 977.7 No No NA 170 37 2644485.7 2262903.9 No No

Hexachlorobenzene SVOC 118-74-1 5.0 3.3 0.042 1.0 Yes Yes 1.0 170 47 304.0 1019.9 No No

Hexachlorobutadiene SVOC 87-68-3 5.0 4.0 0.9 4.9 Yes No NA 170 60 6235.7 11989.6 No No

Hexachlorocyclopentadiene SVOC 77-47-4 5.0 4.0 219.0 50.0 No No 50.0 170 58 365487.5 7160.1 No No

Hexachloroethane SVOC 67-72-1 5.0 4.0 4.8 24.4 No No NA 170 48 34741.5 66565.3 No No

Indene SVOC 95-13-6 15 13 NA 488.8 NA No NA 830 830 NA 55695.7 NA No

Indeno(1,2,3-cd)pyrene SVOC 193-39-5 5.0 1.2 0.029 1.3 Yes No NA 170 66 147.6 5720.9 No No

Isophorone SVOC 78-59-1 5.0 0.89 70.8 960.5 No No NA 170 43 511979.5 1249295.3 No No

Methyl Chrysene SVOC 1705-85-7 5.0 4.8 NA 12.5 NA No NA 170 170 NA 56938.2 NA No

1-Methylnaphthlene SVOC 90-12-0 5.0 1.5 NA 1710.9 NA No NA 170 36 NA 4411764.7 NA No

2-Methylnaphthalene SVOC 91-57-6 5.0 2.6 NA f 97.8 NA No NA 170 37 NA f 252100.8 NA No

2-Methylphenol SVOC 95-48-7 5.0 1.1 1825.0 1222.1 No No NA 170 75 3055154.9 1012583.1 No No

3-Methylphenol SVOC 108-39-4 5.0 2.0 1825.0 1222.1 No No NA 170 38 3055154.9 1050593.6 No No

4-Methylphenol SVOC 106-44-5 5.0 2.0 182.5 122.2 No No NA 170 38 305515.5 271029.5 No No

Naphthalene SVOC 91-20-3 5.0 1.5 6.2 488.8 No No NA 170 28 124797.8 124097.0 No No

N-Diphenylamine SVOC 122-39-4 5.0 1.4 912.5 611.0 No No NA 170 70 1527577.4 899065.1 No No

2-Nitroaniline SVOC 88-74-4 5.0 1.4 109.5 7.3 No No NA 170 70 182745.2 10999.4 No No

3-Nitroaniline SVOC 99-09-2 5.0 1.6 NA h 7.3 NA No NA 170 43 NA h 19139.5 NA No

4-Nitroaniline SVOC 100-01-6 5.0 1.7 NA h 24.0 NA No NA 170 170 NA h 121473.9 NA No

Nitrobenzene SVOC 98-95-3 5.0 0.86 3.4 12.2 No No NA 170 50 19661.7 29851.0 No No

4-Nitrophenol SVOC 100-02-7 25 1.3 292.0 48.9 No No NA 170 120 488824.8 51175.6 No No

N-Nitroso-di-n-propylamine SVOC 621-64-7 5.0 1.1 0.0096 0.13 Yes Yes NA 170 76 69.5 399.8 Yes No

N-Nitrosodiphenylamine SVOC 86-30-6 5.0 1.4 13.7 186.2 No No NA 170 69 99261.3 571115.7 No No

Pentachlorophenol SVOC 87-86-5 25 1.6 0.56 1.0 Yes Yes 1.0 830 89 2979.0 2417.2 No No

Phenanthrene SVOC 85-01-8 5.0 2.0 NA i 733.3 NA No NA 170 36 NA i 1705202.8 No No

Phenol SVOC 108-95-2 5.0 0.51 10950.0 7332.6 No No NA 170 53 18331473.2 1586133.6 No No

1-Phenylethanol SVOC 98-85-1 TBD TBD NA NA NA NA NA TBD TBD NA NA NA NA

Pyrene SVOC 129-00-0 5.0 1.3 182.5 733.3 No No NA 170 73 2308755.7 1697614.5 No No

1,2,4-Trichlorobenzene SVOC 120-82-1 5.0 2.9 8.2 70.0 No No 70.0 170 40 142520.2 613085.2 No No

2,4,5-Trichlorophenol SVOC 95-95-4 5.0 1.8 3650.0 2444.2 No No NA 170 67 6110309.7 4137518.0 No No

2,4,6-Trichlorophenol SVOC 88-06-2 5.0 1.2 6.1 83.0 No No NA 170 46 44216.4 300264.4 No No

Quinoline SVOC 91-22-5 5.0 5.0 0.022 0.3 Yes Yes NA 170 170 162.1 1566.1 Yes No

Aldrin Pest 309-00-2 0.050 0.014 0.004 0.054 Yes No NA 1.7 0.40 28.6 49.7 No No

alpha-Chlordane Pest 5103-71-9 5.0 0.8 NA n 2.6 NA No NA 170 27 NA n 12767.3 NA No

alpha-BHC Pest 319-84-6 0.050 0.012 0.011 0.14 Yes No NA 1.7 0.36 90.2 251.2 No No

beta-BHC Pest 319-85-7 0.050 0.0080 0.037 0.51 No No NA 1.7 0.53 315.8 917.2 No No

Chlordane (technical) Pest 12789-03-6 0.50 0.19 NA 2.0 NA No NA 17 2.3 NA 5928.5 NA No

4,4'-DDD Pest 72-54-8 0.10 0.015 0.28 3.8 No No NA 3.3 0.96 2436.6 14215.6 No No

4,4'-DDE Pest 72-55-9 0.10 0.017 0.2 2.7 No No NA 3.3 1.3 1720.0 10177.5 No No

4,4'-DDT Pest 50-29-3 0.10 0.013 0.2 2.7 No No NA 3.3 1.5 1720.0 5394.0 No No

delta-BHC Pest 319-86-8 0.050 0.015 NA k 0.51 NA No NA 1.7 0.53 NA k 2854.8 NA No

Dieldrin Pest 60-57-1 0.10 0.013 4.2 0.057 No No NA 3.3 0.89 30.4 145.3 No No

Endosulfan I Pest 959-98-8 0.10 0.0080 NA l 48.9 NA No NA 3.3 0.46 NA l 46510.6 NA No

Endosulfan II Pest 33213-65-9 0.10 0.013 NA l 146.7 NA No NA 3.3 0.83 NA l 272438.6 NA No

Endosulfan sulfate Pest 1031-07-8 0.10 0.014 NA l 146.7 NA No NA 3.3 0.96 NA l 384519.5 NA No

Endrin Pest 72-20-8 0.10 0.019 11.0 2.0 No No 2.0 3.3 1.1 18330.9 8686.4 No No

Endrin aldehyde Pest 7421-93-4 0.10 0.017 NA m 7.3 NA No NA 3.3 1.4 NA m 19373.1 NA No

gamma-BHC (Lindane) Pest 58-89-9 0.050 0.0070 0.052 0.2 No No 0.2 1.7 0.73 437.2 1105.4 No No

gamma-Chlordane Pest 5103-74-2 5.0 0.8 NA n NA n NA NA NA 170 27 NA n NA n NA NA

Heptachlor Pest 76-44-8 0.050 0.010 0.015 0.4 No No 0.1 1.7 0.46 108.1 127.0 No No

Heptachlor epoxide Pest 1024-57-3 0.050 0.0060 0.0074 0.2 No No 0.2 1.7 0.33 53.4 236.9 No No

Methoxychlor Pest 72-43-5 0.50 0.078 182.5 40.0 No No 40.0 17 7.2 305515.5 269155.7 No No

Toxaphene Pest 8001-35-2 0.50 0.20 0.061 3.0 Yes No 3.0 17 12 442.2 1240.0 No No

Aroclor-1016 PCB 12674-11-2 0.50 0.50 0.96 NA u No NA 0.5 17 11 3933.1 NA u No NA

Aroclor-1221 PCB 11104-28-2 0.50 0.50 0.034 NA u Yes NA 0.5 17 17 221.9 NA u No NA

Aroclor-1232 PCB 11141-16-5 0.50 0.34 0.034 NA u Yes NA 0.5 17 9.6 221.9 NA u No NA

Aroclor-1242 PCB 53469-21-9 0.50 0.16 0.034 NA u Yes NA 0.5 17 14 221.9 NA u No NA

Aroclor-1248 PCB 12672-29-6 0.50 0.37 0.034 NA u Yes NA 0.5 17 13 221.9 NA u No NA

Aroclor-1254 PCB 11097-69-1 0.50 0.17 0.034 NA u Yes NA 0.5 17 14 221.9 NA u No NA
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Aroclor-1260 PCB 11096-82-5 0.50 0.23 0.034 NA u Yes NA 0.5 17 6.9 221.9 NA u No NA

2,4-D Herb 94-75-7 1.5 0.80 365.0 70.0 No No 70.0 33 13 686067.4 368695.6 No No

2,4-DB Herb 94-82-6 2.0 1.9 292.0 195.5 No No NA 66 54 488824.8 532522.8 No No

Dalapon Herb 75-99-0 1.0 1.0 1095.0 200.0 No No 200.0 33 23 1833092.9 1996960.5 No No

Dicamba Herb 1918-00-9 0.20 0.080 1095.0 733.3 No No NA 6.6 5.0 1833092.9 626188.4 No No

Dichloroprop Herb 120-36-5 1.0 0.51 NA 244.4 NA No NA 33 8.9 NA 665653.5 NA No

Dinoseb Herb 88-85-7 0.20 0.090 36.5 7.0 No No 7.0 6.6 4.3 61103.1 66565.3 No No

MCPA Herb 94-74-6 50 NA 18.3 12.2 NA NA NA 170 NA 30551.5 33282.7 NA NA

MCPP Herb 93-65-2 50 NA 36.5 24.4 NA NA NA 170 NA 61103.1 66565.3 NA NA

Pentachlorophenol Herb 87-86-5 0.050 0.040 0.56 1.0 No No 1.0 1.7 0.99 2979.0 2417.2 No No

2,4,5-T Herb 93-76-5 0.20 0.12 365.0 244.4 No No NA 6.6 3.3 611031.0 484786.7 No No

2,4,5-TP (Silvex) Herb 93-72-1 0.20 0.15 292.0 50.0 No No NA 13 12 488824.8 511998.2 No No

Aluminum Metals 7429-90-5 200 55.3 36500.0 2444.2 No No NA 200 25.6 76187910.2 6521159.1 No No

Antimony Metals 7440-36-0 5.0 1.8 14.6 6.0 No No 6.0 10 5.1 31285.7 14956.4 No No

Arsenic Metals 7440-38-2 5.0 2.7 0.045 p 10.0 Yes No 10.0 10 1.7 389.6 p 24167.6 No No

Barium Metals 7440-39-3 200 3.0 7300.0 2000.0 No No 2000.0 200 2.6 15642262.8 7840506.7 No No

Beryllium Metals 7440-41-7 5.0 0.06 73.0 4.0 No No 4.0 5 0.2 154374.2 37564.5 No No

Cadmium Metals 7440-43-9 4.0 0.24 18.3 5.0 No No 5.0 5 0.3 38985.0 52421.1 No No

Calcium Metals 7440-70-2 5000 134.89 NA NA NA NA NA 5000 73.3 NA NA NA NA

Chromium Metals 7440-47-3 10 1.82 109.5 q 100.0 No No 100.0 10 0.9 210675.4 23053938.4 No No

Cobalt Metals 7440-48-4 50 0.99 730.0 1466.5 No No NA 50 0.8 902894.7 3826931.3 No No

Copper Metals 7440-50-8 25 1.42 1355.7 1300.0 No No Action level=1300
v

25 5.4 2905102.0 547595.9 No No

Iron Metals 7439-89-6 100 18.97 25550.0 NA No NA NA 100 40.5 54750000.0 NA No NA

Lead Metals 7439-92-1 3 0.7 15.0 15.0 No No Action level=15
v

10 1.2 400000.0 500000.0 No No

Magnesium Metals 7439-95-4 5000 16.8 NA NA NA NA NA 5000 61.5 NA NA NA NA

Manganese Metals 7439-96-5 15 7.68 1703.1 1148.8 No No NA 15 9.6 3239292.4 3409514.7 No No

Mercury Metals 7439-97-6 NA NA 0.63 2.0 NA NA 2.0 NA NA NA 2087.2 NA NA

Nickel Metals 7440-02-0 40 1.0 730.0 488.8 No No NA 40 1.4 1564285.7 832104.3 No No

Potassium Metals 7440-09-7 5000 125.2 NA NA NA NA NA 5000 169.5 NA NA NA NA

Selenium Metals 7782-49-2 5 3.2 182.5 50.0 No No 50.0 10 2.7 391071.4 307705.4 No No

Silver Metals 7440-22-4 10 0.5 182.5 122.2 No No NA 10 1.0 391071.4 94838.3 No No

Sodium Metals 7440-23-5 5000 292 NA NA NA NA NA 5000 51.8 NA NA NA NA

Thallium Metals 7440-28-0 10 1.5 2.9 r 2.0 r No No 2.0 20 5.3 6257.1 r 6313.2 r No No

Vanadium Metals 7440-62-2 50 0.4 182.5 171.1 No No NA 50 1.1 391071.4 291014.3 No No

Zinc Metals 7440-66-6 20 7.5 10950.0 7332.6 No No NA 20 6.2 23464285.7 9921473.9 No No

Hex Chrom Wet Chem 18540-29-9 10 4 109.5 100.0 No No 100 2 2 30096.5 121916.8667 No No

1
 Organics waters analyzed using EPA SW-846 methods; Inorganics based on ICP-AES using EPA SW-846 methods. EPA SW-846 = EPA Solid waste methods SW-846

2
 Organics Soils analyzed EPA SW-846 methods; Inorganics based on ICP-AES using EPA SW-846 methods. MDL = Method Detection Limit

3
 Residential groundwater and soil (30 acre source) TCEQ Tier 1 PCLs were obtained from TRRP PCL tables dated May 24, 2007. RL = Reporting Limit.

a.  Used 1,3-dichloropropene as a surrogate chemical. k.  Used alpha-hexachlorocyclohexane (alpha-HCH) as a surrogate chemical. MSSL = EPA Region 6 Media-Specific Screening Concentrations.  Revised 05/04/07.

b.  Used xylenes as a surrogate chemical. l.  Used endosulfan as a surrogate chemical. PCL = Protective Concentration Level

c.  Used 1,2,4-trichlorobenzene as a surrogate chemical. m.  Used endrin as a surrogate chemical. Res = Residential

d.  Used 2-chloropropane as a surrogate chemical. n.  Used chlordane as a surrogate chemical. TBD = To Be Determined

e.  Used 4-nitrophenol as a surrogate chemical. o.  Used Aroclor 1254 as a surrogate chemical. TCEQ = Texas Commission on Environmental Quality

f.  Used naphthalene as a surrogate chemical. p.  Based on arsenic cancer endpoint. MCL=Maximum Contaminant Level

g.  Used acenaphthene as a surrogate chemical. q. Based on chromium VI.  A tap water value for total chromium was not available.

h.  Used 2-nitroaniline as a surrogate chemical. r.  Used thallium chloride as a surrogate chemical.

i.  Used anthracene as a surrogate chemical. s. Used xylenes total as a surrogate chemical.

j.  Used pyrene as a surrogate chemical. t. Used gamma-chlordane as a surrogate chemical.

u. Used Total PCBs as a surrogate chemical.

v. Regulated by a Treatment Technique that requires systems to control the corrosiveness of their water. 

     If more than 10% of tap water samples exceed the action level, water systems must take additional steps.



  

APPENDIX   J 



ID Task Name Duration Start Finish

1 Task 1: Project Planning 24 days Wed 6/9/04 Mon 7/12/04

2 Agreed Order is Signed by the EPA 1 day Wed 6/9/04 Wed 6/9/04

3 Prepare for Scoping Meeting 20 days Thu 6/10/04 Wed 7/7/04

4 Scoping meeting 3 days Thu 7/8/04 Mon 7/12/04

5 Evaluate Existing Information 14 days Thu 6/10/04 Tue 6/29/04

6 Task 2: RI/FS Work Plan 743 days Wed 7/7/04 Fri 5/11/07

7 Submit Draft RI/FS Work Plan 45 days Wed 7/7/04 Tue 9/7/04

8 EPA Review 108 days Wed 9/8/04 Fri 2/4/05

9 Submit Amended Draft RI/FS Work Plan 63 days Tue 2/8/05 Thu 5/5/05

10 EPA Review 30 days Fri 1/6/06 Thu 2/16/06

11 Submit Final RI/FS Work Plan 14 days Tue 4/24/07 Fri 5/11/07

12 Task 3: Sampling and Analysis Plan (SAP) 739 days Tue 7/13/04 Fri 5/11/07

13 Submit RI/FS Field Sampling Plan (FSP) 41 days Tue 7/13/04 Tue 9/7/04

14 EPA Review 106 days Fri 9/10/04 Fri 2/4/05

15 Submit Amended RI/FS SAP 64 days Mon 2/7/05 Thu 5/5/05

16 EPA Review 30 days Fri 5/6/05 Thu 6/16/05

17 Submit Final FSP 14 days Tue 4/24/07 Fri 5/11/07

18 Submit RI/FS Quality Assurance Project Plan (QAPP) 42 days Tue 7/13/04 Wed 9/8/04

19 EPA Review 20 days Mon 1/10/05 Fri 2/4/05

20 Submit Amended QAPP 64 days Mon 2/7/05 Thu 5/5/05

21 EPA Review 30 days Fri 5/6/05 Thu 6/16/05

22 Submit Final QAPP 14 days Tue 4/24/07 Fri 5/11/07

23 Demonstrate Laboratory Qualifications 14 days Tue 7/13/04 Fri 7/30/04

24 Task 4: RI/FS Site Health and Safety Plan 42 days Tue 7/13/04 Wed 9/8/04

25 Task 5: Community Involvement Plan (EPA) 58 days Mon 6/14/04 Wed 9/1/04

26 Task 6: Site Characterization 305 days Mon 11/26/07 Fri 1/23/09

27 6a) Field Investigation 140 days Mon 11/26/07 Fri 6/6/08

28 Phase I Site Physiography 54 days Mon 11/26/07 Thu 2/7/08

29 Phase I Site Geology 54 days Mon 11/26/07 Thu 2/7/08

30 Phase I Site Hydrogeology 54 days Mon 11/26/07 Thu 2/7/08

31 Phase I Site Biological Features 54 days Mon 11/26/07 Thu 2/7/08

32 Phase I Definition of Sources 54 days Mon 11/26/07 Thu 2/7/08

33 Phase I Definition of Contamination 54 days Mon 11/26/07 Thu 2/7/08

34 Phase I Description of Nature and Extent 20 days Fri 2/8/08 Thu 3/6/08

35 Phase I Results Scoping Meeting 1 day Mon 3/17/08 Mon 3/17/08

36 Phase II Field Investigation 45 days Mon 4/7/08 Fri 6/6/08

37 6b) Data Analysis 48 days Mon 6/9/08 Wed 8/13/08

38 Evaluation of data 30 days Mon 6/9/08 Fri 7/18/08

39 Modeling 14 days Mon 6/9/08 Thu 6/26/08

40 Sensitivity Analysis 14 days Fri 6/27/08 Wed 7/16/08

41 Collect Data to Fill Gaps 20 days Thu 7/17/08 Wed 8/13/08

42 6c) Data Management Procedures 135 days Mon 11/26/07 Fri 5/30/08

43 Documentation of Field Activities 135 days Mon 11/26/07 Fri 5/30/08

44 Sample Management and Tracking 135 days Mon 11/26/07 Fri 5/30/08

45 6d) Site Characterization Deliverables 100 days Mon 9/8/08 Fri 1/23/09

46 Preliminary Site Characterization Summary Report 7 days Mon 9/8/08 Tue 9/16/08

47 EPA Review 30 days Wed 9/17/08 Tue 10/28/08

48 Submit Amended PSCSR 22 days Wed 10/29/08 Thu 11/27/08

49 EPA Review 30 days Fri 11/28/08 Thu 1/8/09

50 Submit Final PSCSR 11 days Fri 1/9/09 Fri 1/23/09

51 Task 7: Risk Assessment 628 days Mon 11/26/07 Wed 4/21/10

52 7a) Baseline Human Health Risk Assessment 308 days Mon 11/26/07 Wed 1/28/09

53 Hazard Identification 135 days Mon 11/26/07 Fri 5/30/08

54 Dose-Response Assessment 7 days Mon 6/2/08 Tue 6/10/08

55 Conceptual Exposure/Pathway Analysis 7 days Wed 6/11/08 Thu 6/19/08

56 Characterization of Site and Potential Receptors 7 days Fri 6/20/08 Mon 6/30/08

57 Exposure Assessment 7 days Tue 7/1/08 Wed 7/9/08

58 Risk Characterization 7 days Thu 7/10/08 Fri 7/18/08

59 Identification of Limitations/Uncertainties 14 days Mon 7/21/08 Thu 8/7/08

60 Conceptual Site Model 14 days Fri 8/8/08 Wed 8/27/08

61 Submit Draft BHHRA 14 days Thu 8/28/08 Tue 9/16/08

62 EPA Review 30 days Wed 9/17/08 Tue 10/28/08

63 Submit Amended BHHRA 24 days Wed 10/29/08 Mon 12/1/08

64 EPA Review 30 days Tue 12/2/08 Mon 1/12/09

65 Submit Final BHHRA 12 days Tue 1/13/09 Wed 1/28/09

66 7b) Baseline Ecological Risk Assessment 628 days Mon 11/26/07 Wed 4/21/10

67 Screening Level Problem Formulation and Ecological Effects Evaluation135 days Mon 11/26/07 Fri 5/30/08

68 Screening Level Exposure Estimate and Risk Calculation 14 days Mon 6/2/08 Thu 6/19/08

69 Submit Draft SLERA 14 days Tue 7/8/08 Fri 7/25/08

70 Meet with EPA 1 day Mon 8/4/08 Mon 8/4/08

71 EPA Review 31 days Tue 8/5/08 Tue 9/16/08

72 Submit Amended SLERA 20 days Wed 9/17/08 Tue 10/14/08

73 EPA Review 30 days Wed 10/15/08 Tue 11/25/08

74 Submit Final SLERA 14 days Wed 11/26/08 Mon 12/15/08

75 Baseline Risk Assessment Problem Formulation 7 days Tue 12/16/08 Wed 12/24/08

76 Submit Draft BERA PF 7 days Thu 12/25/08 Fri 1/2/09

77 EPA Revew 30 days Mon 1/5/09 Fri 2/13/09

78 submit Amended BERA PF 24 days Mon 2/16/09 Thu 3/19/09

79 Submit Final BERA PF 24 days Fri 3/20/09 Wed 4/22/09

80 Study Design and Data Quality Objectives Process 10 days Thu 4/23/09 Wed 5/6/09

81 Submit Draft BERA WP and SAP 24 days Thu 5/7/09 Tue 6/9/09

82 EPA Review 30 days Wed 6/10/09 Tue 7/21/09

83 Submit Amended BERA WP and SAP 24 days Wed 7/22/09 Mon 8/24/09

84 EPA Review 30 days Tue 8/25/09 Mon 10/5/09

85 Submit Final BERA WP and SAP 10 days Tue 10/6/09 Mon 10/19/09

86 Field Verification and Sampling Design 7 days Tue 10/20/09 Wed 10/28/09

87 Site Investigation and Analysis Phase 20 days Thu 10/29/09 Wed 11/25/09

88 Risk Characterization 20 days Thu 11/26/09 Wed 12/23/09

89 Submit Draft BERA Report 5 days Thu 12/24/09 Wed 12/30/09

90 EPA Review 30 days Thu 12/31/09 Wed 2/10/10

91 Submit Amended BERA Report 20 days Thu 2/11/10 Wed 3/10/10

92 EPA Review 10 days Thu 3/11/10 Wed 3/24/10

93 Submit Final BERA Report 10 days Thu 3/25/10 Wed 4/7/10

94 Risk Management 10 days Thu 4/8/10 Wed 4/21/10

95 Task 8: Treatability Studies 151 days Mon 1/14/08 Mon 8/11/08

96 Determination of Candidate Technologies and or Need for Testing 14 days Mon 1/14/08 Thu 1/31/08

97 Submit Draft CTTM Report 7 days Fri 2/1/08 Mon 2/11/08

98 EPA Review 20 days Tue 2/12/08 Mon 3/10/08

99 Submit Amended CTTM Report 14 days Tue 3/11/08 Fri 3/28/08

100 EPA Review 10 days Mon 3/31/08 Fri 4/11/08

101 Submit Final CTTM 10 days Mon 4/14/08 Fri 4/25/08

102 Conduct Literature Survey and Need for Treatability 7 days Mon 4/28/08 Tue 5/6/08

103 Evaluation of Treatability Studies 10 days Wed 5/7/08 Tue 5/20/08

104 Submit Draft TS Report 5 days Wed 5/21/08 Tue 5/27/08

105 EPA Review 20 days Wed 5/28/08 Tue 6/24/08
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133 Presentation to EPA; RI, Remedial Action Objectives, Alternatives and Comparative Analysis2 days Tue 1/13/09 Wed 1/14/09

134 Submit Draft Feasibility Study Report 20 days Thu 1/15/09 Wed 2/11/09

135 EPA Review 30 days Thu 2/12/09 Wed 3/25/09

136 Submit Amended Feasibilty Report 20 days Thu 3/26/09 Wed 4/22/09

137 EPA Review 14 days Thu 4/23/09 Tue 5/12/09

138 Final Feasibility Report 20 days Wed 5/13/09 Tue 6/9/09
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